ENGINEERING
TOMORROW

Americas

e Rubber hydraulic hose
EA\erquIp and fitting catalog

by Danfoss

%

///

% ) | \\\\\\\\
\\\\\\\\\\/ N \\\\x [/ ; /
%////// "\/////////fgg \\\\\\\\\\ >

)
W

/

A =
N

90-GLPD3 = Jauuip

NAHAD
MEMBER

90-G1ZD3 ssosueafa sguuip

(urog ) Ww g'6




ENGINEERING
TOMORROW

Aeroquip® by Danfoss
Stronger than ever.

For decades, Aeroquip has moved the industry forward. Uncovering
problems to be solved. Never settling for the status quo. Now, backed
by the power of Danfoss, we're making major investments in product
innovation, expanding manufacturing capabilities, supporting you
with a world-class team. And we're just getting started.
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Rubber hydraulic hose & fittings
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EA\eroquip

Danfoss fluid conveyance

Explore the world of
Danfoss fluid conveyance

From thermoplastic hose to data center connections,
Danfoss has the hose, fittings and connectors that work.

Fuel, air conditioning,
thermoplastic & specialty (FACTS)

Connectors

Product Categories: Product Categories:
« Brass Connectors - Steel Adapters « A/C &Refrigeration « Silicone
» Flexmaster + Swivels + Airbrake + Socketless
- FLOCS + Tube Fittings - Beverage Tubing + Specialty
+ Quick Disconnect + Engine/Fuel + Subsea Oil & Gas
Couplings
« Performance « Thermoplastic
Products
- PTFE
+ Railway
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Industrial hose

Product Categories:

Danfoss fluid conveyance

Rubber hydraulic
hose & fittings (RHHF)

Product Categories:

« Air & Multipurpose
» Chemical

- Food & Beverage
+ Material Handling

« Qil & Petroleum

- Specialty
« Steam

- Water

- Braided Hose & Fittings
+ Spiral Hose & Fittings

. Tools, Machines & Accessories

Aeroquip by Danfoss Rubber Hydraulic Hose & Fitting Catalog 5
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Hose selection chart

How to use chart: Locate the hose I.D. required and move to the right
to the correct pressure. Then move up or down in this column for data on
material, temperature, etc. to quickly determine whether the hose meets

your requirements.

For complete information on any hose refer to hose catalog page number.

Core hoses are
indicated with icons:

®

Suction

9

Standard

@

Premium

High-Temp

Low-Temp

Abrasion

Selection of hose: Selection of the proper hose for the application is essential to the proper
operation and safe use of the hose and related equipment. Inadequate attention to selection of
the hose for your application can result in hose leaking, bursting, or other failure which can cause
serious bodily injury or property damage from spraying fluids or flying projectiles. You should
carefully review the information in this catalog.

Hose selection chart

Core premium braided hose

Hose FC839B GH194 GH781 EC881 FC735
Page 39 40 41 42 43 44 45 46
Low to medium | Medium Hydraulics, Transfer of Hydraulic For high pres- Hydraulics, Low tempera-
pressure pressure crude, fuel and medium to system with sure hydraulics | crude, fueland | ture hydraulic
Usage hydraulic & hydraulic & lubricating oils, | high pressure petroleumand | subjected to lubricating oils, | system service
water-based water-based gasoline, water | hydraulic & water gycol high surge gasoline, water | with petroleum
fluids fluids in and phosphate | water-based based fluids for | peaks and phosphate | and water-
abrasive ap- ester base hy- fluids lubricating oils ester base hy- based fluids, for
plications draulic fluids draulic fluids general indus-
trial service.
Certifications
SAE 100R17 SAE 100R16
SAE SAE 100R] SAE 100R17 SAE 100R1 SAE 100R16 SAE 100R19 SAE 100R16 SAE 100R2 SAE 100R16
EN ENB5715C EN 853 EN85725C | EN85725C | EN85725C | EN8532SN | EN85725C
performance
ISO 1436 1SN 1SO 18752 ISO 18752 1SO 1436 ISO 11237-1
150 150 18752 O 18752 O 18752 150 11237 150 11237
ABS MSHA | MSHA ABS  MSHA | ABS MSHA | ABS MSHA | ABS ~ MSHA | ABS MSHA | MSHA
OTHER DNV USCG DNV DNV USCG | DNV DNV DNV USCG

Hose Specifications

-46°10 126° C

-40° to 100° C

-40°to 1500 C

-46°10 126° C

-46°10 126° C

-40° to 100° C

-40°to 1500 C

-57°1t0 100° C

Maximum operating pressure (PSI)

TempRange | 5ho162600F | -400t02120F | -400t03020F | 50910 260°F | -50°t0 260°F | -400t0 260°F | -409t03020F | 70910 2120 F
o 1A Series . . 1A Series . . . .

Fittings 1R Series 1A Series 1A Series IR Series 1A Series 1A Series 1A Series 1A Series

Hose Construction
Inner Tube Nitrile Nitrile AQP Nitrile Dura-Pulse Nitrile AQP Nitrile
High-Temp
Reinforcement | 1 wire braid ; x:[g E[::g O 1 1 wire braid 2 wire braid 2 wire braid 2 wire braid 2 wire braid 2 wire braid
Cover Dura-Tuff Bruiser AQP Dura-Tuff Dura-Tuff Bruiser AQP Rubber Cover

DASH HOSEID FC839B GH194 GH781 EC881
-4 1/4 3,700 3,050 3,250 6,500 6,525 6,500 5,800 6,000
-6 3/8 3,400 3,050 3125 5,800 5,800 5,800 5,000 5,000
-8 1/2 3,200 3,050 2,550 5,000 5220 5,000 4,250 4,500
-10 5/8 2,025 3,050 2,050 4,000 5,075 4,000 3,650 4,000
-12 3/4 2,000 3,050 1,800 3,500 4,785 3,500 3125 3,500
-16 1 1,500 3,050 1,300 3,000 4,060 3,000 2,550 2,800
-20 1-1/4 1,000 950 2,500 2,500 2,500 2,250 2,300
24 1-1/2 750 725 2,000 2,000 1,800 2,000
-32 2 600 580 1,600 1,600 1,525 1,500
-40 2-1/2
-48 B
-64 4
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EA\eroquip

Hose selection chart

How to use chart: Locate the hose I.D. required and move to the right
to the correct pressure. Then move up or down in this column for data on
material, temperature, etc. to quickly determine whether the hose meets

your requirements.

For complete information on any hose refer to hose catalog page number.

Core hoses are
indicated with icons:

@

Premium

High-Temp

©

Low-Temp

Abrasion

@

Standard

®

Suction

Hose selection chart

Core premium spiral hose

Hose GH493 FC736 EC525 FC500 FC273B EC810 EC600
Page 47 48 49 50 51 52 53
Hydraulic system High abrasion Petroleum and High pressure Hydraulic system Hydraulic system High pressure
service with industrial and fire-resistant hydraulic system service with service with petro- | hydraulic system
Usage petroleum and hydraulic system hydraulic fluids, service with petro- | petroleum and leum based fluids | service with petro-
water based fluids, | applications with fuel and lubricat- leum and water- water-based fluids, | for use in cold leum and water-
for general use. petroleum and ing oils, gasoline, based fluids, for for general use environments. based fluids, for
water-based fluids | water and other general industrial general industrial
industrial fluids service. service
Certifications
SAE SAE 100R12 SAE 100R12 SAE 100R13 SAE 100R13 SAE 100R15 SAE 100R15
EN 856 4SH EN 856 4SH
EN EN 856 R12 EN 856 R12 EN 856 R13 EN 856 R13 performance EN 85 R13
ISO 18752 ISO 3862 R13 ISO 3862 R13
Be s03862R12 | PO 18732 150 18752 150 18752 5018752
ABS MSHA | ABS MSHA | DNV DNV USCG | MSHA MSHA ABS MSHA
OTHER DNV USCG | DNV MSHA MSHA DNV USCG
Hose Specifications
Terie BEmeE -40°to 126° C -40°to 121°C -40°to 149° C -400to 127°C -40°to 121°C -57°to 1000 C -400to 127°C
pRang -400t0 2600F | -40°10250°F | -40°t0300°F | -40°t0260°F | -40°t0250°F | 70°t02120F | -40°to 260° F
) . ' 4S Series
Fittings 4S Series 4S Series 4S Series 45 series 45 series 45 series 6S Series
65 Series 65 Series 65 Series )
1W Series
Hose Construction
Inner Tube Nitrile Nitrile AQP High Temp | Nitrile Nitrile Nitrile Nitrile
. ) . ) . . . 4 wire spiral or 4 wire spiral or 4 wire spiral or 4 wire spiral or
Reinforcement 4 wire spiral 4 wire spiral 4 wire spiral 6 wire spiral 6 wire spiral 6 wire spiral 6 wire spiral
Cover Dura-Tuff Bruiser AQP Dura-Tuff Bruiser Rubber Cover Dura-Tuff
Maximum operating pressure (PSI)
DASH HOSEID FC736 EC525 FC500 FC273B
-4 1/4
-6 3/8 6,500 5,500 6,100
-8 1/2 6,000 5,000 6,100
-10 5/8 6,000 5,000 6,100
-12 3/4 5,500 4,050 5,000 5,100 5,100 6,100 6,100
-16 1 5,100 4,050 5,000 5,100 5,100 6,100 6,100
-20 1-1/4 4,500 3,050 3,500 5,100 5,100 6,100 6,100
-24 1-1/2 4,000 2,550 3,500 5,100 5,100 6,100 6,100
-32 2 4,000 2,550 3,250 5,100 5,100 6,100 6,100
-40 2-1/2
-48 3
-64 4
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Hose selection chart

How to use chart: Locate the hose |.D. required and move to the right
to the correct pressure. Then move up or down in this column for data on
material, temperature, etc. to quickly determine whether the hose meets

your requirements.

For complete information on any hose refer to hose catalog page number.

Core hoses are

indicated with icons:

@

Premium

High-Temp

Low-Temp

Abrasion

®

Suction

@

Standard

Hose selection chart

Premium braided hose

Hose FC849 FC849B FC510 GH793 FC611
Page 54 55 56 57 58 59 60
System service Hydraulic systems | Industrial and Ultra-abrasion Petroleum and Hydraulic system Ground support
with petroleum with petroleum hydraulic system industrial and fire-resistant hy- service with equipment (GSE),
and water-base and water-glycol applications hydraulic system draulic fluids, fuel, | petroleum & wa- industrial phos-
fluids. Recom- base fluids, for with petroleum applications with and lubricating terbased fluids, for | phate esterbased
mended for high- | lubricating oils and water-based petroleum and systems. general industrial | fluids, water glycol
pressure oil lines. and water. fluids. Recom- water-based fluids. service. systems.
Usage mended for use Recommended
on construction, for use on critical
forestry, and applications in
other off-highway | construction,
vehicles forestry, and
other off-highway
vehicles
Certifications
SAE SAE 100R17 SAE 100R1 SAE 100R19 SAE 100R19 SAE 100R2 SAE 100R2
Performance Performance
EN EN 8583 1SN EN 857 15C EN 853 2SN
Performance performance
ISO ISO 18752 ISO 1436 1SN ISO 1436 2SN
OTHER MSHA ABS MSHA | ABS, USCG MSHA DNV USCG | ABS USCG
DNV USCG MSHA MSHA MSHA

Hose Specifications

-400to0 127°C -46° to 126° C -40° to 100° C

Temp Range

-40° to 100° C

-40° to 1490 C

-40°to 126° C

-40°to 79°C

Maximum operating pressure (PSI)

-40° to 260° F -500to 260° F -40°to 212°F -40°to 212°F -40° to 300° F -40° to 260° F -40°to 175° F
1A Series
Fittings 1A Series 1A Series 1A Series 1A Series 1A Series 2R Series 1A Series
(size dependent)
Hose Construction
Inner Tube Nitrile Nitrile Nitrile Nitrile AQP elastomer | Nitrile EPDM
Reinforcement ! wire bra}d or 1 wire braid 2 wire braid 2 wire braid 1 wire braid 2 wire braid 1 wire braid
2 wire braid
Cover Dura-Tuff Dura Tuff Dura-Tuff Bruiser AQP High-Temp | Dura-Tuff EPDM Rubber

DASH HOSE ID GH663 FC849 FC849B FC510

-4 1/4 3,050 3,700 4,000 4,000 5,000 6,500

-6 3/8 3,050 3,400 4,000 4,000 4,000 5,800

-8 12 3,050 2,900 4,000 4,000 3,500 5,000 2,000
-10 5/8 3,050 2,050 4,000 4,000 2,750 4,000
-12 3/4 3,050 2,000 4,000 4,000 2,250 3,500 1,250
-16 1 3,050 1,500 2,000 3,000 1,000
-20 1-1/4 1,000 1,625 2,500 625
-24 1-1/2 750 2,000 500
-32 2 600 1,600 375
-40 2-1/2
-48 3
-64 4
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EA\eroquip

How to use chart: Locate the hose I.D. required and move to the right
to the correct pressure. Then move up or down in this column for data on
material, temperature, etc. to quickly determine whether the hose meets

your requirements.

For complete information on any hose refer to hose catalog page number.

Core hoses are

indicated with icons:

@

Premium

High-Temp

Hose

©

Low-Temp

Abrasion

selection chart

9

Standard

@

Suction

Hose selection chart

Premium braided hose

Premium Spiral Hose

Maximum operating pressure (PSI)

Hose EC502 FC579 FC254 GH506 FC606
Page 61 62 63 64 65 66 67
Ground support General hydraulics | Hydraulic jacking Hydraulic Hydraulic system Hydraulic systems | High-pressure
equipment (GSE), Aaricultural ) system service system service service with pe- with petroleum hydraulics, hydro-
industrial phos- gricu turaf CauiP | ith petroleum with petroleum troleum or water and water-glycol static transmis-
phate esterbased ment - turf care and water-base and waterbased based fluids, for based fluids, for sions.
fluids, water glycol | Vocational fleets — | fluids. Meets the Aluids, f general industrial lubricating oils
Usage systems. mobile refuse, performance ul ,S’ or g(?n— use and water
mobile cement requirements of | €ral industrial
mixers the MHIS 1J100. service
Manufacturing -
stationary machin-
ing centers
Certifications
SAE SAE 100R2 SAE 100R2 SAE 100R15
EN EN 853 2SN EN 856 4SP EN 856 4SH
ISO 1SO 3862 4SH ISO 3862 R15
ISO 18752
MSHA MSHA MSHA MSHA ABS MSHA | ABS
OTHER 1J100 DNV MSHA
Hose Specifications
e -40°to 79° C -40° to 1000 C -40°to 49° C -40° to 1000 C -40° to 126° C -40° to 1000 C -400to 121°C
P 9 -40°to 175° F -40°1t0 2120 F -40°to 120° F -40°1t0 2120 F -40° to 260° F -40°1t0 2120 C -40° to 250° F
- ' ) ' Nipple: FC8251 4S Series 1W Series )
Fittings 1A Series 3L Series 1A Series Socket- FC1346 | 1W Series 45 Series 65 series
Hose Construction
Inner Tube EPDM Nitrile Nitrile Nitrile Nitrile Nitrile Nitrile
Reinforcement | 2 wire braid 2 wire braid 2 wire braid 2 wire braid 4 wire spiral 4 wire spiral 6 wire spiral
Cover EPDM Rubber Dura-Tuff Dura-Tuff Dura-Tuff Dura-Tuff Dura-Tuff Dura-Tuff

DASH HOSEID FC693 EC502 FC579 EC230 FC254

-4 1/4 5,000 10,000

-6 3/8 4,000 10,000

-8 1/2 3,500 4,250 7,700
-10 5/8
-12 3/4 3125 7,200 6,100
-16 1 2,500 6,000 6,100
-20 1-1/4 5100 5100
-24 1-1/2 4,350 4,350 6,100
-32 2 4,000 3,650
-40 2-1/2 1,150
-48 3
-64 4
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Hose selection chart

How to use chart: Locate the hose I.D. required and move to the right
to the correct pressure. Then move up or down in this column for data on
material, temperature, etc. to quickly determine whether the hose meets

your requirements.

For complete information on any hose refer to hose catalog page number.

Core hoses are
indicated with icons:

@

® | O

Premium High-Temp Low-Temp ' Abrasion Suction Standard
Hose selection chart
Premium spiral Premium suction
FC636 EC850 FC619 2661
Page 68 69 70 71 72 73
High pressure Ground support Ultra high pres- Waterblast service @ Suction and transfer
hydraulic systems equipment (GSE), sure applications, with water, applications for petro-
with constant high industrial phosphate hydraulic systems water-soap emulsion Suction and transfer leum and fire resistant
working pressure for ester based fluids, with petroleum and exceeds ISO 7751 applications for petro- | hydraulic fluids,
Usage use with petroleum water glycol systems. | water-glycol based requirements leum hydraulic fluids, | fuel, lubricating oils,
based fluids. fluids, lubricating oils fuel, lubricating oils, gasoline, water and
and water. gasolinewater and many other industrial
many other industrial | fluids.
fluids.
Certifications
SAE SAE 100R15 SAE 100R12 SAE 100R15 SAE 100R4 SAE 100R4
EN EN 856 R13 EN 856 R13 EN 45545
ISO 1SO 18752 1SO 18752 ISO 7751
OTHER ABS MSHA MSHA MSHA ABS USCG ABS USCG
DNV MSHA MSHA
Hose Specifications
Temo Ranae -40°1t0 121°C -40°to 79° C -40°to 1000 C -40°1t0 93° C -400to0 1350 C -400to 1500 C
P 9 -400to 250° F -400°to 175 F -400to 212°F -400to0 200° F -400to 275° F -400to 300° F
. 1A Series .
- 1W Series . . -8:EJ5892 } 1A Series
FEEITgs 65 Series 45 Series 1Wseries -12 &-16: 1W Series 16 series 1G Series
45 Series
Hose Construction
Inner Tube Nitrile EPDM Nitrile Nitrile AQP AQP
. ) ' ) ' 4 wire spiral or ) ' 2 fiber ply with 2 fiber ply with
Reinforcement 6 wire spiral 4 wire spiral 6 wire spiral 4 wire spiral helical wire helical wire
Cover Dura-Tuff EPDM Rubber Dura-Tuff Rubber Dura-Tuff AQP High-Temp
Maximum operating pressure (PSI)
DASH HOSEID FC636 EC850 EC910
-4 1/4 305
-6 3/8 255
-8 1/2 16,000 205
-10 5/8 7,250 160
-12 3/4 4,000 7,250 14,500 305 100
-16 1 4,000 7,250 10,200 245 65
-20 1-1/4 6,100 3,000 7,250 205 60
-24 1-1/2 6,100 2,500 150 50
-32 2 6,100 100
-40 2-1/2 60
-48 3 60
-64 4
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How to use chart: Locate the hose |.D. required and move to the right
to the correct pressure. Then move up or down in this column for data on
material, temperature, etc. to quickly determine whether the hose meets

your requirements.

For complete information on any hose refer to hose catalog page number.

Core hoses are
indicated with icons:

@

Premium

Hose selection chart

High-Temp

©

Low-Temp

Abrasion

@

Suction

9

Standard

Hose selection chart

. . Standard
Standard braided Standard spiral .
suction
EC215 EC415 EC420 WHO004
Page 78 79 80 81 82 83
Hydraulic system ser- | Hydraulic system ser- | Hydraulics, gasoline, Hydraulic systems Suitable for use in hy- | Suitable for use in
Usage vice with petroleum vice with petroleum air, crude, fuel and service with petro- draulic systems with suction applications
and water-based and water-base fluids, | lubricating oils leum and water based | high peak pressures for hydraulics, crude
fluids and general for general industrial fluids, for general use. | and arduous operat- fuel, lubricating oils,
industrial service. service. ing conditions. gasoline, air, water
and chemical transfer
Certifications
SAE SAE 100R1 SAE 100R17 SAE 100R12 SAE 100R13 SAE 100R4
Performance
EN 857 1SC EN 857 25C EN 856 R12 EN856 R13
EN
(-4 to-16)
1SO 18752 18752 18752 18752
OTHER DNV USCG DNV USCG MSHA MSHA DNV USCG MSHA
MSHA MSHA USCG USCG MSHA
Hose Specifications
T REMeEE -40°to 100° C -40°to 100° C -40°to 100° C -40°t0 121°C -40°to 121°C -40°to 100°C
P 9 -40°to0 2120 F -40°to0 2120 F -40°to 2120 F -40° to 250° F -40° to 250° F -40° to 212°F
1A Series 1A Series 1A Series . 1ASer|¢s, 16 Serles,
e ) ) ) ) 4S Series 2 pc Winner Series
Fittings 2 pc Winner 2 pc Winner 2 pc Winner 4S Series 65 Series & 4T Optimum
1R Series 2R Series 1R Series (-4 to -8) P
Hose Construction
Inner Tube Nitrile Nitrile Nitrile Nitrile Nitrile Nitrile
. ) ) ) ) 1 wire braid or . ) 4 wire spiral or 2 fiber ply with
Reinforcement 1 wire braid 2 wire braid 2 wire braid 4 wire spiral 6 wire spiral helical wire
Cover Nitrile Nitrile Nitrile Nitrile Nitrile ﬁitirrizla:on—reystant

Maximum operating pressure (PSI)

DASH HOSEID EC215 EC118 EC415

-4 1/4 3,250 5,800 3,050

-6 3/8 2,600 5,000 3,050 4,050

-8 1/2 2,300 4,000 3,050 4,050
-10 5/8 1,900 3,650 3,050 4,050
-12 3/4 1,525 3,125 3,050 4,050 5,100 305
-16 1 1,275 2,400 3,050 4,050 5,100 245
-20 1-1/4 925 1,800 3,050 5,100 205
-24 1-1/2 725 1,450 3,000 5,100 150
-32 2 580 1,300 3,000 5,100 100
-40 2-1/2 60
-48 3 60
-64 4
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STAMPED Hose selection worksheet

Hose selection worksheet

Danfoss recommends using the STAMPED process to aid in When selecting a hose, always use this worksheet in conjunction
determining the correct hose and coupling for your application. with this guide. Read all instructions concerning the hose you are
This worksheet is designed to help you organize information for selecting. If any questions arise contact Danfoss technical support at

determining the best hose for a given application. The questions are 1-888-258-0222.
based on the hose selection factors described in this guide.

STAMPED , ) )
Flow (cubic feet per minute) requirements?
. See RMA Water Discharge table.
S- Size
(.D, 0D and Iength) Hose |.D. requirements given the flow requirements?

Pressure drop?
T- Temperature of

material con\/eyed Length requirements (excluding hose ends)?

and environmental
2. Temperature

Temperature range of material to be transferred?
Min. Max. Average

A - Application,
the conditions of use

Year-round external environment temperature range?

M - Material being Cleaning temperature?
conveyed, type
and concentration

3. Application

If the application is new, what service is to be performed?

P - Pressure to which
the assembly will

be exposed
E- Ends; style type 4. Material: compatibility & environment
! U
orientation, attachment Internal and external environment consideration. Internal environment relates to the mate-
methods, etc rial being conveyed. External environment relates to anything originating from outside the
! ' hose.

. . Check all that apply.
D - Delivery testing, eckaltthat apply

quality packaging [ Abrasive materials (conveyants and external) L] Ozone
and qehveW [ | petroleum products (aromatics, aliphatics, etc) [] Acids/caustics
requirements

[ ] Materials that could cut or gouge hose L] Animal fats (oils)

[ Isolvents [] Sparking or flames

[] Cleaning with steam

Material to be transferred?

If you have any questions, please
contact Danfoss Technical Support Material concentration (%)?
at 1-888-258-0222.

What hose cleaning solution(s) will be used?

12 Aeroquip by Danfoss Rubber Hydraulic Hose & Fitting Catalog
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STAMPED Hose selection worksheet

5. Pressure & Suction

What working pressure is required?

Are pressure surges involved in this application? How high?

What safety factor is required?

Is this a suction application? What vacuum rating is required?

End

Material

Attachment Method

7. Delivery

Qty. required

Date required Pkg. requirements

Testing Required—D No L] Yes If Yes, Type:

Certification Required - No L es If Yes, Type:

Special requirement/other information

Will the selected hose need to possess any of the following features:

Branding information needed on the hose?

Color coding?

Any special designations required by agencies or associations?

Will any regulatory agency approvals be required? If yes, which one(s)?

Non-conductive rubber needed to prevent transmittal of electricity?

Static wire or static-dissipating tube to prevent static electricity buildup and discharge sparks?

Pin-pricked cover to resist blistering when transferring hot materials or air/gases under pressure?

Abrasion sleeve or guard?

Heat shield?

Sub-zero exposure resistance?

Special assembly requirements?

Continuous transfer service or intermittent service?

Flexibility: Do space restrictions exist where the hose will be used?

Bend Radius: of the hose relative to space in which hose will be used?

Considering the intended use of the hose, how flexible will it need to be (check one)?
[ ] Extremely flexible [ ] Slightly flexible [ ] Notanissue

Weight: How will the hose be handled during use, if at all?

How important is the weight of the hose going to be in this application (check one)?
[ ] Veryimportant [ ] Slightly important [ ] Notanissue

Aeroquip by Danfoss Rubber Hydraulic Hose & Fitting Catalog 13
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Danfoss Tech Center

Where innovation and technology meet

Application engineering

A Product Applications Engineer is
responsible for performing a wide variety
of engineering and technical tasks. They
review all customer product specifications,
including drawings, contracts, and project
details. They are the main technical
resources throughout the sales process.
The Product Applications Engineer
identifies and designs complex products
and solutions, determining manufacturing
feasibility and costs for specific customer
applications and quotations.

Engineering lab

The Engineering Lab is a place of learning
and discovery for our technical team. This
area includes our current crimp machine
line up where we can build test samples and
prove out new products and tooling on our
crimp equipment. It also includes two of our
3D printers that we use for rapid prototypes,
proving designs and developing new
methods of manufacturing components.
There is also space to perform product

tear downs, review and analysis as well as
machining capabilities for custom tooling,
fixtures and cutaways.

Environmental room

Fluid Conveyance Products are exposed

to many harsh environments and we need
to be able to duplicate some of these
conditions. Environmental chambers are
machines we use to simulate extreme
temperature, humidity, vibration, flexing
and pressurization conditions. The
environmental room is filled with six
environmental chambers with varying
capabilities. While all the chambers can be
programmed with a high/low temperature
profile, two of the chambers have vibration
capabilities, one has a mechanical

flex capability and two have humidity
capabilities. Environmental testing is
performed to either industry specifications,
customer specifications or internally
developed test protocols. As an added
feature, a power unit can be brought to
the chambers to perform impulse testing
while at varying environmental conditions.

Hydraulics lab

Our ISO/TS 16949 approved and A2LA
certified Test Lab provides a suitable
environment to conduct laboratory testing
in support of new product development,
ongoing customer support and internal
continuous improvement activities. Our staff
includes experienced Technicians, Hydraulics
Systems experts, Electrical expertise,
LabView expertise, in house Gauging and
Calibration, Quality and Maintenance. We are
fully capable of designing and developing all
our test equipment from simple test fixtures
to complex impulse machines.

Impulse lab

The machines within this area are designed
to perform the core hose tests of impulse
and burst. Impulse testing is a fatigue test
where hose is repeatedly exposed to high
pressure pulses for a high number of cycles
while at its highest operating temperature
and smallest bend radius. These extreme
conditions ensure hoses meet endurance
requirements. Burst is a one time pressure
test where hose is taken to failure and
required to meet a 4 to 1 safety factor. Other
testing that takes place in this area includes
vibration, tensile, volumetric expansion and
air brake flex testing. While not as common
as burst and impulse, these tests are needed
to support the vast array of industries that
the Fluid Conveyance product lines serve.

Danfoss testing facilities

Material science lab

The Maumee Materials Science laboratory
offers the formulation development of novel
thermoset and thermoplastic elastomers
alongside expertise in testing, chemical
compatibility and QC analysis.

Oven room

The ovens that occupy most of this room's
floor space are utilized for a variety of

high temperature tests including high
temperature aging, hot oil circulation, high
temperature impulse and high temperature
burst. Testing to these protocols ensures
our products will perform even when run at
their extreme rated operating temperatures.

Abrasion to a hose cover will expose

the steel reinforcement wires causing
corrosion and eventually hose failure. The
Fluid Conveyance product group offers a
variety of hose covers from entry level low
abrasion resistance to premium products
that offer very high abrasion resistance.
To characterize the abrasion resistance of
a hose cover, we use an abrasion tester
designed to run testing per ISO-6945.

Salt spray is another standardized test
protocol run in this room to test plating
corrosion resistance. Plating is a significant
factor for Fluid Conveyance because most
of our fitting and adapter product lines are
Zinc plated steel.

Pilot plant

The Maumee Pilot Plant generates prototype
hose based on engineering specifications
and used in the Concept Assessment and
Design Suitability stages of development.

Aeroquip by Danfoss Rubber Hydraulic Hose & Fitting Catalog 15
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Danfoss glossary

Danfoss term glossary

Danfoss brand definitions

Aeroquip®

Premium brand hose

AQP™ High-Temp

Used exclusively for Aeroquip high-temp
hose; constructed with patented elastomer
materials

Bruiser®

Ultra-abrasion resistant hose cover;
700x greater abraison resistance than
industry standard

Dura-Kote®

Plating technology offering three times
the corrosion protection on carbon steel
fittings, compared to competitive hose
fittings — up to 1000 hours of corrosion
protection. Used on premium fitting series
such as 1A, Z and 45/6S series.

Dura-Pulse®

A patented inner-tube compound providing
five times longer life than standard 2SC
hoses. It is slow to age and has a low
compression set, which provides better
sealing and leak free performance

Dura-Seal™

Patented innovation that eliminates the
hose assembly cool-down leakage, while
extending hose assembly life and reducing
equipment downtime

Dura-Tuff®

Premium abrasion-resistant hose cover;
8x greater resistance than the industry
standard

Dynamax®

Ultra-performance, premium hose offering
high pressure capabilities with extended
life and 50% better bend radius than EN
standard

Hi-Pac®

Special braided hose construction type.
FC310 and FC510 are examples. Additional
wire is added into the braided reinforcement
to allow for higher pressures. Mining hose

Lifesense®

A monitoring system that detects impending
hydraulic hose failure and alerts operators

and maintenance crews so they can schedule
maintenance and plan downtime. The system
continuously monitors hose condition via

electrical signals and generates an alert when
the hose starts to experience internal fatigue.

MatchMate®
System that matches hose to fittings.

Braided-Match number of rings (O) on layline
with number of rings on fitting

Spiral-Match either 4S or 6S on layline with
corresponding mark on fitting

Braided & Spiral-Match hose dash size with
size on fitting

ORS®

Specialized fitting that provides an o-ring
seal at the face of the fitting designed to
eliminate leaks in high pressure systems

Winner™

Standard tier brand hose & fittings

X-Flex®

Spiral hose offering 50% of SAE R13/R15
bend radius in demanding high impulse
applications

16 Aeroquip by Danfoss Rubber Hydraulic Hose & Fitting Catalog

Fitting definitions

1A Aeroquip fitting series (TTC)

Aeroquip one-piece fitting series’

name for core, braided hose products.

[t corresponds with the printing on both the
hose layline and fitting. “Through the cover”
(TTC) is a legacy series’ name. Suitable for use
on premium and standard products

1G fitting series (OTC)

Premium series’ name for “over-the-cover”
(OTQ) style fitting

1R/2R field attachable fitting series

Premium field attachable fitting series’ name
for one and two-wire braided hose products.
Suitable for use on premium and standard
products

1W fitting series

Premium internal skive, two-piece fitting
series’ name for select core spiral hoses used
to achieve a higher level of performance.
Suitable for use on premium and standard
products

45/6S fitting series

Premium one-piece fitting series’ name for
core spiral hose products. Suitable for use on
premium and standard products

STC® (snap to connect) series

High pressure fitting series’ that makes hose
line connection quick and easy, without the
need for assembly tools

Winner one-piece fitting series

Standard tier fitting series. Does not use
dura-kote plating technology. Suitable for
use on standard products and selectively on
premium products

Winner two-piece fitting series

Non-skive standard tier fitting series. Does
not use Dura-Kote plating technology.
Suitable for use on standard products and
selectively on premium products
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Industry terms

Crimp fittings

A term used to describe non-field attachable
fitting component parts or complete
assemblies for braided and spiral hoses. Core
series are: 1A, 1G, 4S and 6S

Field attachable fitting

A fitting designed to be attached to a hose
without crimping or swaging. This fitting is
not always a reusable type fitting

Hose fittings

A device attached to the end of the hose
to facilitate connection. “Hose-end” and
“coupling” are equivalent terms in the
industry

Maximum working pressure

The maximum pressure for which the hose
assembly is designed. Note: “operating
pressure” is an equivalent term but should
not be used in copy

Nipple

The portion of the fitting that goes directly
into the inner diameter of the inner tube

of the hose. It extends out of the hose and
into the connecting end. Also known in the
industry as a “stem” or “insert”

Non-skive

Refers to hose and fitting combinations
that does not require removing part of the
hydraulic hose cover and/or inner tube
prior to attaching fittings. Also known in the
industry as “no-skive”

Socket

The portion of a fitting that is compressed
by crimping to seal the hose onto the fitting
barbs and create a permanent attachment.
Also known as “collar” and “ferrule” in the
industry

Danfoss glossary

Key fluid conveyance terms

One wire braided hose

Hose series reinforced with a single steel
braid

Two wire braided hose

Hose series reinforced with two steel braids

Four wire spiral hose

Hose series reinforced with four wires

Six wire spiral hose

Hose Series reinforced with six wires

Abrasion hose

Defines the level of abrasion-resistance
a cover offers. Danfoss has three levels:

standard, premium (Dura-Tuff) and ultra
(Bruiser)

High-temp hose

Danfoss’ designated term for premium core
products with a max temperature rating of
at least 150°C (300°F)

Low-temp hose

Danfoss’ designated term for premium core
products with a max temperature rating of at
least -57°C (-70°F)

Premium tier

Products that exceed industry specifications.
For Danfoss, distinctions from standard

tier are made with abrasion resistance,
temperature range, impulse cycles and I1SO
18752 rating

Standard tier

Products that meet industry specifications

Specialty hose

Active products that tend to be used for
more niche applications

Aeroquip by Danfoss Rubber Hydraulic Hose & Fitting Catalog
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PowerSource product information

Danfoss PowerSource™

Your information headquarters

Login AMER + English

POWERSOURCE l

Products ~ Tools ~ Where to Buy

e :
N \@C

Hydraulics Training Now Available
On Danfoss Learning

Browse our products and solutions Stay up to date with PowerSource

“ S

Putting fluid conveyance
information at your fingertips.

Danfoss PowerSource™ is the hub for all of fluid conveyance. This informational

site houses Danfoss’s product, market and technical information including:

1. Searchable fluid conveyance 7. Custom bin label tool

product information: 8. 2D/3D cad models

Part numbers 9. Hose assembly configurator

Sizes 10. Marketplace
Performance and specifications (authenticated PowerSource only)
Branding information 11, List prices and lead times

Literature and videos (authenticated PowerSource only)

Product value propositions o )
To access these tools and more, visit and log in to
PowerSource from Danfosspowersource.com and

Competitor cross reference tool then select tools.

Crimp specifications

o kW

Coupling cross reference tool

18 Aeroquip by Danfoss Rubber Hydraulic Hose & Fitting Catalog
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Distributor Locator

@ PowerSource Training Login

Markets -

Home > Tools >

Custom Bin Labels

Create and print only the bin labels you need, whenever
you need them. Get started by ordering blank bin label
sheets from Taylor Communications through
My.Eaton.com using product code FFO0000 or
purchasing an Avery template (Presta 94216 or 94221).
Full bin label sets remain available for order through
Taylor Communications through My.Eaton.com. Follow
the steps below to print your own labels and start saving
time and money today!

Step 1: Select Template
Get started by selecting a template.

Taylor Communications - 2 9/16" x 11/16" ¥

Step 2: Enter Part Numbers

Enter a list of part numbers in the field below OR upload
a spreadsheet of part numbers using the template. If
part numbers are entered in the text box AND uploaded
via spreadsheet, the spreadsheet upload will take
precedence. You can enter up to 126 part numbers.
Enter a List

Copy and paste your list of part numbers and/or model
codes into the field below with 1 item per line.

Enter part numbers or model codes, 1 per line.

Step 3: Choose Layout

@

Dk

AL

Barcode No Barcode

Step 4: Print Label Set

Select Generate PDF to preview and print your Label
Set. If errors or bad part numbers are entered, a list of
the part numbers not included in the Label Set will be
available to download below.

Print actual size (100%) and never use “Fit to Page." If
you're printing a PDF, make sure the “Fit to Page” box is
not checked. Otherwise, your labels won't align properly
to the product.

Generate PDF for Preview/Print

AMER - English

-OR-

All ~  Enter Part Number, Model Code, [

Where to Buy

}»’;r;:luct Code:
FF00000

Upload List

The template provided includes all approved bin label
sets and part numbers for reference. Download this
template and enter a list of part numbers under the part
number header on the first tab, labeled Part Numbers.
YYou can use the reference information found in the
subsequent tabs in the template to generate the list.
Once your part numbers have been entered, save the
file. Then, use the Choose File button to find your file
and upload it to the tool.

 Download Template (.xIsx)

no file selected

Chaose Fie

4SA6MB6

Male O-ring Boss

Bin labels

Custom
bin labels

Get your custom
bin labels today!

Danfoss has created a solution for all your
instant bin label needs from the convenience
of your office in just four simple steps.

Select template
Choose the template.

Enter part numbers
Enter part numbers OR upload
your own file of part numbers.

Choose the layout
Configure label with
or without barcode.

Print label set
Generate a PDF to preview
and print your label set.

ONONONC.

For best results use the product code FFO0000,
available through Taylor Communications.
Individual labels are 2 9/16" x 11/16".

This custom bin label web solution can be found
at: Danfosspowersource.com > PowerSource >
Tools > Custom Bin Labels

Aeroquip by Danfoss Rubber Hydraulic Hose & Fitting Catalog 19
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Fitting options

Standard and premium
fittings - the right product
for every application

Braided or spiral, premium or standard,
there is a Danfoss fitting designed for your application.

Features:

Premium
1A braided fittings

« Dura-Kote™ plating technology for up to 1,000 hours of corrosion resistance

Bite the wire technology for best in class connection and sealing
Class zero leakage SAE J1176 on approved hose styles
Over 550 1A series part numbers available

Danfoss’ MatchMate® program provides identification markings on the hose,
hose fittings, and crimp dies for quick and easy assembly

Two-piece Winner fittings

Non-skive, two-piece crimp fitting
One nipple part number for EC115, EC215 and EC118 standard hoses

Meets industry specifications when used with the EC115, EC215
and EC118 standard hoses

Clear silver hexavalent chromium-free plating

Carbon steel material

Y
) ==
i .

Spiral hose fittings

Features:

Premium
45/6S spiral fittings

« Dura-Kote plating technology for up to 1,000 hours of corrosion resistance

Danfoss patent-pending Dura-Seal™ technology eliminates
hose assembly cool-down leakage

Class zero leakage SAE J1176 on approved hose styles

Danfoss’ MatchMate spiral-hose/fitting identification system program
provides identification markings on the hose, hose fittings, and crimp dies
for quick and easy assembly

Premium

1W internal skive spiral fittings

Internal skive high-performance spiral fitting with design-related sockets
Blow-off prevention for critical applications

Designed to withstand high-pressure environments,
with a capacity of up to working 500 bar (7250 psi).

Tested to two million flex impulse cycles, proving their durability
and reliability over the long-term.

Class 0 cool down leakage per SAE J1176

Double O-ring Dura-Seal for sizes -20 to -32 providing
extra protection and durability for large size hoses.

Field attachable hose fittings

Features:

Premium

Field attachable fittings

« Dura-Kote plating technology for up to 1,000 hours of corrosion resistance
Engineered to provide peak performance with Danfoss' core braided hose products
Can be assembled in the field without special tooling
Reduced downtime

Quick repair
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Dura-Kote & Dura-Seal technology and metric fittings

Dura-Kote and Dura-Seal
technology extends the life
of your hose assembly

N 4S/6S fitting

Carbon steel corrosion Cool-down leakage
3 protection CIaSS 0 protection
Dura-Kote plating technology Dura-Seal technology
Hose fittings that offer 3x the corrosion This patent-pending innovation from
protection on carbon steel fittings as Danfoss eliminates hose assembly
compared to competitive hose fittings. cool-down leakage, while extending
Danfoss' Dura-Kote fittings provide up to hose assembly life, reducing equipment
1000 hours of corrosion protection. This down-time. (Only on 4S/6S fittings)

is a huge step forward in metal fitting cor-
rosion protection. (Only on 1A Series and
45/6S fittings)

Need Metric?

Danfoss has the answer.

: Metric hex:
\ 1A8FJ8 (22 mm)

Imperial hex:
| 1AA8FR8 (7/8 in)

Imperial hex:

1AA8FJ8 (7/8 in) Metric hex:

1A8FR8 (22 mm)

) ==

Available metric fitting configurations®:
-JIC <ORS -Manyimperial FJ and FR fittings have a metric equivalent

*Danfoss metric fittings are not listed in this catalog, please contact customer service for more information.
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PowerSource crimp spec tool

Crimp specs in a flash!

Find your crimp specs quickly and easily with the PowerSource Crimp
Spec tool. You can create a custom crimp chart from your desktop
following these simple steps.

Distributor Locator | @) PowerSource Training Login | @ AMER - English

Products ~ Markets ~ Where to Buy

Home > Tools > ¥ Download

Crimp Specs 1-25 of 4096 Resuls View: | 25

Click on a row to see more information about a specific crimp spec

Y Filters 'O Reset Target Seting
Hose PartNumber 4 Fiting Style 4 Assembly Machine Tooling Crimp Dia. (Inches)

1503-10 100R5 Crimp ~ ET1187 FT1380-275-R5-10 0868 138
Fitting

Product Line

O Aeroquip O Everflex

O Industrial O synflex 150316 100R5 Crimp ~ ETH187 FT1380-275-R5-16 1203
Fitting

1503-12 100RS Crimp ~ ET1187 FT1380-275-R5-12. 1022
Fitting

([0 Weatherhead O winner
15034 100RS Crimp  ETH187 FT1380275R504 0494
Fiting
Hose Series
15035 100RS Crimp  ETH187 FT1380275R505 0525

[mRE] O 1531 Fitling

Oyt [0 e 15036 100RS Crimp  ETH87 FT1380275R5:08 0644
O 100 O tH10s Fhiag

O 1H307 Oz 1503-8 100R5Crimp ~ ET1187 FT1380-275-R5-08

Fiting

[0 2583 O asct

O O 2651 183110 BarrelField  ET1187 FT1380-275-R5-10
Crimp.

Hose Size 1531-10 OTC Crimp ET1187 FT1380-200-M240
(FW1362)

1. Go to PowerSource 3. Download

Visit Crimp Specs at Select your crimp spec criteria. Locate the download icon at the top right
danfoss.com/crimp This includes Assembly Machine(s), Product of the screen and select either the PDF
Line, Hose Series, Hose Size, and Fitting or Excel option to generate your custom

Style. chart.

*Excel format allows you to perform custom
sorting, filter data, remove unneeded fields,
and to add custom notes and color coding.
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Mobile crimp spec tool

Crimp specs on the go!

Danfoss’s mobile crimp spec tool provides a four-step guided selection
process for quick access to crimp specs on your mobile device.

It’s as easy as: Get results, fast!
For iOS, open the webpage in Safari, click

Visit PowerSource Crimp specs at You can even bookmark the crimp the boxed arrow icon at the bottom of the
danfoss.com/crimp on your mobile device spec page and add it as an app on screen, and select the plus sign icon “Add to

« Find your machine the home screen of your mobile Home Screen.”

-+ Select your hose series device for easy access at any time!

« Select your hose size For Android, open the webpage, click the

Find your fitting style three vertical dots on the top right hand

corner, and select “Add to Home Screen.”
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Danfoss fluid conveyance training

Knowledge is power,
invest in your career!

Danfoss’ Fluid Conveyance training
(virtual and face-to-face options available)

Virtual Face-to-face

Master Danfoss's core fluid conveyance products and more with the help of our training Danfoss hydraulics training center
team! Danfoss offers in depth, formal training courses designed to make you an expert in 1650 Indian Wood Circle

the field.

Maumee, OH 43537

Attend Danfoss's 200 Level Fluid Conveying Products School to learn more about general Phone toll free: 1-800-413-8809

product and application information or Danfoss' 300 and 400 Level Fluid Conveying Fax: (952) 906-3731
Products Specialist School for a class focused on more technical information as well as _ o
competitive advantage materials. HydraulicsTraining@Danfoss.com

Check out https://www.danfoss.com/en-us/service-and-support/training/dps-learning-and-training-

solutions/ for specific product courses and dates. If these locations and dates do not work for you, our
experts can come to you. Contact hydraulicstraining@Danfoss.com for further details.
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° ™
UniqID "~ asset tracker
Small label. Big impact.

The Danfoss UniglD asset management solution seamlessly drives
new efficiencies into every aspect of the asset lifecycle—from
asset tracking, to routinized maintenance alerts, replacement
orders and more. Through the use of an intuitive six-digit coding
system and cloud-based portal—Unig|D asset tracker makes it
easy to label, track and replace hose assemblies.

unigld

To get started, contact UniglD@Danfoss.com
or visit Danfoss.com/UniglD

[ cusromzenloso ] 27-FEB-2020
CUSTOMER PN 1234 ReEVZ

O RO AR AR A

Line 1: Customized text here
Line 2: Customized text here
Line 3: Customized text here

UniglD asset tracker 2364NZ.

EA\eroquip

Label Track

Drive aftermarket sales
Via the UniglD code or label
branding

Eliminate paper
With a web-based platform

Proactive inspection
and replacement
Cyclical approach to
maintenance, increasing
sales potential

Grow your business
Offer services to set yourself
apart from the competition

Prevent attrition

Uniq ID asset tracker

T CUSTOMIZED LOGO

CUSTOMER PN 1234

Line 1: Customized text here
Line 2: Customized text here
Line 3: Customized text here

| 27-FEB-2020

REV 2

Assembly Date
Part Number

UniglD asset tracker

Danfoss.com/UniglD

Replace

Increase uptime
With proactive maintenance
capabilities

Reduce downtime

Order replacements without
ever bringing in a hose
assembly

Assemble

Save time

UniglD’s bill of material feature
takes the guesswork out of hose
replacement

Reduce errors
Labels provide critical data
at-a-glance

Provide shared asset
management information
with key accounts

Improve decision making
With product lifecycle
analysis tools

Manage safety certificatio
With electronic attachment
features

Reduce fines

By having critical
documentation easy to
find electronically

Increase efficiency

Leverage shared attachments;
no time wasted searching paper
trails
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Intelligent layline

Our laylines provide
vital hose data instantly.

Brand Hose size
(millimeters/inches)

Part # Sub-brand

*Danfoss MatchMate® fitting system:
Match fittings to hose with ease.

Braided hose:

Fitting part number:

. ) MatchMate: MatchMate:
1A on the layline shguld pair 1A on fitting 1A on fitting
with a 1A on the fitting pairs with pairs with
part number. layline TA layline 1A

Braided: Braided:

Number of rings on
fitting correspond to
ring icons on layline

3OO

Two-wire braided

One or two-wire braid: Number of rings on
fitting correspond to

ring icons on layline

5O

One-wire braided

One O on the layline will match
with one ring on fitting designating
one-wire braided hose.

Double OO on the layline will match
with two rings on fitting designating
two-wire braided hose.

1AQO

MatchMate Info

MatchMate Info
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Certifications

Intelligent layline

Working MatchMate®
temperature fitting
(Celsius/Fahrenheit) system*

Working SAE bend
jpressure (Half and 1/3 bend)
(Bar/PSl)

Spiral hose:
Fitting part number:

A4S or 6S on the layline should
pair with a 4S or 6S on the fitting
part number.

Four or six-wire spiral

A4S on layline should pair with
four rings on fitting designating
four-wire spiral hose.

A 6S on layline will match with
six rings on fitting designating
six-wire spiral hose.

MatchMate: . = , - MatchMate:
4S on fitting * | 6Sonfitting
pairs with / | pairs with

layline 45/6S layline 45/6S

Spiral:

P4 Number of rings

on fitting correspond
to 6S on layline

H6s

Six-wire spiral

Spiral:

Number of rings

on fitting correspond
to 4S on layline

Has

Four-wire spiral

548
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Two-tier product portfolio
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Two-tier product portfolio

From the ordinary to
the extreme, Danfoss
has a solution that fits.

/

Premium High-Temp Low-Temp Ultra-Abrasion Suction Standard

Premium and standard
hydraulic hose options:

Premium: Aeroquip by Danfoss
Standard: Winner by Danfoss

At Danfoss, we understand that hydraulic hose and fittings
need to match the application, for the ultimate performance

and safety. A\

Because fluid conveyance platforms run the extreme, from
low-pressure to high, moderate impulse to intense, from

M

stable familiar environments to unforgiving conditions
Danfoss Rubber Hydraulic Hose & Fittings provides options.
The option to choose between standard-performance value
based hose for less extreme environments and premium
hoses developed for specific applications that push to the

edge.

We do that for our customers, our partners. For those that
put their trust in us. We don't compromise our standards and
neither should you. When it comes to safety, technology and
performance, we pledge our best, everyday.

Note: All core premium and standard hoses in the
catalog are designated with an icon highlighting

premium, premium specialty or standard. See chart
on following page for more information.

QO-SI—VDH ssojueq Aq JQuUuu

©
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Two-tier product portfolio

The Core Operating Abrasion Bend Impulse
Premium hoses temperature | resistance radius cycles
PREMIUM Certifications: ABS DNV EN ISO MSHA SAE USCG
==/\eroquip byDanfoss GH681
HIGH: Dura-Tuff 1/2 Bend Exceed
260°F (127°C) | premium (EC8811is1/3bend) | industry
abrasion standard

LOW: cover

:wmm -40° F (-40°0 C)
Premium

HIGH-TEMP Certifications: ABS DNV EN ISO MSHA SAE USCG
HIGH: AQP Full Bend Exceed
3020 F (150°C) | high temp industry

standard
LOW:
' -40° F (400 C)
e High-Temp .
LOW-TEMP Certifications: EN SO MSHA SAE
” HIGH: Dura-Tuff Full Bend Exceed

m 212°F (100°C) | premium industry
abrasion standard

Low-Temp | 70°F(57°0)

ULTRA-ABRASION Certifications: ABS DNV EN [SO MSHA SAE
HIGH: Bruiser Full Bend Exceed
212°F (100°C) | ulta-abrasion | (FC735is1/2bend) | industry

cover standard
LOW:
Abrasion -40°F (40°C)
=A\eroquip FC273B

SUCTION Certifications: ABS EN MSHA SAE
HIGH: Standard 1/3 Bend Exceed
275°F (1350 C) | cover industry

standard
LOW:
Suction 400 F (400 C)
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Two-tier product portfolio

The Core Operating Abrasion Bend Impulse
Standard hoses temperature | resistance radius cycles
STANDARD Certifications: DNV EN ISO MSHA SAE USCG

Winner bypanfoss EC115

Winner byoafoss EC118 HIGH: Standard 1/2 Bend Meet
_ 260°F (127°C) | Cover (excluding EC118) | industry
Winner bybanfoss EC215 A standard
LOW:

Standard

Winner by panfoss WH004

Danfoss’ core rubber hydraulic portfolio is the heart of our product line. The core
\/\/hat are th € two-tier portfolio highlights the very best in technology and safety with hoses that

co re prod ucts? are specifically designed to perform in a diverse range of applications, from the

routine to the intense and all levels in-between.
Core two-tier portfolio options

©@OOOO® O

Premium High-Temp Low-Temp  Ultra-Abrasion  Suction Standard
Premium Standard
Our core premium hoses for OEM or aftermarket use Winner® by Danfoss hoses meet
exceed industry standards for pressure, temperature all industry standards for pressure,
and abrasion resistance, with options adapted to temperature and abrasion resistance,
handle your toughest jobs. offering the right product at a

competitive price point for
OEM markets.

Performance examples: Performance examples:
- Impulse 150% - Impulse 133%
- 300K cycles - 200K cycles
-121°C -100° C
- High frequency flexing - Normal frequency flexing
- High pressure impulse - Normal pressure impulse
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Hose product section

Hose product page diagram

6 Hose part number

Top hose section
\& hose classification

0 Core hose key

/ Premium core hose
@ Hose construction image 9 Part # and GH681

@ Premium / description
G H681 ‘ Core premium 0 Performance
one wire braided hose / qualifications

Meets or exceeds: .
SAE 100R17 performance | EN 857 Type 1SC performance | 1SO 1436 1SN | ISO 18752 e Layllne

o 9.5mm (0.38 in) Exceeds EN 857 15C Performance / SAE 100R17 « DNV -46°C to +126°C 1A
sAeroqunp byoantoss GHBE81-6  **"BI7™" DuraTuff | RS daS s maimicons e coce+ | () 235BAR(3400PSl) [5Gkt R8O

Middle hose section

a Application and hose information

Typical Agency

application: specifications: MSHA | ABS | DNV | USCG

Eetro\eum ar.wd ﬂrefregstant hydraulic fluids, Hose Inner Tube: Reinforcement: | Cover:
uel and lubricating oils, gasoline, water and construction: Nitrile One wire braid DuraTuff

other industrial fluids Premium Abrasion

Operating

temperature: -46°C to +126°C (-50°F to +260°F)

Qualified 1A Series

fittings: 1R Series (-4, -6,-8,-12,-16)

Bottom hose section © Part # and hose specs
/
PART SIZE DIMENSIONS PRESSURE BEND WEIGHT
Hose O.D. Working Min. Burst Min. Bend
# Hose I.D. (nominal) Pressure Pressure Radius Weight
mm in mm in bar psi bar psi mm in kg/m  Ibs/ft
GH681-3 438 0.19 109 042 2500 3650 1000 14500 45,0 1.77 0,16 0.11
GH681-4 64 0.25 129 0.51 255,0 3700 1020 14800 50,0 197 0,21 0.14
GH681-5 79 0.31 14,0 0.55 225,0 3250 900 13000 55,0 217 0,22 0.15
GH681-6 95 0.38 16,3 0.64 2350 3400 940 13600 63,0 248 0,31 0.21
GH681-8 12,7 0.50 199 0.78 221,0 3200 883 12800 90,0 3.54 0,43 0.29
GH681-10 159 0.63 223 0.88 140,0 2025 559 8100 100,0 3.94 0,44 0.29
GH681-12 19,0 0.75 26,0 1.02 138,0 2000 552 8000 120,0 472 0,56 0.37
GH681-16 254 1.00 34,0 134 103,0 1500 414 6000 150,0 591 0,84 0.56
GH681-20 31,8 1.25 4,5 1.63 69,0 1000 276 4000 210,0 8.27 1,01 0.68
GH681-24 381 1.50 479 1.89 52,0 750 207 3000 2500 9.84 1,23 0.83
GH681-32 50,8 2.00 64,0 252 41,0 600 166 2400 3150 124 2,01 1.32
© Hose classification
h ‘ Premium ‘ 1darc Braided Spiral -Temp ow-Temyj asion
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Top hose section

Middle hose section

Hose product section

Bottom hose section

0 Core hose key

@ Premium High-Temp
Low-Temp Abrasion
@ Suction @ Standard

@ Part # & description

Hose part number and
product description

Hose part number
and hose classification

Corner key provides easy identification
of hose name and premium, standard
or core designation

Q Performance qualifications
Hose performance qualifications
- EN
- SAE
- 150

© Intelligent layline

Visual representation hose layline

@ Hose construction

Visual representation of
hose construction

« One or two wire braid
Four or six wire spiral

- Other

0 Application & hose info

Application info

- Agency specifications

- MSHA
- ABS
- DNV
- USCG

- Hose construction

- Inner tube
- Reinforcement
- Cover

« Operating temperature

+ Qualified fittings

9 Part # and hose specs

Quickly locate hose part number,
sizing, pressure rating, bend radius
and weight in an easy to read chart

- Hose Part #

- Size (mm, in):
- Hose I.D.
-Hose O.D.

- Pressure (Bar/PSl)
- Working Pressure
- Burst Pressure

« Hose bend (mm/in)
- Weight (kg/m | Ibs./ft.)

Easy hose classification

Easy hose reference identification
located at the bottom of all hose
part pages

- Core

« Premium

- Standard

- Spiral

- High-temp
- Low-temp
« Abrasion

- Suction
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Agency, ISO, EN and SAE descriptions

Agency listings

Government agencies

MSHA

USCG

DNV

Industry agencies

US Mine Safety and
Health Administration

DIN Deutsche (German) Industrial Norme
(Replaced by EN)

SAE Society of Automotive Engineers

UL Underwriters Laboratories

US Coast Guard EN Committee for European Normalization

DNV/GL (USA) WC

ISO 18752 performance

ABS American Bureau of Shipping

ISO International Standards Organization

EN hose series

Type | Temperature | Impulse Minimum EN hose S
pressure # of cycles series Description
% of max working pressure
1ST One wire braid - standard cover
A 2120 F (1000 1339 2
¢ (100°0) 33% 00,000 1SN One wire braid - thin cover
BC 2120 F (1000 C 133% 500,000
( ) ° 2sT Two wire braid - standard cover
2500 F (1200 1339
cc 20°F (120°0) 33% 200,000 2SN Two wire braid - thin cover
DC 2500 F (120° C) 133% 1,000,000 i B
4SP Four wire spiral
4SH High pressure four wire spiral
1SC Compact one wire braid
2SC Compact two wire braid

SAE 100R hose series

SAE 100R hose series

SAE 100R A SAE 100R N
T Description TS Description
100R1 Steel wire reinforced, rubber covered 100R11 Heavy duty, six-spiral steel wire reinforced,
hydraulic hose (one wire braid) rubber covered hydraulic
100R2 High pressure, steel wire reinforced, rubber Heavy duty, high impulse, four-spiral wire
covered hydraulic hose (two wire braid) 100R12 reinforced, rubber covered hydraulic hose
Double fiber braid (non-metallic), Heavy duty, high impulse, multiple-spiral wire
100R3 rubber covered hydraulic hose reinforced, rubber covered hydraulic hose
100R4 Wire inserted hydraulic suction hose 100R13 Heavy duty, high impulse, multiple-spiral wire
inf h lich
100R5 Single wire braid, textile covered hydraulic hose reinforced, rubber covered yd'rau cnose :
Single fiber braid (non-metallic), rubber covered 100R14 Po\yteﬁraﬂuorethylene (PTFE)—I'med hydraulic
100R6 hydraulic hose hose, single-stainless steel braid
Thermoplastic hydraulic hose 100R15 Heavy duty, high impulse, multiple-spiral
ire reinf
100R7 Black - conductive wire reinforced, rubber
Orange - non-conductive 100R16 Compact high pressure, one- and two-wire
High pressure thermonplastic hydraulic hose reinforced rubber covered hydraulic hose
100RS8 Black - conductve Compact 21 MPa maximum operating pressure,
Orange - non-conductive 100R17 one- and two-steel wire reinforced rubber
) ) ) ) covered hydraulic hose with smaller bend radius
100R9 High pressure, four-spiral steel wire reinforced, : :
rubber covered hydraulic hose Compact 27.5 MPa maximum operating
Heavy duty, four-spiral steel wire reinforced, 100R19 pressure, one-and two—'steel ere, reinforced
100R10 rubber covered hvdraulic hose rubber covered hydraulic hose with smaller
L4 bend radius
34 Aeroquip by Danfoss Rubber Hydraulic Hose & Fitting Catalog



Aeroquip by Danfoss
Core premium and premium hose

©@00600

Premium High-Temp Low-Temp Ultra-Abrasion Suction

Aeroquip by Danfoss Rubber Hydraulic Hose & Fitting Catalog
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5A\eroquip

Table of contents

The premium hoses

Premium core braided hose

Hose Page

Premium core spiral hose

Hose Page

corenose (D) ®

Premium braided hose

Hose Page

GH681 39

Core premium @

GHA493 47

Core premium @

FC639 54

Premium 3000 PSI constant pressure
one & two wire braided hose

one wire braided hose
FC839B 40
Core premium Bruiser ultra-abrasion

four wire spiral hose
FC736 48
Core premium Bruiser ultra-

GH663 55

Premium 1/2-bend
two wire braided hose

one & two wire braided hose
GH194 41

Core premium high temp

abrasion four wire spiral hose
EC525 49

Core premium high-temp

FC849 56

Premium 4000 PSI constant pressure
two wire braided hose

one wire braided hose
GH781 42

Core premium @

four wire spiral hose
FC500 50

Core premium X-Flex @

FC849B 57

Premium ultra-abrasion constant pressure
two wire braided hose

two wire braided hose
EC881 43
Core premium Dynamax ultra- @

four & six wire spiral hose
FC273B 51
Core premium Bruiser ultra-

FC510 58
Premium HI-PAC High-Temp
two wire braided hose

performance two wire braided hose
FC735 44

Core premium Bruiser ultra-

abrasion four & six wire spiral hose
EC810 52

Core premium low-temp

GH793 59

Premium two wire
braided hose

abrasion two wire braided hose
GH195 45

Core premium high-temp
two wire braided hose

four & six wire spiral hose
EC600 53

Core premium
four & six wire spiral hose

FC611 60
Premium EPDM
one wire braided hose

GH120 46

Premium low-temp
two wire braided hose
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Table of contents

The premium hOSeS Core hose @ @

Premium braided hose Premium spiral hose Premium suction hose

Hose Page Hose Page Hose Page

EC502 62 FC254 es FC619 72

Premium Llifesense Premium four wire Premium @
two wire braided hose spiral hose suction hose
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FC579 63  GQH506 66 2661 73

Premium Hi-impulse jack Premium four wire Premium high-temp
two wire braided hose spiral hose suction hose

EC230 64 FC606 67

Premium large bore Premium six wire
two wire braided hose spiral hose

GH466 68

Premium six wire
spiral hose

FC636 69

Premium six wire
spiral hose

EC850 70

Premium Dynamax ultra-performance
four & six wire spiral hose

EC910 71

Premium Safeshield Waterblast
four wire spiral hose
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EA\eroquip

Ordering information

How to order

Accurate processing and prompt delivery of your order depends
on easy identification of your requirements. Please order Aeroquip
brand parts using correct part numbers as described in this guide.
Inquiries and orders should be directed to your Aeroquip distribu-
tor or:

Danfoss

14615 Lone Oak Road

Eden Prairie, MN 55344
952-937-9800;

888-258-0222;

Fax: 952-974-7722
www.Danfoss.com/hydraulics

Part numbers and dash sizes

Dash size designates the nominal size in 16th of an inch. This num-
ber immediately follows the part number and is separated from it
with a dash.

Dimensions

Dimensions given in this guide for Aeroquip products are approxi-
mate and should be used for reference only. Exact dimensional
information for a given product is subject to change and varying
tolerances; contact Danfoss directly for full current information.

WARNING A

Hose assemblies

Number system - hydraulic hose

Cut length hose

Cut lengths hoses are available only on core hose products.

Available cut lengths are 50, 100, and 150 ft.
The feet should be expressed in inches:

GH781-8-18000
Base hose partnumber T [ T

Hose dash size

Cut length (in inches)
50 ft = 06000
100 ft = 12000

150 ft = 18000
Last digit is in 1/8 of an inch 00484 = 48 1/2 inches

Reeled hose

Most core hoses are offered on reels
of 250 or 500 ft lengths:

GH781-8 R250
Basehosepartnumber T [

Hose dash size

Reel length (in feet)

Notes: Length tolerance for hose,
assemblies and sleeves is:

Up to and including 12 inches: +1/8"

Above 12 inches to and including 18 inches: +3/16"
Above 18 inches to and including 36 inches: £1/4"
Above 36 inches: £1% of length

Danfoss manufactures the terminal ends of our hose fittings to the appropriate requirements established by the SAE. Therefore, the
performance ratings of these hose fittings meet the SAE requirements. It is possible to order a hose assembly with a fitting terminal
end that has a performance rating lower than the hose rating. When ordering hose assemblies, please keep the connecting end
performance rating in mind since this may affect overall hose assembly performance. Hose assembly components (hose and fit-
tings) are easily assembled in the field. However, factory assembled field attachable and crimped hose assemblies are available.

For complete information, contact Danfoss.
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Premium core hose
GH681

GH681 Core premium
one wire braided hose

Meets or exceeds:
SAE 100R17 | SAE 100R1 | EN 857 Type 1SC performance | I1SO 1436 1SN | 1SO 18752
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Exceeds EN 857 1SC Performance / SAE 100R17 « DNV
1SO 1436 1SN+ 1SO 18752 « MSHA IC-84/19 « ABS « USCG

==/\eroquip wom: GH681-6 ™56 Dura-Tuft (M 235BAR(3400PSI)  [45E5EF Ao #BO

Typical Agency

application: specifications: ABS | DNV | MSHA | USCG

Petroleum and fire-resistant hydraulic fluids, ;

fuel and lubricating oils, gasoline, water and Hose ) Inner tube: Reinforcement: | Cover:
other industrial fluids construction: Nitrile One wire braid Dura-Tuff

premium abrasion

Operating

temperature: -46°C to +126°C (-50°F to +260°F)

Qualified

fittings: 1A series | 1R series (-4,-6,-8,-12,-16)
PART SIZE DIMENSIONS PRESSURE BEND WEIGHT

Hose O.D. Working Min. Burst Min. Bend
# Hose I.D. (nominal) Pressure Pressure Radius Weight
mm in mm in bar psi bar psi mm in kg/m lbs/ft
GH681-3 4,8 0.19 109 042 250,0 3,650 1,000 14,500 45,0 1.77 0,16 0.11
GH681-4 6,4 0.25 129 0.51 2550 3,700 1,020 14,800 50,0 197 0,21 0.14
GH681-5 79 0.31 14,0 0.55 2250 3,250 900 13,000 55,0 2.17 0,22 0.15
GH681-6 95 0.38 16,3 0.64 2350 3,400 940 13,600 63,0 248 0,31 0.21
GH681-8 12,7 0.50 199 0.78 2210 3,200 883 12,800 90,0 3.54 043 0.29
GH681-10 159 0.63 22,3 0.88 140,0 2,025 559 8,100 100,0 394 044 0.29
GH681-12 190 0.75 26,0 1.02 138,0 2,000 552 8,000 120,0 4.72 0,56 0.37
GH681-16 254 1.00 34,0 1.34 103,0 1,500 414 6,000 150,0 591 0,84 0.56
GH681-20 31,8 1.25 41,5 1.63 69,0 1,000 276 4,000 210,0 8.27 1,01 0.68
GH681-24 38,1 1.50 479 1.89 52,0 750 207 3,000 250,0 9.84 1,23 0.83
GH681-32 50,8 2.00 64,0 2.52 41,0 600 166 2,400 315,0 124 2,01 132
Core Premium Standard Braided Spiral High-Temp Low-Temp Abrasion Suction

Aeroquip by Danfoss Rubber Hydraulic Hose & Fitting Catalog 39
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EA\eroquip

Premium core hose
FC839B

F C8 3 9 B ‘ Core premium Bruiser ultra-abrasion
one & two wire braided hose

Meets or exceeds: SAE 100R17 | ISO 18752

aé\eroquip FC839B-06 Bruiser (7 210 BAR (3050 PSI)

Typical Agency

application: specifications: MSHA

High abrasion industrial and hydraulic :

system applications with petroleum and Hose ) Inner tube: Reinforcement: Cover:
water-based fluids construction: Nitrile One wire braid (-04 to -08) | Bruiser
Recomnmended for use on critical Two wire braid (-10to -16) | ultra-abrasion

applications in construction, forestry, and

. ! . Operating
other off-highway vehicles. Bruiser™ outer . “40°C 10 +100°C (-40°F to +212°F)
cover offers unmatched abrasion, chemical, temperature:
and environmental protection .
Qualified
fittings: 1A series
PART SIZE DIMENSIONS PRESSURE =NID) WEIGHT
Hose O.D. Working Min. Burst Min. Bend
# Hose I.D. (nominal) Pressure Pressure Radius Weight
mm in mm in bar psi bar psi mm in kg/m lbs/ft
FC839B-04 6,4 0.25 12,7 0.50 210 3,050 840 12,200 50,0 197 0,22 0.15
FC839B-06 9,5 0.38 16,6 0.65 210 3,050 840 12,200 65,0 2.56 0,34 0.23
FC839B-08 12,7 0.50 209 0.82 210 3,050 840 12,200 90,0 3.54 048 0.32
FC839B-10** 159 0.62 249 098 210 3,050 840 12,200 100,0 394 0,71 048
FC839B-12** 19,0 0.75 28,5 1.12 210 3,050 840 12,200 120,0 4.72 0,89 0.60
FC839B-16** 254 1.00 371 146 210 3,050 840 12,200 150,0 591 143 0.96
**two-wire braid hose
Core Premium Standard Braided Spiral High-Temp Low-Temp Abrasion Suction
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Premium core hose &
GH194 2
_g.
O
s
O
Q
o}
o
High-Temp a
3
G H 1 94 | Core premium high-temp '3°
one wire braided hose c
3
Meets: SAE T00RT | EN 853 1SN =
s
S
(=
=
3
by ot St Lok "0 3
Typical Agency
application: specifications: ABS | DNV [ MSHA
Petroleum and fire-resistant hydraulic fluids, )
fuel and lubricating oils, gasoline, water and Hose o Inner tube: Reinforcement: | Cover:
other industrial fluids construction: AQP One wire braid AQP
elastomer high-temp
Operating
temperature: -40°C to +150°C (-40°F to +302°F)
Qualified
fittings: 1A series
PART SIZE DIMENSIONS PRESSURE BEND WEIGHT
Hose O.D. Working Min. Burst Min. Bend
# Hose I.D. (nominal) Pressure Pressure Radius Weight
mm in mm in bar psi bar psi mm in kg/m Ibs/ft
GH194-4 6,4 0.25 13,5 0.53 225 3,250 900 13,000 100,0 3.94 0,25 0.17
GH194-6 9,5 0.38 17,3 0.68 215 3,125 860 12,500 125,0 492 0,37 0.25
GH194-8 12,7 0.50 204 0.80 175 2,550 700 10,200 180,0 7.09 0,45 0.30
GH194-10 159 0.62 23,8 094 140 2,050 560 8,200 205,0 8.07 0,54 0.36
GH194-12 19,0 0.75 274 1.08 125 1,800 500 7,200 240,0 945 0,69 046
GH194-16 254 1.00 36,2 142 90 1,300 360 5,200 300,0 11.81 0,98 0.66
GH194-20 31,8 1.25 439 1.73 65 950 260 3,800 420,0 16.54 1,26 0.85
GH194-24 38,1 1.50 50,6 1.99 50 725 200 2,900 500,0 19.69 1,58 1.06
GH194-32 50,8 2.00 59,2 2.33 40 580 160 2,320 630,0 24.80 2,04 1.37
Core Premium Standard Braided Spiral High-Temp Low-Temp Abrasion Suction
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Premium core hose
GH781

@ Premium
G H781 ‘ Core premium
two wire braided hose

Meets or exceeds: SAE 100R16 | EN 857 2SC | I1SO 18752 | 1SO 11237

wv
wv
o
=
@©
a
>~
8
2
o}
(o8
o)
o
(5}
<
@
wv
o
<
o=
S
©
S
o
PN
£
£
=
£
@
S
a

sé\eroquip GH781-6 Dura-Tuff (7 400 BAR (5800 PSI)

Typical Agency ABS | DNV | MSHA | USCG

application: specifications:

Hydraulic systems service with . . . .
petroleum and water based fluids, Hose Inner tube: Reinforcement: Cover:
for general use. construction: Nitrile Two wire braid Dura-Tuff

premium abrasion

?e"r’:;aetri:t%re: -46°C 10 +126°C (-50°F to +260°F)
2;?:;';‘1 1A series | 2R series (4, -6, -8, 12 &-16)
PART SIZE DIMENSIONS PRESSURE BEND WEIGHT
Hose O.D. Working Min. Burst Min. Bend
# Hose I.D. (nominal) Pressure Pressure Radius Weight
mm in mm in bar psi bar psi mm in kg/m Ibs/ft
GH781-4 6,4 0.25 139 0.55 448 6,500 1,792 26,000 50,0 1.96 0,33 0.22
GH781-6 95 0.38 174 0.69 400 5,800 1,600 23,200 65,0 2.55 043 0.29
GH781-8 12,7 0.50 209 0.82 350 5,000 1,400 20,000 90,0 3.54 0,58 0.39
GH781-10 159 0.62 24,0 0.94 280 4,000 1120 16,000 100,0 394 0,65 0.44
GH781-12 19,0 0.75 279 1.10 241 3,500 964 14,000 120,0 4.72 0,79 0.53
GH781-16 254 1.00 359 141 210 3,000 840 12,000 150,0 590 1,07 0.72
GH781-20 31,8 1.25 43,4 171 172 2,500 688 10,000 210,0 8.26 1,62 1.09
GH781-24 381 1.50 51,5 2.03 140 2,000 560 8,000 250,0 0.84 2,08 140
GH781-32 50,8 2.00 639 2.52 110 1,600 440 6,400 315,0 12.40 2,83 1.90
Core Premium Standard Braided Spiral High-Temp Low-Temp Abrasion Suction
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Premium core hose
EC881

@ Premium
EC881!

Exceeds: SAE T00R16 | SAE 100R19 | EN 857 25C | 1SO 18752

Core premium Dynamax ultra-performance
two wire braided hose
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=A\eroquip EC881-6 po iy () 400 BAR (5800 PSI)
Typical Agency ABS | DNV | MSHA
application: specifications:
Hydraulic systems with petro\egm amd Inner tube: Reinforcement: Cover:
water-based fluids, for general industrial Hose
service. construction: Dura-Pulse Two wire braid Dura-Tuff

patented tube

premium abrasion

This Dynamax ultra-performance hose
with the Danfoss Dura-Pulse inner tube

-46°C to +126°C (-50°F to +260°F)

combines the lightweight flexibility of a Operating -460 C to +70° C (-50 to +158¢ F) for water based hyd. fluids
two-wire braided hose with the pressure temperature: 0° C to 4700 C (+432°F to 158° F) for water
and performance of spiral T00R12 hoses
(-16 and smaller). e
Qu?hf'ed 1A series
fittings:
PART SIZE DIMENSIONS PRESSURE BEND WEIGHT
Hose O.D. Working Min. Burst Min. Bend
# Hose I.D. (nominal) Pressure pressure Radius Weight
mm in mm in bar psi bar psi mm in kg/m Ibs/ft
EC881-4 6.4 0.25 136 0.54 450 6,525 1,800 26,100 33,0 130 0.32 0.22
EC881-6 95 0.38 173 0.68 400 5,800 1,600 23,200 42,0 165 042 0.28
EC881-8 127 0.50 209 0.82 360 5220 1440 20,880 60,0 236 0.58 0.39
EC881-10 159 0.62 240 094 350 5,075 1,400 20,300 68,0 268 0.75 0.50
EC881-12 190 0.75 279 110 330 4,785 1320 19140 80,0 315 103 0.69
EC881-16 254 1.00 346 136 280 4,060 1120 16,240 150,0 591 147 0.99
EC881-20 318 125 434 171 172 2,500 688 9,980 210,0 827 175 118
EC881-24 381 1.50 51.8 204 138 2,000 552 8000 2500 9.84 191 1.28
Core Premium Standard Braided Spiral High-Temp Low-Temp Abrasion Suction
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EA\eroquip

Premium core hose
FC735

Ultra-Abrasion
FC735 ‘ Core premium Bruiser ultra-abrasion
two wire braided hose

Exceeds: SAE 100R16 | EN 857 2SC | 1SO 18752 | ISO 11237

E;A\eroquip FC735-06 Bruiser (™) 400 BAR (5800 PSI)

Typical | Agency ABS | MSHA | DNV
application: specifications:
Hydraulic systems service with .
) Inner tube: Reinforcement: Cover:
petroleum and water based fluids, Hose
for general use. construction: Nitrile Two wire braid Bruiser
ultra-abrasion

Operating -40°C to +126°C (-40°F to +260°F)

temperature:

Qualified .

fittings: 1A series

PART SIZE DIMENSIONS PRESSURE BEND WEIGHT
Hose O.D. Working Min. Burst Min. Bend
# Hose I.D. (nominal) Pressure pressure Radius Weight
mm in mm in bar psi bar psi mm in kg/m Ibs/ft
FC735-04 6,4 0.25 14,1 0.55 448 6,500 1,792 26,025 50,0 197 0,31 0.21
FC735-06 95 0.38 174 0.69 400 5,800 1,600 23,200 65,0 2.56 042 0.28
FC735-08 12,7 0.50 20,8 0.82 345 5,000 1,380 20,000 90,0 3.54 0,49 033
FC735-10 159 0.62 249 098 276 4,000 1,104 16,060 100,0 394 0,71 048
FC735-12 19,0 0.75 284 1.12 241 3,500 964 13,960 120,0 4.72 0,83 0.56
FC735-16 254 1.00 357 141 207 3,000 828 12,000 150,0 591 1,19 0.80
FC735-20 31,8 1.25 43,3 1.70 172 2,500 688 9,965 210,0 827 1,52 1.02
Core Premium Standard Braided Spiral High-Temp Low-Temp Abrasion Suction
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5A\eroquip

Premium core hose &
GH195 2
_é.
O
s
o
Q
o}
o}
High-Temp a
1)
G H 1 95 | Core premium AQP high-temp ‘3"
two wire braided hose =
3
Meets: SAE TO0R2 | EN 853 2SN | 1SO 1436 2SN >
s
S
=
=
=
2
=/\eroquip High Tomp (™) 345 BAR (5000 PSI) 3
Typical Agency
application: specifications: ABS | DNV | MSHA | USCG
Petroleum and fire resistant hydraulic fluids, | be: Reinf . C .
fuel, and lubricating systems Hose nner tube: einforcement: over:
construction: AQP Two wire braid AQP
elastomer high-temp
Operating -40°C to +150°C_ (-40°F to +302 °F)
temperature:
Qualified )
fittings: 1A series
PART SIZE DIMENSIONS PRESSURE BEND WEIGHT
Hose O.D. Working Min. Burst Min. Bend
# Hose I.D. (nominal) Pressure Pressure Radius Weight
mm in mm in bar psi bar psi mm in kg/m Ibs/ft
GH195-4 64 025 15,1 0.59 400,0 5,800 1,600 23,200 102,0 4.02 0,40 0.27
GH195-6 9.5 0.38 19,2 0.75 345,0 5,000 1,380 20,000 127,0 5.00 0,58 0.39
GH195-8 12,7 050 22,1 0.87 293,0 4,250 1,172 17,000 178,0 7.01 0,68 046
GH195-10 159  0.62 25,5 1.00 250,0 3,650 1,000 14,600 203,0 799 0,80 0.54
GH195-12 19,0 0.75 295 1.16 215,0 3,125 860 12,500 241,0 9.49 1,00 0.67
GH195-16 254 1.00 378 149 175,0 2,550 700 10,200 305,0 12.01 144 097
GH195-20 31,8 1.25 48,5 191 155,0 2,250 620 9,000 4190 16.50 2,38 1.60
GH195-24 381 1.50 55,1 217 125,0 1,800 500 7,250 508,0 20.00 2,59 1.74
GH195-32 508 200 67,8 2.67 105,0 1,525 420 6,100 635,0 25.00 338 2.27
Core Premium Standard Braided Spiral High-Temp Low-Temp Abrasion Suction
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5A\eroquip

Premium core hose
GH120

Low-Temp
G H1 20 | Core premium low-temp
two wire braided hose

Exceeds: SAE T00R16 | EN 857 2SC |1SO 11237
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=\eroquip GH120-6 ) () 345 BAR (5000 PSI)

Typical Agency MSHA
application: specifications:
) ) Hose Inner tube: Reinforcement: Cover:
Low temperature flexing and hydraulic . ' . )
; : ith | d construction: Proprietary Two wire braid Dura-Tuff
system service \.Nlt petroleum an low-temp premium abrasion
water-based fluids
For use in frigid environments on Operating =570 Cto +100° C (-70°F to +212°F)
construction equipment and other mobile temperature:
applications
Qualified 1A series
fittings:
PART SIZE DIMENSIONS PRESSURE BEND WEIGHT
Hose O.D. Working Min. Burst Min. Bend
# Hose I.D. (nominal) Pressure Pressure Radius Weight

mm in mm in bar psi bar psi mm in kg/m Ibs/ft
GH120-4 6,4 0.25 13,8 0.54 414,0 6,000 1,656 24,025 51,0 2.00 0,30 0.20
GH120-6 95 0.38 174 0.68 345,0 5,000 1,380 20,025 64,0 2.50 0,40 0.27
GH120-8 12,7 0.50 20,8 0.82 3100 4,500 1,240 18,000 89,0 3.50 0,58 0.39
GH120-10 159 0.62 249 098 276,0 4,000 1,104 16,000 102,0 4.00 0,74 0.50
GH120-12 19,0 0.75 284 1.12 241,0 3,500 964 14,000 121,0 4.75 0,92 0.62
GH120-16 254 1.00 357 141 193,0 2,800 772 11,200 152,0 6.00 1,22 0.82
GH120-20 31,8 1.25 43,3 1.71 159,0 2,300 636 9,225 210,0 8.25 1,59 1.07
GH120-24 38,1 1.50 515 2.03 138,0 2,000 552 8,000 254,0 10.00 211 142
GH120-32 50,8 2.00 639 2.51 103,0 1,500 412 6,000 318,0 12.50 2,80 1.88

Core Premium Standard Braided Spira High-Temp Low-Temp Abrasion Suction
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EA\eroquip

Premium core hose
GH493

@ Premium
G H493 ‘ Core premium
four wire spiral hose

Exceeds: SAE T00R12 | EN 856 R12 | EN 856 4SP (-8 to -16) | 1SO 18752 | 1SO 3862 R12
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Exceeds SAE 100R12 /EN 856 R12
MSHA IC-84/19 « ABS + DNV + USCG -+

9.5mm (038 n) -40°C to +126°C Half
DN10 Aoreheer A\ B4as

by Danfoss

Typical Agency ABS | DNV | MSHA | USCG
application: specifications:
For very high pressure hydraulic lines .
) . Inner tube: Reinforcement: Cover:
subjected to pressure surges and flexing Hose
construction: Nitrile Four wire spiral Dura-Tuff

Typical applications include construction,
mining, farming and high performance
industrial equipmen

premium abrasion

?e‘:;aet::t%re: ~40°C t0 +126°C (-40°F to +260°F)
2;?:;'Sed 45 series
PART SIZE DIMENSIONS PRESSURE BEND WEIGHT
Hose O.D. Working Min. Burst Min. Bend
# Hose I.D. (nominal) Pressure Pressure Radius Weight
mm in mm in bar psi bar psi mm in kg/m Ibs/ft
GH493-6 9,5 0.38 20,2 0.80 448,0 6,500 1,792 26,000 62,5 246 0,71 047
GH493-8 12,7 0.50 23,6 0.93 415,0 6,000 1,660 24,000 90,0 3.54 0,88 0.59
GH493-10 159 0.62 274 1.08 415,0 6,000 1,660 24,000 100,0 3.94 1,04 0.70
GH493-12 19,0 0.75 30,7 1.21 380,0 5,500 1,520 22,000 120,0 4.72 1,34 0.90
GH493-16 254 1.00 379 1.49 350,0 5100 1,400 20,400 150,0 591 1,79 1.20
GH493-20 31,8 1.25 46,6 1.83 310,0 4,500 1,240 18,000 210,0 8.27 2,23 1.50
GH493-24 381 1.50 539 212 275,0 4,000 1,00 16,000 250,0 9.84 3,03 2.03
GH493-32 50,8 2.00 66,8 2.63 2750 4,000 1,00 16,000 3200 12.60 4,38 294
Core Premium Standard Braided Spiral High-Temp Low-Temp Abrasion Suction
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EA\eroquip

Premium core hose
FC736

Ultra-Abrasion
FC736 ‘ Core premium Bruiser ultra-abrasion
four wire spiral hose

Exceeds: SAE T00R12 | EN 856 R12 | I1SO 18752

Exceeds SAE 100R12 /EN 856 R12

9.5mm (0.38in)
DN10 1SO 18752 - MSHA IC-84/71 - DNV

-40°C to +121°C
by Danfoss -40°F to +250°F E 4s

Typical Agency ABS | DNV | MSHA

application: specifications:

High abrasion industrial and hydraulic Inner tube: Reinforcement: Cover:
system applications with petroleum and Hose

water-based fluids construction: Nitrile Four wire spiral Bruiser

ultra-abrasion

Recommended for critical applications
in construction, forestry, and other off-

highway vehicles Operating ~40°C t0 +121°C_ (-40°F to +250°F)
temperature:

Bruiser ultra-abrasion outer cover offers
unmatched abrasion, chemical and Qualified )
environmental protection fittings: 45 series

PART SIZE DIMENSIONS PRESSURE BEND WEIGHT

Hose O.D. Working Min. Burst Min. Bend
# Hose I.D. (nominal) Pressure Pressure Radius Weight
mm in mm in bar psi bar psi mm in kg/m Ibs/ft
FC736-06 95 0.38 20,2 0.80 380 5,500 1,520 22,000 125,0 492 0,71 048
FC736-08 12,7 0.50 23,6 0.93 345 5,000 1,380 20,000 180,0 709 0,83 0.56
FC736-10 159 0.62 274 1.08 345 5,000 1,380 20,000 200,0 7.87 0,98 0.66
FC736-12 19,0 0.75 30,7 1.21 280 4,050 1,120 16,200 240,0 945 1,32 0.89
FC736-16 254 1.00 379 1.49 280 4,050 1,120 16,200 300,0 11.81 1,75 118
FC736-20 31,8 1.25 46,6 1.83 210 3,050 840 12,200 420,0 16.54 2,36 1.59
FC736-24 38,1 1.50 539 212 175 2,550 700 10,200 500,0 19.68 3,00 2.01
FC736-32 50,8 2.00 66,8 2.63 175 2,550 700 10,200 640,0 252 4,37 2.94
Core Premium Standard Braided Spiral High-Temp Low-Temp Abrasion Suction
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5A\eroquip

Premium core hose
EC525

High-Temp
EC525 | Core premium AQP™ high-temp
four & six wire spiral hose
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19 mm (0.75 i -40°C to +149°C
by Danfoss mgN(w " (RIS -40°F to +300°F Q 4s

Typical Agency
application: specifications: DNV | MSHA
Hydraulic system service with petroleum, . . . .
fire-resistant, and water-based fluids, fuel, Hose Inner tube: Reinforcement: Cover:
and lubricating systems construction: AQP Four wire spiral (-12 to -24) AQP
Elastomer Six wire spiral (-32)° high-temp
Operating Typical fluids: -40°C To +149°C (-40°F To +300°F)
temperature: Phosphate-ester base fluids: -40°C To +82°C (-40°F To +180°F)
Qualified .
fittings: 4S series
PART SIZE DIMENSIONS PRESSURE BEND WEIGHT
Hose O.D. Working Min. Burst Min. Bend
# Hose I.D. (nominal) Pressure Pressure Radius Weight
mm in mm in bar psi bar psi mm in kg/m Ibs/ft
EC525-12 190 0.75 30,7 1.21 345,0 5,000 1,380 20,000 2413 9.50 1,28 0.86
EC525-16 254 1.00 379 149 345,0 5,000 1,380 20,000 304,8 12.00 1,73 1.16
EC525-20 31,8 1.25 46,6 1.84 240,0 3,500 960 14,000 4191 16.50 2,31 1.55
EC525-24 381 1.50 539 212 240,0 3,500 960 14,000 508,0 20.00 2,96 199
EC525-32 50,8 2.00 67,3 2.65 2250 3,250 900 13,000 635,0 25.00 4,42 297
Core Premium Standard Braided Spiral High-Temp Low-Temp Abrasion Suction
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EA\eroquip

Premium core hose
FC500

@ Premium
FCSOO ‘ Core premium X-Flex
four & six wire spiral hose

Exceeds: SAE 100R13 | EN 856 R13]| ISO 3862 | ISO 18752

sé\eroquip FC500-16 () 350 BAR (5100 PSI)

Typical Agency
application: specifications: DNV | MSHA | USCG
Ultra high pressure applications compatible X . X .
with petroleurn and water-based fluids Hose Inner tube: Reinforcement: Cover:
construction: Nitrile Four wire spiral (-12 to -24) Dura{uﬁ .
Six wire spiral (-32) premium abrasion
Operating ~40°C to +127°C (-40°F o +260°F)
temperature:
Qualified — ) —
fittings: 4S series (-12 to -24) | 6S series (-32)
PART SIZE DIMENSIONS PRESSURE BEND WEIGHT
Hose O.D. Working Min. Burst Min. Bend
# Hose I.D. (nominal) Pressure Pressure Radius Weight
mm in mm in bar psi bar psi mm in kg/m Ibs/ft
FC500-12 19,0 0.75 31,0 1.22 350,0 5,100 1,400 20400 121,0 4.75 1,28 0.86
FC500-16 254 1.00 384 1.51 350,0 5,100 1,400 20,400 152,0 6.00 1,85 1.24
FC500-20 31,8 1.25 45,5 1.79 350,0 5,100 1,400 20,400 210,0 8.25 2,50 1.68
FC500-24 381 1.50 535 211 350,0 5,100 1,400 20,400 254,0 10.00 3,38 2.27
FC500-32%* 50,8 2.00 71,8 2.83 350,0 5,100 1,400 20,400 476,0 18.75 6,07 4.08
** Six wire spiral
Core Premium Standard Braided Spiral High-Temp Low-Temp Abrasion Suction
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EA\eroquip

Premium core hose &
FC273B 2
_g.
O
s
@)
Q
o}
o}
@ Ultra-Abrasion a
1)
FC273 B ‘ Core premium Bruiser ultra-abrasion '3"
four & six wire spiral hose =
3
Exceeds: SAE 100R13 | EN 856 R13 | 1SO 3862 | 1SO 18752 Z
S
S
=
=
=
2
5A\eroquip FC273B-12 Bruiser () 350 BAR (5100 PSI) o
Typical Agency
application: specifications: MISHA
High abrasion industrial and hydraulic . . . .
system applications with petroleum Hose Inner tube: Reinforcement: Cover:
and water-based fluids construction: Nitrile Four wire spiral (-12to-16) | Bruiser
Recommended for use on critical Six wire spiral (-20 to -32) ultra-abrasion
applications in construction, forestry, )
and other off-highway vehicles Operating 40°C o +121°C (-40°F to +250°F)
) ) temperature:
Bruiser ultra-abrasion outer cover
offers unmatched abrasion resistance Qualified
fitti 4S series (-12to-16) | 6S series (-20 to -32)
ittings:
PART SIZE DIMENSIONS PRESSURE BEND WEIGHT
Hose O.D. Working Min. Burst Min. Bend
# Hose I.D. (nominal) Pressure Pressure Radius Weight
mm in mm in bar psi bar psi mm in kg/m Ibs/ft
FC273B-12 19,0 0.75 321 1.26 350 5,100 1,400 20,400 241,0 9.50 1,55 1.04
FC273B-16 254 1.00 38,7 1.53 350 5,100 1,400 20,400 305,0 12.00 1,95 1.31
FC273B-20%** 31,8 1.25 50,3 1.98 350 5100 1,400 20,400 419,0 16.50 3,63 244
FC273B-24%* 38,1 1.50 57,7 2.27 350 5,100 1,400 20,400 508,0 20.00 4,78 3.21
FC273B-32** 50,8 2.00 71,8 2.83 350 5,100 1,400 20,400 635,0 25.00 7,05 4.74
** Six wire spiral
Core Premium Standard Braided Spiral High-Temp Low-Temp Abrasion Suction
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5A\eroquip

Premium core hose
EC810

Low-Temp
EC81 O | Core premium low-temp
four & six wire spiral hose

Meets or exceeds: SAE 100R15 | EN 856 4SH Performance

=/\eroquip EC810-12 Low-Temp (™) 420 BAR (6100 PSI)

Typical Agency MSHA
application: specifications:
Fluids fqr low temperature applications. Inner tube: Reinforcement: Cover:
Hydraulic systems with petroleum-based Hose
fluids construction: Nitrile Four wire spiral (-12to-16) | Nitrile
Six wire spiral (-20 to -32)

Operating -57°C t0 +100°C (-70°F to +212°F)

temperature:

Qualified . .

fittings: 4S series (-12to -16) | 6S series (-20 to -32)

PART SIZE DIMENSIONS PRESSURE BEND WEIGHT
Hose O.D. Working Min. Burst Min. Bend
# Hose I.D. (nominal) Pressure Pressure Radius Weight
mm in mm in bar psi bar psi mm in kg/m Ibs/ft
EC810-12 19,0 0.75 32,2 1.27 420 6,100 1,680 24,360 280,0 11.02 1,61 1.08
EC810-16 254 1.00 390 154 420 6,100 1,680 24,360 340,0 13.39 2,02 1.36
EC810-20%** 31,8 1.25 494 1.94 420 6,100 1,680 24,360 420,0 16.54 3,55 2.39
EC810-24%* 381 1.50 573 2.26 420 6,100 1,680 24,360 510,0 20.08 4,74 3.19
EC810-32** 50,8 2.00 71,7 2.82 350 5,100 1,400 20,400 630,0 24.80 6,70 4.50
**Six wire spiral
Core Premium Standard Braided Spiral High-Temp Low-Temp Abrasion Suction
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EA\eroquip

Premium core hose &
EC600 2
_g.
O
s
@)
Q
o}
o}
@ Premium a
1)
ECGOO ‘ Core premium X-Flex (0]
o . 3
four & six wire spiral hose =
3
Meets or exceeds: SAE 100R15 | EN 856 4SH | EN 856 R13 | 1SO 18752 >
s
S
=
=
3
=A\eroquip EC600-12 Dure Tuft () 420BAR (6100PS)) o
Typical Agency
application: specifications: ABS | DNV | MSHA | USCG
High pressure hydraulic circuits on Inner tube: Reinforcement: Cover:
mobile construction equipment, Hose
mining equipment, and industrial construction: Dura-Pulse Four wire spiral (-12to0-16) | Dura-Tuff
applications for pressures up to 420 bar. patented inner tube | Six wire spiral (-20 to -32) premium abrasion
Operating o N o o
-40°C to +127°C (-40°F to +260°F)
temperature:
?u?hf'ed 4S series (-12to-16) | 6S series (-20to -32) | 1W series
ittings:
PART SIZE DIMENSIONS PRESSURE BEND WEIGHT
Hose O.D. Working Min. Burst Min. Bend
# Hose I.D. (nominal) Pressure Pressure Radius Weight
mm in mm in bar psi bar psi mm in kg/m Ibs/ft
EC600-12 19.0 0.75 322 1.27 420 6,100 1,680 24,400 1350 531 1.52 1.01
EC600-16 254 1.00 386 1.52 420 6,100 1,680 24,400 165,0 6.5 2.04 1.36
EC600-20%* 31.8 1.25 49.7 1.96 420 6,100 1,680 24,400 2250 8.86 3.89 2.61
EC600-24%* 38.1 1.50 57.5 2.26 420 6,100 1,680 24,400 265,0 1043 4.83 3.24
EC600-32*%* 50.8 2.00 710 2.79 420 6,100 1,680 24,400 375,0 14.76 71 4.77
**Six wire spiral
Core Premium Standard Braided Spiral High-Temp Low-Temp Abrasion Suction
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5A\eroquip

Premium hose
FC639

FC639 | Premium 3050 PSI constant pressure
one & two wire braided hose

Exceeds: SAE 100R17 | 1SO 18752

al\eroquip FC639-06 Dura-Tuff (A 210 BAR (3050 PSI)

Typical Agency MSHA
application: specifications:
Gengral |rjdustr\al and hydraulic system Inner tube: Reinforcement: Cover:
service with petroleum and water-based Hose o . ]
fluids. Recommended for high-pressure oil construction: Nitrile One wire braid (04 t0-08) | Dura-Tuff _
lines used on construction equipment and Two wire braid (-10to-16) | premium abrasion
other off-highway applications ]

Operating ~40°C to +127°C (-40°F to +260°F)

temperature:

Qualified )

fittings: 1A series

PART SIZE DIMENSIONS PRESSURE BEND WEIGHT
Hose O.D. Working Min. Burst Min. Bend
# Hose I.D. (nominal) Pressure Pressure Radius Weight
mm in mm in bar psi bar psi mm in kg/m Ibs/ft
FC639-04 6,4 0.25 12,7 0.50 210,0 3,050 840,0 12,200 50,0 197 0,22 0.15
FC639-06 95 0.38 16,6 0.65 210,0 3,050 840,0 12,200 65,0 2.56 0,34 0.23
FC639-08 12,7 0.50 209 0.82 210,0 3,050 840,0 12,200 90,0 3.54 047 0.32
FC639-10* 159 0.63 249 098 210,0 3,050 840,0 12,200 100,0 394 0,73 0.49
FC639-12* 191 0.75 284 112 210,0 3,050 840,0 12,200 120,0 4.72 0,83 0.56
FC639-16* 254 1.00 371 146 210,0 3,050 840,0 12,200 150,0 591 144 097
*Two wire braids of high tensile wire
Core Premium Standard Braided Spiral High-Temp Low-Temp Abrasion Suction
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EA\eroquip

Premium hose
GH663

GH663 | i
one wire braided hose

Exceeds: SAE 100R1 | EN 853 1SN performance | ISO 1436-1SN

Exceeds SAE 100R1/1SO 1436-1SN « MSHA IC-84/19
Exceeds EN 853 1 SN Performance « ABS « DNV - USCG+

=\eroquip syome:  GH663-6 *"58%"  Dura-Tuff (M) 235BAR(3400PSI)  [5Eos A\, 8O

Typical Agency ABS | DNV | MSHA | USCG

application: specifications:

Hydraulic system service with petroleum Inner tube: Reinforcement: Cover:
and water-based fluids, for general industrial Hose o ; .

service Nitrile One wire braid Dura-Tuff

construction: ) :
premium abrasion

?err):gztriant?.lre: -46°C 10 +126°C (-50°F to +260°F)
2;?:;';‘1 1A series
PART SIZE DIMENSIONS PRESSURE BEND WEIGHT
Hose O.D. Working Min. Burst Min. Bend
# Hose I.D. (nominal) Pressure Pressure Radius Weight
mm in mm in bar psi bar psi mm in kg/m Ibs/ft
GH663-4 6,4 0.25 134 0.53 255,0 3,700 1,020 14,800 50,0 197 0,22 0.15
GH663-6 95 0.38 17,5 0.69 2350 3,400 940 13,600 63,0 248 0,34 0.23
GH663-8 12,7 0.50 20,6 0.81 200,0 2,900 800 11,600 90,0 3.54 042 0.28
GH663-12 190 0.75 277 1.09 138,0 2,000 552 8,000 120,0 4.72 0,64 043
GH663-16 254 1.00 35,6 140 103,0 1,500 412 5970 150,0 591 0.95 0.64
GH663-20 31,8 1.25 43,5 171 69,0 1,000 276 4,025 210,0 8.27 1,10 0.74
GH663-24 381 1.50 50,6 199 52,0 750 208 3,015 250,0 0.84 1,56 1.05
GH663-32 50,8 2.00 64,0 2.52 41,0 600 164 2,360 315,0 1240 1,95 131
Core Premium Standard Braided Spiral High-Temp Low-Temp Abrasion Suction
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EA\eroquip

Premium hose
FC849

FC849 ‘ Premium 4000 PSI constant pressure
two wire braided hose

Exceeds: SAE 100R19 Performance

9.5mm (038 in) Exceeds SAE 100R19 Performance _40°C to +100°C ®gOO
by Danfoss DN10 MSHA IC-84/19 - ABS - USCG + “40°F to +212°F

Typical Agency ABS | MSHA | USCG
application: specifications:
Industrial and hydraulic system applications Inner tube: Reinforcement: Cover:
with petroleum and water-based fluids Hose . ) ]
) construction: Nitrile Two wire braid Dura-Tuff
Recommended for use on construction, : premium abrasion

forestry, and other off-highway vehicles

Operating -40°C t0 +100°C (-40°F to +212°F)
temperature:
Qualified .
fittings: 1A series
PART SIZE DIMENSIONS PRESSURE BEND WEIGHT
Hose O.D. Working Min. Burst Min. Bend
# Hose |I.D. (nominal) Pressure Pressure Radius Weight
mm in mm in bar psi bar psi mm in kg/m Ibs/ft
FC849-04 6,4 0.25 15,1 0.59 280,0 4,000 1,120 16,000 50,0 2.00 0,36 0.24
FC849-06 9,5 0.38 192 0.75 280,0 4,000 1,120 16,000 63,5 2.50 0,53 0.36
FC849-08 12,7 0.50 22 0.87 280,0 4,000 1,120 16,000 889 3.50 0,64 043
FC849-10 159 0.62 25,7 1.01 280,0 4,000 1,120 16,000 100,0 4.00 0,89 0.60
FC849-12 19,0 0.75 299 1.17 280,0 4,000 1,120 16,000 120,0 4.75 1,07 0.72
Core Premium Standard Braided Spiral High-Temp Low-Temp Abrasion Suction
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EA\eroquip

Premium hose
FC849B

FC849 B ‘ Premium Bruiser ultra-abrasion 4000 PS|
constant pressure two wire braided hose

Exceeds: SAE 100R19 Performance
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6.4mm (0.25in) Exceeds SAE 100R19 Performance -40°C to +100°C
by Danfoss DN6 MSHA IC-84/71 -40°F to +212°F ysiele}

Typical Agency MSHA
application: specifications:
Ultra—abraspn ‘f‘dus”',a' and hydraulic Inner tube: Reinforcement: Cover:
system applications with petroleum and Hose o . ] .
water-based fluids construction: Nitrile Two wire braid Bruiser

L : ultra-abrasion
Recommended for use on critical applica-

tions in construction, forestry, and other

) i Operating e T °
off-highway vehicles temperature: 40°C to +100°C (-40°F to +212°F)
Qualified ,
fittings: 1A series
PART SIZE DIMENSIONS PRESSURE BEND WEIGHT
Hose O.D. Working Min. Burst Min. Bend
# Hose I.D. (nominal) Pressure Pressure Radius Weight
mm in mm in bar psi bar psi mm in kg/m Ibs/ft
FC849B-04 6,4 0.25 151 0.59 275 4,000 1,000 16,000 50,8 2.00 0,37 0.25
FC849B-06 95 0.38 192 0.75 275 4,000 1,000 16,000 63,5 2.50 0,52 0.35
FC849B-08 12,7 0.50 22 0.87 275 4,000 1,000 16,000 889 3.50 0,64 043
FC849B-10 159 0.63 25,7 1.01 275 4,000 1,000 16,000 101,6 4.00 0,91 0.61
FC849B-12 19,0 0.75 29,8 117 275 4,000 1,000 16,000 120,7 4.75 1,07 0.72
Core Premium Standard Braided Spiral High-Temp Low-Temp Abrasion Suction
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EA\eroquip

Premium hose
FC510

FC51 O ‘ Premium AQP high-temp HI-PAC
one wire braided hose

Exceeds: EN 857 15C

Exceeds EN 857 1SC
MSHA 1C-84/18 « DNV + USCG
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6.4 mm (0.25 in) -40°C to +149°C 1A
by Danfoss DN6 -40°F to +300°F

Typical | Agency DNV | MSHA | USCG
application: specifications:
Pe?ro\eum and ﬁrefesis'tant hydraulic Inner tube: Reinforcement: Cover:
fluids, fuel, and lubricating systems Hose ) .
S AQP HI-PAC one wire braid AQP
construction: )
Elastomer high-temp

Operating “40°C to +150°C. (-40°F to +300°F)

temperature:

Qualified .

fittings: 1A series

PART SIZE DIMENSIONS PRESSURE BEND WEIGHT
Hose O.D. Working Min. Burst Min. Bend
# Hose I.D. (nominal) Pressure Pressure Radius Weight
mm in mm in bar psi bar psi mm in kg/m Ibs/ft
FC510-04 64 0.25 14,5 0.57 345,0 5,000 1,380 20,000 76,2 3.00 0,34 0.23
FC510-06 95 0.38 17,6 0.69 275,0 4,000 1,700 16,000 88,9 3.50 043 0.29
FC510-08 12,7 0.50 20,2 0.80 240,0 3,500 960 14,000 1270 5.00 0,50 0.34
FC510-10 159 0.63 239 093 190,0 2,750 760 11,000 1524 6.00 0,66 044
FC510-12 19,0 0.75 277 1.09 155,0 2,250 620 9,000 1778 7.00 0,77 0.52
FC510-16 254 1.00 34,6 137 138,0 2,000 552 8,000 228,6 9.00 1,05 071
FC510-20 31,8 1.25 43,1 1.70 112,0 1,625 448 6,500 2794 11.00 1,61 1.08
Core Premium Standard Braided Spiral High-Temp Low-Temp Abrasion Suction
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EA\eroquip

Premium hose
GH793

GH793 | =i
two wire braided hose

Exceeds: SAE 100R2 | EN 853 2SN Performance | I1SO 1436 2SN
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s&\eroquip GH793-4 Dura-Tuff () 448 BAR (6500 PSI)

Typical Agency ABS | MSHA | USCG
application: specifications:
Hydraulic system service with petroleum Inner tube: Reinforcement: Cover:
and water-based fluids, for general industrial Hose o , )
service — Nitrile Two wire braid Dura-Tuff

construction: . )

premium abrasion

Operating ~40°C to +126°C (-40°F to +260°F)

temperature:

gu?hf'ed 1A series | 2R series

ittings:
PART SIZE DIMENSIONS PRESSURE BEND WEIGHT
Hose O.D. Working Min. Burst Min. Bend
# Hose I.D. (nominal) Pressure Pressure Radius Weight
mm in mm in bar psi bar psi mm in kg/m Ibs/ft
GH793-4 6,4 0.25 151 0.59 448,0 6,500 1,792 26,000 100,0 4.00 0,39 0.26
GH793-6 95 0.38 19,1 0.75 400,0 5,800 1,600 23,200 130,0 5.00 0,56 0.38
GH793-8 12,7 0.50 22,2 0.87 3450 5,000 1,380 20,000 180,0 7.00 0,68 046
GH793-10 159 0.63 25,5 1.01 276,0 4,000 1,104 16,000 200,0 8.00 0,80 0.54
GH793-12 19,0 0.75 29,5 1.16 41,0 3,500 904 14,000 240,0 9.50 0,98 0.66
GH793-16 254 1.00 38,1 1.50 207,0 3,000 828 12,000 300,0 12.00 1,50 1.01
GH793-20 31,8 1.25 48,1 1.39 172,0 2,500 688 10,000 420,0 16.50 2,29 1.54
GH793-24 38,1 1.50 54,7 215 138,0 2,000 552 8,000 500,0 20.00 2,50 1.68
GH793-32 50,8 2.00 67,5 2.66 110,0 1,600 440 6,400 630,0 25.00 3,30 2.22
Core Premium Standard Braided Spiral High-Temp Low-Temp Abrasion Suction
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EA\eroquip

Premium hose
FC611

FC61 1 ‘ Premium EPDM
one wire braided hose
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5A\eroquip FC611-12 Phosphate Ester () 86 BAR (1250 PSI)

Typical
application: Agency
) ] ) specifications:

Ground support equipment (GSE), industrial
phosphate ester-based fluids, water glycol Hose Inner tube: Reinforcement: Cover:
systems construction: EPDM One wire briad EPDM

Operating 40°C t0 +79°C (-40°F to +175°F)

temperature:

Qualified .

fittings: 1A series

7 SIZE DIMENSIONS PRESSURE BEND WEIGHT
Hose O.D. Working Min. Burst Min. Bend
# Hose I.D. (nominal) Pressure Pressure Radius Weight
mm in mm in bar psi bar psi mm in kg/m Ibs/ft
FC611-12 19,0 0.75 279 1.09 87,0 1,250 344 5,000 241,0 9.50 0,63 043
FC611-16 254 1.00 35,7 140 70,0 1,000 280 4,000 305,0 12.00 0,89 0.60
FC611-20 31,8 1.25 44,0 173 43,0 625 172 2,500 419,0 16.50 113 0.80
FC611-24 38,1 1.50 50,6 199 35,0 500 140 2,000 508,0 20.00 1,52 1.02
FC611-32 50,8 2.00 64,0 2.51 26,0 375 104 1,500 635,0 25.00 191 1.28
Core Premium Standard Braided Spiral High-Temp Low-Temp Abrasion Suction
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5A\eroquip

Premium hose &
FC693 2
_é.
O
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B
FC693 ‘ Premium EPDM ‘3"
two wire braided hose =
3
=
<
S
S
=
=
3
gé\eroquip FC693-04 () 345 BAR (5000 PSI) S
Typical Agency
application: specifications:
Ground support equipment (GSE), industrial X . . .
phosphate ester-based fluids, water glycol Hose nner tube: Requcerqent. Cover:
systems construction: EPDM Two wire briad EPDM
Operating ~40°C 10 +79°C (-40°F to +175F)
temperature:
Qualified !
fittings: 1A series
PART SIZE DIMENSIONS PRESSURE BEND WEIGHT
Hose O.D. Working Min. Burst Min. Bend
# Hose I.D. (nominal) Pressure Pressure Radius Weight
mm in mm in bar psi bar psi mm in kg/m Ibs/ft
FC693-04 6,4 0.25 15,1 0.59 345,0 5,000 1,380 20,000 102,0 4.00 0,37 0.25
FC693-06 9,5 0.38 19,2 0.75 275,0 4,000 1,100 16,000 127,0 5.00 0,54 0.36
FC693-08 12,7 0.50 22,1 0.87 240,0 3,500 960 14,000 178,0 700 0,60 0.40
Core Premium Standard Braided Spiral High-Temp Low-Temp Abrasion Suction
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5A\eroquip

Premium hose
EC502

EC502 | Premium LifeSense™
two wire braided hose

Exceeds: SAE 100R2 | EN 853 2SN

Typical Agency MSHA
application: specifications:
General hydraulics Hose Inner tube: Reinforcement: Cover:
Agricultural equipment - turf care construction: Nitrile Two wire briad Nitrile
Vocational fleets —
mobile refuse, mobile cement mixers Operating 40°C to +100°C (-40°F to 4212°F)

temperature:

Manufacturing -
stationary machining centers

Qualified :
fittings: SLseries
PART SIZE DIMENSIONS PRESSURE BEND WEIGHT
Hose O.D. Working Min. Burst Min. Bend
# Hose I.D. (nominal) Pressure Pressure Radius Weight
mm in mm in bar psi bar psi mm in kg/m Ibs/ft
EC502-08 12,7 0.50 23,6 0.92 293 4,250 1,172 17,000 1778 70 0,74 0.50
EC502-12 19,0 0.75 30,0 118 215 3,125 860 12,500 2413 9.5 0,98 0.66
EC502-16 254 1.00 379 149 172 2,500 690 10,000 304,8 12.0 147 0.99
Core Premium Standard Braided Spiral High-Temp Low-Temp Abrasion Suction
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EA\eroquip

Premium hose &
FC579 2
_g.
O
s
@)
Q
o}
g
B
FC579 ‘ Premium Hi-impulse jack g
two wire braided hose =
3
Meets: 1J100 >
<
S
S
=
=
3
EA\eroquip FC579-04 Dura-Tuff () 690 BAR (10000 PSI) =
Typical Agency MSHA
application: specifications:
Hydraulic jacking system service with Inner tube: Reinforcement: Cover:
petroleum and water-based fluids Hose o ) )
construction: Nitrile Two wire braid Dura-Tuff
Meets the performance requirements of : premium abrasion
the Material Handling Institute Specification
1J100 i
Operating “40°C to +49°C (-40°F to +120°F)
temperature:
Qualified '
fittings: 1A series
PART SIZE DIMENSIONS PRESSURE BEND WEIGHT
Hose O.D. Working Min. Burst Min. Bend
# Hose I.D. (nominal) Pressure Pressure Radius Weight
mm in mm in bar psi bar psi mm in kg/m lbs/ft
FC579-04 6,4 0.25 141 0.56 690,0 10,000 1,380 20,000 50,8 2.00 033 0.22
FC579-06 95 0.38 19,2 0.76 690,0 10,000 1,380 20,000 63,5 2.50 0,57 0.38
Core Premium Standard Braided Spiral High-Temp Low-Temp Abrasion Suction
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EA\eroquip

Premium hose
EC230

EC23O ‘ Premium large bore
two wire braided hose

Exceeds: SAE 100R2

Exceeds SAE 100R2 Performance
MSHA IC-84/19

EA\eroquip byDanfoss EC230-40 S*FRG*™  Dura-Tuff (M 79BAR(1150PSI)  [iienne OO

Typical Agency MSHA
application: specifications:
Hydraulic system service with petroleum Inner tube: Reinforcement: Cover:
and waterbased fluids, for general industrial Hose o ’ , o )
service construction: Nitrile Two wire briad Dura—Tuff .
premium abrasion
Operating ~40°C to +100°C. (-40°F to +212°F)
temperature:
?u?hf'ed For fitting information, see your Danfoss representative.
ittings:
PART SIZE DIMENSIONS PRESSURE BEND WEIGHT
Hose O.D. Working Min. Burst Min. Bend
# Hose I.D. (nominal) Pressure Pressure Radius Weight
mm in mm in bar psi bar psi mm in kg/m Ibs/ft
EC230-40 63,5 2.50 78,6 3.09 79,0 1,150 316 4,600 660,0 26.00 3,88 2.61
Core Premium Standard Braided Spiral High-Temp Low-Temp Abrasion Suction
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EA\eroquip

Premium hose
FC254

FC254 ‘ Premium
four wire spiral hose

Exceeds: EN 856 4SP
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EA\eroquip FC254-12 Dura-Tuff (") 497 BAR (7200 PSI)

Typical Agency ABS | MSHA | USCG
application: specifications:
For gene(a\ use with hydraulic system Inner tube: Reinforcement: Cover:
service with petroleum and water-based Hose o , :
fluids construction: Nitrile Four wire spiral Dura{uﬁ .
premium abrasion
Operating -46°C 10 +126°C (-50°F to +260°F)
temperature:
Qualified ' '
fittings: TW series (-08) | 4S series (-12 to -32)
PART SIZE DIMENSIONS PRESSURE BEND WEIGHT
Hose O.D. Working Min. Burst Min. Bend
# Hose I.D. (nominal) Pressure Pressure Radius Weight
mm in mm in bar psi bar psi mm in kg/m Ibs/ft
FC254-08 12,7 0.50 24,8 0.98 530,0 7,700 2,120 30,800 203,0 8.0 1,07 0.72
FC254-12 19,0 0.75 32,0 1.26 4970 7,200 1988 28,800 279,0 1.0 1,58 1.06
FC254-16 254 1.00 38,6 1.52 415,0 6,000 1,660 24,000 305,0 12.0 1,96 1.32
FC254-20 31,8 1.25 45,2 178 350,0 5,100 1,400 20,400 419,0 16.5 243 1.63
FC254-24 38,1 1.50 54,1 213 300,0 4,350 1,200 17,400 508,0 20.0 3,02 2.03

FC254-32 50,8 2.00 68,0 2.68 275,0 4,000 1,700 16,000 635,0 250 4,49 3.02

Core Premium Standard Braided Spiral High-Temp Low-Temp Abrasion Suction
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5A\eroquip

Premium hose
GH506

GH506 | =
four wire spiral hose

Meets: EN 856 4SH | 1SO 3862 4SH | 1SO 18752

5A\eroquip GH506-12 Dura-Tuff () 420 BAR (6100 PSI)

Typical | Agency ABS | DNV | MSHA
application: specifications:
High pressure hydraulic system§ with Inner tube: Reinforcement: Cover:
petroleum and water-based fluids Hose . ) :
construction: Nitrile Four wire spiral Dura-Tuff

premium abrasion

Operating -40°C to +100°C (-40°F to +212°F)
temperature:
?u?“f'ed TW series | 4S series
ittings:
PART SIZE DIMENSIONS PRESSURE BEND WEIGHT
Hose O.D. Working Min. Burst Min. Bend
# Hose I.D. (nominal) Pressure Pressure Radius Weight
mm in mm in bar psi bar psi mm in kg/m Ibs/ft
GH506-12 19,0 0.75 32,2 1.27 420,0 6,100 1,680 24,400 280,0 11.02 1,49 1.00
GH506-16 254 1.00 383 1.51 420,0 6,100 1,680 24,400 340,0 13.39 2,05 1.38
GH506-20 31,8 1.25 45,5 1.79 350,0 5,100 1,400 20,400 460,0 18.11 2,54 1.71
GH506-24 38,1 1.50 535 211 300,0 4,350 1,200 17,400 560,0 22.05 3,27 2.20
GH506-32 50,8 2.00 68,1 2.68 250,0 3,650 1,000 14,500 700,0 2756 4,58 3.08
Core Premium Standard Braided Spiral High-Temp Low-Temp Abrasion Suction
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EA\eroquip

Premium hose
FC606

FC606 |
six wire spiral hose

Exceeds: SAE 100R15 | 1SO 3862 R15
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aA\eroquip FC606-24 Dura-Tuff () 420 BAR (6100 PSI)

Typical Agency ABS | MSHA
application: specifications:
H|ghl—pressure hydraulics, hydrostatic trans- Inner tube: Reinforcement: Cover:
missions Hose
Nitrile Six wire spiral Dura-Tuff

Hydraulic system service with petroleum construction:

premium abrasion
and water-based fluids for general industrial

use ;
Operating -40°C to +121°C (-40°F t0 +250°F)
temperature:
Qualified .
fittings: 05 series
PART SIZE DIMENSIONS PRESSURE BEND WEIGHT
Hose O.D. Working Min. Burst Min. Bend
# Hose I.D. (nominal) Pressure Pressure Radius Weight
mm in mm in bar psi bar psi mm in kg/m Ibs/ft
FC606-24 381 1.50 584 2.30 420,0 6,100 1,680 24,400 508,0 20.00 4,72 317
Core Premium Standard Braided Spiral High-Temp Low-Temp Abrasion Suction
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EA\eroquip

Premium hose
GH466

GH466 |
six wire spiral hose

Exceeds: SAE 100R15 | EN 856 R13 | 1SO 18752

5A\eroquip GH466-24 ™ Cycles () 420 BAR (6100 PSI)

Typical Agency ABS | DNV | MSHA
application: specifications:
High pressure hydraulic systems with Inner tube: Reinforcement: Cover:
extreme pressure peaks. For use with Hose il o iral r
petroleum and water-based fluids construction: Nitrile Six wire spira DuraiTu )
premium abrasion
Operating ~40°C to +121°C. (-40°F to +250°F)
temperature:
Qualified 6S series (20, -24)
fittings: TW series (ALL)
PART SIZE DIMENSIONS PRESSURE BEND WEIGHT
Hose O.D. Working Min. Burst Min. Bend
# Hose I.D. (nominal) Pressure Pressure Radius Weight
mm in mm in bar psi bar psi mm in kg/m Ibs/ft
GH466-20 318 1.25 494 1.94 420,0 6,100 1,680 24,400 420,0 16.53 3,48 2.34
GH466-24 381 1.50 573 2.26 420,0 6,100 1,680 24,400 500,0 19.69 4,63 3N
GH466-32* 50,8 2.00 717 2.82 420,0 6,100 1,680 24,400 630,0 24.80 6,70 4.50
*only qualified with TW fittings
Core Premium Standard Braided Spiral High-Temp Low-Temp Abrasion Suction
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5A\eroquip

Premium hose &
FC636 2
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FC636 | ”
! . 3
four wire spiral hose =
3
Meets or exceeds: SAE 100R12 >
s
S
=
=
3
sA\eroquip FC636-12 Phosphate Ester (™) 275 BAR (4000 PSI) ®
Typical Agency
application: specifications:
Ground support equipment (GSE), industrial . . . .
phosphate ester based fluids, water glycol Hose Inner tube: Reinforcement: Cover:
systems construction: EPDM Four wire spiral EPDM
Operating 5 o o °
-40°C to +79°C (-40°F to +175°F)
temperature:
Qualified )
fittings: 4S series
PART SIZE DIMENSIONS PRESSURE BEND WEIGHT
Hose O.D. Working Min. Burst Min. Bend
# Hose I.D. (nominal) Pressure Pressure Radius Weight
mm in mm in bar psi bar psi mm in kg/m Ibs/ft
FC636-12 19,0 0.75 30,7 1.21 275,0 4,000 1,100 16,000 241,0 9.50 1,31 0.88
FC636-16 254 1.00 379 149 275,0 4,000 1,100 16,000 305,0 12.00 1,74 1.17
FC636-20 31,8 1.25 46,6 1.83 207,0 3,000 828 12,000 4190 16.50 2,31 1.55
FC636-24 381 1,50 539 212 172,0 2,500 688 10,000 508,0 20.00 292 1.96
Core Premium Standard Braided Spiral High-Temp Low-Temp Abrasion Suction
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EA\eroquip

Premium hose
EC850

EC850 ‘ Premium Dynamax ultra-performance
four & six wire spiral hose

Meets: SAE T100R15 | EN 856 R13 | ISO 18752
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Dura-Tuff
Dynamax

Exceeds SAE 100R15 / EN 856 R13 Type
1SO 18752 « MSHA 1C-84/56

==/\eroquip byDanfoss EC850-12

19.0 mm (0.75 in)
DN19

(M) 500BAR (7250 PSI)  jifseiioe  w{g

Typical
application: Agency MSHA
) specifications:
Ultra high pressure
Hydrau“c systems with pe‘[ro|eum H Inner tube: Reinforcement: Cover:
and water-glycol based fluids c::setruction- Nitrile Four wire spiral (-10,-12,-16)| Dura-Tuff
Lubricating oils and water ’ Six wire spiral (-20) premium abrasion
Operating “40°C t0 +100°C (-40°F to +212°F)
temperature:
Qualified '
fittings: [Wseries
PART N IVIENS OIS PRESSURE BEND WEIGHT
Hose O.D. Working Min. Burst Min. Bend
# Hose I.D. (nominal) Pressure Pressure Radius Weight
mm in mm in bar psi bar psi mm in kg/m Ibs/ft
EC850-10 159 0.62 279 1.10 500 7,250 2,000 29,000 200,0 787 1,23 0.82
EC850-12 19,0 0.75 32,2 1.27 500 7,250 2,000 29,000 215,0 8.46 1,52 1.01
EC850-16 254 1.00 39,2 1.54 500 7,250 2,000 29,000 270,0 10.63 2,31 1.54
EC850-20** 31,8 1.25 494 1.94 500 7,250 2,000 29,000 380,0 14.96 4,01 2.69
** Six wire spiral
Core Premium Standard Braided Spiral High-Temp Low-Temp Abrasion Suction
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EA\eroquip

Premium hose

EC910
EC91 0 ‘ Premium SafeShield Waterblast
four wire spiral hose
Meets: 1SO 7751 | EN 1829-2 (impulse)
EA\eroquip EC910-08 Dura-Tuff () 1100 BAR (16000 PSI)
Typical Agency MSHA
application: specifications:
\/\/atterblast servicle'vvith water, Inner tube: Reinforcement: Cover:
Walersoap, emuision Hose Nitrile Four wire spiral Dura-Tuff premium
construction: abrasion with WJTA*
color-coded laylines

Operating -40°C to +93°C (-40°F to +200°F)
temperature:  Continuous service temperature range -10°C to +80°C (-14°F to +176°F)
Qualified )
fittings: IWseres
*Water Jetting Technology Association
PART SIZE DIMENSIONS PRESSURE BEND WEIGHT
Hose O.D. Working Min. Burst Min. Bend
# Hose I.D. (nominal) Pressure Pressure Radius Weight
mm in mm in bar psi bar psi mm in kg/m lbs/ft
EC910-08C50 12,7 0.50 24,6 097 1,100 16,000 2,750 40,000 228,6 9.00 1,12 0.75
EC910-12C50 19,0 0.75 32,8 1.29 1,000 14,500 2,500 36,250 2794 11.00 1,74 117
EC910-16C50 254 1.00 399 1.57 700 10,200 1,750 25,500 304,8 12.00 2,23 1.50
* 50 foot cut lengths (orders must be placed in 50 foot increments)
Core Premium Standard Braided Spiral High-Temp Low-Temp Abrasion Suction
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5A\eroquip

Premium hose
FC619

@ Suction

=3 \eroquip FC619-12 Dura-Tuff

FC619 |

Exceeds: SAE T00R4 | EN 45545

Premium
suction hose

(M 21 BAR (305 PSI)

Typical
application:

Agency
specifications:

ABS | MSHA | USCG

Suction and transfer applications for
petroleum hydraulic fluids, fuel, lubricating
oils, gasoline, water and many other
industrial fluids

Hose
construction:

Inner tube: | Reinforcement:
AQP Helical wire between two
elastomer textile reinforcement layers

Cover:

Dura-Tuff
premium abrasion

g‘;f;aet::t%re: ~40°C 10 +135°C (-40°F to +275F)
Qualified 1A series (12 t0 -32) | 4S series (-12)
fittings: 1G series (-12 to -32)
PART SIZE DIMENSIONS PRESSURE BEND VACUUM WEIGHT
Hose O.D. Working Min. Burst Min. Bend Vacuum
# Hose I.D. (nominal) Pressure Pressure Radius Service Weight
mm in mm in bar psi bar psi mm in kg/m lbs/ft kg/m Ibs/ft
FC619-12 19,0 0.75 30,0 118 210 3051 84,0 1,200 40,0 1.57 94,8 28 0,65 0.44
FC619-16 254 1.00 37 146 17,0 245t 68,0 1,000 45,0 1.77 94,8 28 0,77 0.52
FC619-20 31,8 1.25 44,8 1.76 14,0 205 1 56,0 820 60,0 2.36 94,8 28 1,12 0.75
FC619-24 381 1.50 51,2 2.01 10,5 150 t 42,0 600 65,0 2.56 94,8 28 1,26 0.85
FC619-32 50,8 2.00 64,8 2.55 70 100 t 28,0 400 1000 3.94 94,8 28 1,73 1.16
FC619-40 63,5 2.50 777 3.06 4,0 60 t 16,0 240 1400 551 94,8 28 2,35 1.58
FC619-48 76,2 3.00 92,5 3.64 4,0 60 t 16,0 240 2794 11.00 94,8 28 3,36 2.26
t Maximum working pressure for band clamp type fittings is 3,4 bar [50 psil.
Core Premium Standard Braided Spiral High-Temp Low-Temp Abrasion Suction
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Premium hose &
2661 2
_g.
O
s
)
Q
-]
g
B
2661 | Premium high-temp ‘3"
suction hose z
3
Meets: SAE 100R4 >
s
S
=
=
2
=\eroquip 2661-12 AQP High-Temp () 21 BAR (305 PSI) 3
Typical Agency ABS | MSHA | USCG
application: specifications:
Suction and transfer applications for X . . .
petroleum hydraulic fluids, fuel, lubricating Hose Inner tube: Rernforcgment. A Cover:
oils, gasoline, water and many other _— AQP Helical wire between two textile | AQP
industrial fluids construction: elastomer reinforcement layers high-temp
Operating ~40°C to +149°C (-40°F to +300°F)
temperature:
2;?:;'5‘1 1A series | 1G series

SIZE DIMENSIONS PRESSURE VACUUM WEIGHT
Hose O.D. Working Min. Burst Min. Bend Vacuum
# Hose I.D. (nominal) Pressure Pressure Radius Service Weight

mm in mm in bar psi bar psi mm in kg/m Ibs/ft kg/m Ibs/ft
2661-12 190 0.75 31,8 1.25 21,0 3057 84,0 1,205 1250 492 94,8 28 0,62 042
2661-16 254 1.00 38,0 1.50 175 255t 700 1000 1500 591 94,8 28 0,74 0.50
2661-20 31,8 1.25 45,8 1.80 140 2057 56,0 810 200,0 7.87 94,8 28 1,34 0.90
2661-24 381 1.50 531 2.09 11,0 160t 44,0 640 2550  10.04 94,8 28 1,68 113
2661-32 50,8 2.00 64,8 2.55 70 1007 28,0 400 3000 11.81 94,8 28 193 1.30
2661-40 63,5 2.50 78,0 3.07 4,5 65 T 18,0 260 3550 1398 94,8 28 2,56 1.72
2661-48 76,2 3.00 92,5 3.64 4,0 60 t 16,0 230 4570 17.99 94,8 28 292 1.96
2661-64% 1016 4.00 1191 4.69 35 507 14,0 205 6100 2402 94,8 28 4,58 3.08

t Maximum working pressure for band clamp type fittings is 3,4 bar [50 psil.
+ Sold as bulk hose only.

Core Premium Standard Braided Spiral High-Temp Low-Temp Abrasion Suction
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Winner

Table of contents

The standard hoses

Standard core braided hose

Hose Page

Standard core spiral hose

Hose Page

Core hose @
Standard core suction hose

Hose Page

EC115 78

Standard one wire @

EC415 81

Standard four wire @

WHO004 83

Standard suction @

hose

braided hose
EC215 79

Standard two wire :

spiral hose

EC420 82
Standard four & six wire

spiral hose @

braided hose

EC118 80
Premium one & two wire

braided hose @
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How to order

Accurate processing and prompt delivery of your order depends
on easy identification of your requirements. Please order Aeroquip
brand parts using correct part numbers as described in this guide.
Inquiries and orders should be directed to your Aeroquip distribu-
tor or:

Danfoss

14615 Lone Oak Road

Eden Prairie, MN 55344
952-937-9800;

888-258-0222;

Fax: 952-974-7722
www.Danfoss.com/hydraulics

Part numbers and dash sizes

Dash size designates the nominal size in 16th of an inch. This
number immediately follows the part number and is separated
from it with a dash.

Dimensions

Dimensions given in this guide for Aeroquip products are approxi-
mate and should be used for reference only. Exact dimensional
information for a given product is subject to change and varying
tolerances; contact Danfoss directly for full current information.

WARNING A

Hose assemblies

Ordering information

Number system - hydraulic hose

Cut length hose

Cut lengths hoses are available only on core hose products.
Available cut lengths are 50, 100, and 150 ft.

The feet should be expressed in inches:

EC115-08-18000
Base hosepartnumber_____ 7T T T [

Hose dash size

Cut length (in inches)

50 ft = 06000

100 ft = 12000

150 ft = 18000

Last digit is in 1/8 of an inch 00484 =48 1/2 inches

Reeled hose

Most core hoses are offered on reels of 250 or 500 ft lengths.

EC115-08 R250
Base hosepartnumber___ 7T T "

Hose dash size

Reel length (in feet)

Danfoss manufactures the terminal ends of our hose fittings to the appropriate requirements established by the SAE. Therefore, the
performance ratings of these hose fittings meet the SAE requirements. It is possible to order a hose assembly with a fitting terminal
end that has a performance rating lower than the hose rating. When ordering hose assemblies, please keep the connecting end
performance rating in mind since this may affect overall hose assembly performance. Hose assembly components (hose and fit-
tings) are easily assembled in the field. However, factory assembled field attachable and crimped hose assemblies are available.

For complete information, contact Danfoss.

Aeroquip by Danfoss Rubber Hydraulic Hose & Fitting Catalog
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Winner

Standard core hose
EC115

EC115 | .
one wire braid hose

Meets: SAE 100R1 | EN 857 Type 15C

. 12.7 MM (0.50 IN) SAE 100R1 - EN 857 15C 0 -40°C to +100°C Half 1A-Z
Winner by Danfoss EC115-08 DN12 MSHA IC-84/25 DNV + USCG + Q 160 BAR (2300 PSI) U “40F to 1212°F Bend 2PC. 1R BO

Typical Agency DNV | MSHA | USCG
application: specifications:
Hydraulic system service with petroleum Inner tube: | Reinforcement: Cover:
and water based fluids, for general industrial Hose . o ’ ‘ o e
cervice. construction: Nitrile One wire braid Nitrile
Operating “40°C t0 +100°C (-40°F to +212°F)
temperature:
Qualified Fittings: 1A series | 2-piece Winner | 1R field attachable
fittings/socket: Socket: 00110 (pg 173)
PART SIZE DIMENSIONS PRESSURE BEND WEIGHT
Hose O.D. Working Min. Burst Min. Bend
# Hose I.D. (nominal) Pressure Pressure Radius Weight
mm in mm in bar psi bar psi mm in kg/m lbs/ft
EC115-04 6.4 0.25 12.6 0.50 225 3,250 900 13,000 50,0 197 0.18 0.12
EC115-06 9.5 0.38 16.1 0.63 180 2,600 720 10,400 63,0 248 0.26 0.17
EC115-08 12.7 0.50 19.5 0.77 160 2,300 640 9,200 90,0 3.54 0.34 0.23
EC115-10 15.9 0.62 22.5 0.88 130 1,900 520 7,600 100,0 3.94 042 0.28
EC115-12 19.0 0.75 26.0 1.02 105 1,525 420 6,100 120,0 4.72 0.50 0.34
EC115-16 254 1.00 339 1.33 88 1,275 352 5,100 160,0 6.30 0.74 0.50
EC115-20 31.8 1.25 409 1.61 63 925 252 3,700 210,0 8.27 0.99 0.67
EC115-24 381 1.50 48.0 1.89 50 725 300 4,350 300,0 11.81 1.20 0.81
EC115-32 50.8 2.00 61.0 240 40 580 220 3,190 400,0 15.75 1.50 1.01
Core Premium Standard Braided Spiral High-Temp Low-Temp Abrasion Suction

78 Aeroquip by Danfoss Rubber Hydraulic Hose & Fitting Catalog



Winner

Standard core hose
EC215

EC215 | %
two wire braid hose

Meets: EN 857 25C | 1SO 18752
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Winner by Danfoss EC215-06 Q 345 BAR (5000 PSI)

Typical Agency
application: specifications: DNV'| MSHA | USCG
Hydraulic system service with petroleum . . . .
and water based fluids, for general Hose Inner tube: Reinforcement: Cover:
industrial service. construction: Nitrile Two wire braid Nitrile
Operating o ° 0 °
. -40°C to +100°C (-40°F to +212°F)
temperature:
Qualified Fittings: 1A series | 2-piece Winner | 2R field attachable
fittings/socket: Socket: 03310 (pg 173)
PART SIZE DIMENSIONS PRESSURE BEND WEIGHT
Hose O.D. Working Min. Burst Min. Bend
# Hose I.D. (nominal) Pressure Pressure Radius Weight
mm in mm in bar psi bar psi mm in kg/m lbs/ft
EC215-04 6.4 0.25 13.5 0.53 400 5,800 1,600 23,200 50,0 197 0.28 0.19
EC215-06 9.5 0.38 175 0.69 345 5,000 1,380 20,000 65,0 2.56 041 0.28
EC215-08 127 0.50 20.8 0.82 275 4,000 1,100 16,000 90,0 3.54 0.57 0.38
EC215-10 15.9 0.62 240 0.94 250 3,650 1,000 14,600 100,0 394 0.68 046
EC215-12 19.0 0.75 279 1.10 215 3,125 860 12,500 120,0 472 0.81 0.54
EC215-16 254 1.00 357 141 165 2,400 660 9,600 160,0 6.30 1.17 0.79
EC215-20 31.8 1.25 439 173 125 1,800 500 7,200 250,0 9.84 1.56 1.05
EC215-24 381 1.50 51.0 201 100 1,450 400 5,800 300,0 11.81 1.81 1.22
EC215-32 50.8 2.00 63.4 2.50 90 1,300 380 5,500 400,0 15.75 2.36 1.59
Core Premium Standard Braided Spira High-Temp Low-Temp Abrasion Suction
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Winner

Standard core hose
EC118

@ Standard
EC1 1 8 ‘ Winner
one & two wire braid hose

Meets: SAE 100R17 | ISO 18752

Winner oo EC118-08 (M 210 BAR (3050 PSI)

Typical | Agency MSHA | USCG

application: specifications:

Low and mEdlum pressure hydraulic Inner tube: | Reinforcement: Cover:
systems with petroleum and water-based Hose o ‘ i -
fluids Nitrile One wire braid (-04 to -08) Nitrile

construction:

Construction equipment and Two wire braid (-10t0 -16)

agriculture equipment

Operating ~40°C to +100°C. (-40°F to +212°F)
temperature:
Qualified Fittings: 1A series | 1R series (-04,-05,-06,-08) | 2-piece Winner
fittings/socket: Sockets: 00110 (-04, -06, -08) « 03310 (-10,-12,-16) (pg 173)
PART SIZE DIMENSIONS PRESSURE BEND WEIGHT
Hose O.D. Working Min. Burst Min. Bend
# Hose I.D. (nominal) Pressure Pressure Radius Weight
mm in mm in bar psi bar psi mm in kg/m lbs/ft
EC118-04 6,4 0.25 12,5 049 210,0 3,050 840,0 12,200 50,0 197 0,18 0.12
EC118-06 9,5 0.38 16,1 0.63 210,0 3,050 840,0 12,200 65,0 2.56 0,27 0.18
EC118-08 12,7 0.50 199 0.78 210,0 3,050 840,0 12,200 90,0 3.54 0,36 0.24
EC118-10** 159 0.62 24,6 097 210,0 3,050 840,0 12,200 100,0 394 0,69 0.46
EC118-12%** 19,0 0.75 28,8 113 210,0 3,050 840,0 12,200 120,0 472 0,81 0.54
EC118-16** 254 1.00 371 146 210,0 3,050 840,0 12,200 150,0 591 1,21 0.81
** indicates two-wire braid
Core Premium Standard Braided Spiral High-Temp Low-Temp Abrasion Suction
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Standard core hose
EC415

@ Standard
EC41 ‘ Winner
5 four wire spiral hose

Meets: SAE T100R12 | EN 856 R12 | ISO 18752
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H 2. 0.50 il SAE 100R12 - EN 856 R12+1SO 18752 -40°
Winner byoanfoss EC415-08 75" | Meiitasarveees ~0'¥% | (F)280 BAR (4050 PSI) | 5810 1330F

Typical Agency
application: specifications: MSHA | USCG
Hydraulic system service with petroleum | be: Reinf . c .
and water based fluids, for general industrial Hose nner tube: einforcement: over:
service. construction: Nitrile Four wire spiral Nitrile
Operating ~40°C to +121°C. (-40°F to +250°F)
temperature:
Qualified )
fittings: 4S series
PART SIZE DIMENSIONS PRESSURE BEND WEIGHT
Hose O.D. Working Min. Burst Min. Bend
# Hose I.D. (nominal) Pressure Pressure Radius Weight
mm in mm in bar psi bar psi mm in kg/m lbs/ft
EC415-06 9.5 0.38 203 0.80 280 4,050 1,120 16,200 63,0 248 0.60 0.40
EC415-08 127 050 238 0.94 280 4,050 1,120 16,200 90,0 3.54 0.74 0.50
EC415-10 159 062 27.7 1.09 280 4,050 1,120 16,200 100,0 394 1.03 0.69
EC415-12 190 075 30.7 1.21 280 4,050 1,120 16,200 120,0 472 1.16 0.78
EC415-16 254 1.00 380 1.50 280 4,050 1,120 16,200 150,0 591 1.76 118
EC415-20 318 1.25 47.0 1.85 210 3,050 840 12,200 210,0 827 246 1.65
EC415-24 38.1 1.50 535 2.1 207 3,000 827 12,000 250,0 9.84 2.87 1.92
EC415-32 508 200 66.7 263 207 3,000 827 12,000 320,0 12.60 4.03 2.70
Core Premium Standard Braidec Spiral High-Temp Low-Temp Abrasion Suction
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Winner

Standard core hose
EC420

EC420 | i
four & six wire spiral hose

Meets: SAE 100R13 | EN 856 R13 | ISO 18752

Winner bypanfoss EC420-12 (") 350 BAR (5100 PSI)

Typical | Agency DNV | MSHA | USCG
application: specifications:
Suﬁab!e for use in hydraulic systems Inner tube: | Reinforcement: Cover:
with high peak pressures and arduous Hose o . ) o
operating conditions. construction: Nitrile Four wire spiral (-12, -16) Nitrile
Six wire spiral (-20 to -32)
Operating o 0 o o
-40°C to +121°C (-40°F to +250°F)

temperature:

Qualified : !

fittings: 4S series (12,-16) | 6S series (20 to -32)

PART SIZE DIMENSIONS PRESSURE BEND WEIGHT
Hose O.D. Working Min. Burst Min. Bend
# Hose I.D. (nominal) Pressure Pressure Radius Weight
mm in mm in bar psi bar psi mm in kg/m lbs/ft
EC420-12 19.0 0.75 321 1.27 350 5,100 1,400 20,400 120,0 472 1.54 1.03
EC420-16 254 1.00 387 1.53 350 5,100 1,400 20,400 150,0 591 2.01 1.35
EC420-20%* 31.8 1.25 49.8 1.96 350 5,100 1,400 20,400 210,0 827 3.78 2.54
EC420-24** 381 1.50 57.3 2.26 350 5,100 1,400 20,400 250,0 9.84 473 318
EC420-32%* 50.8 2.00 715 2.81 350 5,100 1,400 20,400 315,0 1240 7.26 4.88
** 6 wire spiral
Core Premium Standard Braidec Spiral High-Temp Low-Temp Abrasion Suction
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Winner

Standard core hose
WHO004

@ Standard
WH004 |
suction & return hose

Exceeds: SAE 100R4 performance
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Winner byoanfoss WH004-12 () 21 BAR (305 PSI)

Typical Agency
application: specifications: MISHA
Suitable for use in suction applications Inner tube: Reinforcement: Cover:
for hydraulics, crude fuel, lubricating oils, Hose Oil-resi NBR | Textile with helical Nitri
gasoline, air, water and chemical transfer construction: Il-resistant &e;(;‘tie-s\?/al;c vjr‘eca trile

Operating -40°C to +100°C (-40°F to +212°F)

temperature:

Fittings: + 1A and 1G: -12,-16, 20, -24 and -32
4T Optimum & Winner 2 pc series: -12 and -16
Qualified P Snner £ pe sl

+ Hose barb with band clamps: -12 thru -48 with
a reduced operating pressure rating of 4 bar (60 psi)

Socket: 03310 (pg 173)

fittings/socket:

PART SIZE DIMENSIONS PRESSURE BEND VACUUM® WEIGH'T
Hose O.D. Working Min. Burst Min. Bend Vacuum
# Hose I.D. (nominal) Pressure Pressure Radius Service Weight
mm in mm in bar psi bar psi mm in kPa in/Hg kg/m Ibs/ft

WHO004-12 19.0 0.75 28,6 113 210 305 84 1220t 40,0 1.57 94.8 28 0,54 0.36

WHO004-16 254 1.00 352 1.39 17,0 245 68 980t 45,0 1.77 94.8 28 0,68 046

WHO004-20 31.8 1.25 42,0 1.65 14,0 205 56 820t 60,0 2.36 94.8 28 0,85 0.57

WHO004-24 38.1 1.50 49,2 194 10,5 150 42 600t 65,0 2.56 94.8 28 1,20 0.81

WHO004-32 50.8 2.00 62,0 244 70 100 28 400t 1000 394 94.8 28 1,53 1.03

WHO004-40 63.5 2.50 755 297 4,0 60 16 2401 1400 5.51 94.8 28 2,05 1.38

WHO004-48 76.2 3.00 88,0 346 4,0 60 16 2401t 1800 709 94.8 28 2,62 1.76

1 Maximum working pressure for band clamp type fittings is 3,4 bar [50 psi]

Core Premium Standard Braidec Spiral High-Temp Low-Temp Abrasion Suction
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Aeroquip by Danfoss | Braided crimp fittings

Aeroquip by Danfoss
Braided fittings
Braided series fittings
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5A\eroquip

é Hose to fitting chart
©
a)
B \Vlatch the fitting premiom core hose: (&) ®
o
5 .
8 tO the hOSG! bra|ded Standard core hose: @
<
-
g
;;: Global 1A fittings (pg.90 - 144) Global OTC fittings (pg.90 - 144)
Qo
§ For use with hose: See hose page: For use with hose: See hose page:
v
o
3 GH681 @ | 3 FC619 ® | »
©
& FC8398B 40 2661 73
GH194 4 WH004 @| s
GH781 @ 42 Two-piece Winner (pg. 173 - 183)
EC881 @ 43 For use with hose: See hose page:
FC735 44 ECT15 @ s
GH195 45 EC215 @
GH120 46 ECT18 @ | =0
FC639 54 WH004 @ s
GH663 55 Field attachable 1R fittings (pg 146 - 150)
FC849 56 For use with hose: See hose page:
FC849B 57 GH681 @ | 3
FC510 58 EC115 @\
GH793 59 EC118 @ | e
FC611 60 Field attachable 2R fittings (pg 151 - 155)
FC693 61 For use with hose: See hose page:
FC579 63 GH781 @ «
FC619 ® | » GH793 59
2661 73 EC215 @\
EC115 @\ 78 Field attachable HI-PAC fittings (pg 158 - 169)
EC215 @ 79 For use with hose: See Hose Page:
EC118 @ | e FC510 58
WHO04 @ s

86 Aeroquip by Danfoss Rubber Hydraulic Hose & Fitting Catalog




EA\eroquip

Ordering information

Numbering system - Aeroquip premium crimp fittings
hose ﬁttlﬂgs Complete nipple part number: 1A A8 FJ] A8
Product group code I T T TTTT

1A = 1A fitting part number

4S = 4S fitting part number
for four spiral hose

6S = 6S fitting part number for six spiral hose

1R = Field attachable fitting part number
for 1 wire braided hose

2R = Field attachable fitting part number
for 2 wire braided hose

4T = One piece fitting for Synflex 100R7,
100R8 and 100R18 Thermoplastic hose

1G = OTC fitting part number

1W = Internal skive spiral part number
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Danffoss

L &
4 01628F2J212 Material stock code

S ‘ If material is round stock, then this
N position collapses.
A =inch hex stock
(metric hex, this position collapses)
End connection size*
4512F)12 End connection code
Product group code: 4S BF = BSP'FemaIe Swivel (1 hex)
BJ = Banjo
End connection size: 12 BP = BSP Male Parallel
End connection code: FJ (Female JIC Swivel) Bl - B5P Male Tapered
CT = CatFlange
Hose size: 12 DK = 24 Male (light duty)
DL = DKO Female Swivel (light duty)
DS = DKO Female Swivel (heavy duty)

m
e
I

24 Male (heavy duty)
Female Snap to Connect (STC)

Part numbering system FC
FH = Flange Code 62

Part numbers collapse to the shortest R = Female JIC Swivel
. - FL = Flange Code 61
possible number of digits: FP = Female Pipe Rigid
FR = Female ORS
Itis assumed that a fitting has a straight FS = Female SAE Swivel
configuration unless a code is added to JF = JIS Female Swivel
designate otherwise. JM = BSP Female Swivel (2 hexes)
eg. 1AA8FJ8 has a straight configuration KF = Komatsu Female Swivel
TAA8FJAS has a 45° elbow configuration KS = Komatsu Split Flange
MB = Male Boss O-Ring
Dashes and unnecessary zeros are not used. ME - Ma:e lSnap tod(iFtljnnect (610
eg., 1/4"is designated by “4" not "—4" or “04" vy B MZIE JTgerte are
5/8"is designated by “10" not “~10" MP _ Male Pipe
MR = Male ORS
PF = Female Pipe Swivel

PS = Pipe Swivel
Connecting end configuration code
If nipple has a straight configuration, then this
position collapses.

Stainless steel fittings

A stainless steel version of many Danfoss A=45° D=22-1/2°

fittings is available for use in the most demanding B = 90° standard or E=67-1/2°
applications, such as those that are highly prone short drop F=30°

to corrosion or commonly exposed to corrosive C=90° long drop G=60°
chemicals. Stainless steel fittings use the Aeroquip Hose size*

fitting part numbering system with a material Material designation

C = stainless steel, if fitting is zinc plated carbon steel
(standard), this position collapses.
TZ = zinc nickel, if fitting is zinc plated carbon steel
(standard), this position collapses.
*When ordering sizes 3,4, 5, 6 and 8 the part number requires only single digits.

designation suffix of “C".

For more information, contact
your support representative.
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Hose installation and maintenance

Hose installation Hose maintenance

These factors and the other information

in this catalog regarding hose installation
should be considered by you before installing
the hose. If you have any questions regarding
proper hose installation, please contact
Danfoss Technical Support.

Proper installation of the hose is essential to
the proper operation and safe use of the hose
and related equipment. Improper installation
of the hose can result in serious injury or
property damage caused by spraying fluids
or flying projectiles. In order to avoid serious
bodily injury or property damage resulting
from improper installation of the hose, you
should carefully review the information in this
catalog regarding hose installation.

Proper maintenance of the hose is essential
to the safe use of the hose and related
equipment. Hose should be stored in a

dry place. Hose should also be visually
inspected. Any hose that has a cut or gouge
in the cover that exposes the reinforcement
should be retired from service. Hoses should
also be inspected for kinking or broken
reinforcement. If the outside diameter of the
hose is reduced by 20% at the spot where it
is bent then the hose should be retired from
service. Inadequate attention to maintenance
of the hose can result in hose leakage,
bursting, or other failure which can cause
serious bodily injury or property damage
from spraying fluids, flying projectiles, or
other substances.

Some of the factors you must consider in
installing the hose properly are:
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- Changes in length
- Proper bend radius

- Protection from high
temperature sources

- Elbows and adapters to relieve strain
« Rubbing or abrasion
- Twisting

- Improper hose movement

Warning information

88

WARNING A

Danfoss fitting tolerances are engineered

to match approved Danfoss hose tolerances.
The use of Danfoss fittings on hose supplied
by other manufacturers and/or the use of
Danfoss hoses with fittings supplied by other
manufactures may result in the production
of unreliable and unsafe hose assemblies and
is neither recommended nor authorized by
Danfoss or any of its affiliates or subsidiaries.

WARNING A

Application considerations must be
observed in selecting appropriate
components for the application of these
products contained herein. The failure to
follow the recommendations set forth

in this catalog may result in an unstable
application which may result in serious
personal injury or property damage.

DANFOSS OR ANY OF ITS AFFILIATES
OR SUBSIDIARIES SHALL NOT

BE SUBJECT TO AND DISCLAIMS
ANY OBLIGATIONS OR LIABILITIES
(INCLUDING BUT NOT LIMITED TO
ALL CONSEQUENTIAL, INCIDENTAL
AND CONTINGENT DAMAGES)
ARISING FROM TORT CLAIMS
(INCLUDING WITHOUT LIMITATION
NEGLIGENCE AND STRICT LIABILITY)
OR OTHER THEORIES OF LAW WITH
RESPECT TO ANY HOSE ASSEMBLIES
NOT PRODUCED FROM GENUINE

DANFOSS HOSE FITTINGS, HOSE AND

DANFOSS APPROVED EQUIPMENT,
AND IN CONFORMANCE WITH
DANFOSS’ PROCESS AND PRODUCT
INSTRUCTIONS FOR EACH SPECIFIC
HOSE ASSEMBLY.

Aeroquip by Danfoss Rubber Hydraulic Hose & Fitting Catalog

Failure to follow these processes and
product instructions and limitations could
lead to premature hose assembly failures
resulting in property damage, serious
injury or death.
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Fitting abbreviations

Fitting series descriptions and part # examples

D Description Part # example See page:
BF JIS/BSPP female swivel 1A8BF8 112
BFA JIS/BSPP female swivel, 45¢ elbow TA8BFAS8 14
BFB JIS/BSPP female swivel 90° elbow TAT0BFB8 115
BJ Banjo 1A12BJ6 139
BP BSP male parallel, BSPP 1A8BP8 17
BT BSP male tapered, BSPT TA8BT8 116
DL DKO female swivel, light duty TA10DL6 118
DLA DKO female swivel, light duty 45° elbow TA12DLA8 119
DLB DKO female swivel, light duty, 90° elbow 1A8DLB6 120
DK 24° male, light duty TAT0DK6 121
DS DKO female swivel, heavy duty TA8DS6 122
DSA DKO female swivel, heavy duty, 45° elbow TAT0DSA6 123
DSB DKO female swivel, heavy duty, 90° elbow TA10DSB6 124
EK 24° male, heavy duty TABEK6 125
FC Female snap to connect (STC) 1A8FC8 140
FH SAE code 62 split flange TA20FH20 135
FJ Female JIC/SAE 37° swivel TAAG6FJ8 94-95
FJA Female JIC/SAE 37° swivel 45° elbow TAA8FJA8 96
FJB Female JIC/SAE 37° swivel 90° elbow TAA8FJBS8 97-98
FJC Female JIC/SAE 37° swivel 90° long drop elbow TAABFJC8 99
FL SAE code 61 split flange TA12FL12 128
FLA SAE code 61 split flange 45° elbow TA12FLAT2 129
FLB SAE code 61 split flange 90° elbow TA12FLB12 130-131
FLD SAE code 61 split flange 22 1/2° elbow 1A16FLD16 132
FLE SAE code 61 split flange 67 1/2° elbow TA20FLE20 133
FLG SAE code 61 split flange 60° elbow 1A16FLG16 134
FR Female ORS swivel TAA8FR8 103
FRA Female ORS swivel 45¢ elbow TAA8FRA8 104
FRB Female ORS swivel 90° short drop elbow TAA8FRB8 105
FRC Female ORS swivel 90° long drop elbow TAA8FRC8 106
FS Female SAE 45° swivel TAA8FS8 101
JF JIS female swivel TA12JF10 126
JM JIS/BSPP female swivel 1A8JM8 113
KF Komatsu female swivel TA8KF8 127
KS Komatsu split flange TAT10KS10 136
KSA Komatsu split flange 45° elbow TAT0KSAT0 137
KSB Komatsu split flange 90° elbow TAT0KSB10 138
MB Male boss o-ring TAABMB8 102
MC Male snap to connect (STC) 1ABMCS8 141
MCA Male snap to connect (STC) 45° elbow TA6MCA6 142
MCB Male snap to connect (STC) 90° elbow TA8MCBS 143
MCC Male snap to connect (STC) 90° long drop elbow TA6MCC6 144
MF Male SAE inverted flare swivel TAABMF8 109
MFA Male SAE inverted flare swivel 45° elbow TAA6MFA6 110
MFB Male SAE inverted flare swivel 90° elbow TAA6MFB6 111
MJ Male JIC/SAE 37° TAABMJ8 100
MP Male pipe TAABMP8 90-91
MR Male ORS TAABMR8 107
PF Female pipe swivel TAA8PF8 92
PS Male pipe swivel TAA8PSS 93
SL Male Staplok TA8SL8 108
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Braided series

MP
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Male pipe

PART HOSE SIZE INFO DIMENSIONS

a e e Hose @
1A part # Nipple part # | OTC part # Thd. | size A D EQD

mm in mm in mm in in

— 1SA2MP3 — 1/8-27 -03 40,4 1.59 229 0.90 2,5 0.10 7/16
— 1SA4MP3 — 1/4-18 -03 41,4 1.62 23,6 0.93 2,5 0.10 9/16
TAA2MP4 1SA2MP4 1GA2MP4 1/8-27 -04 46,7 1.84 234 0.92 4,3 017 9/16
TAA4MP4 1SA4MP4 1GA4MP4 1/4-18 -04 52,3 2.06 29,0 114 4,3 017 9/16
TAA6MP4 1SA6MP4 1GA6MP4 3/8-18 -04 48,3 1.90 249 0.98 4,3 017 11/16
TAA4MP6 1SA4MP6 1GA4MP6 1/4-18 -06 514 2.02 30,1 118 6,7 0.26 11/16
TAA6MP6 1SA6MP6 1GA6MP6 3/8-18 -06 55,0 217 32,2 1.27 6,7 0.26 11/16
TAA8MP4 1SA8MP4 — 1/2-14 -04 51,3 2.02 31,2 1.23 4,3 017 7/8
TAA8MP6 1SA8MP6 1GA8MP6 1/2-14 -06 53,7 211 324 1.28 6,7 0.26 7/8
TAA4MP8 1SA4MP8 1GA4MP8 1/4-18 -08 58,5 2.30 31,3 1.23 77 0.30 13/16
TAA6MP8 1SA6MP8 1GA6MP8 3/8-18 -08 60,8 2.39 33,6 1.32 96 0.38 13/16
TAA8MP8 1SA8MP8 1GA8MP8 1/2-14 -08 710 2.80 40,6 1.60 9,6 0.38 7/8
TAA12MP8 1SA12MP8 1GA12MP8 3/4-14 -08 62,6 246 354 1.39 9,6 0.38 1-1716
TAA6MP10 1SA6MP10 — 3/8-18 -10 63,2 249 33,8 1.33 10,7 0.42 15/16
TAA8MP10 1SA8MP10 1GA8MP10 1/2-14 -10 66,2 2.61 40,1 1.58 12,8 0.50 15/16
T1AA12MP10 | 1SA12MP10 1GA12MP10 3/4-14 -10 61,7 243 356 140 12,8 0.50 1-1716
TAA8MP12 1SA8MP12 1GA8MP12 1/2-14 -12 70,6 2.78 40,6 1.60 14,2 0.56 1-1/8
TAA12MP12 | 1SA12MP12 1GA12MP12 3/4-14 -12 721 2.84 419 1.65 15,5 0.61 1-1/8
1AA16MP12 | 1SA16MP12 1GA16MP12 111 1/2 -12 711 2.80 409 1.61 15,5 0.61 1-3/8
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Braided series
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Male pipe (cont.)
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PART HOSE SIZE INFO DIMENSIONS
0 a e Hose @
1A part # Nipple part # | OTC part # Thd. size A D EQ@
mm in mm in mm in in

T1AA12MP16 | 1SA12MP16 1GA12MP16 3/4-14 -16 76,7 3.02 42,4 1.67 19,3 0.76 1-3/8
1AA16MP16 | 1SA16MP16 1GA16MP16 1-111/72 -16 81,8 3.22 47,2 1.86 20,8 0.82 1-3/8
TAA20MP16 | 1SA20MP16 1GA20MP16 | 1 1/4-111/2 -16 78,2 3.08 43,7 1.72 20,8 0.82 1-11/16
TAA16MP20 | 1SA16MP20 1GA16MP20 1-111/72 -20 93,0 3.66 49,0 1.93 24,1 0.95 1-3/4
TAA20MP20 | 1SA20MP20 1GA20MP20 | 1 1/4-111/2 -20 849 3.34 45,5 1.79 26,6 1.05 1-13/16
1AA24MP24 | 1SA24MP24 1GA24MP24 | 1 1/2-111/2 -24 106,2 418 599 2.36 32,0 1.26 2
TAA32MP32 | 1SA32MP32 1GA32MP32 2-111/2 -32 116,6 4.59 66,3 2.61 44,5 1.75 2-1/2
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Braided series

o D o D

Fﬁw B, BT

PF

Female Pipe Swivel

PART HOSE SIZE INFO  DIMENSIONS
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n 9 9 Hose
1A part # Nipple part # | OTC part # Thd. | size A D EQ@ @
mm in mm in mm in in
1AA4PF4 1SA4PF4 1GA4PF4 1/4-18 -04 729 2.87 49,5 1.95 43 017 3/4
1AA6PF6 1SA6PF6 1GA6PF6 3/8-18 -06 754 297 50,0 1.97 6,6 0.26 7/8
1AA8PF8 1SA8PF8 1GA8PF8 1/2-14 -08 909 3.58 61,2 241 9,7 0.38 1-1/16
1AA12PF12 1SA12PF12 1GA12PF12 3/4-14 -12 92,2 3.63 62,0 244 15,5 0.61 1-3/8
1AA16PF16 1SA16PF16 —_ 1-111/2 -16 m,0 4.37 775 3.05 20,6 0.81 1-5/8
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Braided series

PS

Male Pipe Swivel
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PART3 HOSE SIZE INFO DIMENSIONS
?part # gple part # g part # Thd. I;:gge A D E@ @
mm in mm in mm in in
— 1SA2PS3 — 1/8-27 -03 53,6 21 36,1 142 2,5 0.10 9/16
TAA4PS4 1SA4PS4 1GA4PS4 1/4-18 -04 64,5 2.54 41,4 1.62 43 0.17 3/4
TAA4PS6 1SA4PS6 — 1/4-18 -06 63,5 2.54 424 1.67 6,6 0.26 3/4
TAA6PS6 1SA6PS6 1GA6PS6 3/8-18 -06 67,6 2.66 424 1.67 6,6 0.26 7/8
TAA8PS6 1SA8PS6 1GA8PS6 1/2-14 -06 72,4 2.85 47,0 1.85 6,6 0.26 7/8
TAA6PS8 1SA6PS8 1GA6PS8 3/8-18 -08 73,2 2.88 43,4 1.71 9,7 0.38 7/8
TAA8PS8 1SA8PS8 1GA8PS8 1/2-14 -08 79,5 3.13 49,8 1.96 9,7 0.38 15/16
TAA12PS12 1SA12PS12 1GA12PS12 3/4-14 -12 82,3 3.24 521 2.05 15,5 0.61 13/8
1AA16PS16 1SA16PS16 1GA16PS16| 1-111/2 -16 98,6 3.88 64,3 2.53 20,6 0.81 11/2
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Braided series

FJ

Female JIC/SAE 37° swivel
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PART HOSE SIZE INFO DIMENSIONS
?part # gple part # g part # Thd. Is_i|§)eSe A D ED @ @
mm in mm in mm in in in
— 1SA3FJ3 — 3/8-24| -03 43,0 1.69 254 1.00 2,5 0.10 1/2 7/16
— 1SA4FJ3 — 7/16-201 -03 429 1.68 254 1.00 2,5 0.10 9/16 7/16
1AA3FJ4 1SA3FJ4 1GA3FJ4 3/8-24| -04 493 1.94 259 1.02 33 0.13 1/2 9/16
1AA4F)4 t 1SA4FJ4 1GA4FJ4 7/16-20|  -04 50,8 2.00 273 1.07 4,2 0.17 9/16 9/16
1AA5FJ4 1SA5FJ4 1GA5FJ4 1/2-20| -04 50,3 198 27,0 1.06 4,2 0.17 5/8 9/16
1AA6FJ4 1SA6FJ4 1GA6FJ4 11/16-18|  -04 51,6 203 28,2 mm 43 017 | 1116 9/16
1AA5FJ5 1SA5FJ5 1GA5FJ5 1/2-20| -05 52,8 2.08 29,0 114 53 0.21 5/8 9/16
1AA6FJ5 1SA6FJ5 1GA6FJ5 11/16-18|  -05 52,3 2.06 284 112 53 021 | 1116 9/16
1AA4FJ6 1SA4FJ6 1GA4FJ6 7/16-20|  -06 55,6 2.19 32,2 1.26 43 0.17 9/16 11/16
1AA5FJ6 1SA5FJ6 1GA5FJ6 1/2-20| -06 56,9 2.24 31,5 1.24 58 0.23 5/8 11/16
1AA6FJ6 t 1SA6FJ6 1GA6FJ6 11/16-18|  -06 579 2.28 325 1.28 6,6 026 | 11/16 11/16
1AA8FJ6 1SA8FJ6 1GA8FJ6 3/4-16| -06 58,7 231 333 1.31 6,6 0.26 7/8 11/16
1AA10FJ6 1SA10FJ6 — 7/8-14|  -06 61,5 242 36,2 142 6,6 0.26 1 11/16
1AA6FJ8 1SA6FJ8 — 9/16-18| -08 599 236 345 1.36 96 0.33 11716 13/16
1AA8FJ8 T 1SA8FJ8 1GA8FJ8 3/4-16| -08 66,8 2.63 371 146 97 0.38 7/8 13/16
1AA10FJ8 1SA10FJ8 1GA10FJ8 7/8-14|  -08 67,1 2.64 373 147 97 0.38 1 7/8
1AA12FJ8 1SA12FJ8 1GA12FJ8 11/16-12|  -08 69,3 273 396 1.56 97 0.38 1 1/4 1
1AA16FJ8 1SA16FJ8 1GA16FJ8 1 5/16-12| -08 777 3.06 48,0 1.89 97 0.38 11/2 11/4
1AA8FJ10 1SA8FJ10 — 3/4-16|  -10 67,3 2.65 38,1 1.50 99 0.39 7/8 15/16
1AA10FJ10 T 1SA10FJ10 1GA10FJ10 7/8-14|  -10 70,4 277 4,1 1.62 12,7 0.50 1 15/16
1AA12FJ10 1SA12FJ10 1GA12FJ10 11/16-12|  -10 69,1 272 399 1.57 12,7 0.50 1 1/4 1

T Swivel nuts are universal for both SAE 37° and SAE 45° connections.

94 Aeroquip by Danfoss Rubber Hydraulic Hose & Fitting Catalog




sé\eroquip

Braided series

FJ

Female JIC/SAE 37° swivel (cont.)
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PART HOSE SIZE INFO DIMENSIONS
?part # gple part # OeTC part # Thd. 's—i?ese A D E@ @ @
mm in mm in mm in in in
1AA10FJ12 1SA10FJ12 1GA10FJ12 7/8-14 -12 714 2.81 414 1.63 12,2 048 1 11/8
1AA12FJ12 1SA12FJ12 1GA12FJ12 | 1 1/16-12 -12 72,1 2.84 419 1.65 15,5 0.61 11/4 11/8
1AA14FJ12 1SA14FJ)12 1GA14FJ12 | 1 3/16-12 -12 721 2.84 42,6 1.68 15,5 0.61 13/8 11/8
1AA16FJ12 1SA16FJ12 1GA16FJ12 | 1 5/16-12 -12 739 291 43,7 1.72 15,5 0.61 11/2 11/4
1AA12FJ16 1SA12FJ16 1GA12FJ16 | 1 1/16-12 -16 80,0 3.15 45,7 1.80 15,5 0.61 11/4 13/8
1AA14FJ16 1SA14F)16 — 13/16-12 -16 80,0 3.15 46,5 1.83 20,6 0.81 13/8 13/8
1AA16FJ16 1SA16FJ16 1GA16FJ16 | 1 5/16-12 -16 83,6 3.29 49,0 193 20,6 0.81 11/2 13/8
1AA20FJ16 1SA20FJ16 1GA20FJ16 1 5/8-12 -16 80,5 3.17 46,0 1.81 20,6 0.81 2 -
1AA16FJ20 1SA16FJ20 1GA16FJ20 | 1 5/16-12 -20 879 346 439 173 21,6 0.85 1172 -
1AA20FJ20 1SA20FJ20 1GA20FJ20 1 5/8-12 -20 91,7 3.61 47,8 1.88 26,7 1.05 2 -
— 1SA24FJ20 — 1 7/8-12 -20 95,5 3.76 51,6 2.03 26,7 1.05 2 1/4 -
1AA24F)24 1SA24F)24 1GA24F)24 1 7/8-12 24 99,1 390 52,6 2.07 320 1.26 2 1/4 -
1AA24FJ32 1SA24F)32 1GA24FJ32 1 7/8-12 -32 103,9 4.09 53,8 2.12 333 1.31 2 1/4 -
1AA32FJ32 1SA32FJ32 1GA32FJ32 2 1/2-12 -32 110,2 4.34 60,7 239 44,5 175 27/8 -
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5A\eroquip

Braided series

FJA

Female JIC/SAE 37° swivel 45° elbow

PART HOSE SIZE INFO DIMENSIONS
?part # gple part # OeTC part # Thd. 's—;?e?e EQ@ @

mm in mm in mm in mm in in
1AA4FJA4 T 15A4FJA4 T 1GA4FIA4 t 7/16-20| -04 45,1 1.78 24,6 0.97 4,2 0.17 84 0.33 9/16
1AA5FJA4 T 15A5FJA4 T 1GA5FJA4 T 1/2-20| -04 51,8 2.04 284 112 4,3 0.17 94 0.37 5/8
1AA6FJA4 1SA6FJA4 1GA6FJA4 9/16-18| -04 531 2.09 29,7 117 43 0.17 99 039 | 11/16
1AA4FJA6 1SA4FJA6 — 7/16-20| -06 44,5 1.75 234 0.92 4,1 0.16 84| 033 | 9/16
1AA6FJA6 1SA6FJA6 1GA6FJA6 9/16-18| -06 58,7 2.31 333 1.31 6,1 0.24 99 039 | 11/16
1AA8FJA6 T 1SA8FJA6 T 1GA8FJA6 3/4-16| -06 67,3 2.65 42,2 1.66 6,6 0.26 14,0 0.55 7/8
1AA8FIA8 T 1SA8FJA8 T 1GAsFJAst 3/4-16| -08 71,6 2.82 419 1.65 94 0.37 14,0 0.55 7/8
1AA10FJA8 T 1SA10FJA8 T 1GA10FJA8 T 7/8-14| -08 770 3.03 47,2 1.86 97| 038 15,0 0.59 1
1AA10FJA10 T 1sA10F)A10 T | 1GAT0FIATO T 7/8-14| -10 752 2.96 454 1.79 1,7 046 16,0 0.63 1
TAA12FJA10 1SA12FJA10 1GA12FJA10 1.1/16-12| -10 859 3.38 56,4 222 12,7 0.50 19,8 078 | 1 1/4
TAA12FJA12 1SA12FJA12 1GA12FJA12 1171612 -12 87,1 343 56,9 2.24 14,7 0.58 19,8 078 | 1 1/4
TAA16FJA12 1SA16FJA12 — 1.5/16-12| -16 95,0 3.74 60,7 2.39 193 0.76 27,2 1.07 | 1.1/2
TAA20FJA16 1SA20FJA16 1GA20FJA16 1 5/8-12| -16 101,6 4.00 67,3 2.65 20,6 0.81 31,0 1.22 2
T1AA16FJA16 1SA16FJA16 1GA16FJA16 1.5/16-12| -16 95,0 3.74 76,4 3.01 20,6 0.81 271 107 | 1.1/2
TAA20FJA20 1SA20FJA20 1GA20FJA20 1 5/8-12 -20 12,8 444 68,8 2.71 25,7 1.01 31,0 1.22 2
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FJB

Female JIC/SAE 37° swivel 90° elbow

Braided series

PART HOSE SIZE INFO DIMENSIONS
?part # gple part # g part # Thd. Is_iigeSe EQ@ H @
mm in mm in mm in mm in in
— 1SA4FJB3t — 7/16-20 | -03 40,6 1.60 23,1 091 2,5 0.10 17,3 0.68 9/16
1AA4F)B4t 1SA4FJB4t 1GA4FJB4t 7/16-20 | -04 46,7 1.84 233 092 4,2 0.17 17,3 0.68 9/16
1AA5FJB4t 1SA5FJB4t 1GA5FJB4t 1/2-20 | -04 48,8 1.92 254 1.00 43 0.17 19,3 0.76 5/8
1AA6FJB4 1SA6FJB4 1GA6FJB4 9/16-18 | -04 50,8 2.00 25,1 0.99 4,2 0.17 229 090 | 1/16
— 1SA5FJB5T — 1/2-20 | -05 49,5 1.95 257 1.01 4,6 0.18 193 0.76 5/8
1AA4FJB6 — — 7/16-20 | -06 50,2 198 24,9 098 39 0.15 17,3 0.68 9/16
1AA6FJB6 1SA6FJB6 1GA6FJB6 9/16-18 | -06 56,1 2.21 31,0 1.22 6,1 0.24 213 0.84 | 11/16
1AA8FJB6t 1SA8FJB6t 1GA8FJB6t 3/4-16 | -06 61,5 242 36,1 142 6,6 0.26 277 1.09 7/8
1AA6FJB8 1SA6FJB8 1GA6FJB8 9/16-18 | -08 61,7 243 32,0 1.26 6,1 0.24 21,3 0.84 | 11/16
1AA8FJB8t 1SA8FJB8t 1GA8FJB8T 3/4-16 | -08 65,8 2.59 36,1 142 94 0.37 27,7 1.09 7/8
1AA10FJB8T 1SA10FJB81 | 1GA10FJB8t 7/8-14 | -08 70,6 278 41,0 1.61 97 0.38 30,2 119 1
TAA10FJB10t | 1SAT0FJB10t | 1GA10FJB10T 7/8-14 | -10 70,2 2.76 393 1.55 11,7 0.46 31,2 1.23 1
1AA10FJB12 1SA10FJB12 | — 7/8-14 | 12 65,3 2.57 396 1.56 11,7 046 30,2 1.19 1
— 1SA12FJB8 — 11/16-12 | -08 86,1 339 56,4 222 97 0.38 45,7 1.80 11/4
1AA12FJB10 1SA12FJB10 | 1GA12FJB10 11/16-12 | -10 84,1 331 549 216 12,7 0.50 45,7 1.80 11/4
1AA20FJB16 1SA20FJB16 | — 15/8-12 | -16 95,8 377 62,2 245 20,8 0.82 699 2.75 2

T Swivel nuts are universal for both SAE 37° and SAE 45° connections.
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5A\eroquip

Braided series

FJB

Female JIC/SAE 37° swivel 90° elbow (cont)
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PART HOSE SIZE INFO DIMENSIONS
?part # gple part # OeTC part # Thd. I;’gge A D EQD H @
mm in mm in mm in mm in in
1AA12FJB12 1SA12FJB12 1GA12FJB12 11/16-12 -12 854 3.36 55,1 217 174 0.58 45,7 1.82 11/4
1AA16FJB12 1SA16FJB12 | 1GA16FJB12 1.5/16-12 | -12 85,6 337 554 218 15,5 0.61 60,7 239 | 1172
1AA16FJB16 1SA16FJB16 | 1GA16FJB16 1.5/16-12 | -16 904 3.56 729 2.87 20,6 0.81 60,7 239 | 1172
— 1SA16FJB20 | — 1.5/16-12 | 20 101,6 4.00 577 2.27 193 0.76 60,7 239 | 1172
1AA20FJB20 | 1SA20FJB20 | 1GA20FJB20 15/812 | 20 108,0 4.25 64,0 2.52 25,7 1.01 69,9 2.75 2
1AA24FJB24 1SA24FJB24 | — 17/8-12 -24 17,6 4.63 714 2.81 32,0 1.26 80,5 3.17 2 1/4

1 Swivel nuts are universal for both SAE 37° and SAE 45° connections.
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sé\eroquip

Braided series

FJC

Female JIC/SAE 37° swivel 90° long drop elbow
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PART HOSE SIZE INFO DIMENSIONS
?part # gple part # OeTC part # Thd. 's—ig)ese A D EQ@ H @
mm in mm in mm in mm in in
1AA4FIcaT | 1sA4Fcat 1GA4FIca t 71620| -04 | 467 | 184 | 233 | 092 | 42| 017| 457 | 180 | 916
1AAsFIcaT | 1sAsFicat 1GAsFCa t 172200 -04 | 488 | 192| 254| 100| 43| 017| 457| 180| 58
— 1SA6FIC4 — 9/16-18| -04 | 455| 179| 221 | 087 | 43| 017| 554 | 218| 11/16
1AA4FIC6 1SA4FIC6 — 7/1620] -06 | 460 | 181 | 249| 098 | 43| 017| 457 | 180 | 916
1AA6FIC6 1SA6FJC6 1GA6FIC6 916-18| -06 | 564 | 222| 312| 123 61| 024| 554 | 218 11/16
1AAsFIc6 T | 1sasFicet | — 3/4-16| 06 | 645 | 254| 391 | 154| 66| 026| 617 | 243| 7/8
1AAsFIcs T | 1sAsFicst 1GAsFics t 3/416| -08 | 688 | 271 | 391 | 154| 94| 037| 622| 245| 7/8
1AA10FIc8t | 1sA10FIC8t | 1GAT0FICS T 7/8-14|  -08 706 | 278 | 409 | 161 97| 038 653| 257 1
1AA10FJC10 | 1SATOFIC10 | — 7/814] 10 | 686| 270 | 391 | 154| 17| 046 | 653 | 257 1
1AA12FJC12%* | 1SAT2FIC12 | 1GAT2FIC12 1116-12) 12 | 853 | 336| 552 | 217 | 147 | 058| 940 | 376 | 1 1/4
1AA16FIC16***| 1SA16FIC16 | 1GAT6FIC16 15/16-12|  -16 | 904 | 356 | 729| 287 | 206| 081 | 1164 | 458 11/2
1AA20FJC20 | 1SA20FJC20 | 1GA20FJC20 15/812| 20 | 1080 | 425| 640| 252| 257 | 101| 1405 | 553 2

1 Swivel nuts are universal for both SAE 37° and SAE 45° connections.
**The 90° long drop tube elbow configuration meets a 3.5:1 burst, based on 4000psi operating pressure.
***The 90° long drop tube elbow configuration meets a 3.7:1 burst, based on 3000psi operating pressure.
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5A\eroquip

Braided series

MJ
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Male JIC/SAE 37°
PART HOSE SIZE INFO DIMENSIONS
g)art # gple part # OeTC part # Thd. Is—ggese A D EQ @
mm in mm in mm in in
1AA4MJI4 1SA4MJ4 1GA4MJI4 7/16-20 -04 50,8 2.00 272 1.07 4,3 017 9/16
1AA5MJ4 1SA5MJ4 1GA5MJ4 1/2-20 -04 46,7 1.84 234 092 4,3 017 9/16
1AA6MJ4 1SA6MJ4 1GA6MJ4 9/16-18 -04 47,0 1.85 23,6 0.93 4,3 017 5/8
— 1SA5MJ5 — 1/2-20 -05 52,6 2.07 284 1.12 53 0.21 9/16
TAA6MJ5 1SA6MJ5 1GA6MJ5 9/16-18 -05 47,8 1.88 239 094 53 0.21 15/8
1AA6MJ6 1SA6MJ6 1GA6MJ6 9/16-18 -06 53,7 212 310 1.22 6,7 0.26 11/16
1AA8MJ6 1SA8MJ6 1GA8MJ6 3/4-16 -06 534 2.10 28,1 1.1 6,7 0.26 13/16
TAABMJ8 1SA8MJ8 1GA8MJ8 3/4-16 -08 65,8 2.59 355 140 9,6 0.38 13/16
TAAT0MJ6 1SA10MJ6 — 7/8-14 -06 53,3 2.10 30,7 1.21 6,6 0.26 15/16
TAAT0MJ8 1SA10MJ8 1GA10MJ8 7/8-14 -08 591 2.33 319 1.26 9,6 0.38 15/16
1AA12MJ8 1SA12MJ8 1GA12MJ8 11/16-12 -08 63,4 2.50 36,2 143 97 0.38 1-1/8
TAA8MJ10 1SA8MJ10 — 3/4-16 -10 61,7 243 358 141 12,7 0.50 15/16
TAAT0MJ10 1SA10MJ10 1GA10MJ10 7/8-14 -10 694 273 40,5 1.59 12,3 048 15/16
1AA12MJ10 1SA12MJ10 1GA12MJ10 11/16-12 -10 62,4 246 36,4 143 12,8 0.50 1-1/8
TAAT0MJ12 1SA10MJ12 1GAT10MJ12 7/8-14 -12 70,6 278 40,4 1.59 12,2 048 1-1/8
TAA12MJ12 1SA12MJ12 1GA12MJ12 11/16-12 -12 74,7 294 439 1.73 15,5 0.61 1-1/8
1AA14MJ12 1SA14MJ12 1GA14MJ12 13/16-12 -12 69,3 273 39,1 1.54 15,5 0.61 1-1/4
T1AA1T6MJ12 1SA16MJ12 1GA16MJ12 15/16-12 -12 699 2.75 39,6 1.56 15,5 0.61 1-3/8
1AA14MJ16 1SA14MJ16 — 13/16-12 -16 79,0 3N 45,7 1.80 18,3 0.72 1-3/8
1AA16MJ16 1SA16MJ16 1GA16MJ16 15/16-12 -16 82,6 3.25 475 1.88 20,8 0.82 1-3/8
TAA20MJ16 1SA20MJ16 — 15/8-12 -16 77,0 3.03 434 1.71 20,6 0.81 1-11/16
TAA20MJ20 1SA20MJ20 1GA20MJ20 15/8-12 -20 98,8 3.89 549 216 26,7 1.05 1-3/4
1AA24MJ24 1SA24MJ24 1GA24MJ24 17/8-12 -24 1095 4.31 63,2 249 32,0 1.26 2
1AA32MJ32 1SA32MJ32 1GA32MJ32 21/2-12 -32 124,2 4.89 739 291 44,5 1.75 2-5/8
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sé\eroquip

FS

Female SAE 450 swivel

Lata

Braided series

PART HOSE SIZE INFO DIMENSIONS
g)art # gple part # OoTC part # Thd. Is—ggese D ED @ @
mm in mm in mm in in in
TAA4FS4 1SA4FS4 1GA4FS4 7/16-20 -04 50,8 2.00 2772 1.07 4,3 017 9/16 9/16
1AA5FS4 1SA5FS4 1GA5FS4 1/2-20 -04 50,3 1.98 269 1.06 4,3 017 5/8 9/16
1AA4FS6 1SA4FS6 1GA4FS6 7/16-20 -06 516 2.03 30,3 1.19 49 0.19 9/16 11/16
1AA6FS6 1SA6FS6 1GA6FS6 5/8-18 -06 54,7 2.15 334 1.31 6,7 0.26 3/4 11/16
1AA8FS6 1SA8FS6 1GA8FS6 3/4-16 -06 58,7 2.31 333 1.31 6,6 0.26 7/8 11/16
TAA8FS8 1SA8FS8 1GA8FS8 3/4-16 -08 66,8 2.63 37,1 146 97 0.38 7/8 13/16
TAA10FS8 1SA10FS8 1GA10FS8 7/8-14 -08 64,6 2.54 374 147 9,6 0.38 1 13/16
— 1SA10FS10 1GA10FS10 7/8-14 -10 70,4 277 409 1.61 12,7 0.50 1 15/16
TAA12FS10 1SA12FS10 — 1.1/16-14 -10 69,1 2.72 399 1.57 12,7 0.50 1 1/4 1-1716
TAA12FS12 1SA12FS12 1GA12FS12 1.1/16-14 -12 72,1 2.84 419 1.65 15,5 0.61 1 1/4 1-1/8
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5A\eroquip

Braided series

MB

Male boss o-ring
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PART HOSE SIZE INFO DIMENSIONS
g)art # gp:e part # g part # Thd. Is_ggée A D EQ @
mm in mm in mm in in
1AA4MB4 1SA4MB4 1GA4MB4 7/16-20 -04 46,7 1.84 234 092 43 0.17 9/16
1AA5MB4 1SA5MB4 1GA5MB4 1/2-20 -04 46,7 1.84 234 092 43 0.17 5/8
1AA6MB4 1SA6MB4 1GA6MB4 9/16-18 -04 452 1.78 21,8 0.86 43 0.17 11/16
1AA6MB6 1SA6MB6 1GA6MB6 9/16-18 -06 50,8 199 254 1.00 6,6 0.26 11/16
1AA8MB6 1SA8MB6 1GA8MB6 3/4-16 -06 50,0 197 24,9 098 6,6 0.26 7/8
1AA10MB6 1SA10MB6 — 7/8-14 -06 478 1.88 26,7 1.05 6,6 0.26 1
1AA8MB8 1SA8MB8 1GA8MB8 3/4-16 -08 599 2.36 30,2 1.19 97 0.38 7/8
1AA10MB8 1SA10MB8 1GA10MB8 7/8-14 -08 574 2.26 277 1.09 97 0.38 1
1AA12MB8 1SA12MB8 1GA12MB8 1.1/16-12 -08 60,7 2.39 31,0 1.22 97 0.38 11/4
1AA8MB10 1SA8MB10 — 3/4-16 -10 56,1 2.21 30,2 1.19 12,7 0.50 15/16
1AAT10MB10 1SA10MB10 1GA10MB10 7/8-14 -10 594 2.34 33,5 1.32 12,7 0.50 1
1AAT0MB12 1SA10MB12 — 7/8-14 -12 64,3 2.53 371 146 12,2 048 11/8
1AA12MB10 1SA12MB10 1GA12MB10 1.1/16-12 -10 60,7 2.39 31,2 1.23 12,7 0.50 11/4
1AA12MB12 1SA12MB12 1GA12MB12 1.1/16-12 -12 62,0 244 318 1.25 15,5 0.61 11/4
1AA16MB12 1SA16MB12 1GA16MB12 1 5/16-12 -12 65,0 2.56 34,8 1.37 15,5 0.61 1172
1AA16MB16 1SA16MB16 1GA16MB16 1 5/16-12 -16 69,6 2.74 353 1.39 20,8 0.82 1172
1AA20MB20 | 1SA20MB20 1GA20MB20 1 5/8-12 -20 92,2 3.63 483 1.90 26,7 1.05 17/8
1AA24MB24 1SA24MB24 1GA24MB24 1 7/8-12 24 92,2 3.63 46,0 1.81 32,0 1.26 21/8

1 Nipples do not include O-ring. See pages 245-247 for O-Rings.
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sé\eroquip

Braided series

®

FR
Female ORS swivel
PART HOSE SIZE INFO DIMENSIONS
?part # gple part # OeTC part # Thd. Is—ggese ED @ @

mm in mm in mm in in in
1AA4FR4 1SA4FR4 1GA4FR4 9/16-18 -04 49,5 1.95 26,1 1.03 4,2 017 1/16 9/16
1AA6FR4 1SA6FR4 1GA6FR4 11/16-16 -04 51,8 2.04 284 1.12 4,2 017 13/16 9/16
1AA8FR4 1SA8FR4 — 13/16-16 -04 52,3 2.06 32,5 1.28 4,1 0.16 13/16 15/16
1AA4FR6 1SA4FR6 1GA4FR6 9/16-18 -06 54,4 214 29,2 1.15 4,3 017 1/16 11/16
1AA6FR6 1SA6FR6 1GA6FR6 11/16-16 -06 56,6 223 31,5 1.24 6,6 0.26 13/16 11/16
1AA8FR6 1SA8FR6 1GA8FR6 13/16-16 -06 589 2.32 335 1.32 6,6 0.26 15/16 13/16
1AA6FR8 1SA6FR8 1GA6FR8 11/16-16 -08 63,8 2.51 34,0 1.34 6,6 0.26 13/16 7/8
1AA8FR8 1SA8FR8 1GA8FR8 13/16-16 -08 67,8 2.67 38,1 1.50 97 0.38 15/16 7/8
1AA10FR8 1SA10FR8 1GA10FR8 1-14 -08 67,1 2.64 373 147 97 0.38 11/8 15/16
1AA12FR8 1SA12FR8 1GA12FR8 1 3/16-16 -08 711 2.80 414 1.63 97 0.38 13/8 11/8
1AA8FR10 1SA8FR10 1GA8FR10 13/16-16 -10 67,8 2.67 384 1.51 97 0.38 15/16 15/16
1AA10FR10 1SA10FR10 1GA10FR10 1-14 -10 70,1 2.76 409 1.61 12,2 048 11/8 15/16
1AA12FR10 1SA12FR10 1GA12FR10 1 3/16-12 -10 709 2.79 414 1.63 12,7 0.50 13/8 11/8
1AA10FR12 1SA10FR12 1GA10FR12 1-14 -12 714 2.81 414 1.62 12,2 048 11/8 11/8
1AA12FR12 1SA12FR12 1GA12FR12 1 3/16-12 -12 739 291 43,7 1.72 15,5 0.61 13/8 11/8
1AA16FR12 1SA16FR12 1GA16FR12 1 7/16-12 -12 75,7 298 45,5 1.79 15,5 0.61 15/8 13/8
1AA12FR16 1SA12FR16 1GA12FR16 1 3/16-12 -16 81,8 3.22 4772 1.86 15,5 0.61 13/8 13/8
1AA16FR16 1SA16FR16 1GA16FR16 1 7/16-12 -16 83,6 3.29 49,3 1.94 20,6 0.81 15/8 13/8
1AA20FR16 1SA20FR16 1GA20FR16 |1 11/16-12 -16 82,6 3.25 48,3 1.90 20,6 0.81 17/8 15/8
1AA20FR20 1SA20FR20 1GA20FR20 |1 11/16-12 -20 103,4 4.07 59,2 2.33 259 1.02 17/8 13/4
1AA24FR20 1SA24FR20 1GA24FR20 2-12 -20 98,6 3.88 54,6 215 26,7 1.05 2 1/4 13/16
1AA24FR24 1SA24FR24 1GA24FR24 2-12 -24 1021 4.02 55,6 2.19 32,0 1.26 2 1/4 2
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5A\eroquip

Braided series

| R
" IE
H
ko

FRA
Female ORS swivel 45° elbow
PART HOSE SIZE INFO DIMENSIONS
° o e Hose @
1A part # Nipple part # OTC part # Thd. size EQD

mm in mm in mm in mm in in
1AA4FRA4 1SA4FRA4 1GA4FRA4 9/16-18| -04 53,8 212 304 1.20 4,2 0.17 104 0.41 11/16
1AA6FRA4 1SA6FRA4 1GA6FRA4 11/16-16|  -04 584 2.30 351 1.38 43 0.17 109 043 | 13/16
1AA4FRA6 1SA4FRA6 1GA4FRA6 9/16-18| -06 584 2.30 33,0 1.30 43 0.17 10,4 0.41 11/16
1AA6FRA6 1SA6FRA6 1GA6FRA6 11/16-16|  -06 61,7 243 36,3 143 6,6 0.26 109 043 | 13/16
1AA8FRA6 1SA8FRA6 1GA8FRA6 13/16-16| -06 69,6 2.74 44,2 1.74 6,6 0.26 15,0 0.59 | 15/16
1AA6FRA8 1SA6FRAS8 — 11/16-16| -08 67,3 2.65 376 148 6,6 0.26 109 043 | 13/16
1AA8FRAS8 1SA8FRA8 1GA8FRAS8 13/16-16| -08 74,5 293 45,5 1.79 91 0.36 15,0 0.59 | 15/16
1AA1T0FRA8 1SA10FRA8 1GA10FRA8 1-14| -08 80,8 3.18 51,1 2.01 9,7 0.38 16,5 065 | 11/8
1AA12FRAS8 1SA12FRA8 1GA12FRA8 13/16-12| -08 89,2 3.51 594 234 9,7 0.38 211 083 | 13/8
1AA10FRA10 1SA10FRA10 1GA10FRA10 1-14 -10 775 3.05 51,3 2.02 11,4 0.45 16,5 065 | 11/8
1AA12FRA10 1SA12FRA10 — 1 3/16-12 -10 894 3.52 599 2.36 12,7 0.50 211 083 | 13/8
1AA10FRA12 1SA10FRA12 — 1-14 -12 78,5 3.09 51,8 2.04 11,4 0.45 16,5 065 | 11/8
1AA12FRA12 1SA12FRA12 1GA12FRA12 1 3/16-12 -12 90,7 3.57 60,5 2.38 14,0 0.55 211 083 | 13/8
1AA16FRA12 1SA16FRA12 1GA16FRA12 1 .7/16-12 -12 102,6 4.04 724 2.85 15,5 0.61 239 094 | 15/8
1AA12FRA16 1SA12FRA16 — 13/16-12 -16 94,5 3.72 60,9 240 14,0 0.55 211 083 | 13/8
1AA16FRA16 1SA16FRA16 1GA16FRA16 1 .7/16-12 -16 1074 4.23 73] 2.88 20,6 0.81 239 094 | 15/8
1AA20FRA16 | 1SA20FRA16 — 111/16-12 -16 173 4.62 83,8 3.30 20,7 0.81 254 1.00 | 17/8
1AA20FRA20 | 1SA20FRA20 | 1GA20FRA20 1 11/16-12 -20 129,5 510 85,6 3.37 25,7 1.02 254 1.00 | 17/8
1AA24FRA20 | 1SA24FRA20 1GA24FRA20 2-12 -20 1394 549 95,5 3.76 25,7 1.01 27,2 107 | 2 1/4
1AA24FRA24 | 1SA24FRA24 1GA24FRA24 2-12 -24 15,3 4.54 68,8 2.71 32,0 1.26 27,2 107 | 2 1/4
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sé\eroquip

FRB

Female ORS swivel 90° short drop elbow

Braided series

PART HOSE SIZE INFO DIMENSIONS
° e e Hose @
1A part # Nipple part # OTC part # Thd. size EQ@
mm in mm in mm in mm in in
1AA4FRB4 1SA4FRB4 1GA4FRB4 9/16-18 -04 531 2.09 23,3 0.92 4,2 017 20,8 0.82 | 11/16
1AA6FRB4 1SA6FRB4 1GA6FRB4 11/16-16 -04 56,4 2.22 25,2 0.99 4,2 017 229 090 | 13/16
— 1SA8FRB4 — 13/16-16 -04 60,2 237 36,8 145 4,3 017 30,2 1.19 | 15/16
1AA4FRB6 1SA4FRB6 1GA4FRB6 9/16-18 -06 56,1 2.21 30,7 1.21 4,3 017 20,8 0.82 | 11/16
1AA6FRB6 1SA6FRB6 1GA6FRB6 11/16-16 -06 594 2.34 34,0 1.34 6,6 0.26 229 090 | 13/16
1AA8FRB6 1SA8FRB6 1GA8FRB6 13/16-16 -06 66,5 2.62 41,4 1.62 6,6 0.26 29,2 1.15 | 15/16
1AA6FRB8 1SA6FRB8 1GA6FRB8 11/16-16 -08 65,0 2.56 353 1.39 0,6 0.26 229 090 | 13/16
1AA8FRB8 1SA8FRB8 1GA8FRB8 13/16-16 -08 72,1 2.84 42,4 1.67 91 0.36 29,2 1.15 | 15/16
1AA10FRB8 1SA10FRB8 1GA10FRB8 1-14 -08 78,0 3.07 48,5 191 97 0.38 32,3 1.27 1 1.1/8
1AA12FRB8 1SA12FRB8 1GA12FRB8 1 3/16-12 -08 87,6 345 579 2.28 97 0.38 47,8 1.88 | 13/8
1AA10FRB10 1SA10FRB10 1GA10FRB10 1-14 -10 78,0 3.07 48,5 191 14 0.45 32,3 1.27 1 1.1/8
1AA12FRB10 1SA12FRB10 1GA12FRB10 1 3/16-12 -10 874 344 58,2 2.29 12,7 0.50 47,8 1.88 | 13/8
1AA10FRB12 1SA10FRB12 1GA10FRB12 1-14 -12 79,0 31 49,0 1.93 14 0.45 32,3 1.27 1 1.1/8
1AA12FRB12 1SA12FRB12 1GA12FRB12 1 3/16-12 -12 88,6 349 584 2.30 14,0 0.55 47,8 1.88 | 13/8
1AA16FRB12 1SA16FRB12 1GA16FRB12 1 .7/16-12 -12 102,6 4.04 72,4 2.85 15,5 0.61 32,3 2211 15/8
1AA16FRB16 1SA16FRB16 1GA16FRB16 1 .7/16-12 -16 107,2 4.22 729 2.87 20,6 0.81 47,8 2211 15/8
1AA20FRB16 1SA20FRB16 1GA20FRB16 | 1 11/16-12 -16 123,2 4.85 89,0 3.50 20,6 0.81 56,1 251 17/8
1AA20FRB20 1SA20FRB20 1GA20FRB20 | 1 11/16-12 -20 134,6 5.30 90,7 3.57 259 1.02 56,1 251 17/8
1AA24FRB20 1SV24FRB20 —_ 2-12 -20 109,7 4.32 70,4 277 26,6 1.05 63,8 270 | 2 1/4
1AA24FRB24 1SA24FRB24 1GA24FRB24 2-12 -24 17,6 4.63 714 2.81 32,0 1.26 63,8 270 | 2 1/4
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5A\eroquip

Braided series

FRC

Female ORS swivel 90° long drop elbow
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PART HOSE SIZE INFO DIMENSIONS
?part # gple part # gﬁ part # Thd. Is—ggge A D 2] H @
mm in mm in mm in mm in in
1AA4FRC4 1SA4FRC4 1GA4FRC4 9/16-18 -04 531 2.09 23,3 0.92 4,2 017 46,0 1.81 11/16
1AA6FRC4 1SA6FRC4 1GA6FRC4 11/16-16 -04 564 222 33,0 1.30 4,3 017 54,1 213 | 13/16
1AA8FRC4 1SA8FRC4 1GA8FRC4 13/16-16 -04 65,8 2.59 42,4 1.67 4,3 017 64,8 2.55 | 15/16
1AA6FRC6 1SA6FRC6 1GA6FRC6 11/16-16 -06 594 2.34 34,0 1.34 6,1 0.24 54,1 213 | 13/16
TAA8FRC6 1SA8FRC6 1GA8FRC6 13/16-16 -06 68.8 271 434 1.71 6,6 0.26 64,8 2.55 | 15/16
TAA8FRC8 1SA8FRC8 1GA8FRC8 13/16-16 -08 729 2.87 43.2 1.70 94 0.37 64,8 2.55 | 15/16
TAA10FRC8 1SA10FRC8 1GA10FRC8 1-14 -08 78.0 3.07 48,5 191 9,7 0.38 70,1 276 | 11/8
TAA10FRC10 1SA10FRC10 1GA10FRC10 1-14 -10 78,0 3.07 48,5 191 11,7 0.46 70,1 276 | 11/8
TAA12FRC12** | 1SA12FRC12 1GA12FRC12 1 3/16-12 -12 88,4 348 584 2.30 14,2 0.56 96,0 378 | 13/8
TAA16FRC12 1SA16FRC12 — 1 7/16-12 -12 | 1026 4.04 729 2.87 20,6 0.81 14,3 450 | 15/8
1AA16FRC16*** | 1SA16FRC16 1GA16FRC16 1 7/16-12 -16 | 1072 4.22 72,6 2.86 19,8 078 | 1143 450 | 15/8
TAA20FRC20 1SA20FRC20 1GA20FRC20 1 11/16-12 20 | 1346 5.30 90,7 3.57 25,7 1.01 1293 509 | 17/8
TAA24FRC20 1SV24FRC20 — 2-12 20 | 1097 4.32 70,4 277 26,7 1.05 | 140,7 554 | 2 1/4
1AA24FRC24 1SA24FRC24 1GA24FRC24 2-12 -24 1176 4.63 714 2.81 32,0 1.26 | 140,7 554 | 2 1/4

**The 90° long drop tube elbow configuration meets a 3.5:1 burst, based on 4000psi operating pressure.
***The 90° long drop tube elbow configuration meets a 3.7:1 burst, based on 3000psi operating pressure.
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sé\eroquip

MR

Braided series

Male ORST
PART HOSE SIZE INFO DIMENSIONS
a e e Hose @
1A part # Nipple part # OTC part # Thd. | size A D E@

mm in mm in mm in in
1AA4MR4 1SA4MR4 1GA4MR4 9/16-18 -04 452 178 21,8 0.86 43 0.17 5/8
1AA6MR6 1SA6MR6 1GA6MR6 11/16-16 -06 50,5 1.99 295 116 6,6 0.26 3/4
1AA8MR6 1SA8MR6 1GASMR6 13/16-16 -06 49,5 195 24,1 095 6,6 0.26 7/8
1AASMRS8 1SA8MR8 1GASMRS8 13/16-16 -08 58,4 2.30 34,0 1.34 97 0.38 7/8
1AAT0MRS8 1SA10MR8 — 1-14 -08 55,1 217 29,7 117 97 0.38 1116
1AA12MR8 1SA12MR8 — 13/16-12 -08 57,7 227 323 127 97 0.38 11/4
1AAT0MR10 1SA10MR10 — 1-14 -10 574 226 36,6 144 12,2 048 1116
1AA12MR10 1SA12MR10 — 13/16-12 -10 574 226 31,5 1.24 12,7 0.50 11/4
1AA12MR12 1SA12MR12 1GA12MR12 | 1 3/16-12 -12 66,8 2,63 389 1.53 15,5 0.61 11/4
1AA16MR12 1SA16MR12 1GA16MR12 | 1 7/16-12 -12 64,3 2.53 34,0 1.34 15,5 0.61 11/2
— 1SA16MR16 — 1 .7/16-12 -16 76,2 3.00 417 1.64 20,6 0.81 1172
1AA16MR16 1SA16MR16 — 17/16-12 -16 75,2 2.96 429 1.69 20,7 0.81 11/2
1AA20MR20 | 1SV20MR20 | — 111/16-12 20 85,1 3.35 457 1.80 26,2 103 13/4

1 Does not include O-ring. See pages 245-247 for O-Rings.
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Braided series
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Male Staplok
PART HOSE SIZE INFO DIMENSIONS
g)art # gple part # OeTC part # Is—i?eSe A D E@

mm in mm in mm in
1A4SL4 154SL4 1G4SL4 -04 554 218 32,0 1.26 43 017
1A65L6 1S6SL6 1G6SL6 -06 584 2.30 33,0 1.30 6,6 0.26
1A8SL6 1S8SL6 1G8SL6 -06 584 2.30 33,0 1.30 6,6 0.26
1A8SL8 1S8SL8 1G8SL8 -08 64,0 2.52 34,3 1.35 97 0.38
1A12SL12 1512SL12 1G12SL12 -12 65,0 2.56 34,8 1.37 15,5 0.61
1A16SL16 1S16SL16 1G16SL16 -16 749 2.95 40,6 1.60 20,6 0.81
1A20SL20 1520SL20 1G20SL20 -20 86,4 340 424 1.67 26,7 1.05
1A32SL32 1S32SL32 1G32SL32 -32 98,3 3.87 48,0 1.89 445 1.75

108 Aeroquip by Danfoss Rubber Hydraulic Hose & Fitting Catalog




sé\eroquip

Braided series
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Male SAE inverted flare swivel
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PART HOSE SIZE INFO DIMENSIONS
g)art # gple part # OeTC part # Thd. I;’?ese A D ED @
mm in mm in mm in in
— 1SA4MF3 — 7/16-24 -03 54,6 215 371 146 25 0.10 7/16
1AA3MF4 1SA3MF4 — 3/8-24 -04 61,5 242 38,1 1.50 25 0.10 3/8
1AA4MF4 1SA4MF4 1GA4MF4 7/16-24 -04 60,7 2.39 371 146 4,3 0.17 7/16
TAA5MF4 1SA5MF4 — 1/2-20 -04 60,7 2.39 371 146 4,3 017 1/2
TAA5MF6 1SA5MF6 1GA5MF6 1/2-20 -06 66,0 2.60 40,9 1.61 6,1 0.24 1/2
1AA4MF6 1SA4MF6 — 7/16-24 -06 64,3 2.53 389 1.53 4,3 0.17 7/16
TAA6MF6 1SA6MF6 1GA6MF6 5/8-18 -06 66,0 2.60 409 1.61 6,6 0.26 5/8
T1AA7MF6 1SA7MF6 — 11/16-18 -06 62,2 245 40,6 1.60 6,6 0.26 1/16
TAABMF8 1SA8BMF8 1GA8MF8 3/4-18 -08 709 2.79 414 1.62 9,7 0.38 3/4
TAAT10MF8 1SA10MF8 — 7/8-18 -08 74,7 294 49,0 193 9,7 0.38 7/8
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Braided series
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MFA

Male SAE inverted flare swivel 450 elbow
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PART HOSE SIZE INFO DIMENSIONS
° e e Hose @
1A part # Nipple part # OTC part # Thd. size A D EQ@ H

mm in mm in mm in mm in in
TAA3MFA4 1SA3MFA4 — 3/8-24 -04 69,9 2.75 49,8 1.96 25 0.10 17,5 0.69 3/8
TAA4MFA4 1SA4AMFA4 1GA4MFA4 7/16-24 -04 67,8 2.67 44,5 1.75 4,3 017 24,4 0.96 7/16
TAA5MFA4 1SA5MFA4 — 1/2-20 -04 64,5 2.54 44,5 1.75 4,3 017 24,4 0.96 1/2
1AA4MFA6 1SA4MFA6 — 7/16-24 -06 714 2.81 46,0 1.81 4,3 017 24,4 0.96 7/16
TAA5MFA6 1SA5MFA6 1GA5MFA6 1/2-20 -06 73,2 2.88 48,0 1.89 6,1 0.24 24,4 0.96 1/2
TAA6MFA6 1SA6MFA6 1GA6MFA6 5/8-18 -06 73,2 2.88 48,0 1.89 6,6 0.26 24,4 0.96 5/8
TAA7MFA6 1SA7MFA6 — 11/16-18 -06 69,3 273 48,0 1.89 6,6 0.26 24,4 096 | 11/16
TAABMFA8 1SASBMFA8 1GA8MFAS8 3/4-18 -08 78,0 3.07 48,3 1.90 9,7 0.38 23,6 0.93 3/4
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Braided series

MFB

Male SAE inverted flare swivel 90° elbow
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PART HOSE SIZE INFO ~ DIMENSIONS
a e a Hose @
1A part # Nipple part # OTC part # Thd. | size A D EQD H

mm in mm in mm in mm in in
1AA4MFB4 1SA4AMFB4 1GA4MFB4 7/16-24 -04 58,2 2.29 34,8 1.37 4,3 0.17 42,3 1.69 7/16
1AA5MFB4 1SA5MFB4 — 1/2-20 -04 58,2 2.29 34,8 1.37 4,3 017 439 1.73 1/2
1AA4MFB6 1SA4MFB6 — 7/16-24 -06 61,7 243 36,6 144 4,3 0.17 42,3 1.69 7/16
1AA5MFB6 1SA5MFB6 1GA5MFB6 1/2-20 -06 63,8 2.51 384 1.51 6,1 0.24 439 1.73 1/2
1AA6MFB6 1SA6MFB6 1SA6MFB6 5/8-18 -06 63,8 2.51 384 1.51 6,6 0.26 439 1.73 5/8
1AA7MFB6 1SA7MFB6 — 11/16-18 -06 62,0 244 40,9 1.61 6,6 0.26 439 1.73 1/16
1AA8MFB8 1SASBMFB8 1GA8MFB8 3/4-18 -08 69,3 2.73 396 1.56 9,7 0.38 44,5 1.75 3/4
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Braided series

BF

JIS/BSPP female swivelt
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PART HOSE SIZE INFO DIMENSIONS
o o e Hose @
1A part # Nipple part# | OTC part # Thd. size A D EQ

mm in mm in mm in mm in
1A4BF4 1S4BF4 1G4BF4 G 1/4 -04 42,3 1.66 189 0.74 4,2 0.16 19,0 0.75
1A6BF4 1S6BF4 — G 3/8* -04 45,5 1.79 22,1 0.87 43 017 22,0 0.87
1A6BF6 1S6BF6 1G6BF6 G 3/8 -06 46,4 1.83 211 0.83 6.7 0.26 22,0 0.87
1A8BF6 1S8BF6 1G8BF6 G 1/2 -06 479 1.88 22,6 0.89 6.7 0.26 270 1.06
1A8BF8 1S8BF8 1G8BF8 G 1/2 -08 53,5 21 23,8 0.94 96 0.38 270 1.06
1A10BF8 1S10BF8 — G5/8* -08 56,4 2.22 26,7 1.05 96 0.38 30,0 118
1A10BF10 1S10BF10 1G10BF10 G 5/8 -10 54, 213 24,7 0.97 12,8 0.50 30,0 1.18
1A12BF12 | 1S12BF12 1G12BF12 G 3/4 -12 55,5 218 253 1.00 15,5 0.61 32,0 1.26
1A16BF16 1S16BF16 1G16BF16 G1 -16 62,0 244 27,6 1.09 20,7 0.81 41,0 1.61
1A20BF20 | 1S20BF20 1G20BF20 | G1 1/4 -20 73,6 290 296 116 26,6 1.05 50,0 197
— 1S24BF24 1G24BF24 | G1 1/2 24 80,0 315 337 133 32,0 1.26 55,0 216
— 1S32BF32 1G32BF32 G2 -32 854 3.36 352 138 44,4 1.75 70,0 2.75

1 The JIS parallel thread and the BSPP connection are interchangeable. G as part of thread size is ISO Designation for parallel thread.
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Braided series

JM

JIS/BSPP female swivelt
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PART HOSE SIZE INFO ~ DIMENSIONS
?part # gple part # OBTC part # Thd. Is—i|§<ese A D ED @ @

mm in mm in mm in mm in in in
1A4JM4 1S4JM4 1G4JM4 G 1/4 -04 47,0 1.85 23,6 0.93 4,2 0.16 19,0 0.75 19,0 0.75
1A6JM6 1S6JM6 1G6JM6 G 3/8 -06 51,0 2.01 25,7 1.01 6,7 0.26 22,0 0.87 22,0 0.87
1A8JM8 1S8JM8 1G8JM8 G 1/2 -08 58,0 2.28 28,3 m 9,6 0.38 270 1.06 270 1.06
1A12JM12 1512JM12 1G12JM12 G 3/4 -12 62,0 244 31,8 1.25 15,5 0.61 32,0 1.26 36,0 142
1A16JM16 1516JM16 1G16JM16 G1 -16 69,0 2.72 34,6 1.36 20,7 0.81 41,0 1.61 41,0 1.61
1A20JM20 | 1S20JM20 1G20JM20 | G1 1/4 -20 80,2 3.16 36,2 142 26,6 1.05 50,0 1.97 46,0 1.81

tThe JIS parallel thread and the BSPP connection are interchangeable. G as part of thread size is ISO Designation for parallel thread.
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Braided series
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JIS/BSPP female swivel, 45° elbowt

PART

HOSE SIZE INFO  DIMENSIONS

g)art # gple part # OeTC part # Thd. Is—:gese ED

mm in mm in mm in mm in mm in
1A4BFA4 1S4BFA4 1G4BFA4 G 14 | -04 65,3 2.57 419 1.65 4,2 0.16 16,5 0.65 190 0.75
1A6BFA6 1S6BFA6 1G6BFA6 G 3/8 -06 738 290 48,5 191 6,7 0.26 190 0.75 22,0 0.87
1A8BFA8 1S8BFA8 1G8BFA8 G 1/2 -08 91,5 3.60 61,8 243 9,6 0.38 24,8 0.98 27,0 1.06
1A10BFA10 | 1S10BFA10 1G10BFA10 G 5/8 -10 100,4 395 71,0 2.79 12,8 0.50 274 1.08 30,0 1.18
1A12BFA12 | 1S12BFA12 1G12BFA12 G 3/4 -12 108,8 4.28 78,6 3.09 15,5 0.61 294 1.16 32,0 1.26
1A16BFA16 | 1S16BFA16 1G16BFA16 G1 -16 126,8 4.99 924 3.09 20,7 0.81 332 131 41,0 1.61
TA20BFA20 | 1S20BFA20 1G20BFA20 | G11/4 -20 153,6 6.05 | 1096 4.31 26,6 1.05 372 146 50,0 197

1The JIS parallel thread and the BSPP connection are interchangeable. G as part of thread size is ISO Designation for parallel thread.
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BFB

JIS/BSPP female swivel 900 elbow®

Braided series

PART HOSE SIZE INFO DIMENSIONS
a e a Hose @
1A part # Nipple part# | OTC part # Thd. | size EQ@

mm in mm in mm in mm in mm in
1A4BFB4 1S4BFB4 1G4BFB4 G /4 -04 45,8 1.80 224 0.88 4,2 0.16 24,8 0.98 17,0 0.67
1A6BFB6 1S6BFB6 1G6BFB6 G 3/8 -06 589 2.32 33,6 1.32 6,7 0.26 350 1.38 22,0 0.87
1A8BFB6 1S8BFB6 1G8BFB6 G 1/2 -06 75,7 298 50,4 1.98 6,7 0.26 47,8 1.88 270 1.06
1A8BFB8 1S8BFB8 1G8BFB8 G 1/2 -08 65,5 2.58 358 141 9,6 0.38 375 148 270 1.06
1A10BFB8 1S10BFB8 — G 5/8*% -08 90,7 3.57 61,0 240 9,6 0.38 56,3 222 270 1.06
1A10BFB10 1S10BFB10 1G10BFB10 G 5/8 -10 90,6 3.57 61,2 141 12,8 0.50 56,3 222 270 1.06
1A12BFB12 1S12BFB12 1G12BFB12 G 3/4 -12 82,2 3.24 52,0 2.05 15,5 0.61 47,5 1.87 32,0 1.26
1A16BFB16 1S16BFB16 1G16BFB16 G 1 -16 | 118,22 4.65 83,8 3.30 20,7 0.81 715 2.81 41,0 1.61
1A20BFB20 1S20BFB20 1G20BFB20 G114 =20 | 146,2 575 | 1022 4.02 26,6 1.05 82,5 3.25 50,0 197

1The JIS parallel thread and the BSPP connection are interchangeable. G as part of thread size is ISO Designation for parallel thread.
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5A\eroquip

Braided series

BT

BSP male tapered, BSPT
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PART HOSE SIZE INFO BIIYIENS[OINS
a e a Hose @
1A part # Nipple part # OTC part # Thd. size A D E@

mm in mm in mm in mm in
1A4BT4 1S4BT4 1G4BT4 R 1/4-19 -04 50,6 1.99 272 1.07 4,2 0.16 14,0 0.55
1A6BT6 1S6BT6 1G6BT6 R 3/8-19 -06 549 2.6 29,6 1.16 6,7 0.26 19,0 0.75
1A8BT8 1S8BT8 1G8BT8 R 1/2-14 -08 66,2 2.61 36,5 144 9,6 0.38 22,0 0.87
1A12BT12 | 1S12BT12 1G12BT12 R 3/4-14 -12 71 2.80 409 1.61 15,5 0.61 30,0 118
1A16BT16 | 1S16BT16 1G16BT16 R1-1 -16 81,2 3.20 46,8 1.84 20,7 0.81 36,0 142
1A20BT20 | 1S20BT20 1G20BT20 R1 1/4-11 -20 96,2 3.79 52,2 2.05 26,6 1.05 46,0 1.81

1The JIS parallel thread and the BSPP connection are interchangeable.
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BP

BSP male parallel, BSPP

Braided series

PART HOSE SIZE INFO DIMENSIONS
a e e Hose @
1A part # Nipple part # OTC part # Thd. size EQ@

mm in mm in mm in mm in
1A4BP4 1S4BP4 1G4BP4 G 1/4-19 -04 44,3 1.74 209 0.82 4,2 0.16 19,0 0.75
1A6BP6 1S6BP6 1G6BP6 G3/8-19 -06 484 1.90 231 091 6,7 0.26 22,0 0.87
1A6BP8 1S6BP8 — G3/8-19 -08 559 2.20 264 1.04 9,6 0.38 22,0 0.87
1A8BP6 1S8BP6 1G8BP6 G1/2-14 -06 524 2.06 271 1.07 6,7 0.26 270 1.06
1A8BP8 1S8BP8 1G8BP8 G1/2-14 -08 58,0 2.28 28,3 m 9,6 0.38 270 1.06
1A10BP10 1S10BP10 — G5/8-14 -10 62,0 244 355 1.25 12,7 0.50 30,0 118
1A12BP12 1512BP12 1G12BP12 G3/4-14 -12 63,1 248 329 1.29 15,5 0.61 32,0 1.26
1A16BP16 1516BP16 1G16BP16 G -1 -16 709 2.79 36,5 144 20,7 0.81 41,0 1.61
1A20BP20 1ST20BP20 — G11/4-1 -20 86,1 3.39 42,2 1.66 26,6 1.50 50,0 1.97

G as part of thread size is ISO Designation for parallel thread.
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5A\eroquip

Braided series

DL

DKO female swivel, light duty

wv
wv
o
=
@©
(@)
>~
o)
o
o}
o
9
(5}
<
w
o
c
=
L
(1=
o
£
=
v
°
]
=
©
S
[

PART HOSE SIZE INFO DIMENSIONS
n e e Tube | Hose @
1A part # Nipple part # | OTC part # Thd. O.D. size A D ED

mm in mm in mm in mm in
1A5DL4 1S5DL4 1G5DL4 M12x 1.5 6 -04 48,0 1.89 24,6 097 4,2 0.16 17,0 0.67
1A6DL4 S6DL4 1G6DL4 M14 x 1.5 8 -04 46,0 1.81 22,6 0.89 4,2 0.16 17,0 0.67
1A8DL4 158DL4 —_ M16 x 1.5 10 -04 48,3 1.90 24,9 0.98 43 0.17 19,0 0.75
1A8DL6 1S8DL6 1G8DL6 M16x 1.5 10 -06 56,9 2.24 31,6 1.24 6,7 0.26 19,0 0.75
1A10DL6 1S10DL6 1G10DL6 M18 x 1.5 12 -06 51,2 2.01 259 1.02 6,7 0.26 22,0 0.87
1A12DL8 1512DL8 1G12DL8 M22 x 1.5 15 -08 583 2.29 28,6 112 9,6 0.38 27,0 1.06
1A16DL10 1516DL10 1G16DL10 M26 x 1.5 18 -10 59,2 2.33 29,8 117 12,8 0.50 32,0 1.26
1A20DL12 1520DL12 1G20DL12 M30 x 2 22 -12 62,5 246 32,3 1.27 15,5 0.61 36,0 142
1A25DL16 1S25DL16 1G25DL16 M36 x 2 28 -16 68,2 2.68 33,8 1.33 20,7 0.81 41,0 1.61
1A32DL20 1S32DL20 1G32DL20 M45 x 2 35 -20 83,7 3.29 39,7 1.56 26,6 1.05 50,0 197
1A40DL24 1540DL24 1G40DL24 M52 x 2 42 24 872 343 409 1.61 32,0 1.26 60,0 2.36
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Braided series
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DKO female swivel, light duty 45° elbow
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PART HOSE SIZE INFO DIMENSIONS
o e e Tube | Hose @
1A part # Nipple part # | OTC part # Thd. OD. | size A D EQ@ H

mm in [ mm in [ mm in [ mm in [ mm in
1A6DLA4 1S6DLA4 1G6DLA4 M14x 1.5 8 -04 | 624 | 246 390 | 153 42 | 016 175 | 0.69 170 | 0.67
1A8DLA4 1S8DLA4 —_ M16 X 1.5 10 -06 | 64,8 | 255 415 | 1.63 42 | 017 184 | 0.72 190 | 075
1A8DLA6 1A8DLA6 1A8DLA6 M16x 1.5 10 -06 | 66,8 | 2.63 415 | 163 6,7 | 0.26 190 | 0.75 190 | 075
1A10DLA6 1S10DLA6 1G10DLA6 M18x 1.5 12 -08 | 698 | 275 44,5 1.75 6,7 | 0.26 205 | 0.81 220 | 087
1A12DLA8 1S12DLA8 1G12DLAS8 M22x 1.5 15 -10] 81,7 | 3.22 520 | 205 96 | 038 21,5 | 0.85 27,0 1.06
1A16DLA10 | 1S16DLA10 | 1G16DLA10 | M26x 1.5 18 -12] 884 | 348 590 | 232 12,8 | 0.50 275 | 1.08 | 320 1.26
1A20DLA12 | 1S20DLA12 | 1G20DLA12 M30x 2 22 -16 ] 984 | 3.87 682 | 2.68 155 | 061 260 | 1.02 | 360 142
1A25DLA16 | 1S25DLA16 | 1G25DLA16 M36 x 2 28 =20 11200 | 4.72 856 | 3.37 20,7 | 0.81 335 1.32 41,0 1.61
1A32DLA20 | — —_ M45 x 2 35 148,0 | 583 | 1040 | 4.09 266 | 1.05 43,0 | 1.69 | 500 197
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5A\eroquip

Braided series

DLB

DKO female swivel, light duty, 90° elbow

PART HOSE SIZE INFO DIMENSIONS
0 e o Tube | Hose @
1A part # Nipple part # | OTC part # Thd. O.D. | size E@

mm in | mm in | mm in | mm in | mm in
1A5DLB4 1S5DLB4 1G5DLB4 M12x 1.5 6 -04| 499 | 196 26,5 | 1.04 42 | 016 | 265 1.04 170 | 0.67
1A6DLB4 1S5DLB4 1G6DLB4 M14x 1.5 8 -04| 519 | 204 28,5 112 42 | 016 31,5 1.24 170 | 0.67
1A8DLB4 1S8DLB4 — M16 x 1.5 10 -04| 554 | 218 320 | 1.26 43 | 017 355 140 190 | 0.75
1A8DLB6 1S8DLB6 1G8DLB6 M16 x 1.5 10 -06| 573 | 2.25 320 | 1.26 6,7 | 026 | 355 140 190 | 0.75
1A10DLB6 1S10DLB6 1G10DLB6 M18 x 1.5 12 -06| 60,3 | 237 350 | 1.38 6,7 | 026 | 390 1.53 | 22,0 | 0.87
1A12DLB8 1512DLB8 1G12DLB8 M22 x 1.5 15 -08| 720 | 2.83 42,3 | 1.66 96 | 038 | 430 1.69 270 | 1.06
1A16DLB10 1516DLB10 1G16DLB10 | M26x 1.5 18 -10] 829 | 3.26 53,5 2.1 12,8 | 050 | 590 212 | 320 | 126
TA20DLB12 1520DLB12 1G20DLB12 M30x 2 22 -121 950 | 3.74 64,8 | 255 155 | 0.61 54,0 212 | 360 | 142
1A25DLB16 | 1S25DLB16 1G25DLB16 M36 x 2 28 -16| 1544 | 6.08 | 1200 | 4.72 20,7 | 0.81 71,0 2.79 41,0 | 161
1A32DLB20 | — — M45 x 2 35 20| 1190 | 4.68 750 | 295 266 | 1.05 76,0 299 | 500 | 197
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Braided series

DK

240 male, light duty
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PART HOSE SIZE INFO DIMENSIONS
a e e Tube Hose @
1A part # Nipple part # | OTC part # Thd. O.D. size A D EQ@

mm in mm in mm in mm in
1A5DK4 1S5DK4 1G5DK4 M12x 1.5 6 -04 44,7 1.76 21,3 0.84 4,2 0.16 12,0 047
1A6DK4 1S6DK4 1G6DK4 M14x 1.5 8 -04 44,5 1.75 211 0.83 4,2 0.16 14,0 0.55
1A8DK4 1S8DK4 —_ M16 X 1.5 10 -04 46,0 1.81 22,6 0.89 4,3 017 17,0 0.67
1A8DK6 1S8DK6 1G8DK6 M16 x 1.5 10 -06 52,0 2.05 26,7 1.05 6,7 0.26 170 0.67
1A10DK6 1S10DK6 1G10DK6 M18x 1.5 12 -06 49,0 193 23,7 0.93 6,7 0.26 19,0 0.75
1A12DK38 1512DK8 1G12DK8 M22 x 1.5 15 -08 56,0 2.20 26,3 1.03 9,6 0.38 24,0 094
1A16DK10 | 1S16DK10 1G16DK10 | M26x 1.5 18 -10 56,0 2.20 26,6 1.05 12,8 0.50 270 1.06
1A20DK12 | 1S20DK12 1G20DK12 M30x 2 22 -12 62,0 244 31,8 1.25 15,5 0.61 32,0 1.26
1A25DK16 | 1S25DK16 1G25DK16 M36 x 2 28 -16 66,0 2.60 316 1.24 20,7 0.81 41,0 1.61
1A32DK20 | 1S32DK20 1G32DK20 M45 x 2 35 -20 794 312 354 1.39 26,6 1.05 46,0 1.81
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5A\eroquip

Braided series

DS

DKO female swivel, heavy duty
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PART HOSE SIZE INFO DIMENSIONS
a o e Tube Hose @
1A part # Nipple part # | OTC part # Thd. O.D. size A D EQ@

mm in mm in mm in mm in
1A5DS4 1S5DS4 1G5DS4 M16x 1.5 8 -04 49,6 1.95 26,2 1.03 4,2 0.16 19,0 0.75
1A6DS4 156DS4 1G6DS4 M18 x 1.5 10 -04 50,8 2.00 274 1.08 4,2 0.16 22,0 0.87
1A8DS4 158DS4 — M20 X 1.5 12 -04 50,8 2.00 274 1.08 4,3 0.17 24,0 094
1A6DS6 156DS6 — M18 X 1.5 10 -06 52,8 2.08 27,7 1.09 6,6 0.26 22,0 0.87
1A8DS6 158DS6 1G8DS6 M20x 1.5 12 -06 53,8 212 28,5 112 6,7 0.26 24,0 094
1A10DS6 1510DS6 1G10DS6 M22 x 1.5 14 -06 569 2.24 31,6 1.24 6,7 0.26 270 1.06
1A10DS8 1510DS8 — M22 x 1.5 14 -08 55,2 217 25,5 1.00 9,6 0.38 270 1.06
1A12DS8 1512DS8 1G12DS8 M24 x 1.5 16 -08 624 246 32,7 1.29 9,6 0.38 30,0 118
1A16DS10 1516DS10 1G16DS10 M30x 2 20 -10 66,9 2.63 375 148 12,8 0.50 36,0 142
1A16DS12 1516DS12 — M30x 2 20 -12 60,2 2.37 30,2 1.19 14,0 0.55 36,0 1.42
1A20DS12 1520DS12 1G20DS12 M36 x 2 25 -12 72,0 2.83 41,8 1.64 15,5 0.61 46,0 1.81
1A25DS16 1525DS16 1G25DS16 M42 x 2 30 -16 78,5 3.09 44 144 20,7 0.81 50,0 1.97
1A32DS20 — — M52 x 2 38 -20 93,7 3.69 49,7 1.96 26,6 1.05 60,0 2.36
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Braided series
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DSA

DKO female swivel, heavy duty, 45° elbow
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PART HOSE SIZE INFO DIMENSIONS
a e e Tube | Hose @
1A part # Nipple part #| OTC part # Thd. O.D. | size A D E@ H

mm in | mm in | mm in | mm in | mm in
1A6DSA4 1S6DSA4 1G6DSA4 M18x 1.5 10 -04| 614 | 242 | 380 1.50 4,2 0.16 170 | 067 | 220 | 087
1A8DSA6 1S8DSA6 1G8DSA6 M20 x 1.5 12 -06| 683 | 269 | 430 1.69 6,7 | 0.26 190 | 0.75 240 | 094
1A10DSA6 1S10DSA6 1G10DSA6 M22x 1.5 14 -06| 688 | 271 43,5 1.71 6,7 | 026 | 200 | 079 27,0 1.06
1A12DSA8 1S12DSA8 1G12DSA8 M24 x 1.5 16 -08 | 797 314 | 500 1.97 96 | 038 | 230 | 090 | 300 118
1A16DSA10 | 1S16DSA10 | 1G16DSA10 M30 x 2 20 -10| 893 3.51 599 | 236 12,8 | 050 | 260 1.02 | 360 142
1A20DSA12 | 1S20DSA12 | 1G20DSA12 M36 x 2 25 <121 1074 | 4.23 772 | 3.04 15,5 0.61 32,5 1.28 | 46,0 1.81
1A25DSA16 | 1S25DSA16 | 1G25DSA16 M42 x 2 30 -6 1214 | 478 870 | 342 | 20,7 | 0.81 375 148 | 550 2.6
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5A\eroquip

Braided series

DSB

DKO female swivel, heavy duty, 90° elbow
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PART HOSE SIZE INFO DIMENSIONS
n e e Tube| Hose @
1A part # Nipple part # | OTC part # Thd. O.D. | size A D E@ H

mm in | mm in [ mm in | mm in | mm in
1A6DSB4 1S6DSB4 1G6DSB4 M18x 1.5 10 -04 54,5 214 31,0 1.22 4,2 0.16 335 132 22,0 0.87
1A8DSB6 1S8DSB6 1G8DSB6 M20 x 1.5 12 -06 60,3 2.37 35,0 1.38 6,7 0.26 35,0 1.38 24,0 094

1A10DSB6 1S10DSB6 1G10DSB6 M22x 1.5 14 -06 | 638 | 251 38,5 1.51 6,7 | 026 | 420 | 165 | 270 | 106

1A12DSB8 1512DSB8 1G12DSB8 M24 x 1.5 16 -08 | 737 | 290 | 440 | 173 96 | 038 | 490 193 | 300 1.18

1A16DSB10 1516DSB10 | 1G16DSB10 M30x 2 20 10 820 | 323 | 526 | 207 | 128 | 050 | 535 211 | 36,0 142

1A20DSB12 | 1S20DSB12 | 1G20DSB12 M36x2 | 25 121 930 | 366 | 628 | 247 1551 061 | 645 | 254 | 460 1.81

1A25DSB16 | 1S25DSB16 | 1G25DSB16 M42 x 2 30 -16 1 1040 | 409 | 696 | 274| 207 | 081 740 | 291 50,0 1.97
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Braided series

EK

240 male, heavy duty
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PART HOSE SIZE INFO DIMENSIONS
0 e e Tube Hose @
1A part # Nipple part # | OTC part # Thd. O.D. size A D E@

mm in mm in mm in mm in
1A4EK4 1S4EK4 — M12x 1.5 6 -04 44,7 1.76 21,3 0.84 4,2 0.16 12,0 047
1A5EK4 1S5EK4 1G5EK4 M16x 1.5 8 -04 475 1.87 24,1 0.95 4,2 0.16 17,0 0.67
1A6EK4 1S6EK4 1G6EK4 M18x 1.5 10 -04 40,7 1.60 23,6 093 4,2 0.16 19,0 0.75
1A6EK6 1S6EK6 — M18 x 1.5 10 -06 49,5 1.94 24,2 0.95 6,7 0.26 19,0 0.75
1A8EK6 1S8EK6 1G8EK6 M20x 1.5 12 -06 50,3 198 25,0 098 6.7 0.26 22,0 0.87
1A10EK6 1S10EK6 1G10EK6 M22x 1.5 14 -06 52,6 2.07 273 1.07 6.7 0.26 24,0 0.94
1A12EK8 1S12EK8 1G12EK8 M24 x 1.5 16 -08 58,0 2.28 283 mm 96 0.38 27,0 1.06
1A16EK10 1S16EK10 1G16EK10 M30 x 2 20 -10 62,0 244 32,7 1.29 12,8 0.50 32,0 1.26
1A16EK12 1S16EK12 — M30x 2 20 -12 577 2.27 30,7 1.21 15,5 0.61 32,0 1.26
1A20EK12 1S20EK12 1G20EK12 M36 x 2 25 -12 65,5 258 353 139 15,5 0.61 41,0 1.61
1A25EK16 1S25EK16 1G25EK16 M42 x 2 30 -16 723 2.85 379 149 20,7 0.81 46,0 1.81
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5A\eroquip

Braided series

JF

JIS female swivel
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PART HOSE SIZE INFO DIMENSIONS
g)art # gple part # OeTC part # Thd. :gese A D EQ @ @
mm in mm in mm in mm in mm in
1A4JF4 1S4JF4 1G4JF4 G7/16-20 -04 | 532 2.09 273 1.08 4,2 0.17 19,0 0.75 19,0 0.75
1A6JF6 1S6JF6 1G6JF6 G3/8-19 -06 59,2 2.33 339 1.33 6,7 0.26 22,0 0.87 22,0 0.87
1A8JF8 1A8JF8 1A8JF8 G1/2-14 -08 | 66,8 2.62 36,6 144 9,6 0.38 270 1.06 270 1.06
1A12JF10 1512JF10 — G3/4-14 -10 62,3 245 329 1.29 12,7 0.50 32,0 1.26 36,0 142
1A12JF12 1512JF12 1G12JF12 G3/4-14 -12 73,3 2.88 431 1.70 15,5 0.61 32,0 1.26 36,0 142
1A16JF16 1516JF16 1G16JF16 G1-11 -16 83,6 3.29 49,2 1.94 20,7 0.81 41,0 1.61 41,0 1.61
1A20JF20 1520JF20 1G20JF20 G11/4-1 =20 | 1021 4.02 58,1 2.29 26,6 1.05 50,0 1.97 46,0 1.81

G as part of thread size is ISO Designation for parallel thread.
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Braided series
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Komatsu female swivel
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PART HOSE SIZE INFO DIMENSIONS
g)art # gple part # OaTC part # Thd. Is—:gese A D EQD @ @

mm in mm in mm in mm in mm in
1A4KF4 1S4KF4 1G4KF4 M14x 15| -04| 56, 2.21 32,7 1.29 42,2 1.66 19,0 0.75 19,0 0.75
1A6KF6 1S6KF6 1G6KF6 M18x1.5| -06| 604 2.38 351 1.38 6,7 0.26 24,0 0.94 22,0 0.87
1A8KF8 1S8KF8 1G8KF8 M22x 15| -08| 695 2.74 39,8 1.57 9,6 0.38 270 1.06 270 1.06
TA10KF10 1S10KF10 1G10KF10 M24x15] -10| 754 296 46,0 1.81 12,4 0.49 31,7 1.25 30,0 118
TAT10KF12 1S10KF12 1G10KF12 M24 x 1.5 -2 76,6 3.01 46,4 1.83 12,4 0.49 32,0 1.26 30,0 118
1A12KF12 1512KF12 1G12KF12 M30x 1.5 -12] 815 3.21 51,3 2.02 15,5 0.61 36,0 142 36,0 1.42
1A16KF16 15S16KF16 1G16KF16 M33x 15| -16| 914 3.60 570 2.24 20,7 0.81 41,0 1.61 41,0 1.61
1A20KF20 1S20KF20 1G20KF20 | M36x 15| 20| 1134 4.46 694 2.73 26,6 1.05 46,0 1.81 46,0 1.81
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5A\eroquip

Braided series
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FL

SAE code 61 split flange
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PART HOSE SIZE INFO DIMENSIONS
° e e EgngEl;aig o Hose
1A part # Nipple part # | OTC part # Ko . size A D E@

mm in mm in mm in
1A8FL8 1S8FL8 1G8FL8 1.19 -08 82,0 3.23 52,3 2.06 9,7 0.38
1A12FL8 1S12FL8 1G12FL8 1.50 -08 83,1 3.27 533 2.10 9,7 0.38
1A12FL10 1S12FL10 1G12FL10 1.50 -10 82,8 3.26 533 2.10 12,7 0.50
1A12FL12 1S12FL12 1G12FL12 1.50 -12 84,1 3.31 53,8 212 15,5 0.61
1A16FL12 1S16FL12 1G16FL12 1.75 -12 84,1 3.31 53,8 212 15,5 0.61
1A20FL12 1S20FL12 1G20FL12 2.00 -12 91,7 3.61 61,5 242 15,5 0.61
1A12FL16 1S12FL16 —_ 1.50 -16 89,0 3.50 544 214 14,7 0.58
1A16FL16 1S16FL16 1G16FL16 1.75 -16 88,6 349 544 214 20,8 0.82
1A20FL16 1S20FL16 1G20FL16 2.00 -16 96,3 3.79 62,0 244 20,8 0.82
1A24FL16 1S24FL16 1G24FL16 2.38 -16 97,3 3.83 62,7 247 20,8 0.82
1A16FL20 1S16FL20 1G16FL20 1.75 -20 100,1 3.94 56,1 2.21 20,8 0.82
1A20FL20 1S20FL20 1G20FL20 2.00 -20 1077 4.24 63,8 2.51 26,7 1.05
1A24FL20 1S24FL20 1G24FL20 2.38 -20 108,5 4.27 64,5 2.54 26,7 1.05
1A32FL20 1S32FL20 1G32FL20 2.81 -20 108,5 4.27 64,5 2.54 25,7 1.01
1A20FL24 1S20FL24 1G20FL24 2.00 -24 11,0 4.37 64,8 2.55 26,7 1.05
1A24FL24 1S24FL24 1G24FL24 2.38 -24 11,8 4.40 65,5 2.58 32,0 1.26
1A32FL24 1S32FL24 1G32FL24 2.81 -24 11,8 4.40 65,5 2.58 30,2 1.19
1A24FL32 1S24FL32 1G24FL32 2.38 -32 1n71 4.61 66,8 2.63 32,0 1.26
1A32FL32 1S32FL32 1G32FL32 2.81 -32 171 4.61 66,8 2.63 44,5 1.75
1A40FL32 1S40FL32 1G40FL32 3.31 -32 116,8 4.60 66,8 2.63 44,5 1.75
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sé\eroquip

FLA

A

D

SAE code 61 split flange 45° elbow
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Braided series

PART HOSE SIZE INFO DIMENSIONS
° e e Thd.Flange Hose
1A part # Nipple part # OTC part # head Dia.K@ | size A ED

mm in mm in mm in mm in
1A8FLAS8 1S8FLA8 1G8FLA8 1.19 -08 79,0 3n 49,3 1.94 94 0.37 19,8 0.78
TA12FLAS8 1S12FLA8 1G12FLA8 1.50 -08 92,5 3.64 62,7 247 94 0.37 254 1.00
1A12FLA10 1S12FLA10 1G12FLA10 1.50 -10 93,5 3.68 64,3 2.53 1,7 0.46 254 1.00
TA12FLA12 1S12FLA12 1G12FLA12 1.50 -12 93,2 3.67 63,0 248 14,7 0.58 25,7 1.01
TA16FLA12 1S16FLA12 1G16FLA12 1.75 -12 105,7 4.16 754 297 14,7 0.58 269 1.06
1A12FLA16 1S12FLA16 —_ 1.50 -16 99,8 393 65,3 2.57 14,7 0.58 25,7 1.01
1A16FLA16 1S16FLA16 1G16FLA16 1.75 -16 110,5 4.35 76,2 3.00 19,3 0.76 269 1.06
1A20FLA16 1S20FLA16 1G20FLA16 2.00 -16 122,2 4.81 87,6 345 19,3 0.76 29,2 1.15
— 1S16FLA20 1G16FLA20 1.75 -20 1219 4.80 77,7 3.06 19,3 0.76 269 1.06
TA16FLA20 —_ —_ 1.75 -20 1219 4.80 777 3.06 19,3 0.76 269 1.06
— 1S20FLA20 1G20FLA20 2.00 -20 1341 528 90,2 3.55 25,7 1.01 30,0 118
1A20FLA20 —_ —_ 2.00 -20 1341 528 90,2 3.55 25,7 1.01 30,0 118
TA24FLA20 1S24FLA20 1G24FLA20 2.37 -20 150,9 594 106,7 4.20 25,7 1.01 358 141
1A20FLA24 1S20FLA24 1G20FLA24 2.00 -24 15,3 4.54 69,1 2.72 32,0 1.26 274 1.08
1A24FLA24 1S24FLA24 1G24FLA24 2.37 -24 154,2 6.07 108,0 4.25 32,0 1.26 358 1.41
1A32FLA24 1S32FLA24 —_ 2.81 -24 154,2 6.07 108,0 4.25 32,0 1.26 358 1.41
1A24FLA32 1S24FLA32 1G24FLA32 2.37 -32 1593 6.27 109,0 4.29 32,0 1.26 358 141
1A32FLA32 1S32FLA32 1G32FLA32 2.81 -32 190,2 749 140,2 5.52 44,5 1.75 50,8 2.00
TA40FLA32 1S40FLA32 1G40FLA32 3.31 -32 1339 5.27 83,6 3.29 44,5 1.75 33,0 1.30

For flanges, split flange halves, kits and o-rings, see pages 241-247.
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5A\eroquip

Braided series

FLB

SAE code 61 split flange 90° elbow
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PART HOSE SIZE INFO DIMENSIONS
° e e EQSGF[I)aigge Hose
1A part # Nipple part # OTC part # K@ . size A D EQD H

mm in mm in mm in mm in
1A8FLB8 1S8FLB8 1G8FLB8 1.19 08 72,6 2.86 42,3 1.69 94 0.37 414 1.63
1A12FLB8 1S12FLB8 1G12FLB8 1.50 08 87,6 345 579 2.28 94 0.37 54,1 213
1A12FLB10 1S12FLB10 1G12FLB10 1.50 10 874 344 58,2 2.29 12,7 0.50 54,1 213
1A12FLB12 1S12FLB12 1G12FLB12 1.50 12 88,6 349 584 2.30 14,7 0.58 54,1 213
1A16FLB12 1S16FLB12 1G16FLB12 1.75 12 102,4 4.03 72, 2.84 15,5 0.61 60,3 2.38
1A20FLB12 1S20FLB12 —_ 2.00 12 118,6 4.67 88,4 348 14,7 0.58 66,5 2.62
1A12FLB16 1S12FLB16 1G12FLB16 1.50 16 106,7 4.20 724 2.85 19,3 0.76 551 217
1A16FLB16 1S16FLB16 1G16FLB16 1.75 16 107,2 4.22 72,6 2.86 19,3 0.76 60,5 2.38
1A20FLB16 1S20FLB16 1G20FLB16 2.00 16 123,2 4.85 89,0 3.50 19,3 0.76 66,5 2.62
1A24FLB16 1S24FLB16 1G24FLB16 2.37 16 142,0 5.59 107,7 4.24 19,3 0.76 79,2 312
1A16FLB20 1S16FLB20 1G16FLB20 1.75 20 18,4 4.66 74,4 293 19,3 0.76 60,5 2.38
1A20FLB20 1S20FLB20 1G20FLB20 2.00 20 134,6 530 90,7 3.57 25,7 1.01 66,5 2.62
— 1S24FLB20 1G24FLB20 2.37 20 153,4 6.04 109,5 4.31 25,7 1.01 79,2 312
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sé\eroquip

Braided series

FLB

SAE code 61 split flange 90° elbow (cont.)
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PART HOSE SIZE INFO DIMENSIONS
n e e EgngEl;—jig o Hose
1A part # Nipple part# | OTC part# | K@ ' size A D EQ@ H

mm in mm in mm in mm in
1A24FLB20 | — — 237 -20 153,4 6.04 1095 4.31 257 1.01 79,2 312
— 1S32FLB20 1G32FLB20 2.81 -20 108,0 4.25 64,0 2.52 25,7 1.01 65,0 2.56
1A16FLB24 | 1S16FLB24 1G16FLB24 1.75 -24 1219 4.80 754 297 19,3 0.76 60,5 2.38
1A20FLB24 | 1S20FLB24 1G20FLB24 2.00 -24 1379 543 91,7 3.61 25,7 1.01 66,5 2.62
1A24FLB24 | 1S24FLB24 1G24FLB24 237 -24 1570 6.18 110,5 4.35 32,0 1.26 79,2 312
1A32FLB24 | 1S32FLB24 1G32FLB24 2.81 -24 1849 7.28 1384 545 32,0 1.26 14,3 4.50
1A24FLB32 | 1S24FLB32 — 237 -32 161,8 6.37 11,8 440 32,0 1.26 79,2 312
TA32FLB32 | 1S32FLB32 1G32FLB32 2.81 -32 189,7 747 1394 549 44,5 1.75 14,3 4.50
TA40FLB32 | 1S40FLB32 1G40FLB32 3.31 -32 189,7 747 1394 549 44,5 1.75 15,8 4.56

For flanges, split flange halves, kits and o-rings, see pages 241-247.
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5A\eroquip

Braided series

FLD

SAE code 61 split flange 22 1/2° elbow

PART HOSE SIZE INFO DIMENSIONS
n e Thd. Flange
head Dia. Hose

1A part # Nipple part # K@ size D EQ

mm in mm in mm in mm in
1A16FLD16 1S16FLD16 1.75 -16 179 4.64 83,6 3.29 193 0.76 114 0.45
1A20FLD16 1S20FLD16 2.00 -16 130,0 512 95,8 3.77 193 0.76 1,7 0.46
1A20FLD20 1S20FLD20 2.00 -20 141,5 557 973 3.83 25,7 1.01 1,7 0.46

For flanges, split flange halves, kits and o-rings, see pages 241-247.
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sé\eroquip

FLE

SAE code 61 split flange 67 1/2° elbow

Braided series

PART HOSE SIZE INFO DIMENSIONS
n e Thd. Flange
head Dia. Hose
1A part # Nipple part # K@ size D E@ H
mm in mm in mm in mm in
1A20FLE20 1S20FLE20 2.00 -20 157,0 6.18 12,8 444 25,7 1.01 46,5 1.83
1A24FLE20 1ST24FLE20 237 -24 189,7 747 143,5 5.65 30,2 119 46,0 1.81

For flanges, split flange halves, kits and o-rings, see pages 241-247.
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5A\eroquip

Braided series

FLG

SAE code 61 split flange 60° elbow

PART HOSE SIZE INFO DIMENSIONS
0 e e Thd. Flange
head Dia. Hose

1A part # Nipple part # OTC part # K@ size EQ

mm in mm in mm in mm in
1A16FLG16 1S16FLG16 1G16FLG16 1.75 -16 1331 5.24 98,8 3.89 199 0.78 384 1.51
—_ 1S20FLG16 —_ 2.00 -16 1511 595 116,8 4.60 19,3 0.76 399 1.57
1A24FLG24 1S24FLG24 1G24FLG24 2.37 -24 189,7 747 143,5 5.65 30,2 1.19 46,0 1.81

For flanges, split flange halves, kits and o-rings, see pages 241-247.
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Braided series

FH

SAE code 62 split flange
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PART HOSE SIZE INFO DIMENSIONS
0 9 e Thd. Flange
head Dia. Hose
1A part # Nipple part# | OTC part#| K@ size A D E@
mm in mm in mm in
1A20FH20 | 1S20FH20 — 213 -20 107,7 4.24 63,8 2.51 26,7 1.05

For flanges, split flange halves, kits and o-rings, see pages 241-247.
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5A\eroquip

Braided series

KS

Komatsu split flange
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PART HOSE SIZE INFO DIMENSIONS
n e e Thd. Flange
head Dia. Hose
1A part # Nipple part # | OTC part # K@ size A D EQ
mm in mm in mm in
1A10KS10 1S10KS10 1G10KS10 34.2 -10 94,2 0.16 64,8 255 11,5 045
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Braided series

KSA

Komatsu split flange 45° elbow
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PART HOSE SIZE INFO DIMENSIONS
n e e Thd. Flange
head Dia. Hose
1A part # Nipple part # OTC part# | K@ size A D ED H
mm n mm n mm n mm n
1A10KSA10 1S10KSA10 1G10KSA10 342 -10 86,1 3.39 56,7 2.23 11,5 045 21,8 0.86
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5A\eroquip

Braided series

KSB

Komatsu split flange 90° elbow

PART HOSE SIZE INFO DIMENSIONS

“ a e i%jdﬁljaigg : Hose

1A part # Nipple part # OTC part # size A D E@ H
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1A10KSB10| 1S10KSB10 1G10KSB10 34.2 -10 | 69.8 2.75 404 1.59 11,7 0.46 51,3 2.02
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sé\eroquip

Braided series

BJ

Banjo

PART DIMENSIONS
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o o Hose
1A part # Nipple part # size A D K E@
mm in mm in mm in mm in

1A6BJ4 -04 68.8 271 454 1.79 121 0.48 4.2 017
1A8BJ4 -04 70.9 2.79 475 1.87 14.1 0.56 4.2 017
1A8BJ6 -06 76.2 3.00 509 2.00 14.1 0.56 6.7 0.26
1A10BJ6 -06 769 3.03 516 2.03 16.1 0.63 6.7 0.26
1A12BJ6 1S12BJ6 -06 83.2 3.28 579 2.28 18.1 0.71 6.7 0.26
1A12BJ8 -08 85.4 3.36 557 219 18.1 0.71 9.6 0.38
1A16BJ10 -10 92.5 3.64 63.1 248 221 0.87 12.8 0.50
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5A\eroquip

Braided series

FC

Female snap to connect (STQ)

PART DIMENSIONS
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o o Hose
1A part # Nipple part # size A D K EQ
mm in mm in mm in mm in
TA6FC4 -04 434 1.71 23.2 0.91 17.6 0.69 4.2 0.17
TA6FC6 1S6FC6 -06 50.1 197 28.2 1.1 17.6 0.69 6.7 0.26
T1A8FC8 1S8FC8 -08 554 218 299 1.18 20.6 0.81 9.6 0.38
TAT0FC8 1S10FC8 -08 60.2 2.37 347 1.37 24.7 0.97 9.6 0.38
TAT10FC10 1S10FC10 -10 585 2.30 324 1.28 24.7 0.97 12.8 0.50
1S12FC10 -10 67.3 2.65 379 149 31.2 1.23 12.8 0.50
1A12FC12 1S12FC12 -12 64.2 2.53 371 146 31.2 1.23 15.5 0.61
1S16FC16 -16 799 3.15 453 1.78 41.0 1.61 20 0.79
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sé\eroquip

Braided series

MC

Male snap to connect (STC)

PART DIMENSIONS
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o o e Hose
1A part # Nipple part # OTC part # size A D K
mm in mm in mm in

1A4MC4 -04 46.5 1.83 26.5 1.04 4.2 017
1A6MC4 1S6MC4 1G6MC4 -04 49.2 1.94 29.0 1.14 6.6 0.26
1A6MC6 1S6MC6 1G6MC6 -06 513 2.02 30.2 1.19 6.6 0.26
1A8MC6 1S8MC6 -06 56 2.20 34.8 1.37 8.8 0.35
1A6MC8 1S6MC8 -08 569 2.24 314 1.24 6.6 0.26
1A8MC8 1S8MC8 1G8MC8 -08 62 244 36.6 144 8.8 0.35
1A10MC8 -08 69.1 272 43.2 1.70 11.5 045
1A12MC8 1S12MC8 -08 694 2.73 439 1.73 139 0.55
1A8MC10 -10 63.5 2.50 374 147 8.8 0.35
1A10MC10 1S10MC10 1G10MC10 -10 65.7 2.59 39.6 1.56 11.5 0.45
1A10MC12 1S10MC12 -12 72.2 2.84 451 1.78 11.5 045
1A12MC12 1512MC12 1G12MC12 -12 713 2.81 444 1.75 139 0.55
1A16MC12 1S16MC12 -12 80.9 319 53.8 212 199 0.78
1A12MC16 -16 79.3 312 449 1.77 139 0.55
1A16MC16 15S16MC16 1G16MC16 -16 83.1 3.27 49.3 1.94 199 0.78
1A16MC20 1S16MC20 -20 90.5 3.56 51.0 2.01 199 0.78
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5A\eroquip

Braided series

MCA

Male snap to connect (STC) 45° elbow

PART DIMENSIONS
o o e Hose
1A part # Nipple part # OTC part # size
mm in mm in mm in mm in

1S4MCA4 -04 64.6 2.54 41.2 1.62 4.2 0.17 21.2 0.83
1A6MCA4 1S6MCA4 -04 69.8 275 46.4 1.83 6.6 0.26 222 0.87
1A6MCA6 1S6MCA6 1G6MCA6 -06 68.9 2.71 476 1.87 6.6 0.26 222 0.87
1A8MCA6 -06 80.2 3.6 59.0 232 8.8 0.35 296 1.17
1A8MCAS8 1S8MCA8 -08 86.7 341 60.2 2.37 8.8 0.35 296 1.17
TA10MCA8 -08 93.7 3.69 68.2 2.69 1.5 045 33.6 132
TA10MCA10 1S10MCA10 -10 94.4 372 684 2.69 11.5 0.45 33.6 132
1A12MCA12 1S12MCA12 -12 107.1 4.22 80.0 3.15 139 0.55 40.7 1.60
1A16MCA16 1S16MCA16 -16 136.1 5.36 101.7 4.00 199 0.78 52.5 2.07
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sé\eroquip

MCB

Male snap to connect (STC) 90° elbow

Braided series

PART DIMENSIONS

o o e Hose
1A part # Nipple part # OTC part # size
mm in mm in mm in

1A4MCB4 -04 49.7 1.96 29.6 117 4.2 017 36.1 142
1A6MCB4 1S6MCB4 1G6MCB4 -04 53 2.09 32.8 1.29 6.6 0.26 39.6 1.56
1A6MCB6 1S6MCB6 1G6MCB6 -06 553 218 34.0 134 6.6 0.26 39.6 1.56
1A6MCB6.055 -06 55.3 218 34.0 134 6.6 0.26 54.8 216
1A8MCB6 1S8MCB6 -06 624 246 41 1.62 8.8 035 524 2.06
1A8MCB8 1S8MCB8 1G8MCB8 -08 67.8 267 423 1.67 88 035 53.0 2.09
1A10MCB8 1S10MCB8 -08 744 293 484 191 11.5 045 60.4 238
1A8MCB10 1S8MCB10 -10 68.7 2.70 426 1.68 8.8 035 53.0 2.09
1AT0MCB10 1S1T0MCB10 1G10MCB10 -10 779 3.07 48.5 191 1.5 0.45 60.4 2.38
1A10MCB10.067 1S10MCB10.067 1G10MCB10.067 -10 74.6 294 48.5 191 11.5 045 67.0 264
1A12MCB12 1512MCB12 1G12MCB12 -12 85.6 3.37 58.5 2.30 139 0.55 75.7 298
1A16MCB16 1S16MCB16 1G16MCB16 -16 107.3 4.22 729 2.87 199 0.78 90.0 3.54
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5A\eroquip

Braided series

MCC

Male snap to connect (STC) 90° long drop elbow

PART DIMENSIONS
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o o Hose
1A part # Nipple part # size A D K H
mm in mm in mm in mm in

TA4MCC4 -04 494 1.94 29.3 1.15 4.2 0.17 61.2 241
TA6MCC4 1S6MCC4 -04 529 2.08 32.8 1.29 6.6 0.26 70.6 2.78
TA6MCC6 1S6MCC6 -06 553 218 34.0 1.34 6.6 0.26 70.6 2.78
TA6MCC8 -08 60.7 2.39 35.2 1.39 6.6 0.26 70.6 2.78
TA8MCC8 1S8MCC8 -08 67.8 2.67 42.3 1.67 8.8 0.35 88.0 346
TAT10MCC10 1S10MCC10 -10 74.8 294 48.5 191 1.5 045 98.4 3.87
T1A12MCC12 1512MCC12 -12 85.6 3.37 585 2.30 139 0.55 123.7 4.87
1A16MCC16 -16 106.7 4.20 729 2.87 199 0.78 148.2 5.83
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5A\eroquip

1R series

MP

Male Pipe

HOSE SIZEINFO  DIMENSIONS

PART

° ' . New field
Nipple/nipple | attachable Thread | Hose
Assy part# | assy socket size size EQD
mm in mm in mm in
TRA2MP4 4202-2-4S 1RA4 1/8-27 -04 551 217 28,7 1.13 43 017
TRA4MP4 4202-4-4S 1RA4 1/4-18 -04 599 2.36 33,5 1.32 43 017
TRA4MP6 4202-4-6S 1RA6 1/4-18 -06 68,1 2.68 394 1.55 76 0.30
TRA6MP6 4202-6-6S 1RA6 3/8-18 -06 69,8 2.75 369 1.45 79 0.31
TRA6MP8 4202-6-8S 1RA8 3/8-18 -08 71,6 2.82 34,3 1.35 99 0.39
TRA8MP8 4202-8-8S 1RA8 1/2-14 -08 78,0 3.07 40,6 1.60 99 0.39
TRA12MP12 | 4202-12-12S 1RA12 3/4-14 -12 90,2 3.55 49,5 1.95 15,5 0.61
TRA16MP16 | 4202-16-16S 1RA16 1-111/2 -16 108,0 4.25 54,1 213 20,8 0.82
o . ’
=1
4> g A
FJ
SAE 37° (JIC) swivel
PART HOSE SIZE INFO DIMENSIONS
° ' ' New field
Nipple/nipple | attachable Thread Hose
Assy part# | assy socket size size EQ@
mm in mm in mm in
TRA4FJ4 4103-4-4-4S 1RA4 7/16/20 -04 63,5 2.50 37,1 146 43 017
TRA6FJ6 4103-4-6-6S 1RA6 9/16-18 -06 739 291 45,2 1.78 79 0.31
TRA8FJ8 4103-4-8-8S 1RA8 3/4-16 -08 80,8 3.18 42,8 1.68 99 0.39
TRA12FJ12 4103-4-12S 1RA12 11/16-12 -12 96,5 3.80 559 2.20 15,5 0.61
1RA16FJ16 | 4103-4-16S 1RA16 15/16-12 -16 110,0 433 56,1 2.21 20,8 0.82
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sé\eroquip

1R series

MJ

SAE 37° (JIC) male flare

x>
[0
1)
Q
<.
o
o
<
O
Q
S
o
%]
%]
w
=
=,
[°%
)
[}
fo)
=
3
©
=
-+
=
=
Q
wv

PART HOSE SIZE INFO DIMENSIONS
° : . New field
Nipple/nipple | attachable Thread Hose

Assy part# | assy socket size size A D EQD

mm in mm in mm in
1RA4MJ4 4203-4-4S 1RA4 7/16-20 -04 594 2.34 33,0 1.30 4,3 017
1RA6MJ6 4203-6-6S 1RA6 9/16-18 -06 67,8 2.67 391 1.54 79 0.31
1RA8MJ8 4203-8-8S 1RA8 3/4-16 -08 754 297 376 148 99 0.39
1RA12MJ12| 4203-12S 1RA12 11/16-12 -12 93,0 3.66 52,3 2.06 15,5 0.61
1RA16MJ16| 4203-16S 1RA16 15/16-12 -16 1074 4.23 533 2.10 20,8 0.82

FJA

SAE 37° (JIC) swivel 45° elbow

PART HOSE SIZE INFO DIMENSIONS
a ' ' New field

Nipple/nipple | attachable Thread Hose
Assy part # assy socket size size A D E@ DIMH

mm in mm in mm in mm in

TRA4FJA4 185287-4S 1RA4 7/16-20 -04 60,2 2.37 33,8 1.33 4,3 017 8,4 0.33
TRA6FJA6 185287-6S 1RA6 9/16-18 -06 699 2.75 4,1 1.62 79 0.31 99 0.39
TRA8FJA8 185287-8S 1RA8 3/4-16 -08 82,3 3.24 45,0 1.77 99 0.39 14,0 0.55
TRA12FJA12 185287-12S 1RA12 11/16-12 -12 104,3 41 62,7 240 14,8 0.58 19,8 0.78
1RA16FJA16 185287-16S 1RA16 15/16-12 -16 124,0 4.88 699 2.75 20,8 0.82 27,2 1.07
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5A\eroquip

1R series

FJB

SAE 37° (JIC) swivel 90° elbow (short)

PART HOSE SIZE INFO DIMENSIONS
o . . New field
Nipple/nipple | attachable| Thread Hose

Assy part # assy socket size size A D EQ@ DIM H
mm in mm in mm in mm in

1RA4FJB4 185264-4S 1RA4 7/16-20 -04 60,0 2.36 31,0 1.22 39 0.15 173 0.68

1RAG6FJB6 185264-6S 1RA6 9/16-18 -06 673 2.65 38,6 1.52 79 0.31 21,6 0.85

1RA8FJB8 185264-8S 1RA8 3/4-16 -08 76,2 3.00 39,1 1.54 99 0.39 27,7 1.09

1RA12FJB12 185264-12S 1RA12 11/16-12 -12 1029 4.05 62,2 245 15,5 0.61 46,2 1.82

1RA16FJB16 185264-16S 1RA16 15/16-12 -16 19,1 4.69 65,0 2.56 20,8 0.82 60,7 2.39

FJC

SAE 37° (JIC) swivel 90° elbow (long)

PART HOSE SIZE INFO DIMENSIONS

o _ _ New field

Nipple/nipple | attachable Thread Hose
Assy part # assy socket size size A D E@ DIM H
mm in mm in mm in mm in

TRA4FJC4 185263-4S 1RA4 7/16-20 -04 69,1 272 36,1 142 6,2 0.24 45,7 1.80

TRA6FJC6 185263-6S 1RA6 9/16-18 -06 673 2.65 38,6 1.52 79 0.31 554 218

TRA8FJC8 185263-8S TRA8 3/4-16 -08 79,2 313 42,2 1.66 99 0.39 61,7 243

TRA12FJC12 185263-12S TRA12 11/16-12 -12 1029 4.05 62,2 245 15,5 0.61 94,7 3.73

1RA16FJC16 185263-16S 1RA16 15/16-12 -16 19,1 4.69 65,0 2.56 20,8 0.82 16,3 4.58
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1R series

FR
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ORS swivel
PART HOSE SIZE INFO ~ DIMENSIONS
o . . New field
Nipple/nipple | attachable Thread Hose
Assy part # | assy socket size size A D ED
mm n mm n mm n
1RA4FR4 FJ8732-0404S | 1RA4 9/16/18 | -04 66,5 2.62 40,1 1.58 4 0.16
1RA6FR6 FJ8732-0606S | 1RA6 11/16-16 | -06 749 295 46,2 1.82 6,6 0.26
1RA8FR8 FJ8732-0808S | 1RA8 13/16-16 | -08 859 3.38 479 1.89 9,6 0.38
1RA12FR12 | FJ8732-1212S | 1RA12 13/16-12 -12 101,6 4.00 609 240 14,0 0.55
1RA16FR16 | FJ8732-1616S | 1RA16 17/16-12 -16 179 4.64 63,8 2.51 19.8 0.78
FRA
ORS swivel 45° elbow
PART HOSE SIZE INFO DIMENSIONS
o : : New field
Nipple/nipple | attachable Thread Hose
Assy part # assy socket size size A D E@ DIM H
mm in mm in mm in mm in
1RA4FRA4 FJ8733-0404S | 1RA4 9/16-18 -04 63,0 248 40,1 1.58 4,3 017 104 041
TRA6FRA6 FJ8733-0606S | 1RA6 11/16-16 -06 709 2.79 46,2 1.82 6,6 0.26 109 043
TRA8FRA8 FJ8733-0808S | 1RA8 13/16-16 -08 83,3 3.28 48,5 191 9,7 0.38 15,0 0.59
1RA12FRA12 FJ8733-1212S | 1RA12 13/16-12 -12 105,4 415 60,9 240 15,5 0.61 21,1 0.83
1RA16FRA16 FJ8733-1616S | 1RA16 17/16-12 -16 124,7 491 72,5 2.85 19,3 0.76 24,1 0.95
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5A\eroquip

1R series

FRB

ORS swivel 90° elbow

PART HOSE SIZE INFO DIMENSIONS
a ‘ . New field
Nipple/nipple | attachable Thread Hose

Assy part # assy socket size size EQ@ DIMH
mm in mm in mm in mm in

1RA4FRB4 FJ8734-0404S | 1RA4 9/16-18 -04 589 2.32 32,5 1.28 4,3 017 20,8 0.82

TRA6FRB6 FJ8734-0606S | 1RA6 11/16-16 -06 69,1 2.72 36,1 1.42 6,2 0.24 23,1 091

1RA8FRB8 FJ8734-0808S | 1RA8 13/16-16 -08 76,5 3.01 39,1 1.54 97 0.38 29,2 1.15

TRA12FRB12 | FJ8734-1212S | 1RA12 13/16-12 -12 1029 4.05 62,2 245 15,5 0.61 47,8 1.88

1RA16FRB16 | FJ8734-1616S | 1RA16 17/16-12 -16 191 4.69 65,3 2.57 20,6 0.81 56,1 2.21

FRC

ORS swivel 90° elbow long drop

PART HOSE SIZEINFO ~ DIMENSIONS

o ‘ _ New field

Nipple/nipple | attachable Thread Hose

Assy part # assy socket size size E@ DIMH
mm in mm in mm in mm in

1RA4FRC4 FJ8735-0404S | 1RA4 9/16-18 | -04 589 232 32.5 1.28 43 0.17 457 1.80

1RA6FRC6 FJ8735-0606S | 1RA6 11/16-16 | -06 704 277 417 1.64 6.6 0.26 54.1 213

1RA8FRC8 FJ8735-0808S | 1RA8 13/16-16 | -08 79.5 313 41,7 1.64 94 0.37 63.2 249

1RA12FRC12 | FJ8735-1212S | 1RA12 13/16-12 -12 1029 4.05 62.2 245 155 0.61 96.0 378

1RA16FRC16 | FJ8735-1616S | 1RA16 17/16-12 | -16 1191 4.69 65.3 257 20.6 0.81 1143 4.50

150 Aeroquip by Danfoss Rubber Hydraulic Hose & Fitting Catalog



sé\eroquip

MP

2R series

Male Pipe
PART HOSE SIZE INFO DIMENSIONS
° New field
Nipple/nipple | attachable Thread Hose

Assy part # assy socket size size A EQD

mm in mm in mm in
2RA4MP4 4202-4-4S 2RA4 1/4/18 -04 63,5 2.50 33,8 133 4,3 0.17
2RA6MP6 4202-6-6S 2RA6 3/8-18 -06 699 275 35,8 141 79 0.31
2RA6MP8 4202-6-8S 2RA8 3/8-18 -08 72 2.84 34,5 1.36 99 0.39
2RA8MP8 4202-8-8S 2RA8 1/2-14 -08 74,5 3.09 401 1.58 99 0.39
2RA12MP12 | 4202-12-12S 2RA12 3/4-14 -12 91,7 3.61 44,2 1.74 15,5 0.61
2RA12MP16 | 4202-16-16S 2RA16 1-111/2 -16 11,8 440 59,7 235 20,8 0.82

o ——
e —
! é <
SAE 37° (JIC) swivel
PART HOSE SIZE INFO DIMENSIONS
o New field
Nipple/nipple attachable Thread Hose

Assy part # | assy socket size size A E@

mm in mm in mm in
2RA4FJ4 4103-4-4-4S 2RA4 7/16-20 -04 63,2 249 335 1.32 4,3 017
2RA6FJ6 4103-4-6-6S 2RA6 9/16-18 -06 699 2.75 35,8 141 79 0.31
2RAS8FJ8 4103-4-8-8S 2RA8 3/4-16 -08 759 299 376 148 99 0.39
2RA12FJ12 | 4103-4-12S 2RA12 11/16-12 -12 98,1 3.86 53,6 211 15,5 0.61
2RA16FJ16 | 4103-4-16S 2RA16 15/16-12 -16 m,3 4.38 59,2 2.33 20,8 0.82

Aeroquip by Danfoss Rubber Hydraulic Hose & Fitting Catalog 151

x>
[0
1)
Q
=
o
o
<
O
Q
3,
o
%]
%]
w
=
o,
Qo
)
o
N
=
3
©
=
~+
=
=]
(e}
wv




wv
wv
L
c
@©
o
>
o)
o
o}
o
S
()
<
w
o
=
£
=]
=
o
£
=
v
-]
v
32
©
S
(aa]

5A\eroquip

2R series

MJ

SAE 37° (JIC) male flare

PART HOSE SIZE INFO DIMENSIONS
o : ‘ New field
Nipple/nipple attachable Thread Hose
Assy part # assy socket size size A E@
mm in mm in mm in
2RA4MJ4 4203-4-4S 2RA4 7/16-20 -04 63,2 249 335 132 43 0.17
2RA6MJ6 4203-6-6S 2RA6 9/16-18 -06 699 275 373 147 75 0.30
2RA8MJ8 4203-8-8S 2RA8 3/4-16 -08 759 299 376 148 99 0.39
2RA12MJ12 4203-12S 2RA12 11/16-12 -12 94,5 372 470 1.85 15,5 0.61
2RA16FJA16 | 4203-16S 2RA16 15/16-12 -16 11,3 4.38 59,2 233 20,8 0.82
FJA
SAE 37° (JIC) swivel 45° elbow
PART HOSE SIZE INFO DIMENSIONS
o : _ New field
Nipple/nipple | attachable Thread Hose

Assy part # assy. socket size size A E@ DIMH

mm in mm in mm in mm in
2RA4FJA4 185287-4S 2RA4 7/16-20 -04 63,8 2.51 34,0 1.34 39 0.15 8,0 0.32
2RA6FJA6 185287-6S 2RA6 9/16-18 -06 71,6 2.82 376 148 79 0.31 99 0.39
2RA8FJA8 185287-8S 2RA8 3/4-16 -08 82,8 3.26 44,5 175 99 0.39 14,0 0.55
2RA12FJA12 185287-12S 2RA12 11/16-12 -12 1054 415 579 2.28 15,5 0.61 19,8 0.78
2RA16FJA16 185287-16S 2RA16 15/16-12 -16 127,8 5.03 75,7 298 20,8 0.82 27,2 1.07
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FJB

SAE 37° (JIC) swivel 90° elbow (short)

2R series

PART HOSE SIZE INFO DIMENSIONS
o : : New field
Nipple/nipple | attachable Thread Hose

Assy part # assy socket size size E@ DIM H
mm in mm in mm in mm in

2RA4FJB4 185264-4S 2RA4 7/16-20 -04 60,9 240 31,2 1.23 43 0.17 173 0.68

2RA6FJB6 185264-6S 2RA6 9/16-18 -06 69,1 2.72 35,1 1.38 79 0.31 216 0.85

2RAS8FJB8 185264-8S 2RA8 3/4-16 -08 76,7 3.02 3922 1.54 94 0.37 27,7 1.09

2RA12FJB12 185264-12S 2RA12 11/16-12 -12 1044 41 56,9 2.24 15,5 0.61 46,2 1.82

2RA16FJB16 185264-16S 2RA16 15/16-12 -16 1229 4.84 709 2.79 20,8 0.82 60,7 2.39

FJC

SAE 37° (JIC) swivel 90° elbow (long)

PART HOSE SIZE INFO DIMENSIONS

o : _ New field

Nipple/nipple | attachable Thread Hose

Assy part # assy socket size size E@ DIMH
mm in mm in mm in mm in

2RA4FJC4 185263-4S 2RA4 7/16-20 -04 60,9 240 31,2 1.23 43 0.17 46,7 1.80

2RA6FJC6 185263-6S 2RA6 9/16-18 -06 69,1 2.72 36,7 145 6,2 0.24 554 2.18

2RA8FJC8 185263-8S 2RA8 3/4-16 -08 76,7 3.02 38,6 1.52 99 0.39 61,7 243

2RA12FJC12 185263-12S 2RA12 11/16-12 -12 104,4 41 569 2.24 15,5 0.61 94,7 3.73

2RA16FJC16 185263-16S 2RA16 15/16-12 -16 1229 4.84 709 2.79 20,8 0.82 16,3 4.58
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5A\eroquip

2R series

FR

ORS swivel
PART HOSE SIZE INFO DIMENSIONS
0 New field
Nipple/nipple | attachable Thread Hose
Assy part# | assy socket size size A E@
mm in mm in mm in
2RA4FR4 FJ8732-0404S | 2RA4 9/16/18 -04 70.1 2.76 40.3 1.59 4.1 0.16
2RA6FR6 FJ8732-0606S | 2RA6 11/16-16 -06 770 3.03 429 1.69 6.6 0.26
2RA8FR8 FJ8732-0808S | 2RA8 13/16-16 -08 86.4 340 48.7 1.92 9.6 0.38
2RA12FR12 | FJ8732-1212S | 2RA12 13/16-12 -12 103.1 4.06 599 2.36 14.0 0.55
2RA16FR16 | FJ8732-1616S | 2RA16 17/16-12 -16 121.7 4.79 69.6 2.74 19.8 0.78
ORS 45° elbow
PART HOSE SIZE INFO DIMENSIONS
o New field
Nipple/nipple | attachable Thread Hose

Assy part # assy socket size size D E@ DIMH

mm in mm in mm in mm in
2RA4FRA4 FJ8733-0404S | 2RA4 9/16-18 -04 66,5 2.62 36,8 145 43 0.17 104 041
2RA6FRA6 FJ8733-0606S | 2RA6 11/16-16 -06 729 2.87 389 1.53 6,6 0.26 109 043
2RA8FRAS8 FJ8733-0808S | 2RA8 13/16-16 -08 83,8 3.30 45,5 1.79 9,7 0.38 15,0 0.59
2RA12FRA12 | FJ8733-1212S | 2RA12 13/16-12 -12 1069 4.21 62,4 246 14,5 0.58 211 0.83
2RA16FRA16 | FJ8733-1616S | 2RA16 17/16-12 -16 1247 491 72,6 2.86 20,6 0.81 239 0.9i4
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FRB

ORS swivel 90° elbow

2R series

PART HOSE SIZE INFO DIMENSIONS
0 _ : New field
Nipple/nipple | attachable Thread Hose

Assy part # assy socket size size A EQ@ DIMH
mm in mm in mm in mm in

2RA4FRB4 FJ8734-0404S | 2RA4 9/16-18 -04 62,7 247 33,0 1.30 4,3 017 20,8 0.82

2RA6FRB6 FJ8734-0606S | 2RA6 11/16-16 -06 69,1 272 36,7 1.45 6,2 0.24 231 091

2RA8FRB8 FJ8734-0808S | 2RA8 13/16-16 -08 77,0 3.03 38,6 1.52 9,7 0.38 29,2 1.15

2RA12FRB12 | FJ8734-1212S | 2RA12 13/16-12 -12 104,4 41 569 2.24 15,5 0.61 47,8 1.88

2RA16FRB16 | FJ8734-1616S | 2RA16 17/16-12 -16 1229 4.84 709 2.79 20,6 0.81 56,1 2.21

FRC

ORS Swivel

PART HOSE SIZE INFO DIMENSIONS

o : _ New field

Nipple/nipple | attachable Thread Hose
Assy part # assy socket size size A D E@ DIMH
mm in mm in mm in mm in

2RA4FRC4 FJ8735-0404S | 2RA4 9/16-18 -04 62,7 247 33,0 1.30 43 017 45,7 1.80

2RA6FRC6 FJ8735-0606S | 2RA6 11/16-16 -06 69,1 2.72 35,1 1.38 6,6 0.26 54,1 213

2RA8FRC8 FJ8735-0808S | 2RA8 13/16-16 -08 770 3.03 38,6 1.52 97 0.38 63,8 2.51

2RA12FRC12 | FJ8735-1212S 2RA12 13/16-12 -12 1044 41 599 2.36 14,8 0.58 96,7 3.80

2RA16FRC16 | FJ8735-1616S 2RA16 17/16-12 -16 1229 4.84 709 2.79 20,6 0.81 14,3 4.50
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Aeroquip by Danfoss | Braided crimp

i-Pac series

Aeroquip by Danfoss
Braided fittings
Field attachable Hi-



5A\eroquip

Field attachable Hi-Pac series

FC5131 (Hi-Pao)
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Male pipe
PART HOSE SIZE INFO DIMENSIONS
n Thread Hose
Part # size size A D E@

mm n mm n mm n
FC5131-0404S 1/4-18 -04 62,5 246 31,5 1.24 43 017
FC5131-0406S 1/4-18 -06 699 2.75 32,5 1.28 79 0.31
FC5131-0606S 3/8-18 -06 699 2.75 32,5 1.28 79 0.31
FC5131-0808S 1/2-14 -08 74,5 3.09 36,6 144 99 0.39
FC5131-1212S 3/4-14 -12 91,7 3.61 44,2 1.74 15,5 0.61
FC5131-1616S 1-111/2 -16 1,8 4.40 58,2 2.29 20,8 0.82

FC5130 (Hi-Pac)

SAE 37° (JIC) female
PART HOSE SIZE INFO DIMENSIONS
a Thread Hose
Part # size size A D EQ@

mm in mm in mm in
FC5130-0404S 7/16-20 -04 66,0 2.60 35,1 1.38 43 0.17
FC5130-0606S 9/16-18 -06 75,7 298 384 1.51 79 0.31
FC5130-0806S 3/4-16 -06 79,0 311 4,7 1.64 79 0.31
FC5130-0808S 3/4-16 -08 81,3 3.20 409 1.61 99 0.39
FC5130-1008S 7/8-14 -08 84,1 3.31 45,7 1.80 99 0.39
FC5130-1010S 7/8-14 -10 874 344 46,5 1.83 12,7 0.50
FC5130-1212S 1.1/16-12 -12 98,0 3.86 50,5 1.99 15,5 0.61
FC5130-1616S 1 5/16-12 -16 13,8 448 60,2 2.37 20,8 0.82
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Field attachable Hi-Pac series

oo"\

FC5133 (Hi-Pac)

SAE 370 (JIC) male flare

PART HOSE SIZE INFO DIMENSIONS
G Thread Hose
Part # size size A D E@

mm in mm in mm in
FC5133-0404S 7/16-20 -04 62,0 244 31,2 1.23 43 0.17
FC5133-0606S 9/16-18 -06 699 2.75 323 1.27 7.6 0.30
FC5133-0806S 3/4-16 -06 739 291 36,3 143 79 0.31
FC5133-0808S 3/4-16 -08 759 299 340 1.34 99 0.39
FC5133-1008S 7/8-14 -08 78,7 3.10 36,6 144 99 0.39
FC5133-1010S 7/8-14 -10 81,8 3.22 409 1.61 12,2 048
FC5133-1212S 11/16-12 -12 94,5 3.72 470 1.85 15,5 0.61
FC5133-1412S | 1 3/16-12 -12 95,5 3.76 47,8 1.88 15,5 0.61
FC5133-1616S | 1 5/16-12 -16 m;3 438 577 2.27 20,8 0.82

FC5379 (Hi-Pac)

SAE male o-ring boss

PART HOSE SIZE INFO DIMENSIONS
a Thread Hose
Part # size size A D E@
mm in mm in mm in
FC52379-10 7/8-14 -08 72, 2.84 30,2 1.19 99 0.39
FC52379-12 9/16-12 -08 76,2 3.00 343 1.35 99 0.39
FC52379-16 15/16-12 -16 99,8 393 46,2 1.82 20,8 0.82

+O-ring not included. For flanges, split flange halves, kits and o-rings, see pages 241-247.
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a Field attachable Hi-Pac series
e
S
A
> o -
o)
2
: : }
S ®
= o
@
{<)]
=
e
=
A FC5144 i
£ (Hi-Pac)
- SAE 370 (JIC) swivel 450 elbow
p
o
o PART HOSE SIZE INFO DIMENSIONS
n Thread Hose
Part # size size A D E@
mm n mm n mm n mm Ial
FC5144-0404S 7/1620|  -04 62,7 247 31,8 1.25 43 0.17 84 0.33
FC5144-0606S 9/16-18|  -06 716 2.82 343 135 79 0.31 99 0.39
FC5144-0806S 3/416|  -06 80,5 317 438 1.70 79 0.31 14,0 0.55
FC5144-0808S 3/416| -08 83,8 3.30 439 173 99 039 14,0 0.55
FC5144-1008S 7/8-14|  -08 876 345 42,2 1.66 99 039 16,3 0.64
FC5144-1010S 7/820|  -10 89,9 3.54 50,5 1.99 12,7 0.50 16,3 0.64
FC5144-1212S 11612 -12 1054 415 579 2.28 15,5 0.61 198 0.78
FC5144-16165 | 1 5/16-12| -16 1278 503 74,2 292 20,8 0.82 272 1.07
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Field attachable Hi-Pac series =z
8
A <.
o ﬁ ©
(o
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o
FC5143 S
- =
(Hi-Pac) E
SAE 37° (JIC) swivel 90° elbow short A
-
=3
=
PART HOSE SIZE INFO DIMENSIONS
a Thread Hose
Part # size size A D ED
mm in mm in mm in mm in
FC5143-0404S 7/16-20 -04 599 2.36 29,2 115 43 0.17 173 0.68
FC5143-0606S 9/16-18 -06 69,1 272 31,8 1.25 79 0.31 21,6 0.85
FC5143-0806S 3/4-16 -06 74,7 294 371 146 79 0.31 27,7 1.09
FC5143-0808S 3/4-16 -08 76,7 3.02 35,1 1.38 99 0.39 27,7 1.09
FC5143-1008S 7/8-14 -08 80,0 3.15 38,1 1.50 99 0.39 31,2 1.23
FC5143-1010S 7/8-14 -10 83,3 3.28 42,4 1.67 12,7 0.50 31,2 1.23
FC5143-1212S 1.1/16-12 -12 104,4 41 56,9 2.24 15,5 0.61 46,2 1.82
FC5143-1616S 1 5/16-12 -16 1229 4.84 69,3 273 20,8 0.82 60,7 2.39
A
QO
| jE
H
—
FC51 42 (Hi-Pac)
SAE 37¢ (JIC) swivel 90° elbow long
PART HOSE SIZE INFO DIMENSIONS
a Thread Hose
Part # size size A D E@
mm n mm in mm n mm n
FC5142-0404S 7/16-20 -04 599 2.36 29,2 115 43 0.17 45,7 1.80
FC5142-0606S 9/16-18 -06 69,1 2.72 31,8 1.25 79 0.31 55,4 218
FC5142-0806S 3/4-16 -06 777 3.06 40,3 1.59 79 0.31 61,7 243
FC5142-0808S 3/4-16 -08 80,0 3.15 38,1 1.50 99 0.39 61,7 243
FC5142-1008S 7/8-14 -08 86,4 340 445 1.75 99 0.39 65,3 2.57
FC5142-010S 7/8-14 -10 89,7 3.53 48,8 192 12,7 0.50 65,3 2.57
FC5142-1212S 11/16-12 -12 104,4 411 56,9 2.24 15,5 0.61 94,7 3.73
FC5142-1616S 1 5/16-12 -16 122,9 4.84 69,3 273 20,8 0.82 116,3 458
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Field attachable Hi-Pac series

FC5380 (Hi-Pac)
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Lifesavert
PART HOSE SIZE INFO ~ DIMENSIONS
a Thread | Hose
Part # size size A Bt D E@

mm in mm in mm in mm in
FC5380-0404S 1/4 -04 50,5 1.99 6,4 0.25 19,6 0.77 4,3 017
FC5380-0606S 3/8 -06 56,4 222 9,7 0.38 191 0.75 79 0.31
FC5380-0808S 1/2 -08 609 240 12,7 0.50 191 0.75 99 0.39
FC5380-1010S 5/8 -10 64,3 2.53 15,7 0.62 234 0.92 12,7 0.50
FC5380-1212S 3/4 -12 72,6 2.86 191 0.75 251 0.99 15,5 0.61
FC5380-1616S 1 -16 84,8 3.34 254 1.00 31,2 1.23 20,8 0.82

1"B" dimension is counterbore diameter for mating tubing.

°

FC5135 (Hi-Pac)

Code 61 SAE J518 straight split flange

PART HOSE SIZE INFO DIMENSIONS
O, e | : : .

mm in mm in mm in mm in
FC5135-0808S -08 30,2 119 77,0 303 35,1 1.38 99 0.39
FC5135-1208S -08 38,1 1.50 78,0 3.07 36,1 142 99 0.39
FC5135-1212S -12 38,1 1.50 89,7 353 42,2 1.66 15,5 0.61
FC5135-1612S -12 44,5 175 99,6 392 52,1 2.05 15,5 0.61
FC5135-616S -16 44,5 175 118,1 4.65 64,5 2.54 20,8 0.82
FC5135-2016S -16 50,8 2.00 118,1 4.65 64,5 2.54 20,8 0.82
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Field attachable Hi-Pac series
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FC5136 (Hi-Pac)

Code 61 SAE J518 22 1/2" split flange
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PART HOSE SIZE INFO DIMENSIONS
a Hose Flange
Part # size head dia. E@ H
mm in mm in mm in mm in mm in
FC5136-0808S -08 30,2 119 95,5 3.76 53,6 211 99 0.39 12,7 0.50
FC5136-1212S -12 38,1 1.50 109,7 432 62,0 244 15,5 0.61 12,7 0.50
FC5136-1612S -12 445 1.75 109,7 432 62,0 244 15,5 0.61 12,7 0.50
FC5136-1616S -16 445 1.75 1229 4.84 69,3 273 20,8 0.82 12,7 0.50
FC5136-2016S -16 50,8 2.00 1229 4.84 69,3 273 20,8 0.82 12,7 0.50
O ﬁ“
D
]
e
H
% é
FC51 37 (Hi-Pac)
Code 61 SAE J518 30" split flange
PART HOSE SIZE INFO DIMENSIONS
a Hose Flange
Part # size head dia. ED H
mm in mm in mm in mm in mm in
FC5137-1212S -12 38,1 4.38 11,3 4.38 63,8 2.51 15,5 0.61 17,5 0.69
FC5137-1612S -12 44,5 4.38 11,3 4.38 63,8 2.51 15,5 0.61 17,5 0.69
FC5137-1616S -16 445 4.61 VAl 461 63,5 2.50 20,8 0.82 12,7 0.50
FC5137-2016S -16 50,8 4.61 n71 461 63,5 2.50 20,8 0.82 12,7 0.50
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a Field attachable Hi-Pac series
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£ FC5138 (Hi-Pac)
S )
° Code 61 SAE J518 45" split flange
)
©
o PART HOSE SIZE INFO DIMENSIONS
G Hose Flange
Part # size head dia. ED H
mm in mm in mm in mm in mm in
FC5138-0808S -08 30,2 119 94,2 371 523 2.06 99 0.39 254 1.00
FC5138-1212S -12 38,1 1.50 110,2 4.34 62,7 247 15,5 0.61 254 1.00
FC5138-1612S -12 445 1.75 11,5 4.39 64,0 252 15,5 0.61 254 1.00
FC5138-1616S -16 445 1.75 1293 5.09 757 298 20,8 0.82 284 112
FC5138-2016S -16 50,8 2.00 1293 5.09 757 298 20,8 0.82 284 112
A
(1) :
4}1
FC51 39 (Hi-Pac)
Code 61 SAE J518 60" split flange
PART HOSE SIZE INFO DIMENSIONS
a Hose Flange
Part # size head dia. A D E@ H
mm in mm in mm in mm in mm in
FC5139-1212S -12 38,1 1.50 114,8 452 67,3 2.65 15,5 0.61 A1 1.62
FC5139-1612S -12 44,5 1.75 114,8 452 67,3 2.65 15,5 0.61 411 1.62
FC5139-1616S -16 44,5 1.75 130,8 515 772 3.04 20,8 0.82 41,7 1.64
FC5139-2016S -16 50,8 2.00 130,8 515 772 3.04 20,8 0.82 41,7 1.64
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Field attachable Hi-Pac series
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FC5140 (Hi-Pao)

Code 61 SAE J518 67 1/2" split flange
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PART HOSE SIZE INFO DIMENSIONS
a Hose Flange
Part # size head dia. ED H

mm in mm in mm in mm in mm in
FC5140-0808S -08 30,2 1.19 88,1 347 46,2 1.82 99 0.39 35,1 1.38
FC5140-1212S -12 38,1 1.50 11,0 437 63,5 2.50 15,5 0.61 4,1 1.62
FC5140-1612S -12 44,5 1.75 11,0 437 63,5 2.50 15,5 0.61 4,1 1.62
FC5140-1616S -16 44,5 1.75 128,7 5.07 75,2 296 20,8 0.82 44,5 1.75
FC5140-2016S -16 50,8 2.00 128,7 5.07 75,2 296 20,8 0.82 445 1.75

1
H

FC5141 (Hi-Pac)
Code 61 SAE J518 90° split flange
PART HOSE SIZE INFO DIMENSIONS
a Hose Flange
Part # size head dia. E@

mm in mm in mm in mm in mm in
FC5141-0808S -08 30,2 1.19 80,0 315 38,1 1.50 99 0.39 411 1.62
FC5141-1208S -08 38,1 1.50 80,0 315 38,1 1.50 99 0.39 411 1.62
FC5141-1212S -12 38,1 1.50 104,4 4.1 569 2.24 15,5 0.61 53,8 212
FC5141-1612S -12 44,5 1.75 104,4 4.1 569 2.24 15,5 0.61 53,8 212
FC5141-1616S -16 445 1.75 1229 4.84 69,3 2.73 20,8 0.82 60,5 2.38
FC5141-2016S -16 50,8 2.00 1229 4.84 69,3 2.73 20,8 0.82 60,5 2.38

NOTE: For correct socket part number, see page I-3.

For flanges, split flange halves, kits and o-rings, see pages 241-247.
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Field attachable Hi-Pac series

FJ9728 (Hi-Pac)

ORS swivel straight
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PART HOSE SIZE INFO DIMENSIONS
a Hose Flange
Part # size head dia A D EQ@

mm n mm n mm n
FJ9728-0404S -04 9/16-18 68,8 271 38,1 1.50 4,3 017
FJ9728-0606S -06 11/16-16 76,7 3.02 394 1.55 6,6 0.26
FJ9728-0808S -08 13/16-16 86,4 340 44,5 1.75 99 0.39
FJ9728-1010S -10 1-14 919 3.62 51,1 2.01 12,7 0.50
FJ9728-1212S -12 1 3/16-12 1029 4.05 554 2.18 15,5 0.61
FJ9728-1616S -16 1 .7/16-12 1214 4.78 68,1 2.68 20,8 0.82

e
b N
o
ko)

FJ9729 (Hi-Pag)
ORS swivel 45° elbow
PART HOSE SIZE INFO DIMENSIONS
a Hose Flange
Part # size head dia A D E@ H

mm in mm in mm in mm in
FJ9729-0404S -04 9/16-18 65,5 2.58 34,5 1.36 3,8 0.15 104 0.41
FJ9729-0606S -06 11/16-16 72,6 2.86 353 1.39 6,1 0.24 109 0.43
FJ9729-0808S -08 13/16-16 83,8 3.30 419 1.65 94 0.37 15,0 0.59
FJ9729-1010S -10 1-14 919 3.62 511 2.01 1,7 0.46 16,5 0.65
FJ9729-1212S -12 1 3/16-12 106,9 4.21 594 2.34 14,7 0.58 211 0.83
FJ9729-1616S -16 1 7/16-12 124,7 491 711 2.80 19,3 0.76 239 094
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Field attachable Hi-Pac series z
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FJ8730 (Hi-Pac) 2
ORS swivel 90° elbow short drop e
Z
=3
PART HOSE SIZE INFO DIMENSIONS Q
“ Hose Flange
Part # size head dia E@ H
mm in mm in mm in mm in
FJ9730-0404S -04 9/16-18 61,5 242 30,7 1.21 38 0.15 20,8 0.82
FJ9730-0606S -06 11/16-16 69,1 2.72 31,8 1.25 6,1 0.24 229 0.90
FJ9730-0808S -08 13/16-16 76,7 3.02 35,1 1.38 94 0.37 29,2 115
FJ9730-1010S -10 1-14 83,3 3.28 42,4 1.67 n,7 046 32,3 1.27
FJ9730-1212S -12 1 3/16-12 104,4 411 56,9 2.24 14,7 0.58 478 1.88
FJ9730-1616S -16 17/16-12 122,9 4.84 69,3 273 19,3 0.76 56,1 2.21
A
D
o
e
N &
e
FJ9731 (Hi-Pac)
ORS swivel 90° elbow long drop
PART HOSE SIZE INFO DIMENSIONS
a Hose Flange
Part # size head dia E@ H
mm in mm in mm in mm in
FJ9731-0404S -04 9/16-18 61,5 242 30,7 1.21 3,8 0.15 45,7 1.80
FJ9731-0606S -06 11/16-16 724 2.85 34,8 137 6,1 0.24 54,1 213
FJ9731-0808S -08 13/16-16 80,0 3.15 38,1 1.50 94 0.37 63,8 2.51
FJ9731-1010S -10 1-14 83,3 3.28 424 1.67 n,7 046 70,1 2.76
FJ9731-1212S -12 1 3/16-12 104,4 41 56,9 2.24 14,7 0.58 96,0 3.78
FJ9731-1616S -16 1 7/16-12 1229 4.84 69,3 273 19,3 0.76 114,3 4.50
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a Field attachable Hi-Pac series
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E FJ7201 (Hi-Pac)

= 300 swivel-metric threads special komatsu

h-

o

() PART HOSE SIZE INFO DIMENSIONS
G Hose
Part # size Thread A D E@

mm n mm n mm n

FJ7201-0306S -06 M18x1.5 79,0 3 4,7 164 64 0.25
FJ7201-0408S -08 M22x1.5 84,3 332 42,2 1.66 94 037
FJ7201-0510S -10 M24x1.5 90,9 358 50,0 197 127 0.50
FJ7201-0612S 12 M30x1.5 103,6 408 56,4 2.22 155 0.61
FJ7201-1016S -16 M33x1.5 1234 4.86 70,1 276 20,3 0.80

FJ7202 Hi-Pac)

Komatsu split flange

PART HOSE SIZE INFO DIMENSIONS
a Hose
Part # size Thread A D ED
mm in mm in mm in mm in
FJ7202-1010S -10 34,3 1.35 114,8 4.52 739 291 n7 046
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Field attachable Hi-Pac series
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FJ7203 (Hi-Pac)

Komatsu split flange 45° elbow

x>
o
(@)
O
<
©
O
s
O
Y]
=l
o
wn
%]
(o]
=
S,
Qo
M
o
N
=
=
e
=h
~*
=
=}
(o]
w

PART HOSE SIZE INFO DIMENSIONS
a Hose
Part # size Thread A D E@ H
mm in mm in mm in mm in mm in
FJ7203-1010S -10 343 1.35 96,5 3.80 55,6 219 1,7 046 21,8 0.86

FJ7204 (Hi-Pac)

Komatsu split flange 90° elbow

PART HOSE SIZE INFO DIMENSIONS
“ Hose
Part # size Thread A D E@ H
mm in mm in mm in mm in mm in
FJ7204-1010S -10 34,3 1.35 89,7 3.53 48,8 1.92 1,7 0.46 76,7 3.02
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Braided fittings

Winner standard series
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Winner

Ordering information
Winner standard crimp fittings

Winner hose fitting 26711 D
part number nomenclature —T [

Fitting series

Material stock code

A = Large hex stock
D = Hex stock female nipple

If material is round stock position collapses

Terminal end size

Hose size

Special suffix code
SM = Backup hex smaller than swivel hex

SP =BSPT with 60° cone

HXX = Special drop length, XX is the drop length in mm

If no special design is required, position collapses

Nut design

T = Captive nut
W = Wire nut

If crimp nut is used or if nut is not required, position collapses

Plating type code
ZF = Zinc Trivalent Chromate (Cr3)
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Winner

Braided - standard fittings

O A
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00110 |

Crimp Socket 1 wire For use with hose: EC115 and EC118

x>
©
o
o)
=
e
O
=
O
(7]
=
O
@
n
@w
=
=
Q.
(1]
o
(o)
=
3
T
-
=
=
=]
Q
[

PART # HOSE SIZE INFO DIMENSIONS WEIGHT

0 Dash

Part # DN Size A oD Weight

mm in mm in kg Ib

00110-04ANZF 6 -04 27,5 1.08 21.0 0.83 0.03 0.07
00110-06ANZF 10 -06 30,0 118 24.3 0.96 0.04 0.08
00110-08ANZF 12 -08 34,0 1.34 28.0 1.10 0.05 0.10
00110-10ANZF 16 -10 370 146 313 1.23 0.06 0.13
00110-12ANZF 20 -12 42,0 1.65 28.7 113 0.08 0.17
00110-16ANZF 25 -16 51,0 2.01 43.5 1.71 0.13 0.28

03310

Crimp Socket 2 wire For use with hose: EC215 and WH004

PART # HOSE SIZE INFO DIMENSIONS WEIGHT

n Dash

Part # DN Size A oD Weight

mm in mm in kg Ib

03310-04NZF 6 -04 305 1.20 230 091 0.04 0.09
03310-06NZF 10 -06 320 1.26 26.0 1.02 0.04 0.09
03310-08NZF 12 -08 34.0 1.34 29.0 114 0.05 0.10
03310-10ANZF 16 -10 35.0 1.38 34.5 1.36 0.06 0.14
03310-12NZF 20 -12 42.0 1.65 370 146 0.08 0.18
03310-16NZF 25 -16 52.0 2.05 46.7 1.84 0.15 033
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a Braided - standard fittings
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4 26711
S
o Female JIC/SAE 37° Swivel For use with hose: EC115, EC215 and EC118
o)
&
[
PART HOSE SIZE INFO DIMENSIONS WEIGHT
“ Terminal D Cut Off /<1>/
Part # End Thread Hose Size A Factor E@ Weight
Dash
Dash Size DN Size mm in mm in mm in mm kg b
26711-04-04ZF -04 7/16"-20 6 -04 43.0 1.69 15.0 0.59 4.0 0.16 14 0.020 0.044
26711-06-04ZF -06 9/16"-18 6 -04 435 1.71 15.5 0.61 4.0 0.16 19 0.032 0.071
26711-06-06ZF -06 9/16"-18 10 -06 455 1.79 15.5 0.61 70 0.28 19 0.037 0.082
26711-08-06ZF -08 3/4"-16 10 -06 475 1.87 175 0.69 70 0.28 22 0.054 0.119
26711-08-08ZF -08 3/4"-16 12 -08 50.0 197 18.5 0.73 99 0.39 22 0.060 0132
26711-10-08ZF -10 7/8"-14 12 -08 50.5 1.99 19.0 0.75 10.0 0.39 27 0.090 0.198
26711-10-10ZF -10 7/8"-14 16 -10 535 211 19.5 0.77 12.0 047 27 0.100 0.220
26711-12-12ZF -12 11/16"-12 20 -12 60.0 2.36 215 0.85 15.0 0.59 32 0.130 0.287
26711-16-16ZF -16 15/16"-12 25 -16 70.0 2.76 23.0 091 21.0 0.83 41 0.210 0463
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Winner

26711D

Female JIC/SAE 37° Swivel*

For use with hose: EC115, EC215 and EC118

Braided - standard fittings

D

A

——

@
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PART HOSE SIZE INFO DIMENSIONS WEIGHT
Fg# Eirdmlnal Thread Hose Size FDaEtuotrOff ED /<1>/ @ Weight
Dash
Dash Size DN Size mm in mm in mm in mm mm kg Ib
26711D-04-04ZF -04 7/16"-20 6 | -04 57.0 2.24 290 1.14 4.0 0.16 14 14 0.03 0.07
26711D-06-04ZF -06 9/16"-18 6 | -04 59.0 2.32 31.0 1.22 39 0.15 19 19 0.04 0.10
26711D-06-06ZF -06 9/16"-18 10 | -06 61.0 240 31.0 1.22 6.9 0.27 19 19 0.05 0.10
26711D-08-06ZF -08 3/4"-16 10 | -06 66.0 2.60 36.0 142 6.9 0.27 22 22 0.08 0.18
26711D-08-08ZF -08 3/4"-16 12 | -08 67.0 2.64 35.5 140 9.8 0.38 22 22 0.08 0.17
26711D-10-08ZF -10 7/8"14 12 | -08 70.5 278 390 1.54 9.9 0.39 27 27 0.10 0.23
26711D-10-10ZF -10 7/8"14 16 -10 61.0 240 270 1.06 12.0 047 27 27 0.12 0.26
26711D-12-10ZF -12 11/16"-12 16 -10 79.5 313 45.5 1.79 1.9 047 32 32 0.18 0.39
26711D-12-12ZF -12 11/16"-12 20 -12 84.5 333 46.0 1.81 14.9 0.59 32 32 0.19 041
26711D-12-16ZF -12 13/16™12 25 -16 95.0 374 48.0 1.89 209 0.82 32 36 0.23 0.50
26711D-16-12ZF -16 15/16™12 20 -12 86.6 341 48.1 1.89 14.9 0.59 41 41 0.30 0.65
26711D-16-16ZF -16 15/16™12 25 -16 96.7 3.81 49.7 1.96 209 0.82 41 41 0.32 0.71
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Winner

a Braided - standard fittings
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34 26741
S
5 Female JIC/SAE 37° Swivel 45° Elbow For use with hose: EC115, EC215 and EC118
©
©
[
PART HOSE SIZE INFO DIMENSIONS WEIGHT
o Ter-
minal D Cut Off /<1>/
Part # End Thread Hose Size A Factor EQ H Weight
Dash Dash
Size DN Size mm in | mm in | mm in | mm in | mm kg Ib
26741-04-04ZF -04 7/16"-20 6 -04 63.1 | 248 351 1.38 4.0 0.16 13.0 | 051 14| 0.035 | 0.077
26741-06-06ZF -06 9/16"-18 10 -06 68.8 | 271 388 1.53 7.0 0.28 14.8 | 0.58 19 | 0.062 0.137
26741-08-08ZF -08 3/4"-16 12 -08 76.8 | 3.02 453 1.78 10.0 0.39 190 | 0.75 22 0105 | 0.231
26741-10-10ZF -10 7/8"-14 16 -10 884 | 348 544 214 12.0 047 221 | 0.87 27 0.146 | 0.322
26741-12-12ZF -12 1.1/16"-12 20 -12 978 | 3.85 59.3 2.33 15.0 0.59 242 | 095 32 | 0240 | 0529
26741-16-16ZF -16 1 5/16"-12 25 -16 1213 | 478 74.3 293 210 0.83 287 | 113 41 0400 | 0.882
26741-04-04H10ZF -04 7/16"-12 6 -04 590 | 232 | 310 122 39| 015 | 100 | 039 14 0.01 0.01
26741-06-04H11ZF -06 9/6"-18 6 -04 600 | 236 | 3.02 | 126 39| 015 11.0 | 043 19 0.01 0.02
26741-06-06H11ZF -06 9/6™-18 | 10 -06 657 | 259 | 357 | 141 69 | 027 11.0 | 043 19 0.05 0.1
26741-08-06TZF -08 3/4"-16 | 10 -06 704 | 277 | 404 | 159 69| 027 | 150 | 0.59 22 0.07 0.15
26741-08-08H15ZF -08 3/4"-16 | 12 -08 789 | 31 474 | 1.87 99| 039 | 150 | 059 22 0.07 0.16
26741-10-10H16ZF -10 7/8"-14 16 -10 874 | 344 534 2.10 1.9 047 16.0 | 0.63 27 0.12 0.26
26741-12-12H21ZF =12 111612 | 20 12 954 | 376 | 569 | 224 | 149| 059 | 210 0.83 32 0.19 042
26741-16-16H24ZF -16 15/16"-12 | 25 -16 11947 | 47 | 7247 | 285 | 209 | 082 | 240 | 094 4 0.36 0.80
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Braided - standard fittings P
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26791 S
°
Female JIC/SAE 370 Swivel 90° Elbow For use with hose: EC115, EC215 and EC118 o
=
Q@
PART HOSE SIZE INFO DIMENSIONS WEIGHT &
o Terminal D Cut Off /<E>/
Part # End Thread Hose Size A Factor ED H Weight
Dash
Dash Size DN Size | mm in | mm in | mm in | mm in | mm kg Ib
26791-04-04ZF -04 7/16"-20 6 -04 58.0 2.28 | 300 118 40| 016 | 263 | 104 14 0.040 0.088
26791-06-04ZF -06 9/16"-18 6 -04 58.0 228 | 300 118 40| 016 | 270 | 106 19 0.048 0.106
26791-06-06ZF -06 9/16"-18 10 -06 64.5 254 | 345 | 136 70 | 028 | 315| 124 19 0.070 0.154
26791-08-08ZF -08 3/4"-16 12 -08 71.0 280 | 395 | 1.56 10.0 | 039 | 400 | 157 22 0.118 0.260
26791-10-08ZF -10 7/8"-14 12 -08 71.0 280 | 395 | 1.56 10.0 | 039 | 420 | 1.65 27 0132 0.291
26791-10-10ZF -10 7/8"-14 16 -10 83.0 327 | 490 | 193 120 | 047 | 475 | 187 27 0.190 0.419
26791-12-12ZF -12 1.1/16"-12 20 -12 93.0 3.66 | 545 | 215 150 | 059 | 535 | 21 32 0.300 0.661
26791-16-16ZF -16 1.5/16"-12 25 -16 | 118.0 465 | 710 280 | 21.0| 083 | 66.1 | 260 41 0.460 1.014
26791-04-04H21ZF -04 7/16"-20 6 -04 | 553 | 218 | 273 | 107 39| 015 | 210 | 083 14 0.03 0.06
26791-06-04H23ZF -06 9/16"-18 6 -04 | 553 | 218 | 273 | 1.07 39| 015 | 230 | 091 19 0.04 0.09
26791-06-06H23ZF -06 9/16"-18 10 -06 | 618 | 243 | 318 | 125 69 | 027 | 23.0| 091 19 0.05 0.11
26791-06-06H54ZF -06 9/16"-18 10 -06 | 645 | 254 | 345 | 136 69 | 027 | 540 | 213 19 0.08 0.17
26791-08-06H29ZF -08 3/4"-16 10 -06 | 685 27 | 385 | 152 69 | 027 | 290 | 114 22 0.08 0.17
26791-08-08H29ZF -08 3/4"-16 12 -08 | 785 | 3.09 | 470 | 1.85 99 | 039 | 290 | 114 22 0.08 0.18
26791-10-08H32ZF -10 7/8"-14 12 -08 76.0 299 | 445 | 175 99| 039 | 320 | 1.26 27 0.11 0.25
26791-10-10H32ZF -10 7/8"-14 16 -10 83.5 329 | 495 | 195 119 | 047 | 320 | 1.26 27 0.12 0.27
26791-12-10H48ZF -12 111612 16 -10 83.0 327 | 490 | 193 119 | 047 | 480 | 1.89 32 0.21 0.46
26791-12-10H96ZF -12 11/16™12 16 10| 830 | 327 | 490 | 193 | 120 | 047 | 960 | 378 32 0.26 0.58
26791-12-12H48ZF -12 11/16™12 20 -2 928 | 365 | 543 | 214 | 149 | 059 | 480 | 1.89 32 0.22 049
26791-12-12H96ZF -12 11/16™12 20 -12 | 930 | 366 | 545 | 215 | 149 | 059 | 960 | 3.78 32 033 0.72
26791-16-16H56ZF -16 15/16"-12 25 -16 | 1183 466 | 713 | 281 209 | 0.82 | 56.0 22 41 0.48 1.06
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Winner

Braided - standard fittings

24211

Female ORS Swivel For use with hose: EC115, EC215 and EC118

PART HOSE SIZE INFO DIMENSIONS WEIGHT
“ Terminal _ D Cut Off /<E>/ .
Part # End Thread Hose Size Factor ED Weight
Dash
Dash Size DN Size mm in mm in mm in mm kg Ib
24211-04-04ZF -04 9/16"x18 6 -04 50.5 1.99 22.5 0.89 4.0 0.16 17 0.034 0.075
24211-06-06ZF -06 11/16"%16 10 -06 555 219 255 1.00 70 0.28 22 0.055 0.121
24211-08-08ZF -08 13/16"x16 12 -08 59.5 2.34 28.0 1.10 10.0 0.39 27 0.086 0.190
24211-10-10ZF -10 1"x14 16 -10 67.0 2.64 33.0 1.30 12.0 047 30 0.120 0.265
24211-12-12ZF -12 1 3/16"x12 20 -12 73.5 2.89 35.0 1.38 15.0 0.59 36 0.195 0430
24211-16-16TZF -16 1 7/16"x12 25 -16 82.0 3.23 35.0 1.38 21.0 0.83 41 0.260 0.573
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Winner

Braided - standard fittings P
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24211D S
o
Female ORS Swivel* For use with hose: EC115, EC215 and EC118 =
=
@
PART HOSE SIZE INFO DIMENSIONS WEIGHT
“ Terminal D Cut Off
Part # End Thread Hose Size A Factor ED /G>/ @ Weight
) Dash
Dash size DN Size mm in mm in mm in mm mm kg Ib
24211D-04-04ZF -04 9/16"-18 6 -04 56.0 2.20 28.0 1.10 4.00 0.16 19 17 0.04 0.09
24211D-06-04ZF -06 11/16"-16 6 -04 60.5 2.38 325 1.28 4.00 0.16 22 22 0.07 0.15
24211D-06-06ZF -06 11/16"-16 10 -06 63.5 2.50 335 1.32 7.00 0.28 22 22 0.08 0.17
24211D-06-08ZF -06 11/16"-16 12 -08 65.5 2.58 34.0 1.34 10.0 0.39 22 22 0.09 0.19
24211D-08-06ZF -08 13/16"-16 10 -06 65.5 2.58 355 140 7.00 0.28 24 24 0 0.24
24211D-08-08ZF -08 13/16"-16 12 -08 675 2.66 36.0 142 10.0 0.39 24 24 0.1 0.24
24211D-08-10ZF -08 13/16"-16 16 -10 710 2.80 370 146 1.9 0.47 24 24 0.13 0.29
24211D-10-08SMZF -10 114 12 -08 70.0 2.76 385 1.52 10.0 0.39 24 30 0.14 0.30
24211D-10-08ZF -10 1"-14 12 -08 72.5 2.85 41.0 1.61 9.90 0.39 30 30 017 0.36
24211D-10-10SMZF -10 114 16 -10 74.0 291 39.0 1.54 1.5 0.45 24 30 0.16 0.35
24211D-10-10ZF -10 114 16 -10 76.0 299 42.0 1.65 1.9 0.47 30 30 018 0.39
24211D-10-12ZF -10 114 20 -12 81.5 3.21 43.0 1.69 15.0 0.59 30 30 0.20 0.44
24211D-12-08ZF -12 13/16"-12 12 -08 75.8 298 44.3 1.74 9.90 0.39 36 36 0.25 0.56
24211D-12-10ZF -12 13/16"-12 16 -10 79.5 3.13 455 1.79 1.9 0.47 36 36 0.26 0.56
24211D-12-12ZF -12 13/16"-12 20 -12 84.0 3.31 455 1.79 14.9 0.59 36 36 0.26 0.58
24211D-12-16ZF -12 13/16"-12 25 -16 93.5 3.68 46.5 1.83 209 0.82 36 36 0.29 0.65
24211D-16-12ZF -16 17/16"12 20 -12 86.5 341 48.0 1.89 14.9 0.59 41 41 0.33 0.73
24211D-16-16ZF -16 17/16"-12 25 -16 96.0 3.78 49.0 1.93 209 0.82 41 41 0.36 0.78
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Winner

Braided - standard fittings
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24241

Female ORS Swivel 45° Elbow  For use with hose: EC115, EC215 and EC118
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PART HOSE SIZE INFO DIMENSIONS WEIGHT
a Terminal D Cut Off @
Part # End Thread Hose Size A Factor ED H Weight
Dash Dash
size DN | Size mm in | mm in | mm in | mm in | mm kg Ib
24241-04-04H10ZF -04 9/16"-18 6 -04 | 595 | 234 | 345 1.36 39 0.15 10 | 0.39 17| 003 | 0.07
24241-04-06H10ZF -04 9/16"-18 10 -06 | 669 | 263 369 1.45 70 | 0.28 10 | 0.39 17| 0.04 | 0.09
24241-06-04H11TZF -06 11/16"-16 6 -04 | 635 2.50 355 1.40 39 0.15 " 0.43 22 | 006 | 013
24241-06-06H11ZF -06 11/16"-16 10 -06 | 649 | 256 | 349 1.37 70 | 0.28 " 0.43 22 | 006 | 012
24241-08-06H15TZF -08 13/16"-16 10 -06 713 2.81 413 1.63 69 | 027 15 0.59 24| 008 | 017
24241-08-08H15ZF -08 13/16"-16 12 -08 | 809 319 | 494 1.94 99 | 039 15 0.59 24 011 | 0.24
24241-10-08H16TZF -10 114 12 -08 | 824 | 324 | 509 | 200 10.0 | 0.39 16 | 0.63 30 015 ] 034
24241-10-10H16ZF -10 114 16 -10 | 86.6 341 526 2.07 11.9 047 16 | 0.63 30 014 | 0.30
24241-12-12H21ZF -12 13/16"-12 20 -12 1 1069 | 4.21 684 | 269 149 | 0.59 21 0.83 36 | 029 | 0.64
24241-16-16H24TZF -16 17/16"-12 25 -16 | 1234 | 4.86 764 | 3.01 209 | 0.82 24 | 094 41 036 | 0.80
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Winner

Braided - standard fittings
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24291

Female ORS Swivel 90° Elbow For use with hose: EC115, EC215 and EC118
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PART HOSE SIZE INFO DIMENSIONS WEIGHT

o Terminal ‘ D Cut Off @ .

Part # End Thread Hose Size A Factor ED H Weight

Dash
Dash Size DN Size mm in | mm in | mm in | mm in | mm kg b

24291-04-04ZF -04 9/16"'x18 6 -04 58.0 | 228 | 300 1.18 4.0 0.16 41.0 1.61 171 0,052 | 0.115
24291-06-06ZF -06 11/16"x16 10 -06 653 | 257 | 353 | 139 70 | 028 | 425 | 017 22 10,090 | 0.198
24291-08-08ZF -08 13/16"x16/ 12 -08 72.5 2.85 41.0 1.61 10.0 | 0.39 575 2.26 27 | 0,145 | 0.320
24291-10-10ZF -10 1"x14/ 16 -10 90.0 | 354 | 56.0 | 220 12.0 047 | 66.0 | 260 30 | 0,235 | 0.518
24291-12-12ZF -12 1.3/16"x12] 20 -2 11040 | 409 | 655 | 258 150 | 059 | 770 | 3.03 36 | 0,390 | 0.860
24291-16-16TZF -16 1.7/16"x12] 25 -16 1239 | 4.88 76.9 3.03 210 | 083 675 | 266 41 10504 | 111
24291-04-04H21ZF -04 9/16"18 6 -04 595 | 234 315 1.24 4.0 0.16 210 | 083 17| 0.04 | 0.08
24291-06-04H23TZF -06 11/16"-16 6 -04 595 | 234 31.5 1.24 39 0.15 23.0 091 22 | 0.06 0.13
24291-06-04H38TZF -06 111616 6 -04 580 | 228 | 300 | 118 39| 015 | 380 | 150 22| 007 | 015
24291-06-04H54TZF -06 11/16™-16 6 -04 580 | 228 | 300 | 118 39 | 015 | 540 | 213 22| 008 | 017
24291-06-06H23ZF -06 11/16"-16 10 -06 64.5 254 | 345 1.36 70 | 028 | 230 091 22 | 0.06 0.12
24291-06-06H38ZF -06 11/16™-16 10 -06 660 | 260 | 360 | 142 69 | 027 | 380 | 150 22| 007 | 016
24291-06-06H54ZF -06 11/16™-16 10 -06 653 | 257 | 353 | 139 70 | 028 | 540 | 213 22| 008 | 0.17
24291-06-08H23ZF -06 111616 12 -08 729 | 287 | 414 | 163 99| 039 | 230 | 091 22| 008 | 017
24291-08-06H29TZF -08 13/16-16 10 -06 66.0 | 260 | 360 142 70 | 0.28 29.0 1.14 24 | 0.08 018
24291-08-08H29ZF -08 13/16-16 12 -08 73.0 | 287 41.5 1.63 90 | 035 29.0 1.14 24 0.10 0.21
24291-08-08H41ZF -08 13/16-16f 12 -08 790 | 311 | 475 | 187 99| 039 | 410 | 161 24| 013 | 028
24291-08-08H64ZF -08 13/16™-16f 12 -08 725 | 285 | 410 | 161 99 | 039 | 640 | 252 241 015| 034
24291-08-10H29ZF -08 13/16-16 16 10 86.7 341 52.7 2.07 19 | 047 29.0 1.14 24 0.13 0.28
24291-10-08H32TZF -10 114 12 -08 74.0 291 42.5 1.67 100 | 039 | 320 1.26 30 0.15 0.34
24291-10-08H47TZF -10 114 12 -08 725 | 285 | 410 | 161 99| 039 | 470 | 1.85 30| 017 | 037
24291-10-08H70TZF -10 114 12 -08 725 | 285 | 410 | 161 99| 039 | 700 | 276 30| 019 | 042
24291-10-10H32ZF -10 114 16 -10 83.5 329 | 495 1.95 12.0 047 320 1.26 30 014 | 032
24291-10-10H47ZF -10 114 16 -10 90.0 | 354 | 56.0 | 220 19 | 047 47.0 1.85 30| 020 | 045
24291-10-10H70ZF -10 114 16 -10 900 | 354 | 560 | 220 | 120 | 047 | 700 | 276 30| 024 | 054
24291-10-12H32ZF -10 114 20 =12 908 | 357 | 523 | 206 | 149 | 059 | 320 | 1.26 30 | 0.00 | 0.0
24291-12-10H48TZF -12 13/16-120 16 -10 90.0 | 354 | 56.0 | 220 12.0 047 | 48.0 1.89 36 | 026 | 0.58
24291-12-10H96TZF -12 13/16-120 16 -10 90.0 | 354 | 560 | 220 | 119 | 047 | 9.0 | 378 36 | 033 | 073
24291-12-12H48ZF -12 13/16-120 20 -12 [ 1060 | 417 | 675 | 266 | 149 | 059 | 480 | 1.89 36 | 031 | 068
24291-12-12H58ZF =12 13/16-12 20 -12 11060 | 417 | 675 | 266 | 149 | 059 | 580 | 228 36 | 032 | 071
24291-12-12H96ZF -12 13/16-121 20 -12 1040 | 409 | 655 2.58 149 | 059 | 96.0 3.78 36 | 046 1.01
24291-16-12H56TZF -16 17/16 20 -12 1040 | 409 | 655 2.58 149 | 059 | 56.0 | 220 41 041 0.90
24291-16-16H56TZF -16 17/16"-12) 25 -16 1198 | 472 | 728 | 287 209 | 082 | 56.0 | 220 41 044 | 096
24291-16-16H114TZF 816 17/16™-12) 25 -6 | 1239 | 488 | 769 | 3.03| 200 | 079 14 | 449 41| 064 | 141
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Winner

Braided - standard fittings

15611

Male Pipe - NPTF  For use with hose: EC115, EC215 and EC118
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PART HOSE SIZE INFO DIMENSIONS WEIGHT
a Terminal : D Cut Off @ :
Part # End Thread Hose Size A Factor EQ Weight
Dash
Dash Size DN Size mm in mm in mm in mm kg Ib
15611-F02-04ZF -02 1/8"x27 6 -04 50.5 1.99 225 0.89 4.0 0.16 12 0.015 0.033
15611-F04-04ZF -04 1/4"x18 6 -04 56.0 2.20 28.0 1.10 4.0 0.16 17 0.030 | 0.066
15611-F04-06ZF -04 1/4"x18 10 -06 575 2.26 275 1.08 70 0.28 17 0.032 0.070
15611-F06-06ZF -06 3/8'x18 10 -06 59.0 2.32 29.0 1.14 70 0.28 19 0.048 0.106
15611-F08-06ZF -08 1/2"x14 10 -06 64.0 2.52 34.0 1.34 70 0.28 22 0.068 0.150
15611-F08-08ZF -08 1/2"x14 12 -08 66.0 2.60 345 1.36 10.0 0.39 22 0.075 0.165
15611-F12-12ZF -12 3/4"x14 20 -12 770 3.03 385 1.52 15.0 0.59 27 0130 | 0.286
15611-F16-16ZF -16 1"x11.5 25 -16 93.5 3.68 46.5 1.83 210 0.83 36 0.230 | 0.506

16711 2

Male JIC/SAE 37°  For use with hose: EC115, EC215 and EC118

PART HOSE SIZE INFO DIMENSIONS WEIGHT
- Terminal . D Cut Off @ .
Part # End Thread Hose Size A Factor EQ Weight
Dash
Dash Size DN Size mm in mm in mm in mm kg Ib
16711-06-04ZF -06 9/16"x18 6 -04 54.5 215 26.5 1.04 4.00 0.16 17 0.03 0.07
16711-08-06ZF -08 3/4"x16 10 -06 61.5 242 315 1.24 7.00 0.28 22 0.06 0.14
16711-08-08ZF -08 3/4"x16 12 -08 63.5 2.50 320 1.26 9.90 0.39 22 0.06 0.13
16711-10-08ZF -10 7/8"x14 12 -08 65.5 2.58 340 1.34 10.0 0.39 24 0.08 0.19
16711-10-10ZF -10 7/8"x14 16 -10 69.0 272 35.0 138 12.0 047 24 0.09 0.20
16711-12-10ZF -12 11/16"x12 16 -10 735 2.89 395 1.56 12.0 047 30 0.12 0.26
16711-16-12ZF -16 15/16"x12 20 -12 81.5 3.21 43.0 1.69 15.0 0.59 36 0.19 0.42
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Winner

Braided - standard fittings
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14211

Male ORS  For use with hose: EC115, EC215 and EC118
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PART HOSE SIZE INFO DIMENSIONS WEIGHT
a Terminal . D Cut Off /<E>/ .
Part # End Thread Hose Size A Factor EQ Weight
Dash
Dash Size DN Size mm in mm in mm in mm kg Ib
14211-06-04ZF -06 11/16"-16 6 -04 | 520 2.05 24.0 094 39 0.15 19 0.04 0.08
14211-06-06ZF -06 11/16"-16 10 -06 | 540 213 24.0 094 6.7 0.26 19 0.04 0.09
14211-08-06ZF -08 13/16™-16 10 -06 | 575 2.26 275 1.08 7.0 0.28 22 0.06 0.13
14211-08-08ZF -08 13/16"-16 12 -08 | 60.0 2.36 28.5 112 9.6 0.38 22 0.07 0.15
14211-10-08ZF -10 1"-14 12 -08 | 640 2.52 325 1.28 10.0 0.39 27 0.11 0.24
14211-12-10ZF -12 13/16"-12 16 -10 | 700 2.76 36.0 142 12.0 047 32 0.16 0.36
14211-12-12ZF -12 13/16™-12 20 121 750 295 36.5 144 15.0 0.59 32 0.17 0.38
14211-16-12ZF -16 17/16"-12 20 12| 755 297 370 146 14.9 0.59 38 0.23 0.50

16011

Male Boss O-Ring  For use with hose: EC115, EC215 and EC118

PART HOSE SIZE INFO DIMENSIONS WEIGHT

“ Terminal D Cut Off /<E>/

Part # End Thread Hose Size A Factor EQ Weight

Dash Size DN Dash Size mm in mm in mm in mm kg Ib

16011-06-04ZF -06 9/16"-18 6 -04 50.5 1.99 225 0.89 39 0.15 17 0.03 0.06
16011-06-06ZF -06 9/16"-18 10 -06 52.5 2.07 225 0.89 6.9 0.27 17 0.03 0.07
16011-08-06ZF -08 3/4"-16 10 -06 53.5 211 235 093 6.9 0.27 22 0.05 0.10
16011-08-08ZF -08 3/4"-16 12 -08 55.5 219 24.0 094 99 0.39 22 0.06 0.12
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5A\eroquip

Hose to fitting chart

Match the fitting
to the hose: spiral

4S series fittings (pg 187 - 236)

Premium core hose: @ @
Standard core hose: @

6S series fittings (pg 187 - 236)

TW series fittings (pg 237 - 240)

For use with hoses: See page: For use with hoses: See page: For use with hoses: See page:
GH493 @ | # FC500 @ | s0 EC600 53
FC736 48 F273B 51 GH506 66
EC525 49 EC810 52 GH466 68
FC500 @ | 50 EC600 @ | s3 EC850 70
F2738 51 FC606 67 EC910 71
EC810 52 GH466 68

EC600 @ | s3 EC850 70

GH506 66 EC420 @ | =

FC254 65

FC636 69

EC850 70

EC415 @ | s

EC420 @ | =
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Spiral - 4S and 6S series
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MP

Male Pipe NPTF - Rigid (Straight)
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DIMENSIONS

4SA8MP12 -8 19 -12 1/ 84,6 333 48,4 1.90 14,2 0.56 7/8
4SA12MP12 -12 19 -12 3/4 859 3.38 49,6 1.95 14,2 0.56 1116
4SA16MP12 -16 19 -12 1-111/2 84,8 334 48,6 191 14,2 0.56 13/8
4SA12MP16 -12 25 -16 3/4 89,1 3.51 49,2 1.94 19,2 0.75 13/8
4SA16MP16 -16 25 -16 1-111/2 94,0 3.70 54,1 213 19,2 0.75 13/8
4SA20MP16 -20 25 -16| 11/4-111/2 90,4 3.56 50,5 1.99 19,2 0.75 111/16
4SA16MP20 -16 31 -20 1-111/2 107,6 4.24 525 2.07 25.2 0.99 1.7/16
4SA20MP20 -20 31 20] 11/4-111/2 1196 471 64,4 2.54 25,2 0.99 111/16
4SA24MP24 24 38 24| 11/2-111/2 143,2 5.64 65,2 2.57 31,1 1.22 2
4SA32MP32 -32 51 -32 2-111/2 1501 591 72,1 2.84 42,1 1.66 21/2

6SA16MP16 -16 25 -16 1-111/2 94,0 3.70 54,1 213 19,2 0.75 13/8
6SA20MP20 -20 31 =201 11/4-111/2 1204 4.74 64,4 2.54 252 0.99 1 1/16
6SA24MP24 -24 38 241 11/2-111/2 143,2 5.64 65,2 2.57 31,1 1.22 2
6SA32MP32 -32 51 -32 2-111/2 1501 591 72,1 2.84 42,1 1.66 2.1/2
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Spiral - 4S and 6S series

PS

Male Pipe NPTF - Swivel (Straight)
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PART HOSE SIZE INFO DIMENSIONS

4SA16PS16 | -16 25 -16 1 11/2 110,2 4.34 70,1 2.76 19,2 0.75 11/2
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5A\eroquip

Spiral — 4S and 6S series

o .

A

MJ

Male JIC/37° - Rigid (Straight)

PART HOSE SIZE INFO DIMENSIONS
Terminal
g)art # Ergge Size | DN Is—i|geS © Thread A D EQ /G>/
mm in mm in mm in in

4SAT10MJ12 | -10 19 -12 7/8 84,3 3.32 48,2 1.90 12,3 0.48 15/16
4SA12MJ12 | 12 19 -12 11/16 86,9 342 50,8 2.00 14,2 0.56 11/8
4SA14MJ12 | 14 19 -12 13/16 83,1 3.27 47,0 1.85 14,2 0.56 1 1/4
4SA16MJ12 | -16 19 -12 15/16 83,6 3.29 47,5 1.87 14,2 0.56 13/8
4SA16MJ16 | -16 25 -16 15/16 93,7 3.69 54,0 213 19,2 0.75 13/8
4SA20MJ16 | 20 25 -16 15/8 99,6 3.92 60,0 2.36 19,2 0.76 111/16
4SA20MJ20 | 20 31 -20 15/8 15,7 4.56 60,5 2.38 25,2 0.99 111/16
4SA24MJ24 | 24 38 -24 17/8 151,3 596 73,3 2.89 311 1.22 2
4SA32MJ32 | 32 51 -32 21/2 163,8 6.45 85,8 3.38 42,1 1.66 2 5/8

& See note below

A When assembled with all Danfoss components, all SAE 37° JIC male and The 45° and 90° elbow configurations in the -12 size meet a 3.2:1 burst
female terminal ends in the 4S & 6S product line are rated at the pressures  the 45° and 90° elbow configurations in the -16 size achieve a 2.8:1 burst;
listed in the table above and have passed one million impulse cycles at the 45° and 90° elbow configurations in the -20 size meet a 4:1 burst and
133% of this pressure. All straight configurations achieve a 4:1 burst. the 45° & 90° elbow configurations in the -24 size meet a 2.4:1 burst.
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EA\eroquip

Spiral - 4S and 6S series

A ‘ A
(1) (2 D
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FJ

Female JIC/37° swivel (Straight)
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PART HOSE SIZE INFO DIMENSIONS
0 -Ili-ﬁrdminal Hose /<E>/ @
4S part # Hose Size | DN size Thread A D EQ

mm in mm in mm in in mm in
4SA10FJ12 -10 19 -12 7/8 75,0 295 38,8 153 12,3 048 1 30,0 1.3/16
4SA12FJ)12 -12 19 -12 1116 82,0 3.23 45,7 1.80 14,2 0.56 1 1/4 30,0 13/16
4SA14F)12 -14 19 -12 13/16 775 3.05 4,3 1.63 14,2 0.56 13/8 30,0 13/16
4SA16FJ12 -16 19 -12 15/16 80,2 3.16 44,0 173 14,2 0.56 11/2 30,0 1.3/16
4SA12FJ16 -12 25 -16 11/16 78,8 3.10 391 1.54 15,5 0.61 11/4 41,0 15/8
4SA16FJ16 -16 25 -16 15/16 89,2 3.51 493 194 19,2 0.76 11/2 41,0 15/8
4SA20FJ16 -20 25 -16 15/8 85,8 338 46,0 1.81 19,2 0.76 2 41,0 15/8
4SA16FJ20 -16 31 -20 15/16 99,1 3.90 43,7 172 25,2 0.99 11/2 46,0 113/16
4SA20FJ20 -20 31 -20 15/8 101,6 4.00 46,3 1.82 25,2 0.99 2 46,0 113/16
4SA24FJ20 24 31 -20 17/8 106,8 4.20 51,5 2.03 25,2 0.99 2 1/4 46,0 113/16
4SA24FJ24 24 38 24 17/8 1349 5.31 56,8 224 31 1.22 2 1/4 57,0 2 1/4
4SA32FJ32 -32 51 -32 2172 146,0 575 68,0 2.68 42,1 1.66 27/8
a 'F[ﬁrdminal Hose @ @
6S part # Hose Size | DN size Thread A D EQD
6SA16FJ16 -16 25 -16 15/16 89,2 3.51 49,3 1.94 19,2 0.76 1172 41,0 15/8
6SA20FJ20 -20 31 -20 15/8 102,3 4.03 46,3 1.82 25,2 099 2 46,0 | 113/16
6SA24FJ20 -24 31 -20 17/8 1075 4.23 515 2.03 25,2 099 2.1/4 46,0 | 113/16
6SA24FJ24 -24 38 -24 17/8 1349 531 56,8 2.24 311 1.22 21/4 57,0 2 1/4
6SA32FJ32 -32 51 -32 21/2 146,0 5.75 68,0 2.68 42,1 1.66 27/8

& See note below

& When assembled with all Danfoss components, all SAE 370 JIC male The 45° and 90° elbow configurations in the -12 size meet a 3.2:1 burst
and female terminal ends in the 4S & 6S product line are rated at the the 45° and 90° elbow configurations in the -16 size achieve a 2.8:1 burst;
pressures listed in the table above and have passed one million impulse the 450 and 90° elbow configurations in the -20 size meet a 4:1 burst and
cycles at 133% of this pressure. All straight configurations achieve a 4:1 the 45° & 90° elbow configurations in the -24 size meet a 2.4:1 burst.
burst.
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sA\eroquip

Spiral - 4S and 6S series

FJA

Female JIC/37° swivel (45° elbow)
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HOSE SIZE INFO DIMENSIONS

4SA12FJA12 -12 19 -12 11/16 1123 4.42 76,1 3.00 14,2 0.56 290 1.14 11/4
4SA16FJA12 -16 19 -12 15/16 1336 5.26 97,5 3.84 14,2 0.56 38,0 1.50 1172
4SA16FJA16 -16 25 -16 15/16 128,8 507 89,3 352 19,2 0.76 38,0 1.50 1172
4SA20FJA16 -20 25 -16 15/8 120,1 4.73 804 317 19,2 0.75 320 1.26 2
4SA20FJA20 -20 31 -20 15/8 1356 534 804 317 252 0.99 320 1.26 2
4SA24FJA24 -24 38 -24 17/8 212,0 8.35 134,0 5.28 31,1 1.22 43,0 169 |2 1/4

6SA20FJA20 -20 31 -20 15/8 136,4 537 80,4 317 252 0.99 320 1.26 2

6SA24FJA24 -24 38 -24 17/8 212,0 8.35 1340 5.28 31,1 1.22 43,0 169 |2 1/4

A See note below

A When assembled with all Danfoss components, all SAE 37° JIC male The 45° and 90° elbow configurations in the -12 size meet a 3.2:1 burst
and female terminal ends in the 4S & 6S product line are rated at the the 45° and 90° elbow configurations in the -16 size achieve a 2.8:1 burst;
pressures listed in the table above and have passed one million impulse the 45° and 90° elbow configurations in the -20 size meet a 4:1 burst and
cycles at 133% of this pressure. All straight configurations achieve a 4:1 the 45° & 90° elbow configurations in the -24 size meet a 2.4:1 burst.
burst.
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5A\eroquip

Spiral - 4S and 6S series

FJB

Female JIC/37° swivel (90° elbow)

PART

HOSE SIZE INFO DIMENSIONS

4SA12FJB12 -12 19 -12 11/16 101,3 399 65,3 257 14,2 0.56 58,0 2.28 11/4
4SA16FJB12 -16 19 -12 15/16 110,0 4.33 73,8 291 14,2 0.56 71,0 2.80 1172
4SA16FJB16 -16 25 -16 15/16 13,1 445 735 2.89 19,2 0.76 71,0 2.80 1172
4SA20FJB16 -20 25 -16 15/8 n71 4.61 774 3.05 19,2 0.75 78,0 3.07 2
4SA20FJB20 -20 31 -20 15/8 132,6 522 774 3.05 252 099 78,0 3.07 2
4SA24FJB24 -24 38 24 17/8 208,9 8.22 130,8 5.15 311 1.22 104,0 4.09 2 1/4

6SA16FJB16 -16 25 -16 15/16 1131 4.45 735 2.89 190 0.75 71,0 2.80 1172
6SA20FJB20 -20 31 -20 15/8 1334 5.25 774 3.05 252 0.99 78,0 3.07 2
6SA24FJB24 24 38 24 17/8 208,9 8.22 130,8 5.15 31,1 1.22 104,0 4.09 2 1/4

A See note below

A When assembled with all Danfoss components, all SAE 370 JIC male

192

and female terminal ends in the 4S & 6S product line are rated at the
pressures listed in the table above and have passed one million impulse
cycles at 133% of this pressure. All straight configurations achieve a 4:1
burst.
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The 45° and 90° elbow configurations in the -12 size meet a 3.2:1 burst
the 45° and 90° elbow configurations in the -16 size achieve a 2.8:1 burst;
the 45° and 90° elbow configurations in the -20 size meet a 4:1 burst and
the 450 & 90° elbow configurations in the -24 size meet a 2.4:1 burst.



5A\eroquip

Spiral - 4S and 6S series

o b

FJC

Female JIC/37° swivel (90° Elbow - Long Drop)

PART HOSE SIZE INFO DIMENSIONS
Terminal
gaart # Eno(ge Size | DN Is—ilgg ¢ Thread A D EQD H @
mm in mm in mm in mm in in
4SA12FJC12 -12 19 -12 11/16 101,3 399 65,3 257 14,2 0.56 96,0 378 11/4
4SA16FJC16 -16 25 -16 15/16 12,5 443 73,5 2.89 19,0 0.75 114,0 4.49 11/2
4SA20FJC20 -20 31 -20 15/8 132,6 522 774 3.05 25,2 0.99 129,0 5.08 2

& See note below

A When assembled with all Danfoss components, all SAE 37 JIC male The 45° and 90° elbow configurations in the -12 size meet a 3.2:1 burst
and female terminal ends in the 4S & 6S product line are rated at the the 45° and 90° elbow configurations in the -16 size achieve a 2.8:1 burst;
pressures listed in the table above and have passed one million impulse the 45° and 90° elbow configurations in the -20 size meet a 4:1 burst and
cycles at 133% of this pressure. All straight configurations achieve a 4:1 the 45° & 90° elbow configurations in the -24 size meet a 2.4:1 burst.
burst.
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sA\eroquip

Spiral - 4S and 6S series

FJG

Female JIC/37¢ - swivel (60° elbow)
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PART HOSE SIZE INFO DIMENSIONS
0 Terminal
End Hose /<1>/
4S part # Hose Size | DN size Thread A D EQD H
mm in mm in mm in mm in in
4SA12FJG12 -12 19 -12 11/16 127,0 5.00 90,8 3.58 14,2 0.56 389 1.53 11/4
4SA16FJG16 -16 25 -16 15/16 144,4 5.69 104,8 412 19,2 0.76 476 1.87 11/2

& See note below

A When assembled with all Danfoss components, all SAE 37¢ JIC male The 45° and 90° elbow configurations in the -12 size meet a 3.2:1 burst
and female terminal ends in the 4S & 6S product line are rated at the the 45° and 90° elbow configurations in the -16 size achieve a 2.8:1 burst;
pressures listed in the table above and have passed one million impulse the 45° and 90° elbow configurations in the -20 size meet a 4:1 burst and
cycles at 133% of this pressure. All straight configurations achieve a 4:1 the 45° & 90° elbow configurations in the -24 size meet a 2.4:1 burst.
burst.
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sA\eroquip

Spiral - 4S and 6S series
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MB

Male O-ring boss - Rigid (Straight)
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HOSE SIZE INFO DIMENSIONS

4SA12MB12 -12 19 -12 11/16 78,7 3.10 42,5 1.67 14,2 0.56 11/4
4SA16MB16 -16 25 -16 15/16 88,1 347 48,5 191 19,2 0.76 11/2
4SA20MB20 -20 31 -20 15/8 109,5 4.31 54,4 214 25,2 0.99 17/8
4SA24MB24 -24 38 -24 17/8 1341 5.28 56,0 2.21 311 1.22 21/8
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5A\eroquip

Spiral - 4S and 6S series

FS

Female SAE 45¢ flare swivel (straight)
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HOSE SIZE INFO DIMENSIONS

4SA12FS12 -12 19 -12 11/16 61,5 242 254 1.00 14,2 0.56 11/4 13/16
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sA\eroquip

Spiral - 4S and 6S series

(1) :

MR

Male ORS - rigid (straight)
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PART HOSE SIZE INFO DIMENSIONS

4SA12MR12 -12 19 -12 13/16 80,8 3.18 44,4 1.75 14,2 0.56 11/4
4SA16MR12 -16 19 -12 17/16 78,2 3.08 419 1.65 14,2 0.56 1172
4SA16MR16 -16 25 -16 17/16 87,7 345 479 1.89 19,2 0.76 1172
4SA20MR16 -20 25 -16 111716 81,1 3.19 41,5 1.63 19,2 0.76 13/4
4SA20MR20 -20 31 -20 111716 1071 4.22 52,0 2.05 252 0.99 13/4
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5A\eroquip

Spiral — 4S and 6S series

()

FR

Female ORS swivel (straight)

PART HOSE SIZE INFO DIMENSIONS

mm in mm in mm in in mm in
4SA10FR12 -10 19 -12 1 74,4 293 38,1 1.50 14,2 0.56 11/8 300 | 1 3/16
4SA12FR12 -12 19 -12 13/16 774 3.05 41,2 1.62 14,2 0.56 13/8 300 | 1 3/16
4SA16FR12 -16 19 -12 17/16 79,2 312 43,1 1.70 14,2 0.56 15/8 300 | 1 3/16
4SA12FR16 -12 25 -16 13/16 80,5 317 40,8 1.61 19,2 0.76 13/8 41,0 15/8
4SA16FR16 -16 25 -16 17/16 82,4 3.24 42,6 1.68 19,2 0.76 15/8 41,0 15/8
4SA20FR16 -20 25 -16 111716 82,4 3.24 42,7 1.68 19,2 0.76 17/8 41,0 15/8
4SA20FR20 -20 31 -20 111716 99,0 3.90 43,8 1.72 25,2 0.99 17/8 46,0 | 113/16
4SA24FR24 -24 38 -24 2 1257 4.95 476 1.87 31,1 1.22 21/4 570 21/4

6SA16FR16 -16 25 -16 17/16 824 3.24 42,6 1.68 19,2 0.76 15/8 41,0 15/8
6SA20FR16 -20 25 -16 111/16 82,4 3.24 42,7 1.68 19,2 0.76 17/8 41,0 15/8
6SA20FR20 -20 31 -20 111/16 99,8 393 43,8 1.72 25,2 0.99 17/8 46,0 | 113/16
6SA24FR24 24 38 -24 2 1257 4.95 476 1.87 311 1.22 2 1/4 57,0 21/4

198 Aeroquip by Danfoss Rubber Hydraulic Hose & Fitting Catalog



sA\eroquip

Spiral - 4S and 6S series

FRA

Female ORS swivel (45° elbow)
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E INFO DIMENSI

4SA12FRA12 -12 19 -12 13/16 108,7 4.28 72,5 2.85 14,2 0.56 24,0 0.94 1 3/8
4SA16FRA12 -16 19 -12 17/16 1199 4.72 83,7 3.30 14,2 0.56 28,0 1.10 15/8
4SA16FRA16 -16 25 -16 17/16 112,8 444 73,0 2.87 19,2 0.76 28,0 1.10 15/8
4SA20FRA16 -20 25 -16 111/16 136,7 5.38 97,0 3.82 19,2 0.76 31,0 1.22 17/8
4SA20FRA20 -20 31 -20 111/16 1534 6.04 98,1 3.86 25,2 0.99 31,0 1.22 17/8
4SA24FRA24 -24 38 -24 2 212,0 8.35 134,0 5.28 31,1 1.22 43,0 1.69 2 1/4
- o
6SA16FRA16 -16 25 -16 17/16 112,8 444 73,0 2.87 19,2 0.76 28,0 1.10 1 5/8
6SA20FRA16 -20 25 -16 111/16 136,7 5.38 97,0 3.82 19,2 0.76 31,0 1.22 17/8
6SA20FRA20 -20 31 -20 111/16 1541 6.07 98,1 3.86 25,2 0.99 31,0 1.22 17/8
6SA24FRA24 -24 38 24 2 212,0 8.35 134,0 5.28 311 1.22 43,0 1.69 2 /4
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5A\eroquip

Spiral — 4S and 6S series

FRB

Female ORS swivel (90° elbow)

PART S NI DIMENSIONS

4SA10FRB12 -10 19 -12 1 91,5 3.60 553 218 14,2 0.56 323 | 127 11/8
4SA12FRB12 -12 19 -12 13/16 1044 4N 68,1 2.68 14,2 0.56 580 | 228 13/8
4SA16FRB12 -16 19 -12 17/16 171 4.61 80,9 3.19 14,2 0.56 71,0 | 280 15/8
4SA12FRB16 -12 25 -16 13/16 1075 4.23 67,7 2.67 19,2 0.76 580 | 228 13/8
4SA16FRB16 -16 25 -16 17/16 112,8 444 73,0 2.87 19,2 0.76 71,0 | 280 15/8
4SA20FRB16 -20 25 -16 111716 136,5 537 96,8 3.81 19,2 0.76 780 | 3.07 17/8
4SA20FRB20 -20 31 -20 111716 1531 6.03 979 3.85 252 0.99 780 | 3.07 17/8
4SA24FRB20 24 31 -20 2 1529 6.02 979 3.85 252 0.99 86,0 | 339 2 1/4
4SA24FRB24 -24 38 24 2 2089 8.22 130,8 5.15 311 1.22 1040 | 4.09 2 1/4
(1)
6SA16FRB16 -16 25 -16 17/16 12,8 444 73,0 2.87 19,2 0.76 71,0 | 280 15/8
6SA20FRB16 -20 25 -16 111716 136,5 537 96,8 3.81 19,2 0.76 780 | 3.07 17/8
6SA20FRB20 -20 31 -20 111716 1539 6.06 979 3.85 252 0.99 780 | 3.07 17/8
6SA24FRB24 -24 38 -24 2 2089 8.22 130,8 5.15 311 1.22 1040 | 4.09 2 1/4
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5A\eroquip

Spiral - 4S and 6S series

FRC

Female ORS swivel (90° elbow - long drop)
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PART HOSE SIZE INFO DIMENSIONS
Terminal

gaart # E!T)(ge Size | DN 's—i?e?e Thread A D EQD H @
mm in mm in mm in mm in in

4SA10FRC12 -10 19 -12 1 91,5 3.60 553 2.18 14,2 0.56 700 | 276 11/8

4SA12FRC12 -12 19 -12 13/16 104,4 411 68,0 2.68 14,2 0.56 96,0 |3.78 13/8

4SA16FRC12 -16 19 -12 17/16 7] 4.61 809 3.19 14,2 0.56 140 | 449 15/8

4SA16FRC16 -16 25 -16 17/16 12,8 4.44 73,0 2.87 19,2 0.76 140 | 449 15/8

4SA20FRC20 -20 31 -20 111716 152,9 6.02 979 3.85 252 0.99 1290 |5.08 17/8

4SA24FRC20 24 31 -20 2 152,9 6.02 979 3.85 252 0.99 1410 | 555 21/4

4SA24FRC24 24 38 24 2 152,9 6.02 979 3.85 252 0.99 1410 | 555 2 1/4
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5A\eroquip

Spiral — 4S and 6S series

FL

SAE Code 61 Flange (straight)
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PART HOSE SIZE INFO DIMENSIONS

4S12FL12 -12 19 -12 38,1 1.50 90,7 3.57 54,5 215 14,2 0.56
4S16FL12 -16 19 -12 44,5 1.75 90,2 3.55 54,0 213 14,2 0.56
4S20FL12 -20 19 -12 50,8 2.00 97,7 3.85 61,5 242 14,2 0.56
4S16FL16 -16 25 -16 44,5 1.75 93,3 367 53,6 211 19,2 0.76
4S20FL16 -20 25 -16 50,8 2.00 100,8 397 61,1 24 19,2 0.76
4S24FL16 -24 25 -16 60,4 2.38 974 3.83 57,7 2.27 19,2 0.76
4S16FL20 -16 31 -20 44,5 1.75 110,5 4.35 555 218 25,2 0.99
4S20FL20 -20 31 -20 50,8 2.00 174 4.62 62,2 245 25,2 0.99
4S24FL20 -24 31 -20 60,4 2.38 106,7 4.20 516 2.03 252 0.99
4S32FL20 -32 31 -20 714 2.81 1049 413 499 1.96 25,2 0.99
4S24FL24 -24 38 24 60,4 2.38 171,6 6.75 93,6 3.68 31,1 1.22
4S32FL24 -32 38 -24 714 2.81 174,7 6.88 96,7 3.81 311 1.22
4S32FL32 -32 51 -32 714 2.81 1775 6.99 99,5 392 42,1 1.66

6S16FL16 -16 25 -16 44,5 1.75 93,3 3.67 536 211 19,2 0.76
6S20FL20 -20 31 -20 50,8 2.00 118,2 4.65 62,2 245 25,2 0.99
6S24FL24 -24 38 24 60,4 2.38 171,6 6.75 93,6 3.68 311 1.22
6S32FL24 -32 38 24 714 2.81 174,7 6.88 96,7 3.81 311 1.22
6S32FL32 -32 51 -32 714 2.81 1775 6.99 99,5 392 42,1 1.66
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sA\eroquip

Spiral - 4S and 6S series

FLA

SAE Code 61 Flange (45° elbow )
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PART HOSE SIZE INFO DIMENSIONS

4S12FLA12 -12 19 -12 38,1 1.50 13,8 4.48 776 3.06 14,2 0.56 27,0 1.06
4S16FLA12 -16 19 -12 44,4 1.75 1279 5.04 91,7 3.61 14,2 0.56 320 1.26
4S12FLA16 -12 25 -16 38,1 1.50 116,9 4.60 772 3.04 19,2 0.76 27,0 1.06
4S16FLA16 -16 25 -16 444 1.75 131,0 5.16 91,3 3.59 19,2 0.76 32,0 1.26
4S20FLA16 -16 31 -20 444 1.75 1521 599 97,0 3.82 25,2 0.99 32,0 1.26
4S16FLA20 -20 25 -16 50,8 2.00 150,2 591 110,5 4.35 19,2 0.76 390 1.54
4S20FLA20 -20 31 -20 50,8 2.00 166,8 6.57 11,6 4.39 25,2 0.99 390 1.54
4S24FLA20 -24 31 -20 60,4 2.38 161,6 6.36 106,6 4.20 25,2 0.99 395 1.34
4S24FLA24 -24 38 | 24 60,3 2.37 2143 844 136,3 537 311 1.22 45,0 1.77
4S32FLA24 -32 38 | 24 714 2.81 251,0 9.88 173,0 6.81 311 1.22 575 2.26
4S32FLA32 -32 51 -32 714 2.81 2539 10.00 1759 6.92 42,1 1.66 575 2.26
2
6S16FLA16 -16 25 -16 44,4 1.75 131,0 5.16 91,3 3.59 19,2 0.76 32,0 1.26
6S20FLA16 -20 25 -16 50,8 2.00 150,2 591 110,5 4.35 19,2 0.76 390 1.54
6S20FLA20 -20 31 -20 50,8 2.00 167,6 6.60 11,6 4.39 25,2 0.99 390 1.54
6S24FLA24 -24 38 | 24 60,3 2.37 2143 8.44 136,3 537 311 1.22 45,0 1.77
6S32FLA24 -32 38 | 24 714 2.81 251,0 9.88 173,0 6.81 311 1.22 575 2.26
6S32FLA32 -32 51 -32 714 2.81 2539 10.00 1759 6.92 42,1 1.66 575 2.26
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EA\eroquip

Spiral — 4S and 6S series

FLB

SAE Code 61 Flange (90° elbow )
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PART HOSE SIZE INFO DIMENSIONS
n E(re]rdmmal Hose | Flange Head
4S part # Hose Size | DN | size Dia. K@ A D EQ@ H

mm in mm in mm in mm in mm in
4S12FLB12 -12 19 -12 38,1 1.50 108,5 4.27 72,3 2.85 14,2 0.56 59,0 2.32
4S16FLB12 -16 19 -12 44,4 1.75 122,8 4.84 86,6 341 14,2 0.56 71,0 2.80
4S20FLB12 -20 19 -12 50,8 2.00 1085 4.72 723 2.85 14,2 0.56 65,0 256
4S16FLB16 -16 25 -16 444 1.75 126,0 4.96 86,2 339 19,2 0.76 710 2.80
4S16FLB16.116 -16 25 -16 444 1.75 126,0 4.96 86,2 339 19,2 0.76 116,0 4.57
4S20FLB16 -20 25 -16 50,8 2.00 145,2 572 1054 | 415 19,2 0.76 89,0 350
4S24FLB16 -24 25 -16 60,4 238 136,5 537 96,8 3.81 19,2 0.76 819 322
4S16FLB20 -16 31 -20 44,4 1.75 1471 5.79 91,9 3.62 25,2 0.99 71,0 2.80
4S20FLB20 -20 31 -20 50,8 2.00 161,8 6.37 106,5 4.19 252 0.99 89,0 350
4S24FLB20 -24 31 -20 604 238 1529 6.02 979 3.85 252 0.99 819 322
4S24FLB24 -24 38 -24 60,3 2.37 208,9 822 1309 5.15 31,1 1.22 104,0 4.09
4S32FLB24 -32 38 -24 714 2.81 2474 9.74 1694 6.67 311 122 138,0 543
4S32FLB32 -32 51 -32 714 2.81 250,3 9.85 1722 | 678 42,1 1.66 1380 543
a -II—Z—Erwajmmal Hose | Flange Head
6S part # Hose Size | DN | size Dia. K@ A D EQD H
6S16FLB16 -16 25 -16 444 1.75 126,0 4.96 86,2 339 19,2 0.76 710 2.80
6S20FLB16 -20 25 -16 50,8 2.00 145,2 572 1054 | 445 19,2 0.76 89,0 350
6S20FLB20 -20 31 -20 50,8 2.00 162,5 6.40 106,5 4.19 252 0.99 89,0 350
6S24FLB24 -24 38 -24 60,3 2.37 208,8 822 1308 5.15 311 1.22 104,0 4.09
6S32FLB24 -32 38 -24 714 2.81 2474 9.74 1694 6.67 31,1 122 1380 543
6S32FLB32 -32 51 -32 714 281 2503 9.85 1722 | 678 42,1 1.66 1380 543
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5A\eroquip

Spiral — 4S and 6S series

FLD

SAE Code 61 Flange (22.5° elbow )
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PART HOSE SIZE INFO BIIYISNS[OINS
0 Terminal

End Hose Flange Head
4S part # Hose Size | DN size Dia. K@ A D EQD H

mm in mm in mm in mm in mm in

4S512FLD12 -12 19 -12 38,1 1.50 121,3 4.78 85,1 3.35 14,2 0.56 11,6 046
4516FLD12 -16 25 -12 44,4 1.75 136,7 538 100,5 3.96 14,2 0.56 13,5 0.53
4S516FLD16 -16 25 -16 444 1.75 139,8 5.50 100,1 3.94 19,2 0.76 135 0.53
4S20FLD16 -20 25 -16 50,8 2.00 160,9 6.33 121,2 4.77 19,2 0.76 16,3 0.64
4S20FLD20 -20 31 -20 50,8 2.00 1773 6.98 122,3 4.81 25,2 0.99 16,3 0.64
4S524FLD20 -24 31 -20 60,4 2.38 173,6 6.83 176 4.63 25,2 0.99 171 0.67
4S524FLD24 -24 38 -24 60,3 2.37 2264 891 148,4 5.84 311 1.22 18,8 0.74
4S32FLD24 -32 38 -24 714 2.81 266,7 10.50 188,7 743 311 1.22 23,5 0.93
4S32FLD32 -32 51 -32 714 2.81 269,6 10.61 191,5 7.54 42,1 1.66 23,5 0.93
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sA\eroquip

Spiral — 4S and 6S series

FLE

SAE Code 61 Flange (67.5° elbow )
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PART HOSE SIZE INFO DIMENSIONS
0 Eﬁiﬁmmal Hose | Flange Head
4S part # Hose Size | DN size Dia. K@ A D EQ H

mm in mm in mm in mm in mm in
4S12FLE12 -12 19 -12 38,1 1.50 128,6 5.06 924 3.64 14,2 0.56 43,2 1.70
4S16FLE12 -16 19 -12 44,4 1.75 147,0 5.79 110,8 4.36 14,2 0.56 51,5 2.03
4S16FLE16 -16 25 -16 44,4 1.75 1501 591 10,3 434 19,2 0.76 51,5 2.03
4S20FLE16 -20 25 -16 50,8 2.00 1754 6.91 1357 534 19,2 0.76 64,4 2.54
4S20FLE20 -20 31 -20 50,8 2.00 191,8 755 136,8 539 25,2 0.99 64,4 2.54
4S24FLE20 24 31 -20 60,4 238 180,8 7.12 1258 495 252 0.99 59,5 234
4S24FLE24 24 38 24 60,3 237 244,2 9.61 166,2 6.54 31 1.22 75,2 296
4S32FLE24 -32 38 24 714 2.81 2941 11.58 216,1 8.51 3171 1.22 99,3 391
4S32FLE32 -32 51 -32 714 2.81 297,0 11.69 219,0 8.62 42,1 1.66 99,3 391
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5A\eroquip

Spiral - 4S and 6S series

FLF

SAE Code 61 Flange (30° elbow )
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PART HOSE SIZE INFO DIMENSIONS
“ Terminal

End Hose | Flange Head
4S part # Hose Size | DN | size Dia. K@ A D E@ H

mm in mm in mm in mm in mm in

4S12FLF12 -12 19 -12 38,1 1.50 1194 4.70 833 3.28 14,2 0.56 16,4 0.65
4S16FLF12 -16 19 -12 44,4 175 134,6 5.30 98,4 3.87 14,2 0.56 193 0.76
4S16FLF16 -16 25 -16 44,4 1.75 1377 542 979 3.85 19,2 0.76 193 0.76
4S20FLF16 -20 25 -16 50,8 2.00 1583 6.23 118,6 4.67 19,2 0.76 233 092
4S20FLF20 -20 31 -20 50,8 2.00 174,7 6.88 1197 4.71 252 0.99 233 092
4S24FLF20 24 31 -20 604 238 1699 6.69 114,9 4.52 252 0.99 24,1 0.95
4S24FLF24 24 38 24 60,3 237 2234 8.80 1454 572 311 122 26,8 1.06
4S32FLF32 -32 51 32 714 2.81 2659 1047 187,8 7.39 42,1 1.66 339 134
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sA\eroquip

Spiral - 4S and 6S series

FLG

SAE Code 61 Flange (60° elbow )
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PART HOSE SIZE INFO DIMENSIONS
0 Terminal

End Hose | Flange Head
4S part # Hose Size | DN | size Dia.K@ A D EQ@ H

mm in mm in mm in mm in mm in

4S12FLG12 -12 19 -12 38,1 1.50 1339 5.27 977 3.85 14,2 0.56 376 148
4516FLG12 -16 19 -12 44,4 175 153,2 6.03 171 4.61 14,2 0.56 44,7 1.76
4516FLG16 -16 25 -16 44,4 175 156,4 6.16 116,6 4.59 19,2 0.76 44,7 1.76
4S520FLG16 -20 25 -16 50,8 2.00 183,3 7.22 143,5 5.65 19,2 0.76 55,8 2.20
4S520FLG20 -20 25 20 50,8 2.00 199,7 7.86 144,7 570 252 0.99 55,8 2.20
4524FLG20 24 31 -20 60,4 2.38 1881 741 133,0 5.24 252 099 51,7 2.04
4S524FLG24 24 38 | 24 60,3 237 2533 997 1753 6.90 311 1.22 65,2 257
4S32FLG32 -32 51 32 714 2.81 309, 1217 2311 9.10 42,1 1.66 85,8 338
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sA\eroquip

FLH

SAE Code 61 Flange (110° elbow )

Spiral - 4S and 6S series

HOSE SIZE INFO DIMENSIONS

4S16FLH16 -16 25 -16 444 1.75
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5A\eroquip

Spiral — 4S and 6S series

FH

SAE Code 62 Flange (straight)
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HOSE SIZE INFO DIMENSIONS

4S12FH12 -12 19 -12 41,3 1.63 90,7 357 54,5 215 14,2 0.56
4S16FH12 -16 19 -12 47,7 1.88 90,2 3.55 54,0 213 14,2 0.56
4S12FH16 -12 25 -16 41,3 1.63 96,3 3.79 56,7 2.23 14,2 0.56
4S16FH16 -16 25 -16 47,7 1.88 98,9 3.89 59,1 233 19,2 0.76
4S20FH16 -20 25 -16 54,0 213 100,8 397 61,0 240 19,2 0.76
4S16FH20 -16 31 -20 47,7 1.88 123,8 4.87 68,6 2.70 252 0.99
4S20FH20 -20 31 -20 54,0 213 1233 4.85 68,1 2.68 25,2 0.99
4S24FH20 -24 31 -20 63,5 2.50 1290 5.08 739 291 25.2 0.99
4S24FH24 -24 38 -24 63,5 2.50 189,6 746 11,6 4.39 31,1 1.22
4S32FH24 -32 38 -24 794 313 2044 8.05 1264 4.89 311 1.22
4S32FH32 -32 51 -32 794 313 202,7 798 124,7 491 42,1 1.66

6S16FH16 -16 25 -16 47,7 1.88 98,8 3.89 59,2 233 19,2 0.76
6S20FH16 -20 25 -16 54,0 213 100,8 397 61,0 240 19,2 0.76
6S20FH20 -20 31 -20 54,0 213 124,0 4.88 68,1 2.68 25,2 0.99
6S24FH20 -24 31 -20 63,5 2.50 129,8 511 739 291 25.2 0.99
6S24FH24 -24 38 -24 63,5 2.50 189,6 746 11,6 4.39 31,1 1.22
6S32FH24 -32 38 24 794 313 2044 8.05 1264 498 31,1 1.22
6S32FH32 -32 51 -32 794 313 202,7 798 124,7 491 42,1 1.66
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5A\eroquip

Spiral — 4S and 6S series
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FHA

SAE Code 62 Flange (45° elbow)
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PART HOSE SIZE INFO DIMENSIONS
0 Terminal

End Hose | Flange Head
4S part # Hose Size | DN | size Dia. K@ A D EQD H

mm in mm in mm in mm in mm in

4S512FHA12 -12 19 -12 41,3 1.63 13,8 4.48 776 3.06 14,2 0.56 270 1.06
4S516FHA12 -16 19 -12 47,7 1.88 128,0 5.04 91,7 3.61 14,2 0.56 32,0 1.26
4S512FHA16 -12 25 -16 41,3 1.63 1169 4.60 772 3.04 15,1 0.59 270 1.06
4S516FHA16 -16 25 -16 47,7 1.88 1309 515 91,2 3.59 19,2 0.76 32,0 1.26
4S20FHA16 -20 25 -16 54,0 213 150,2 591 110,5 4.35 19,2 0.76 39,0 1.54
4S20FHA20 -20 31 -20 54,0 213 166,6 6.56 M6 4.39 25,2 0.99 39,0 1.54
4S24FHA20 -24 31 -20 63,5 2.50 183,2 721 128,2 5.05 25,2 0.99 45,0 1.77
4S24FHA24 -24 38 -24 63,5 2.50 2141 8.43 136,1 536 311 1.22 45,0 1.77
4S32FHA24 -32 38 -24 794 313 251,0 9.88 173,0 6.81 311 1.22 57,5 2.26
4S32FHA32 -32 51 32 794 313 2539 10.00 1759 6.93 42,1 1.66 575 2.26
a Terminal

End Hose | Flange Head
6S part # Hose Size | DN | size Dia. K@ A D E@ H
6S16FHA16 -16 25 -16 477 1.88 1309 515 91,2 3.59 19,2 0.76 320 1.26
6S20FHA16 -20 25 -16 54,0 213 150,2 591 110,0 4.35 19,0 0.75 39,0 1.54
6S20FHA20 -20 31 -20 54,0 213 167,6 6.60 M6 4.39 25,2 0.99 39,0 1.54
6S24FHA20 -24 31 -20 63,5 2.50 184,2 7.25 128,2 5.05 25,2 0.99 45,0 1.77
6S24FHA24 -24 38 -24 63,5 2.50 2141 8.43 136,1 536 311 1.22 45,0 1.77
6S32FHA24 -32 38 -24 794 313 251,0 9.88 173,0 6.81 311 1.22 57,5 2.26
6S32FHA32 -32 51 -32 794 313 2539 10.00 1759 693 42,1 1.66 57,5 2.26
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EA\eroquip

Spiral - 4S and 6S series

FHB

SAE Code 62 Flange (90° elbow)
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PART HOSE SIZE INFO DIMENSIONS
0 Terminal
End Hose | Flange Head

4S part # Hose Size | DN size Dia K@ A D EQ@ H

mm in mm in mm in mm in mm in
4S12FHB12 -12 19 -12 41,3 1.63 108,5 4.27 72,3 2.85 14,2 0.56 590 |232
4S16FHB12 -16 19 -12 47,7 1.88 1229 4.84 86,6 341 14,2 0.56 71,0 | 2.80
4S16FHB16 -16 25 -16 477 1.88 125,5 4.94 86,1 339 19,2 0.76 710 |280
4S16FHB16.120 -16 25 -16 47,7 1.88 126,0 496 86,2 3.39 19,2 0.76 1200 | 472
4S20FHB16 -20 25 -16 54,0 213 1453 572 1054 415 19,2 0.76 890 |3.50
4S16FHB20 -16 31 -20 477 1.88 1471 5.79 919 3.62 25,2 0.99 710 |280
4S20FHB20 -20 31 20 54,0 213 161,5 6.36 106,5 419 25,2 0.99 890 |3.50
4S20FHB20.120 -20 31 20 54,0 213 161,5 6.36 106,5 419 25,2 0.99 1200 | 4.72
4S24FHB20 24 31 20 63,5 2.50 178,0 701 123,0 4.84 252 0.99 1040 | 4.09
4S24FHB24 24 38 24 63,5 2.50 2089 8.22 130,8 515 311 1.22 1040 | 4.09
4S32FHB24 -32 38 -24 794 313 2474 9.74 169,4 9.74 311 1.22 138,0 543
4S32FHB32 -32 51 -32 794 313 250,3 9.85 172,2 6.78 42 1.66 1380 | 543
a Terminal

End Hose | Flange Head

6S part # Hose Size | DN size Dia K@ A D EQ H
6S16FHB16 -16 25 -16 477 1.88 1255 494 86,1 339 19,2 0.76 710 1280
6S20FHB16 -20 25 -16 54,0 213 1453 572 1054 415 19,2 0.76 890 |3.50
6516FHB20 -16 31 20 477 1.88 1479 5.82 919 3.62 252 0.99 710 1280
6S20FHB20 20 31 20 54,0 213 162,5 6.40 106,5 419 252 0.99 890 |3.50
6S24FHB20 24 31 20 63,5 250 179,0 7.05 123,0 4.84 252 0.99 1040 | 4.09
6S24FHB24 24 38 24 63,5 2.50 2089 8.22 130,8 515 311 1.22 1040 | 4.09
6S32FHB24 -32 38 -24 794 313 2474 9.74 169,4 6.67 311 1.22 138,0 543
6S32FHB32 -32 51 32 794 313 250,3 9.85 172,2 6.78 42, 1.66 1380 |543
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sA\eroquip

Spiral - 4S and 6S series
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SIZE INFO DIMENSIONS

4S16FHD16 -16 25 -16 47,7 1.88 140,0 5.51 1001 394 19,2 0.76 13,5 0.53
4S20FHD16 -20 25 -16 54,0 213 1609 6.33 121,2 4.77 19,2 0.76 16,3 0.64
4S32FHD32 -32 51 -32 794 313 2696 10.61 191,5 754 42,1 1.66 235 0.93
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5A\eroquip

Spiral — 4S and 6S series

FHE

SAE Code 62 Flange (67.5° elbow)
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PART HOSE SIZE INFO DIMENSIONS

4S32FHE32 -32 51 -32 794 313 2970 11.69 2190 8.62 42,1 1.66 99,3 391
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Spiral - 4S and 6S series
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SAE Code 62 Flange (30° elbow )
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PART OSE SIZE INFO DIMENSIONS

4S24FHF20 -20 31 -20 63,5 2.50 192,6 7.58 1376 542 25.2 0.99 26,8 1.06
4S32FHF32 -32 51 -32 794 313 265,8 1047 187,8 7.39 42,1 1.66 339 1.34
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5A\eroquip

Spiral - 4S and 6S series

FHG

SAE Code 62 Flange (60° elbow)

(%]
%l
NS,
c
©
(@)
>
e
o2
>
(o3
o
9]
<
wv
(=]
c
=
s
&
o
£
=
v
©
=
Q.
)

DIMENSIONS

4S12FHG12 -12 19 -12 41,3 1.63 1339 5.27 97,7 3.85 14,2 0.56 376 148
4S16FHG16 -16 25 -16 47,7 1.88 156,4 6.16 116,6 4.59 19,2 0.76 44,6 1.76
4S32FHG32 -32 51 -32 794 313 3091 1217 2311 9.10 42,1 1.66 85,8 3.38

6S16FHG16 -16 25 -16 47,7 1.88 156,4 6.16 116,6 4.59 19,2 0.76 44,7 1.76
6S20FHG16 -20 25 -16 54,0 213 183,3 722 143,5 5.65 19,2 0.76 55,8 2.20
6S20FHG20 -20 31 -20 54,0 213 200,6 790 144,6 5.69 25,2 099 55,8 2.20
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sA\eroquip

Spiral - 4S and 6S series
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CAT Flange (straight)
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PART HOSE SIZE INFO DIMENSIONS

4512CT12 -12 19 -12 41,3 1.63 96,2 379 60,0 2.36 14,2 0.56
4516CT12 -16 19 -12 476 1.87 94,9 3.74 58,7 231 14,2 0.56
4516CT16 -16 25 -16 476 1.87 1021 4.02 62,3 245 19,2 0.76
4520CT16 -20 25 -16 54,0 213 104,8 413 65,0 2.56 19,2 0.76
4520CT20 -20 31 -20 54,0 213 124,5 4.90 69,1 272 252 0.99
4524CT20** -24 31 -20 63,5 2.50 1309 5.15 759 299 252 0.99
4524CT24 -24 38 24 63,5 2.50 195,0 768 17,0 4.61 311 1.22
4532CT24 -32 38 24 794 313 206,0 8.11 128,0 5.04 311 1.22
4532CT32 -32 51 -32 794 313 208,9 8.22 1309 5.15 42,1 1.66
2
6516CT16 -16 25 -16 47,6 1.87 1021 4.02 62,3 245 19,2 0.76
6520CT16 -20 25 -16 54,0 213 104,8 413 65,0 2.56 19,2 0.76
6520CT20 -20 31 -20 54,0 213 125,2 493 69,1 272 252 0.99
6524CT20 -24 31 -20 63,5 2.50 131,8 5.19 759 299 252 0.99
6524CT24 -24 38 24 63,5 2.50 195,0 768 17,0 4.61 311 1.22
6532CT24 -32 38 24 794 313 206,0 8.11 1281 5.04 311 1.22
6532CT32 -32 51 -32 794 313 208,9 8.22 1309 5.15 42,1 1.66
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5A\eroquip

Spiral - 4S and 6S series

CTA

CAT Flange (45° elbow)
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PART OSE S DIMENS

4S512CTA12 -12 19 -12 41,3 1,63 177 4.63 81,5 3.21 14,2 0.56 309 1.22
4516CTA12 -16 19 -12 47,6 1,87 131,2 5.17 95,0 3.74 14,2 0.56 353 1.39
4516CTA16 -16 25 -16 47,6 1,87 134,3 5.29 94,6 372 19,2 0.76 353 1.39
4S20CTA16 -20 25 -16 54,0 2,13 153,0 6.02 113,2 446 19,2 0.76 41,8 1.65
4S520CTA20 -20 31 -20 54,0 213 1694 6.67 14,3 4.50 252 0.99 41,8 1.65
4524CTA20** -24 31 -20 63,5 2.50 185,3 7.30 1291 5.08 252 0.99 46,2 1.82
4S524CTA24 -24 38 24 63,5 2.50 215,22 8.47 137,2 5.40 31,1 1.22 46,2 1.82
4532CTA32 -32 51 -32 794 313 255,1 10.04 177,0 6.97 42,1 1.66 58,7 131

6516CTA16 -16 25 -16 476 1,87 134,3 5.29 94,6 372 19,2 0.76 353 1.39
6S20CTA16 -20 25 -16 54,0 213 153,0 6.02 113,2 4.46 19,2 0.76 41,8 1.65
6S520CTA20 -20 31 -20 54,0 213 170,3 6.70 14,3 4.50 252 0.99 41,8 1.65
6524CTA20 -24 31 -20 63,5 2.50 185,3 7.30 1291 5.08 252 0.99 46,2 1.82
6524CTA24 -24 38 24 63,5 2.50 215,22 8.47 1372 5.40 31,1 1.22 46,2 1.82
6S32CTA24 -32 38 24 794 313 252,22 993 174,2 6.86 311 1.22 58,7 2.31
6S32CTA32 -32 51 -32 794 313 255,1 10.04 177,0 6.97 42,1 1.66 58,7 2.31
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Spiral - 4S and 6S series

CTB

CAT Flange (90° elbow)
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PART HOSE SIZE INFO DIMENSIONS

4512CTB12 -12 19 -12 41,3 1.63 108,5 4.27 72,3 2.85 14,2 0.56 64,5 2.54
4516CTB12 -16 19 -12 476 1.87 122,8 4.83 86,6 341 14,2 0.56 757 298
4516CTB16 -16 25 -16 476 1.87 126,0 4.96 86,2 339 19,2 0.76 75,7 298
4520CTB16 -20 25 -16 54,0 213 145,2 572 1054 415 19,2 0.76 929 3.66
4520CTB20 -20 31 -20 54,0 213 1615 6.36 106,5 419 252 0.99 929 3.66
4524CTB20 -24 31 -20 63,5 2.50 1790 705 123,0 4.84 25.2 0.99 105,6 4.16
4524CTB24 -24 38 -24 63,5 2.50 2089 8.22 1309 5.15 31,1 1.22 105,7 4.16
4532CTB32 -32 51 -32 794 313 250,3 9.85 172,2 6.78 42,1 1.66 1397 5.50

6516CTB16 -16 25 -16 476 1.87 126,0 4.96 86,2 339 19,2 0.76 75,7 298
6520CTB16 -20 25 -16 54,0 213 145,2 572 1054 415 19,2 0.76 929 3.66
6520CTB20 -20 31 -20 54,0 213 162,5 6.40 106,5 419 252 0.99 929 3.66
6524CTB20 -24 31 -20 63,5 2.50 1790 705 123,0 4.84 252 0.99 105,6 4.16
6524CTB24 -24 38 24 63,5 2.50 2089 8.22 1309 5.15 31,1 1.22 105,7 4.16
6532CTB24 -32 38 24 69,6 2.74 2474 9.74 1694 6.67 31,1 1.22 1397 5.50
6532CTB32 -32 51 -32 794 313 250,3 9.85 172,2 6.78 42,1 1.66 1397 5.50
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5A\eroquip

Spiral — 4S and 6S series

CTD

CAT Flange (22.5° elbow)
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PART O INFO DIMENSIONS

4512CTD12 -12 19 -12 41,3 1.63 126,2 4.97 90,2 3.55 14,2 0.56 13,6 0.54
4516CTD16 -16 25 -16 476 1.87 144,2 5.68 1044 4N 19,2 0.76 15,3 0.60
4520CTD16 -20 25 -16 54,0 213 164,5 6.48 124,8 491 19,2 0.76 17,8 0.70
4520CTD20** -20 31 -20 54,0 213 1819 716 1259 4.96 252 0.99 17,8 0.70
4524CTD20** -24 31 -20 63,5 2.50 198,0 7.80 142,0 5.59 252 0.99 194 0.76
4524CTD24 -24 38 -24 63,5 2.50 2279 8.97 1499 590 31,1 1.22 194 0.76
4532CTD32 -32 51 -32 794 313 2711 10.67 193,0 760 42,1 1.66 24,2 0.95

6516CTD16 -16 25 -16 476 1.87 144,2 5.68 1044 41 19,2 0.76 15,3 0.60
6520CTD16 -20 25 -16 54,0 213 164,5 6.48 124,8 491 19,2 0.76 17,8 0.70
6520CTD20 -20 31 -20 54,0 213 1819 716 1259 4.96 252 0.99 17,8 0.70
6524CTD20 -24 31 -20 63,5 2.50 198,0 7.80 142,0 5.59 252 0.99 194 0.76
6524CTD24 24 38 -24 63,5 2.50 2279 8.97 1499 590 31,1 1.22 194 0.76
6532CTD32 -32 51 -32 794 313 2711 10.67 193,0 760 42,1 1.66 24,2 0.95
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sA\eroquip

Spiral - 4S and 6S series

e

CTE

CAT Flange (67.5° elbow)
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PART HOSE SIZE INFO DIMENSIONS

4S12CTE12 -12 19 -12 41,3 1.63 130,7 5.15 94,5 372 14,2 0.56 48,3 1.90
4S16CTE16 -16 25 -16 476 1.87 1519 598 12,2 4.42 19,2 0.76 55,8 2.20
4S20CTE16 20 25 -16 54,0 213 176,9 6.96 1371 540 19,2 0.76 68,1 2.68
4S20CTE20%** -20 31 -20 54,0 213 194,2 765 1383 544 25,2 0.99 68,1 2.68
4S24CTE20%* 24 31 -20 63,5 2.50 2149 8.46 159,0 6.26 25,2 0.99 76,8 3.02
4S24CTE24 -24 38 24 63,5 2.50 244.8 9.64 166,8 6.57 31,1 1.22 76,8 3.02
4S32CTE32 -32 51 -32 794 313 297,6 11.72 2196 8.65 42,1 1.66 100,8 397
2
6S16CTE16 -16 25 -16 476 1.87 1519 598 12,2 4.42 19,2 0.76 55,8 2.20
6S20CTE16 -20 25 -16 54,0 213 176,9 6.96 1371 540 19,2 0.76 68,1 2.68
6S20CTE20 -20 31 -20 54,0 213 194,2 765 1383 544 252 0.99 68,1 2.68
6524CTE20 -24 31 -20 63,5 2.50 2149 8.46 159,0 6.26 25,2 0.99 76,8 3.02
6524CTE24 24 38 24 63,5 2.50 244.8 9.64 166,8 6.57 31,1 1.22 76,8 3.02
6S32CTE24 -32 38 -24 794 313 294,7 11.60 216,7 8.53 31,1 1.22 100,8 397
6S32CTE32 -32 51 -32 794 313 2976 11.72 2196 8.65 42,1 1.66 100,8 397

Aeroquip by Danfoss Rubber Hydraulic Hose & Fitting Catalog 221




5A\eroquip

Spiral — 4S and 6S series

CTF

CAT Flange (30° elbow)
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SIZE INFO DIMENSI

4512CTF12 -12 19 -12 4,3 1.63 124,2 4.89 88,0 346 14,2 0.56 191 0.75
4516CTF16 -16 25 -16 47,6 1.87 14,7 558 102,0 4.02 19,2 0.76 216 0.85
4S520CTF16 -20 25 -16 54,0 213 161,7 6.37 122,0 4.80 19,2 0.76 253 1.00
4S20CTF20** -20 31 -20 54,0 213 1791 7.05 1231 4.85 25,2 0.99 253 1.00
4S24CTF20** -24 31 -20 63,5 2.50 194,9 767 138,9 547 25,2 0.99 27,7 1.09
4524CTF24 -24 38 -24 63,5 2.50 2248 8.85 146,8 5.78 311 1.22 27,7 1.09
4S32CTF32 -32 51 -32 794 313 2673 10.52 189,2 745 42,1 1.66 34,8 1.37

6S16CTF16 -16 25 -16 476 1.87 141,7 5.58 102,0 4.02 19,2 0.76 21,6 0.85
6S20CTF16 -20 25 -16 54,0 213 161,7 6.37 122,0 4.80 19,2 0.76 253 1.00
6S20CTF20 -20 31 -20 54,0 213 1791 7.05 1231 4.85 25,2 0.99 253 1.00
6524CTF20 24 31 -20 63,5 2.50 194,9 767 1389 547 25,2 0.99 27,7 1.09
6524CTF24 -24 38 -24 63,5 2.50 2248 8.85 146,8 5.78 311 1.22 27,7 1.09
6S32CTF24 -32 38 -24 794 313 264,3 1041 186,3 7.34 311 1.22 34,8 1.37
6S32CTF32 -32 51 -32 794 313 2673 10.52 189,2 745 42,1 1.66 34,8 1.37
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sA\eroquip

Spiral - 4S and 6S series

A . A
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CTG

CAT Flange (60° elbow)
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PART HOSE SIZE INFO DIMENSIONS

4512CTG12 -12 19 -12 41,3 1.63 136,6 5.38 100,5 396 14,2 0.56 42,3 1.67
4516CTG16 -16 25 -16 476 1.87 158,8 6.25 119,0 4.69 19,2 0.76 48,7 192
4520CTG16 -20 25 -16 54,0 213 185,2 7.29 145,5 573 19,2 0.76 59,2 2.33
4520CTG20** -20 31 -20 54,0 213 202,6 798 146,6 577 25,2 0.99 59,2 2.33
4524CTG20** 24 31 -20 63,5 2.50 2243 8.83 168,3 6.63 25,2 0.99 66,6 2.62
4524CTG24 -24 38 24 63,5 2.50 254,2 10.01 176,2 6.94 31,1 1.22 66,6 2.62
4532CTG32 -32 51 -32 794 313 310,0 12.20 2319 9.13 42,1 1.66 873 344
p)
6516CTG16 -16 19 -12 41,3 1.63 130,7 5.15 95,5 372 14,2 0.56 48,3 1.90
6520CTG16 -20 25 -16 54,0 213 185,2 729 145,5 573 19,2 0.76 59,2 2.33
6520CTG20 -20 31 -20 54,0 213 202,6 798 146,6 577 25,2 0.99 59,2 2.33
6524CTG20 -24 31 -20 63,5 2.50 2243 8.83 168,3 6.63 25,2 0.99 66,6 2.62
6524CTG24 -24 38 24 63,5 2.50 254,2 10.01 176,2 6.94 31,1 1.22 66,6 2.62
6532CTG24 -32 38 24 794 313 307,0 12.09 2290 9.02 311 1.22 873 344
6532CTG32 -32 51 -32 794 313 310,0 12.20 2319 9.13 42,1 1.66 873 344
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5A\eroquip

Spiral — 4S and 6S series

BT

BSP Male tapered rigid (straight)

(%]
%l
L
c
©
(@)
>
e
o
>
o
o
9]
<<
wv
(=]
c
=
s
ftS
o
£
=
v
©
=
Q.
)

HOSE SIZE INFO DIMENSIONS

mm in mm in mm in mm
4512BT12 -12 19 -12 R3/4 84,0 3.31 47,7 1.88 14,2 0.56 270
4S16BT16 -16 25 -16 R1 949 374 552 217 19,2 0.75 36,0
4S20BT20 -20 31 20 R11/4 1184 4.66 63,3 249 252 0.99 46,0

"R" as part of thread size is ISO designation for tapered thread.
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5A\eroquip

Spiral - 4S and 6S series

@

BP

Male parallel rigid (60° cone seat straight)
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PART HOSE SIZE INFO DIMENSIONS
0 Terminal
End Hose

4S part # Hose Size | DN size Thread A D EQ @

mm in mm in mm in mm in
4S12BP12 -12 19 -12 G3/4 79,6 313 43,4 171 14,2 0.56 32,0 27,0
4S16BP16 -16 25 -16 G1 89,8 3.53 50,1 197 19,2 0.75 41,0 36,0
4S20BP20 -20 31 -20 G11/4 109,7 4.32 54,5 215 251 0.99 50,0 46,0

"G" as part of thread size is ISO designation for parallel thread.
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5A\eroquip

Spiral — 4S and 6S series

BF

Female BSPP swivel (60° cone street straight)
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HOSE SIZE INFO DIMENS

4S512BF12 -12 19 -12 G3/4 66,2 2.61 29,9 1.18 14,2 0.56 32,0
4516BF12 -16 19 -12 G1 68,7 2.70 32,3 1.27 14,2 0.56 41,0
4516BF16 -16 25 -16 G1 71,0 2.80 32,3 1.27 19,2 0.76 41,0
4520BF16 -20 25 -16 G11/4 72,5 2.85 32,7 1.29 19,2 0.76 50,0
4520BF20 -20 31 -20 G11/4 82,8 3.26 32,7 1.29 25,2 0.99 50,0
4S524BF24 -24 38 -24 G11/2 17,9 4.64 39,8 1.57 311 1.22 55,0
4S32BF32 -32 51 -32 G2 121,0 4.76 43,0 1.69 42,1 1.66 70,0

(1)
6S24BF24 -24 38 -24 G11/2 17,9 4.64 39,8 1.57 311 1.22 55,0
6S32BF32 -32 51 -32 G2 121,0 4.76 43,0 1.69 42,1 1.66 70,0

“G" as part of thread size is ISO designation for parallel thread.
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sA\eroquip

Spiral - 4S and 6S series

BFA

Female BSPP swivel (60° cone seat 45° elbow)
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PART OSE SIZE INFO

4S12BFA12 -12 19 -12 G3/4 12,3 4.42 759 299 14,2 0.56 26,0 1.02 320
4S16BFA12 -16 19 -12 G1 15,8 4.56 795 313 14,2 0.56 30,0 118 41,0
4S16BFA16 -16 25 -16 G1 130,3 5.13 90,6 357 19,2 0.76 30,0 118 41,0
4S20BFA16 -20 25 -16 G114 133,0 5.24 93,4 3.68 19,2 0.76 34,0 1.34 50,0
4S20BFA20 -20 31 -20 G114 1495 5.89 99,1 390 252 0.99 34,0 1.34 50,0
4S24BFA24 -24 38 24 G11/2 208,3 8.20 1303 5.13 31,1 1.22 42,4 1.67 55,0
4S32BFA32 -32 51 -32 G2 2484 978 170,4 6.71 42,1 1.66 54,1 213 70,0
p)
(1)
6524BFA24 -24 38 24 G11/2 208,3 8.20 130,3 513 311 1.22 424 1.67 55,0
6S32BFA32 -32 51 -32 G2 2484 9.78 1704 6.71 42,1 1.66 54,1 213 70,0

"G" as part of thread size is ISO designation for parallel thread.
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5A\eroquip

Spiral - 4S and 6S series

BFB

Female BSPP swivel (60° cone seat 90° elbow)
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HOSE SIZE INFO DIMENSIONS

4S12BFB12 -12 19 -12 G3/4 | 1059 417 69,6 2.74 14,2 0.56 570 2.24 32,0
4S16BFB12 -16 19 -12 G1 1059 417 69,6 2.74 14,2 0.56 68,0 2.68 41,0
4S16BFB16 -16 25 -16 G1 1255 494 85,8 3.38 19,2 0.76 68,0 2.68 41,0
4S20BFB16 -20 25 -16 G114 | 1255 494 85,8 3.38 19,2 0.76 79,0 3N 50,0
4S20BFB20 -20 31 -20 G114 | 1450 5.71 95,0 3.74 25,2 0.99 79,0 3N 50,0
4S24BFB24 24 38 24 G11/2| 2051 8.07 127,0 5.00 31 1.22 98,6 3.88 55,0
4S32BFB32 -32 51 -32 G2 | 2457 9.67 167,6 6.60 42,1 1.66 1253 4.93 70,0

(1)
6524BFB24 -24 38 24 G11/2| 2051 8.07 127,0 5.00 311 1.22 98,6 3.88 55,0
6S32BFB32 -32 51 -32 G2 | 2457 9.67 167,6 6.60 42,1 1.66 1253 493 70,0

"G" as part of thread size is 1SO designation for parallel thread.
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sA\eroquip

Spiral - 4S and 6S series

JF

JIS Female swivel (30° flare seat straight)
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PART HOSE SIZE INFO DIMENSIONS

in mm in mm in mm in mm in mm
4S512JF12 -12 19 -12 G3/4 624 | 246 26,2 1.03 14,2 0.56 30,0 13/16 32,0
4S16JF16 -16 25 -16 G1 66,6 | 262 26,8 1.06 19,2 0.76 41,0 15/8 41,0
4520JF20 -20 31 -20 G11/4 855 | 3.37 30,2 119 252 0.99 46,0 | 113/16 50,0

"G" as part of thread size is ISO designation for parallel thread.
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5A\eroquip

Spiral — 4S and 6S series

=
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KF

Komatsu female swivel (30° flare seat straight)
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HOSE SIZE INFO DIMENSIONS

in mm in mm in mm in mm in mm
4512KF12 -12 19 -12 M30X1.5 62,4 246 26,2 1.03 14,2 0.56 30,0 1 3/16 36,0
4516KF16 -16 25 -16 M33X1.5 66,6 2.62 26,8 1.06 19,2 0.76 41,0 15/8 41,0
4S20KF20 -20 31 -20 M36X1.5 85,5 3.37 30,2 1.19 25,2 0.99 46,0 113/16 46,0
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sA\eroquip

Spiral - 4S and 6S series
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DL

Female swivel DIN 24° seat (I.Rh DKO light straight)
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SIZE INFO DIMENSIONS

4520DL12 22 19 -12 M30X2 76,0 2.99 397 1.56 14,2 0.56 36,0
4525DL16 28 25 -16 M36X2 797 314 40,3 1.59 19,2 0.76 41,0
4532DL20 35 35 -20 M45X2 100,5 3.96 45,5 1.79 25,2 0.99 50,0
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5A\eroquip

Spiral - 4S and 6S series

DLB

I.Rh DKO (light) 90° elbow
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SIZE INFO DIMENSIONS

4520DLB12 22 19 -12 M30X2 106,1 418 69,8 1.75 14,2 0.56 50,7 2.00 36,0
4532DLB20 28 25 -20 M45X2 154,2 6.07 99,2 3.90 25.2 0.99 790 311 41,0
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sA\eroquip

Spiral - 4S and 6S series

EK

Male DIN 24° Seat Rigid (S.Rh. DKO - Heavy Straight)
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HOSE SIZE INFO DIMENSIONS

4S20EK12 25 19 -12 M36X2 78,6 3.09 42,3 1.67 14,2 0.56 41,0
4S25EK16 30 25 -16 M42X2 83,7 3.30 44,0 173 19,2 0.75 46,0
4S32EK20 38 31 -20 M52X2 106,9 4.21 51,7 2.04 252 0.99 55,0
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5A\eroquip

Spiral — 4S and 6S series

DS

Female Swivel DIN 24° seat (S.RH. DKO - Heavy Straight)
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PART HOSE SIZE INFO DIMENSIONS

4516DS12 16 19 -12 M30X2 73,7 290 374 147 14,2 0.56 36,0
4520DS12 20 19 -12 M36X2 86,6 34 50,3 198 14,2 0.56 46,0
4525DS12 25 19 -12 M42X2 88,2 347 519 2.04 14,2 0.56 50,0
4525DS16 30 25 -16 M42X2 o1 3.59 514 2.02 19,2 0.76 50,0
4532DS16 38 25 -16 M52X2 94,5 372 553 218 19,2 0.76 60,0
4525DS20 30 31 -20 M42X2 96,6 3.80 41,6 1.64 22,1 0.87 50,0
4532DS20 38 31 -20 M52X2 11,5 4.39 56,5 2.22 25,2 0.99 60,0

(1)
6525DS16 30 25 -16 M42X2 911 3.59 514 2.02 19,2 0.76 50,0
6532DS16 38 25 -16 M52X2 95,0 3.74 553 218 19,2 0.76 60,0
6532DS20 38 31 -20 M52X2 12,5 443 56,5 2.22 252 0.99 60,0
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sA\eroquip

Spiral - 4S and 6S series

DSA

Female Swivel DIN 24° Seat (S.Rh. DKO - Heavy 45° elbow)
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PART HOSE SIZE INFO DIMENSIONS

4S20DSA12 25 19 -12 M36X2 16,7 4.59 80,4 3.17 14,2 0.56 320 1.26 46,0
4S25DSA12 30 19 -12 M42X2 130,8 5.15 94,4 372 14,2 0.56 350 1.38 50,0
4525DSA16 30 25 -16 M42X2 134,2 5.28 94,4 372 19,2 0.76 350 1.38 50,0
4S32DSA16 38 25 -16 M52X2 1451 571 105,3 415 19,2 0.76 390 1.54 60,0
4532DSA20 38 31 -20 M52X2 161,3 6.35 106,3 419 252 0.99 390 1.54 60,0
2
(1)
6525DSA16 30 25 -16 M42X2 134,1 5.28 94,4 372 19,2 0.76 350 1.38 50,0
6S532DSA16 38 25 -16 M52X2 1451 571 105,3 415 19,2 0.76 390 1.54 60,0
6532DSA20 38 31 -20 M52X2 162,4 6.39 106,3 419 252 0.99 390 1.54 60,0
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5A\eroquip

Spiral — 4S and 6S series

DSB

Female Swivel DIN 24° Seat (S.Rh. DKO - Heavy 90° elbow)

DIMENSIONS

4520DSB12 25 19 -12 M36X2 1039 4.09 67,7 2,67 14,2 0.56 65,0 2.56 46,0
4525DSB12 30 19 -12 M42X2 122,7 4.83 86,4 340 14,2 0.56 76,0 299 50,0
4525DSB16 30 25 -16 M42X2 124,5 4.90 84,8 334 19,2 0.76 76,0 299 50,0
4532DSB16 38 25 -16 M52X2 136,7 5.38 97,0 3.82 19,2 0.76 89,0 3.50 60,0
4532DSB20 38 31 -20 M52X2 153,0 6.02 98,0 3.86 252 0.99 89,0 3.50 60,0

(1)
6525DSB16 30 25 -16 M42X2 124,5 4.90 84,8 334 19,2 0.76 76,0 299 50,0
6532DSB16 38 25 -16 M52X2 136,7 5.38 97,0 3.82 19,2 0.76 89,0 3.50 60,0
6532DSB20 38 31 -20 M52X2 154,2 6.07 98,0 3.86 252 0.99 89,0 3.50 60,0
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EA\eroquip

Spiral — TW series

FH

Straight SAE Code 62 Flange
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PART HOSE SIZE INFO DIMENSIONS
0 Flange
head Hose
1W part # Dia. K@ DN size A D EQ
mm in mm in in mm in mm

TW12FH12 41,3 1.62 19 -12 110,6 4.35 58,6 2.31 151 0.59
TW16FH16 47,6 1.88 25 -16 134,0 5.28 674 2.65 19,6 0.77
1W20FH20* 54,0 213 31 -20 145,2 572 70,3 277 25,5 1.00
1W24FH24 63,5 25 38 24 203 799 104,5 411 30 118
1W32FH32 794 3.126 51 -32 200,8 791 924 3.64 42,1 1.66

* Requires separate installation of 2 ea. p/n 05.071-27.30x2.40 O-rings
(must be ordered separately). O-rings must be installed with PAG oil (only) prior to crimping.

FHA

45° SAE Code 62 Flange Elbow

PART HOSE SIZE INFO DIMENSIONS
a Flange
head Hose
W part # Dia.K@ DN size A D H
mm in mm in mm in mm in

TW12FHA12 41,3 1.62 19 -12 1301 512 78,1 3.07 270 1.06
1W16FHA16 47,6 1.88 25 -16 160,6 6.32 94,0 3.70 31,0 1.22
1TW20FHA20* 54,0 213 31 -20 190,0 748 115,1 453 390 1.54

* Requires separate installation of 2 ea. p/n 05.071-27.30x2.40 O-rings
(must be ordered separately). O-rings must be installed with PAG oil (only) prior to crimping.
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Spiral — TW series

FHB

90° SAE Code 62 Flange Elbow
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PART HOSE SIZE INFO DIMENSIONS
a Flange
head Hose
1W part # Dia. K@ DN size A D EQ
mm in mm in mm in mm in

1TW12FHB12 41,3 1.62 19 -12 124,8 491 72,8 2.87 59,0 2.32
1W16FHB16 476 1.88 25 -16 155,6 6.13 89,0 3.50 71,0 2.80
1W20FHB20* 54,0 213 31 -20 185,0 7.28 1101 4.33 89,0 3.50

* Requires separate installation of 2 ea. p/n 05.071-27.30x2.40 O-rings
(must be ordered separately). O-rings must be installed with PAG oil (only) prior to crimping.

MP

90° SAE Code 62 Flange Elbow

PART HOSE SIZE INFO DIMENSIONS
0 Terminal hose Hose @
W part # end size DN size A D EQ@
mm in mm in mm in mm
TW12MP12 -12 19 -12 3/4-14 92,1 3.63 40,1 1.58 15,1 0.59 30
TW16MP16 -16 25 -16 1-111/2 14,5 4.51 479 1.88 19,6 0.77 36

* Requires separate installation of 2 ea. p/n 05.071-27.30x2.40 O-rings (must be ordered
separately). O-rings must be installed with PAG oil (only) prior to crimping.
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Spiral - TW series

TW sockets

Sockets for 1W fittings

Socket type by hose

Part Hose size info Dimensions Part Dimensions
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0 Hose 0
Wpart# | DN | size L oD Hose part # Socket
o o | mm " EC600-12 w12
TWA12 20 12 521 | 205 | 431 170 EC600-16 IWD16
1WA16 25 16 665 | 262 | 488 192 EC600-20 WE20
1WA20 31 20 777 | 306 | 572 225
EC600-24 1WB24
1WB24 38 24 %6 | 380 | 706 278
1WB32 51 -32 1071 | 422 | 876 345 EC600-32 1WB32
1WD12 20 12 570 | 224 | 42 166 EC850-10 IWD10
1WD16 25 16 675 | 266 | 514 2.02 EC850-12 WD
1WE20 31 20 787 | 310 | 635 250
EC850-16 1WD16
EC850-20 1WE20
EC910-12 1WAT2
EC910-16 1WA16
GH466-20 1WB20
GH466-24 1WB24
GH466-32 1WB32
GH506-12 1WAT2
GH506-16 1WA16
GH506-20 1WA20
GH506-24 1WA24
GH506-32 1WA32

* Requires separate installation of 2 ea. p/n 05.071-27.30x2.40 O-rings
(must be ordered separately). O-rings must be installed with PAG oil (only) prior to crimping.
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5A\eroquip

Split flange

Split flanges

Assembly procedure
Many leakage problems can be avoided if the
split flanges are properly assembled.

Split flanges

Danfoss has standard pressure series (code 61) and high pressure series (code 62) split flange
components in kit form that save time in selecting and ordering. Each kit includes two flange
halves, four grade-8 hex bolts, four lock washers and an O-Ring. The standard kit has a Buna-N 90
durometer O-Ring that is compatible with petroleum and water-base hydraulic fluids. Optional
kits contain EPDM and Viton* O-Ring for applications where fluid compatibility or high tempera-
tures require other than Buna-N O-Ring.

*Viton is a trademark of The Chemours Company FC, LLC

Two methods can be used to determine the flange dash size and code. The first is by measuring
the flange head diameter on the fitting itself. This is referred to as the “K" dimension. The second
is by measuring the "A” dimension on the flange or the flange port. Either will determine the dash
size and the code since these dimensions are exclusive to either code 61 or code 62 split flange
kits. See chart below for these dimensions. In some cases, split flange fittings are available for
hoses which exceed the pressures listed; when ordering fittings or hose assemblies, the terminal
end performance rating may reduce the overall rating of the assembly.

Split flange

‘K" Flange Maximum Recommended
A" Dim. head diameter | Flange dash size| operating pressure* bolt torque
in in mm bar psi Ib-in
Code 61
1.50 1.19 -08 350,0 5000 175-225
1.88 1.50 -12 350,0 5000 225-350
2.06 1.75 -16 350,0 5000 325-425
2.31 2.00 -20 280,0 4000 425-550
2.75 2.38 -24 210,0 3000 550-700
3.06 2.81 -32 210,0 3000 650-800
3.50 3.31 -40 175,0 2500 950-1100
419 4.00 -48 140,0 2000 1650-1800
Code 62

1.59 1.25 -08 420,0 6000 175-225
2.00 1.63 -12 420,0 6000 300-400
2.25 1.88 -16 420,0 6000 500-600
2.62 212 -20 420,0 6000 750-900
312 2.50 -24 420,0 6000 1400-1600
3.81 312 -32 420,0 6000 2400-2600

*Per SAE J518 standard.

To properly assemble How to order

1. Clean all mating surfaces. 1. Determine the dash size and the code.

2. Lubricate the O-Ring. 2. Select O-Ring for fluid compatibility.

3. Partially tighten each bolt in rotation until 3. Order by kit number shown on

all are fully tightened to the recommended pages 245-247.

torque value.
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Split flange kits

Split flange kits

@Z@I@ ¢ AT
0 5
SAE standard pressure series @:@:@ )

(Code 61) SAE J518

0O-Rings material: Buna-N 90 Durometer
Temperature range: -40°F to +250°F (-40°C to + 121°C)

Split flange SAE standard pressure series

H%Qal Complete | *Flange halves | *Buna-N O-Ring | *Bolts *Lock washer Bolt torque
Size Kit 2 required 1 required 4 required 4 required A B C lb.-in

1/2 FF593-08 | 449-74446-8 | FF9446-210 FF9442-0520-94 | 210104-55 1.50 0.68 0.34 175-225

3/4 FF593-12 | 449-74446-12 | FF9446-214 FF9442-0620-94 | 210104-65 1.88 0.88 041 250-350

1 FF593-16 | 449-74446-16 | FF9446-219 FF9442-0620-94 | 210104-2-65 2.06 1.04 041 325-425

1-1/4 FF593-20 | 449-74446-20 | FF9446-222 FF9442-0724-94 | 210104-7S 2.31 118 0.48 425-550

1-1/2 FF593-24 | 449-74446-24 | FF9446-225 FF9442-0824-94 | 210104-8S 2.75 140 0.53 550-700

2 FF593-32 | 449-74446-32 | FF9446-228 FF9442-0824-94 | 210104-8S 3.06 1.68 0.53 650-800

2-1/2 FF593-40 | 449-74446-40 | FF9446-232 FF9442-0828-94 | 210104-85 3.50 2.00 0.53 950-1100

3 FF593-48 | 449-74446-48 | FF9446-237 FF9442-1028-94 | 210104-10S 419 244 0.66 1650-1800

*Included in kit.
*Viton kit available as part # FF687-Size. EPDM kit available as part # FF688-size. See pg. 244 for Viton and EPDM O-Ring part numbers.

Note: All measurements in inches.
@ C

O-Ring material: Buna-N 90 Durometer

o~

SAE high pressure series

(Code 62) SAE JS] 8 Temperature range: -40°F to +250°F (-40°C to + 121°C)
Split flange SAE high pressure series
Nominal
Flange Complete | *Flange halves | *Buna-N O-Ring 1 | *Bolts *Lock washer Bolt torque
Size Kit 2 required required 4 required 4 required A B C Ib-in
3/4 | FF595-12 | FC3425-12-449 | FF9446-214 FF9442-0624-94 | 210104-6S 2.00 094 042 | 300-400
1 | FF595-16 | FC3425-16-449 | FF9446-219 FF9442-0728-94 | 210104-7S 2.25 1.10 0.50 | 500-600
1-1/4 FF595-20 | FC3425-20-449 | FF9446-222 FF9442-0828-94| 210104-8S 2.62 1.24 0.60 750-900
1-1/2 | FF595-24 | FC3425-24-449 | FF9446-225 FF9442-1036-94 | 210104-10S 312 144 0.66 | 1400-1600
2 | FF595-32 | FC3425-32-449 | FF9446-228 FF9442-1244-94 | 210104-12S 3.81 1.76 0.78 | 2400-2600

*Included in kit.
*Viton kit available as part #FF689-size. See page 244 for Viton O-Ring part numbers.
Note: All measurements in inches.

Note: Code 62 split flange kits
cannot be used with Cat flange
fittings. Use existing split flanges.
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Split flange kits

Split flange kits
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4 hole flange
SAE standard pressure series
(Code 61) SAE J518
Nominal
Flange
Size 4 bolt flange A B C (Threaded)
3/4 FC2119-12-449 1.88 0.88 3/8-16
1 FC2119-16-449 2.06 1.03 7/16-14
1-1/4 FC2119-20-449 2.31 1.19 3/8-16
1-1/2 FC2119-24-449 2.75 141 1/2-13
2 FC2119-32-449 3.06 1.69 1/2-13
2-1/2 FC2119-40-449 3.50 2.00 1/2-13

*Available without threads as part #FC3459-size-449.
NOTE: All measurements in inches.

O-Ring for SAE J518

Split flange
O-Ring for split flange O-Ring for split flange
Operating O-Ring Nominal
O-Ring temperature dash size Flange flange
base # Material range designation Dash Size Size A E
FF9016 ~65°F to +300°F mm in mm in
EpDM | COPUOMETer | oeor i 415000) -210 08 12 185 | 0734 35 0.139
214 12 3/4 249 0.984 35 0.139
FF9446 | 90 Durometer | —40°F to +250°F
Buna-N | Buna-N (L40°C to +121°C) 219 16 1 29 | 129% 35 0.139
=222 20 11/4 377 1484 35 0.139
22046 -15°F to +400°F
Viton | J0DUrOmeter | oeoy o 1o05°C -225 24 11/2 472 | 1.859 35 0.139
-228 32 2 56,7 2.234 35 0.139
Available without threads part #FC3459-size-449. 232 40 21/2 694 2734 35 0.139
-237 48 3 853 3.359 35 0.139
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O-Rings & Kits

O-Rings

Cat flange D-Ring*

Cat flange D-Ring*
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Part # A B @ D E

mm n mm n mm n mm ‘ n ‘ mm ‘ n
FF90319-12 323 1.27 254 1.00 51 0.20 2,5 0.10 36 0.14
FF90319-16 38,6 1.52 31,8 1.25 51 0.20 2,5 0.10 36 0.14
FF90319-20 45,0 177 381 1.50 51 0.20 25 0.10 36 0.14
FF90319-24 51,6 2.03 44,7 1.76 51 0.20 25 0.10 36 0.14
FF90319-32 70,6 2.78 64,0 2.52 51 0.20 2,5 0.10 36 0.14

Temperature range: -40°F to +212°F
Material: Nitrile (Buna-N).
*To be used only with Cat flange.

O-Rings for bump tube O-Ring seal
and O-Ring pilot fitting

O-Rings for bump tube O-Ring seal and O-Ring pilot fitting

O-Ring pilot
Part # dash size A E
mm ‘ in mm ‘ in
FF90319-12 -06 7,6 0.30 1,8 0.07
FF90319-16 -08 109 043 1.8 0.07
FF90319-20 -10 14,0 0.55 1,8 0.07
FF90319-24 -12 173 0.68 1,8 0.07
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FF16087-01 Individual
Includes: metal box, Connection Size O-Ring part #
O-Rings for ORS -4 through -24, ORS _04 FF9446-11
Gt fange 08 trough_ 32, ors 00 | Frodde2
24 packages with twelve OR5 -08 FF9446-14
90 durometer nitrile ORS -10 FF9446-16
S‘Riﬂg per paékgge- — ORS 12 FF9446-18
eplacement O-Ring can be order
indpivaidially by part?\u?nber Iiosted.e ORS 16 FF9446-21
ORS -20 FF9446-25
ORS -24 FF9446-29
O-Ring Boss -04 22617-4
O-Ring Boss -05 22617-5
O-Ring Boss -06 22617-6
O-Ring Boss -08 22617-8
O-Ring Boss -10 22617-10
O-Ring Boss -12 22617-12
O-Ring Boss -16 22617-16
O-Ring Boss -20 22617-20
O-Ring Boss -24 22617-24
O-Ring Boss -32 22617-32
FF16087-01 Split Flange -08 FF9446-210
Split Flange -12 FF9446-214
Split Flange -16 FF9446-219
Split Flange -20 FF9446-222
Split Flange 24 FF9446-225
Split Flange -32 FF9446-228
for DIN 3852-2 ports
FF9895 Bonded
Seal BSPP
Part # Thread Size A Ref B Ref Cref
inch inch inch inch
—I-E FF9895-02 1/8-28 0.625 0.403 0.080
I — FF9895-04 1/4-19 0810 0536 0.080
A L FF9895-06 3/8-19 0937 0.675 0.080
L FF9895-08 1/2-14 1125 0.843 0.097
FF9895-10 5/8-14 1.250 0.920 0.097
- FF9895-12 3/4-14 1,375 1.060 0.097
FF9895-16 1-11 1.685 1.329 0.133
FF9895-20 11/4-1 2.062 1.685 0.133
FF9895-24 11/2-1 2.307 1.902 0.133
FF9895-32 2-1 2.875 2.380 0133

Material: steel with bonded nitrile (buna-n) seal.
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O-Rings & kits
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Designating separate SAE O-Rings
SAE O‘R| ng bOSS O-Ring Operating
To order Danfoss O-Ring separately without S5 bt temperatiieiange
fittings specify the size and material by using Buna-N 300F to 4250 F
the O-Ring base number and dash size. 22617 (Standard) | Nitrile rubber (340 C to + 121°C)
The charts offer a simple method to assure 90 Durometer
the correct O-Ring for your application.

/ EPOM 650 F to 42120 F

22033 Ethylene propylene

di (-55° Cto +100°C)
iene monomer

22068 Viton Fluoroelastomer -15° F to 44000 F
90 Durometer (-24° Cto +205° Q)
Buna-N,

22012 Low temperature nitrile rubber 650 P10 +2250F

90 Durometer (-55° C to + 1070 C)

SAE O-Ring size

O-Ring
dash size Tube size A E
mm (in) mm in mm in
-4 -04 (1/4) 89 0.351 1,8 0.072
-6 -06 (3/8) 1.9 0468 2,0 0.078
-8 -08 (1/2) 16,3 0.644 23 0.087
-10 -10 (5/8) 193 0.755 2,5 0.097
-12 -12 3/4) 234 0924 30 0.116
-16 -16 (1) 29,7 171 30 0.116
-20 2001 1/4) 376 1475 30 0.118
24 24 (11/2) 43,7 1.720 3,0 0ms

Aeroquip by Danfoss Rubber Hydraulic Hose & Fitting Catalog 247




1%]
wvy
L
=
©
(@)
>
a
2
>
o3
@
(0]
<
wv
o
<
£
s
&
Q
£
=
v
©
=
Q.
)

aA\eroquip

Split flange kit

O-Rings & kits

Designating separate

ORS O-Ring boss

To order Danfoss O-Ring separately without
fittings specify the size and material by using
the O-Ring base number and dash size. The
charts offer a simple method to assure the cor-

rect O-Ring for your application.

S

ORS O-Rings
O-Ring Operating
Base # Material temperature range
Buna-N —-40°F to +250°F
FF9446 (Standard) Nitrile Rubber (-40°Cto +121°C)
90 Durometer
EPDM -65°F to +300°F
FF9807 Ethylene propylene (=55°C to +150°C)
diene monomer
Viton Fluoroelastomer -15°F to +400°F
22046 90 Durometer (-=25°C to +205°C)
Buna-N, —65°F to +225°F
FF9855 Low Temperature Nitrile Rubber | (-55°C to +107°C)
90 Durometer
Neoprene -65°F to +300°F
22546 90 Durometer (=55°C to +150°C)

ORS O-Ring size

O-Ring
dash size Tube size A E
mm mm in mm in
-1 -04 76 0.301 1,8 0.07
-12 -06 9.2 0.364 1,8 0.07
-14 -08 124 0.489 1.8 0.07
-16 -10 15,6 0.614 1.8 0.07
-18 -12 18,8 0.739 1,8 0.07
21 -16 23,5 0.926 1,8 0.07
25 -20 299 1.176 1.8 0.07
-29 24 378 1489 1.8 0.07
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Hose accessories

900564

Steel protective
coil spring

900705

Steel protective
coil sleeve

Protects hose cover and reinforcement
from abrasion and accidental damage.

Construction: steel wire, rust resistant.

This coil should fit snugly to the hose O.D.
expanding the coil I.D. (unwind the coil) may
be necessary for proper installation.

For use with hose:
see Accessories to hose chart pg 258 - 267

Recommended for use where hose
lines are subjected to excessive abrasion,
kinking or accidental damage.

Construction: spring steel, rust resistant.
This coil should fit snugly to the hose O.D.
expanding the coil 1.D. (unwind the coil) may
be necessary for proper installation.

For use with hose:
see Accessories to hose chart pg 258 - 267

900564 900705

900952

Plastic protective
coil spring

Recommended to protect hose from abra-
sion, this light weight plastic sleeve is unaf-
fected by air, water, oil, gasoline, hydraulic
and most other fluids. This coil can also be
used for group bundling of hose lines.
Temperature range of 0°F to +180°F.

For use with hose:
see Accessories to hose chart pg 258 - 267

900952

Sleeve Sleeve Sleeve
dash # Sleeve |.D. dash # Sleeve |.D. dash # Sleeve |.D.
mm in. mm in. mm in.

-1S 15,5 0.61 -17S 11,2 044 900952-4 6,0 0.24
-12S 16,8 0.66 -1S 12,7 0.50 900952-6 95 0.37
-2S 19,0 0.75 -13S 14,5 0.57 900952-8 12,5 0.49
-155 20,6 0.81 -2S 16,0 0.63 900952-10 16,0 0.63
-14S 21,3 0.84 -3S 19,0 0.75 900952-12 21,0 0.83
-3S 23,1 091 -4S 223 0.88 900952-16 27,0 1.06
-4S 264 1.04 -55 26,2 1.03 900952-22 34,0 1.34
-55 30,0 1.18 -14S 28,2 1.11 900952-30 40,0 1.58
-6S 34,0 1.34 -6S 31,0 1.22 900952-40 32,0 1.26
-7S 42,2 1.64 -7S 373 147 900952-48 79,0 311
-9S 478 1.88 -9S 429 1.69
-85 54,1 213 -85 48,5 191
-10S 60,4 2.38 -10S 54,1 213
-13S 69,8 2.75 -1S 65,0 2.56
-1S 73,1 2.88
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222005%, 222022

Stainless steel internal
support coils

-

Recommended for vacuum service
with most hose.

For use with hose:
see Accessories to hose chart pg 258 - 267

222005, 222022

FC425

Nylon abrasion sleeve
Meets MSHA requirements

Nylon sleeve protects hose from abrasion
and allows bundling of hose lines.

For use with hose:
see Accessories to hose chart pg 258 - 267

FC425

Hose accessories

624

Firesleeve

Firesleeve will protect hose from direct flame.
Firesleeve is constructed of a uniform single
layer of braided fiberglass tubing impreg-
nated with flame resistant silicone rubber.
Temperature range of -65°F to +500°F.

For use with hose:
see Accessories to hose chart pg 258 - 267

Nominal

Part # O.D. Coil Part # Sleeve .D* “B" Part # I.D. Clamp #

mm in. mm in. mm in (2 required)
222005-23C 8,6 0.34 FC425-12 18,0 0.71 624-5 79 0.31 FF9217-0622S
222005-10C 10,7 042 FC425-15 234 092 624-7 11,2 044 FF9217-0622S
222005-21C 129 0.51 FC425-16 254 1.00 624-8 12,7 0.50 FF9217-0622S
222005-11C 15,2 0.60 FC425-18 28,7 1.13 624-9 14,2 0.56 FF9217-0622S
222022-12C 17,8 0.70 FC425-20 31,7 1.25 624-10 | 157 0.62 FF9217-0622S
222005-13C 18,5 0.73 FC425-24 404 1.59 624-11 | 175 0.69 FF9217-0622S
222005-14C 239 0.94 FC425-28 44,4 1.75 624-12 | 190 0.75 FF9217-0622S
222022-16C 24,6 097 FC425-32 52,6 2.07 624-13 | 206 0.81 FF9217-0622S
222005-15C 30,2 1.19 FC425-38 60,4 2.38 624-14 | 223 0.88 FF9217-0622S
222022-20C 31,7 1.25 FC425-40 64,5 2.54 624-16 | 254 1.00 FF9217-0622S
222005-17C 36,6 144 FC425-46 72,6 2.86 624-18 | 284 1.12 FF9217-0622S
222022-24C 38,1 1.50 FC425-54 84,8 334 624-20 | 31,7 1.25 FF9217-0648S
222005-18C 477 1.88 FC425-59 93,0 3.66 624-22 | 350 1.38 FF9217-0648S
222022-32C 50,0 197 *The maximum O.D. of hose fittings must be 624-24 | 38,1 1.50 FF9217-0648S
222005-19C 62,0 244 allowed for if fittings are to be covered. 624-26 | 41,1 1.62 FF9217-0648S
222022-40C 67,8 2.67 624-28 | 444 1.75 FF9217-0648S

*222005 is 301 stainless steel.

FF9217

Band style clamp

Recommended for attaching
sleeve to hose lines.

Clamp numbers:
FF9217- 06225, FF9217-0648S; 3/8 inch wide
FF9217-0664C; 1/2 inch wide.

For use with hose:
see Accessories to hose chart pg 258 - 267

F2636

Band style clamp tool

Installation tool for FF9217 clamps.
Recommended for attaching sleeve
to hose lines.

624-30 | 477 1.88
624-32 | 50,8 2.00
624-38 | 604 2.38
624-42 | 66,5 2.62
624-46 | /3 2.88
624-50 | /92 3.12
624-54 | 858 3.38
624-60 | 95,2 3.75

FF9217-06485
FF9217-06485
FF9217-06485
FF9217-06485
FF9217-0664C
FF9217-0664C
FF9217-0664C
FF9217-0664C
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Denier: 1260
Danfoss Guardian Melting Point: 215°C/420°F

FF90754

Guardian sleeve
Material: Polyamide 6, made
with pre-dyed yarn

Danfoss' new Guardian Sleeve is designed to provide protection against hydraulic hose failure Dim. Stability: Great resistance to sun,
by containing pressure and fluids that may escape during a hose burst or pinhole leak. atmospheric agents and aging
For use with hose: Toxicity: Non-Toxic
see Accessories to hose chart pg 258 - 267
- Color: Black
FF90754 Packing Requirements: Danfoss Guardian
Properties Specification Description Sleeve comes in a 300 foot roll with no more
Capable t tain hose burst than 3 cuts per roll and no piece shorter than
. apable to contain hose burs
Burst pressure 16,000 psi Up t 16,000 psi 30 feet.
Pin hole leak . Sustained 4,000 psi pin hole Note: must be ordered by the roll.
4,000 psi . .
pressure deflection from focused Tmm pin hole
. Holds up to 250,000 abrasion
Abrasion cycles 250,000 cycles per 15O 6945

General and dimensional information Guardian sleeve chemical compatibility

Nominal A - Flat width Weights in Ibs Rolls Chemical Compatibility

Part # 1.D. (in) (in) +/- 0.125 per 300 ft Roll per box

FF90754-68 0.68 1.290 743 8 Gasoline Very Good
FF90754-79 0.79 1400 8.50 7 oil Very Good
FF90754-91 091 1590 970 6 Mineral and vegetable oil|  Very Good
FF90754-98 098 1590 1013 6 lonic metallic solutions Very Good
FF90754-106 1.06 1.825 1110 5 Alcohols Very Good
FF90754-122 1.22 2076 12,60 4 Diluted bases Very Good
FF90754-142 142 2.390 14.50 4 Diluted acids * Good
FF90754-157 157 2,650 16.10 3 Benzene Very Good
FF90754-173 173 2910 17.70 3 Acetone Very Good
FF90754-185 1.85 3.100 18.80 3 Ether Very Good
FF90754-209 209 3470 2110 5 Carbon Tetrachloride Very Good
FF90754-219 219 3630 2210 5 Chlorine based solvent Very Good
FF90754-238 238 3925 2390 2 Mold, bacteria, moths | Very Good
FE90754-288 288 4714 28.60 2 *Strong and concentrated acids; ie. Hcl or

Formic acid may have some corrosive action.

FF90754-366 3.66 5938 36.10 1
Suggested Sleeye Max hose OD that sleeve |Hose size ?Oerliﬁtet:;?wed sleeve part number
sleeve part # |.D. (in) can accept (in) as a ref.

FF90754-68 068 0.52 -4 Cut the sleeve 2 inches longer than the
FF90754-79 0.79 0.61 -4 cut length of the hose to allow full hose
FF90754-91 091 0.70 -6 bend radius.

FF90754-98 098 0./6 6 The ends of the sleeves must be seared
FF90754-106 106 080 6 to prevent sleeve from fraying.
FF90754-122 1.22 092 -8

FF90754-142 142 102 10 Slide the sleeve over the hose.
FF90754-157 1.57 113 -10 Properly assemble the hose ends.
FF90754-173 173 1.24 -12

FF90754-209 2.09 1.50 -16

FF90754-219 219 1.54 -20

FF90754-238 2.38 1.70 -20

FF90754-288 2.88 2.00 -20

FF90754-366 3.66 240 24
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900729 FF90311

Support clamp Heavy duty hose
support clamps

oo

These lightweight vinyl-coated steel support clamps are i
designed to support hose where long runs are necessary. This
clamp not only furnishes a cleaner installation, but prevents dam-

age, exposure and chafing. The lining will withstand high ambient
temperatures.

These heavy duty weld-based clamps are designed to securely
hold hose in applications subject to impulsing, flexing and vibrating
conditions. The clamps help prevent abrasion and extend hose

life through proper routing. Clamps are rated to ambient
temperature of +250°F.

Bolt hole dia:
Clamp dash no. =01 thru -8, =18 thru -23
is .406; -9 thru =17, =24 thru -31 is .531.

For use with hose: For use with hose:
see Accessories to hose chart pg 258 - 267 see Accessories to hose chart pg 258 - 267
900729
Clamp dash # Clamp I.D. Closed Clamp Part # Inside diameter
mm in. mm in.
-18 6,3 0.25 FF90311-127 12,7 0.50
-19 96 0.38 FF90311-137 13,7 0.54
-01 1,2 0.44 FF90311-150 15,0 0.59
-1 12,7 0.50 FF90311-160 16,0 0.63
-2 14,2 0.56 FF90311-171 171 0.67
-21 16,0 0.63 FF90311-174 174 0.69
-3 175 0.69 FF90311-190 190 0.75
-4 190 0.75 FF90311-205 20,5 0.81
-5 20,6 0.81 FF90311-222 22,2 0.87
-6 239 094 FF90311-239 239 094
-23 254 1.00 FF90311-254 254 1.00
-8 269 1.06 FF90311-266 26,6 1.05
-9 28,7 113 FF90311-280 28,0 1.10
-27 30,2 119 FF90311-300 30,0 118
-24 31,7 1.25 FF90311-320 32,0 1.26
-25 333 1.31 FF90311-334 334 1.31
-10 38,1 1.50 FF90311-357 35,7 141
-11 396 1.56 FF90311-381 381 1.50
-12 44,4 1.75 FF90311-400 40,0 1.57
-28 46,0 1.81 FF90311-422 42,2 1.66
-13 50,8 2.00 FF90311-445 445 1.75
-29 523 2.06 FF90311-483 48,3 190
-14 571 2.25 FF90311-508 50,8 2.00
-30 63,5 2.50 FF90311-572 572 2.25
-31 66,8 2.63 FF90311-635 63,5 2.50
-15 69,8 275 FF90311-700 70,0 2.76
-16 73] 2.88
-17 904 3.56
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Construction:
Carbon steel spring wire, Zinc plated.

Round-wire
clamps

~

Applications:
Industrial
Automotive
Agriculture
General market applications

6207 E.F.l. hose clamps

Electronic fuel injection hose clamps

Construction:
Plated carbon steel
23/64' (9 mm) band width

Partial stainless steel clamps

Full-sized and micro-sized clamps
SAE J1508 Type F

Partial stainless steel clamps utilize a 300 Series stainless steel band and
housing with a steel case-hardened, zinc-plated screw. They feature

a 14.3mm (9/16") band housing with a 8mm (5/16") hexagon and
screwdriver slotted screw.

Application:
Heavy-duty equipment
Agriculture
General industry
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Round-wire clamps

Clamp Hose Part Minimum Maximum Nominal
size size # diameter diameter diameter
06 1/4 1538 370 .380 375
08 5/16 1539 .551 573 .562
10 3/8 1540 610 640 625

6207 - E.Fl. hose clamps

Clamp Part Minimum Maximum Nominal
size # diameter diameter diameter
04 6207-004 | 433 551 512
05 6207-005 | 472 .590 .551
06 6207-006 | .551 669 630

6205/6203 - Partial stainless steel clamps

Clamp Part Minimum Maximum Nominal

size # diameter diameter diameter
*004 6205-004 7/32 5/8 1/4
*006 6205-006 5/16 7/8 1/2
006 6203-006 3/8 7/8 1/2
008 6203-008 7/16 1 9/16
010 6203-010 9/16 1-1/16 5/8
012 6203-012 9/16 1-1/4 3/4
016 6203-016 11/16 1-1/2 1
020 6203-020 3/4 1-3/4 1-1/4
024 6203-024 1-1/16 2 1-1/2
028 6203-028 1-5/16 2-1/4 1-3/4
032 6203-032 1-9/16 2-1/2 2
036 6203-036 1-13/16 2-3/4 2-1/4
040 6203-040 2-1/16 3 2-1/2
044 6203-044 2-5/16 3-1/4 2-3/4
048 6203-048 2-9/16 3-1/2 3
052 6203-052 2-13/16 3-3/4 3-1/4
056 6203-056 3-1/16 4 3-1/2
064 6203-064 3-9/16 4-1/2 4
072 6203-072 4-1/16 5 4-1/2
080 6203-080 4-5/8 5-1/2 5
088 6203-088 4-3/32 6 5-1/2
096 6203-096 4-1/2 6-1/2 6
104 6203-104 5 7 6-1/2

*Micro-sized clamps
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All stainless steel clamps

Full-sized and micro-sized clamps Clamp Part Minimum Maximum Nominal
SAE J1508 Type F size # diameter diameter diameter
*004 6206-004 7/32 5/8 1/4
*006 6206-006 5/16 7/8 1/2
006 6204-006 3/8 7/8 1/2
008 6204-008 7/16 1 9/16
010 6204-010 9/16 1-1/16 5/8
) ) ) ) 012 6204-012 9/16 1-1/4 3/4
Clamps.thh an all sta|n|ejss steel construction offers maximum 06 6204016 6 72 .
protection against corrosion.
020 6204-020 3/4 1-3/4 1-1/4
Full-sized all stainless clamps have a 14.3mm (9/16") band and
housing manufactured with 300 Series stainless steel. The 8mm 024 6204-024 11116 2 1172
(5/16") hexagon and screwdriver slotted screw features 410 stainless 028 6204-028 1-5/16 2-1/4 1-3/4
steel. 032 6204-032 1-9/16 2-1/2 2
Micro-sized all stainless clamps have a 5/16" (8mm) band and 036 6204-036 1-13/16 2-3/4 2-1/4
houﬂsmg manufactured vvlth 300 Series stainless steel. The 6.3'5mm 040 6204-040 21716 3 /2
(1/4") hexagon and screwdriver slotted screw features 410 stainless
steel. 044 6204-044 2-5/16 3-1/4 2-3/4
048 6204-048 2-9/16 3-1/2 3
Applications: 052 6204-052 | 2-13/16 33/4 3-1/4
+ Chemical * Automotive 056 6204-056 3-1/16 4 3172
+ Marine « Electrical
. . 064 6204-064 3-9/16 4-1/2 4
- Food processing + Plumbing
. 072 6204-072 4-1/16 5 4-1/2
+ Dairy
080 6204-080 4-5/8 5-1/2 5
088 6204-088 4-3/32 6 5-1/2
096 6204-096 4-1/2 6-1/2 6
104 6204-104 5 7 6-1/2
*Micro-sized clamps
A5950 For use with hose:
see Accessories to hose chart pg 258 - 267

Hose bend restrictors

A5950 hose bend restrictors

Restrictor I.D. (in.) Part # Restrictor length (in.)
0.530 A5953 6
0.625 A5962 6
0.690 A5969 6
0.750 A5975 7
0.840 A5984 7
For use in protecting the last section of hose at the fitting connection, 0.875 A5987 7

bend restrictors are designed to allow for an appropriate degree

of "bend” without compromising the integrity of hose assemblies.
They are also recommended for hose assemblies that receive
substantial handling, such as in pressure washer, air, oil, and hydraulic
fluid transfer applications.

Construction:
Plastisol MR 436 gloss PVC
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H P Series Hose protectors Features:

- Operating temperature

Hose protectors Part # Description Color range is -40° to 430°F
HP4-B 4" Hose protector case of 50 Black - Exceptionally cost effective
HP4-O 4" Hose protector case of 50 Orange . Packed in easy to assemble,
HP6-B 6" Hose protector case of 50 Black colorful, counter display box
HP6-0O 6" Hose protector case of 50 Orange . Available in 5 sizes: -4, -6 -8
HP8-B 8" Hose protector case of 50 Black 410 & -12: cable ties included
HP8-O 8" Hose protector case of 50 Orange
HP10-B 10" Hose protector case of 10 Black Market applications:
HP10-0 10" Hose protector case of 10 Orange + Farming
HP12-B 12" Hose protector case of 10 Black l{;ﬁgiﬁ:gl

Easy installation in minutes —no need to HP12-0 12" Hose protector case of 10 Orange - Mining

;e“r:ove hose, (fjormulﬁted fo resist solvents, HPMB-60* | Mixed hose protectors case of 60 | Black . Construction

+grease and gasoline. HPMO-60* | Mixed hose protectors case of 60 | Orange + Aviation support

- Road maintenance
*The HPM multi-pack contain 60 pieces, W
20 of each size, -4, -6, and -8 + Waste management

- Original equip. manuf.

HLM-48 HSM-48 FF90308

Hose looms Hose spacers Hose insertion gauge

Improve hose assembly reliability with these
easy to use aluminum gages that are de-
signed to ensure proper fitting depth during
pre-assembly.

Simply bottom the hose in the appropriately
marked cavity and scribe a mark on the hose
flush with the top surface of the gauge. Insert

Hose looms Hose spacers

Part # Description Part # Description the fitting until the back of the socket is
aligned with scribe line.

HLM-48 Case of 48 mixed hose looms HSM-48 | Case of 48 mixed Hose Spacers

Features: Features: Hose insertion guage
- Prevents hose abrasion at points of contact - Prevents hose abrasion at points of contact Part # Usage
- Keeps multiple hoses organized « Helps keep hoses organized For use with all hoses that
- Simplifies hose routin - Prevents damage from unrestrained hoses FF90308-01 | mate with -4 through -16
: d i i g 1A (TTQ)/Z series
- Prevents damage from unrestrained hoses « Available in 4 sizes - 3/4, 1", 1-1/8", 1-3/8" -
For use with all hoses that
- Available in 4 sizes — 3/4",1",1-1/8",1-3/8" « Packed in colorful counter display FF90308-02 |mate with -20 through -32
) ) boxes of 48 — cable ties included 1A (TTC)/Z series
« Packed in colorful counter display -
boxes of 48 - Also available in mixed boxes of 48 For use.vvlth all hoses that
e (12 each size) or refill bags of 12 FF90308-04 | mate with -06,-08,-10,-12,
« Also available in mixed boxes of 48 -16 spiral 45/65 fittings

(12 each size) or refill bags of 12 For use with all hoses that

FF90308-05 |mate with -20,-24, -32
spiral 45/6S fittings
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Fla rEtite Seals The ideal product tq enhance new insta‘llations of SAE 37° connections,
as well as seal off minor leaks and weeping connections.
Features: Benefits:
- Ribbed insert design « Multiple surface
- Coated with Loctite sealant contact points
- Economical method to reduce minor leaks + Locks the joint and fills surface
and weeping connections imperfections
- Built-in clip to attach the Flaretite seal to the + Saves time & money associated
nose of the SAE 37 degree connection with maintenance and rework
- Available sizes: -04 through -32 + Quick & easy assembly
Flaretite seal i v Flaretite seal Standard flared connection
joint section of applied seal (section)

Custom sealant & locking ribs
Reduced

Coating %red end

Metal to metal flare

sleeve seal across the

face of the connection
Imperfection in
tube flare seale!
by coating

Stamping

Sealing rings .
of flaretite Tubing
seal compressed to == 1 degree max.
match mis-alignment . fmis-alignment

of flared faces. JIC 37° standard flared fitting

\

Flared tubing or machined

Imperfection in Flared connection (hose end)

nipple sealed by
coating

Standard flare nut
& sleeve

S -— Assembly and torque
requirements
Seal Package Number of seals To assemble an SAE 37° connection using
size part # per package a Flaretite seal, simply push the Flaretite seal
-04 FF13267 100 onto the male portion of the connection.
206 FF13268 100 The built-in clip will hold the Flaretite seal
_08 | FF13269 100 onto the male half.
-10 FF13270 100 During assembly ensure:
-12 FF13271 100 h lis fitted V1o th ical
- The seal is fitted squarely to the conica
16 FF13272 20 nose of the JIC fitting -37° flare.
20 | FF13273 50 o et
By FF13570 25 The sealing faces of the flared connector
part are clean and free of burrs.
-32 FF13571 10

-The flared joint is correctly tightened
with recommended torque settings
noted below.

Recommended torque settings:

Tolerance: +10% -0%

-04 (1/4") | SAE 37" 14lb-ft. | -10(5/8") | SAE 37" 80Ib-ft. 20 (1-1/4") | SAE 37°:190Ib-ft.
-06 (3/8") | SAE37%26lb-ft. | -12(3/4") | SAE 37" 110lb-ft. | 24 (1-1/2") | SAE 37°: 220Ib-ft.
-08 (1/2") | SAE 37" 55Ib-ft. -16 (1") | SAE37%140lb-ft. | -32(2") SAE 37°: 325Ib-ft.

*

Flaretite is a registered trademark of Flaretite Inc.
All photos and the name Flaretite are the property of Flaretite Inc.
** Loctite is a registered trademark of the Henkel Corporation.
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900564 900705 900952 ;ggggg 900729 FF90311 FC425 624 FF9217 FF90754 A5950

Steel Steel Plastic Internal | Support |Heavy Nylon Fire- Band style |Guardian |Bend

protective | protective | coil support |clamp duty sleeve* |sleeve* |clamp sleeve* restrictor

coil coil sleeve* | coil support

spring* sleeve* clamp

- h__J -
30 /4

Hose Part # = [ B
2651-4 -1S -1S -6 - -1 -127 -12 -1 -0622S -68 A5950
2651-5 128 -13S -8 - 2 -137 -12 -12 -0622S -79 A5962
2651-6 25 25 -10 - 21 171 -16 -14 -0622S -91 A5962
2651-8 -14S -3S -12 -10C -4 -174 -16 -16 -0622S -106 A5969
2651-10 -4S -4S -12 21C -5 -222 -20 -18 -0622S -122 A5984
2651-12 -55 -55 -16 -12C -8 -266 -20 -20 -0648S -157 -
2651-16 -6S -65 -16 - 27 -300 24 24 -0648S -173 -
2651-20 -75 7S -22 -15C -10 -381 -28 -30 -0648S -209 -
2651-24 -9S -9S -22 -17C -12 -445 -32 -32 -0648S -238 -
2651-32 -10S -10S -30 -18C -29 -508 -38 -42 -0648S -366 -
2661-12 -75 7S -30 -14C -25 -334 24 24 -0648S 219 -
2661-16 -75 -9S 2 -15C -1 -400 -32 -30 -0648S -288 -
2661-20 -85 -10S - -20C -28 -483 -38 -38 -0648S -366 -
2661-24 -10S -1S - -24C -29 -508 -40 -42 -0648S -366 -
2661-32 -11S 2 - - -31 -635 -54 -50 -0664C - -
2661-40 - - - -40C -16 - -59 -60 -0664C - -
2661-48 - - - -48C -17 - - - - - -
2807-3 - - - - -18 - - -5 -0622S -68 A5953
2807-4 - - - - -18 - - -7 -0622S -68 A5953
2807-5 - - -4 - -19 - - -9 -06225 -68 A5953
2807-6 - -175 -6 -23C -1 - - -10 -0622S -68 A5953
2807-8 -1S -1S -8 -10C -1 -137 -12 -12 -0622S -79 A5962
2807-10 25 -3S -8 21C 21 -160 -16 -14 -0630S -91 A5969
2807-12 25 -3S -10 -13C -4 -190 -16 -16 -0630S -98 A5984
2807-16 -3S -55 -12 -14C -23 -266 -20 -20 -0630S -157 -
2807-20 -55 -65 -16 -15C 24 -320 -24 24 -0648S -185 -
2808-8 -12S -1S -6 -10C 2 -150 -12 -16 -06225 -79 A5969
2808-10 -25 -25 -8 -21C -3 -174 -16 -18 -0630S -91 A5975
2808-12 -14S -3S -10 -13C -5 -205 -16 -20 -0630S =122 A5987
2808-16 -55 -55 -16 -14C -8 -280 -20 -26 -0648S -157 -
2808-20 -75 -6S -16 -15C -25 -334 24 -32 -0648S -209 -
2808-24 -75 7S -22 -17C -1 -422 -28 -38 -0648S -238 -
3TR7-02 - - -6 - -18 - -12 - -0622S -68 A5953
3TR7-03 - - -8 - -19 - -12 - -06225 -79 A5953
3TR7-04 - - -10 - -01 - -12 - -0622S -79 A5953
3TR7-05 - - -10 - 2 -137 -16 - -06225 -91 A5962
3TR7-06 - - -12 - 221 -160 -16 - -0622S -98 A5969
3TR7-08 - - -12 - -5 -205 -16 - -06225 -142 A5987
3TR7-10 - - -16 - -5 =222 -18 - -0622S -157 -

*Sizes indicated are based on Hose O.D. only. If sleeve is to be placed over fittings,
alarger sleeve size may be required, depending on type of fitting used.
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900564 900705 900952 ;35825 900729 FF90311 FC425 624 FF9217  FF90754 A5950

Steel Steel Plastic Internal | Support |Heavy Nylon Fire- Band style |Guardian |Bend

?;?Itective ;c:;ﬁtective :Ioe"eve* 2:ﬁport clamp ‘s’:;;ort sleeve* |sleeve* |clamp sleeve* restrictor

spring* sleeve* clamp

_ o= -
28 I/

Hose Part # x : L
3TR7-12 - - -16 - -23 -254 -20 - -0648S -173 -
3TR7-16 - - 22 - -25 -334 24 - -06485 -209 -
3TR7N-02 - - -6 - -18 - -12 - -0622S -68 A5953
3TR7N-03 - - -8 - -19 - -12 - -06225 79 A5953
3TR7N-04 - - -10 - -01 - -12 - -0622S -79 A5953
3TR7N-05 - - -10 - 2 -137 -16 - -06225 -91 A5962
3TR7N-06 - - -12 - 21 -160 -16 - -0622S -98 A5969
3TR7N-08 - - -12 - -5 -205 -16 - -0622S -142 A5987
3TR7N-10 - - -16 - -5 222 -18 - -0622S -157 -
3TR7N-12 - - -16 - 23 -254 -20 - -06485 -173 -
3TR7N-16 - - 22 - 25 -334 24 - -0648S -209 -
3TR8-04 - - -10 - 2 -150 -16 - -06225 -98 A5969
3TR8-06 - - -12 - -3 -174 -16 - -0622S -106 A5984
3TR8-08 - - -16 - -5 222 -18 - -0622S -142 -
3TR8-12 - - 22 - -8 -280 -20 - -0648S -173 -
3TR8-16 - - -30 - 25 -357 24 - -06485 219 -
3TR8N-04 - - -10 - 2 -150 -16 - -0622S -98 A5969
3TR8N-06 - - -12 - -3 -174 -16 - -06225 -106 A5984
3TR8N-08 - - -16 - -5 222 -18 - -0622S -142 -
3TR8N-12 - - 22 - -8 -280 -20 - -0648S -173 -
3TR8N-16 - - -30 - -25 -357 24 - -0648S 219 -
3TR18CT-04 - - -8 - -01 - -12 - -06225 79 A5953
3TR18CT-05 - - -10 - 2 -137 -16 - -0622S -91 A5962
3TR18CT-06 - - -12 - 21 -160 -16 - -06225 -98 A5969
3TR18CT-08 - - -16 - -5 -205 -16 - -0622S -142 A5987
3TR18CT-10 - - -16 - 23 -266 -20 - -06485 -173 -
CR170-06 25 25 -10 - 21 - -16 -14 -0622S -91 A5975
CR170-08 145 35 -12 -10C -4 - -16 -16 -06225 -106 A5984
CR170-12 -55 -14S -16 -12C -8 - -20 -20 -0648S -157 -
EC115-04 -1S -1S -6 - -1 -127 -15 -N -06225 -68 A5962
EC115-06 -1S -13S -8 - 2 -150 -16 -12 -0622S -79 A5969
EC115-08 35 -4S -12 -10C -4 -190 -18 -12 -0622S -98 A5984
EC115-10 -3S 35 -12 -21C -5 -205 24 -16 -0622S -122 -
EC115-12 -4S -55 -16 - -6 -239 24 20 -0630S -142 -
EC115-16 -55 -6S -16 -13C -9 -320 -32 -20 -0630S -173 -
EC115-20 -7S -7S 22 -14C -1 -400 -38 -30 -0648S -238 -

*Sizes indicated are based on Hose O.D. only. If sleeve is to be placed over fittings,
alarger sleeve size may be required, depending on type of fitting used.
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900564 900705 900952 %;gggg 900729 FF90311 FC425 624 FF9217  FF90754 A5950

Steel Steel Plastic Internal | Support |Heavy Nylon Fire- Band style |Guardian |Bend

E;ﬁtective g;ﬁtective :re“eve* zgﬁport clamp g:;)'; ort sleeve* |sleeve* |clamp sleeve* restrictor

spring* sleeve* clamp

) s {
28 W

Hose Part # : ) —
EC115-24 -85 -10S -30 -17C -12 -483 -40 -32 -0664C -288 -
EC115-32 -13S -125 -30 -19C -30 -635 -54 -46 -0664C -366 -
EC116-04 -1S -175 -8 - -19 -127 -12 -7 -0622S -68 A5962
EC116-05 -15 175 -8 - -01 -127 -12 -8 -06225 -68 A5962
EC116-06 -1S -13S -10 - 2 -150 -12 -10 -0622S 79 A5975
EC116-08 -125 -3S -12 - -3 -174 -12 -12 -0622S -91 A5984
EC118-04 -1S -1S -10 - -01 - -12 -9 -0622S 79 A5962
EC118-05 -1S -13S -10 -23C -1 -137 -12 -10 -06225 -91 A5969
EC118-06 -125 -3S -12 -10C 21 -160 -16 -12 -0622S -98 A5975
EC118-08 -155 -4S -12 -21C -4 -190 -16 -14 -0622S -122 A5962
EC118-10 -4S -55 -16 -12C -6 -239 -18 -18 -0622S -157 -
EC118-12 -55 -65 22 - -9 -280 24 22 -0648S -185 -
EC118-16 7S -7S -30 - 25 -357 -28 26 -0648S 219 -
EC215-04 -15 -1S -6 - -1 -127 -12 -n -0622S -68 A5962
EC215-06 25 -2S -10 - -3 -174 -16 -14 -0622S -91 A5984
EC215-08 -155 35 -10 - -5 -205 -16 -16 -06225 -122 A5987
EC215-10 -4S -4S -12 -21C -6 -239 -20 -18 -0630S -122 -
EC215-12 -4S -4S -12 - -6 - -20 -18 -0633S -157 -
EC215-16 7S -6S -16 - 25 -357 24 24 -0630S -209 -
EC215-20 -7S -9S 22 - -12 -422 -28 28 -0648S -288 -
EC215-24 -85 -85 -30 - -13 -508 -38 -38 -0648S -288 -
EC215-32 -13S -125 -30 - -30 -635 -46 -46 -0664C - -
EC216-04 -1S -175 -8 - -01 -127 -12 -8 -0622S -68 A5962
EC216-05 -15 -1S -10 - -1 -137 -12 -9 -06225 79 A5969
EC216-06 -1S -2S -10 - 2 -160 -12 -1 -0622S -91 A5984
EC216-08 25 -3S -12 - -4 -190 -12 -13 -0622S -98 A5987
EC230-40 - - - -40C -16 -700 -54 -54 -0664C - -
EC415-06 35 35 -12 - -5 - -18 -18 -06225 -122 -
EC415-08 -4S -4S -12 - -6 -239 -20 -18 -0630S -122 -
EC415-10 -4S -4S -12 - -6 - -20 -18 -0633S -157 -
EC415-12 -65 -14S -16 - 27 -300 24 22 -0648S -173 -
EC415-16 7S 7S 22 - -10 -381 -28 -30 -0648S -209 -
EC415-20 -85 -9S 22 - 28 -445 -32 -38 -0648S -288 -
EC615-20 -85 -85 -30 - -13 -508 -38 -38 -0648S -288 -
EC615-24 -10S -10S -30 - -14 -572 -38 -38 -0648S -366 -
EC810-12 -65 -65S -16 - 24 -320 24 26 -0648S -185 -
EC810-16 7S 7S 22 - -10 -381 -28 28 -0648S -209 -

*Sizes indicated are based on Hose O.D. only. If sleeve is to be placed over fittings,
alarger sleeve size may be required, depending on type of fitting used.
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Accessories to hose chart

900564 900705 900952 ;35825 900729 FF90311 FC425 624 FF9217  FF90754 A5950

Steel Steel Plastic Internal | Support |Heavy Nylon Fire- Bandstyle |Guardian |Bend

protective | protective | coil support |clamp duty sleeve* |sleeve* |clamp sleeve* restrictor

coil coil sleeve* | coil support

spring* sleeve* clamp

. {
“ s /v

Hose Part # E ﬁ
EC810-20 -85 -85 -30 - -13 -508 -38 -38 -0648S -288 -
EC810-24 -10S -10S -30 - -14 -572 -38 -38 -0648S -366 -
EC810-32 -1S -1 -30 - -15 -700 -54 -46 -0664C - -
EC881-4 -1S -1S -8 -21C -01 - -12 -9 -0622S 79 A5962
EC881-6 -1S 25 -10 -nc 2 -137 -16 -1 -0622S -91 A5975
EC881-8 -2S 35 -12 -12C 21 -160 -16 -12 -0622S -98 A5987
EC881-10 -155 -4S -12 - -4 -190 -16 -14 -0622S -122 -
EC881-12 -3S -55 -16 -14C -5 222 -18 -18 -0622S -142 -
EC881-16 -55 -6S 22 -15C -9 -280 24 22 -0648S -185 -
EC881-20 -9S -85 - -18C -1 -422 -32 -30 -0648S -288 -
EC881-24 -85 -10S - - -13 -508 -38 -38 -06485 -366 -
EC881-32 -13S 1S - -40C -30 -635 -46 -46 -0664C - -
EC850-10 -55 -14S 22 -12C -8 -266 -20 -20 -0648S -173 -
EC850-12 -65 -7S 22 -14C 27 -300 24 22 -0648S -209 -
EC850-16 7S -9S -30 -15C -10 -381 -28 28 -0648S -238 -
EC850-20 -85 -10S - -17C 28 -483 -38 -38 -06485 -366 -
EC910-8 -4S -55 -16 -21C -6 -239 -20 -20 -0648S -157 -
EC910-12 -65 -7S 22 -14C 24 -320 24 24 -0648S -209 -
EC910-16 -7S -9S -30 -15C -10 -381 -28 28 -06485 -288 -
FC234-05 -1S 25 -10 -23C 2 -137 -16 -1 -06225 -91 A5962
FC234-06 25 35 -12 -23C 21 -171 -16 -12 -0622S -98 A5975
FC234-08 -15S -4S -12 -10C -4 -190 -16 -14 -0622S -122 A5984
FC234-10 -4S -55 -16 -21C 23 -239 -16 -13 -0622S -122 -
FC234-12 -55 -14S -16 -13C -9 -280 -20 -16 -0630S -157 -
FC234-16 -65 -7S 22 -14C 24 -320 -20 20 -0630S -173 -
FC250H-04 -1S -1S -8 - -01 - -12 -8 -0622S -68 A5953
FC250H-06 -1S -135 -10 - 2 -137 -12 -10 -0622S -79 A5962
FC250H-08 -125 35 -12 -10C 21 -160 -12 -12 -06225 91 A5975
FC250H-10 -15S -4S -12 -21C -4 -190 -16 -13 -0622S -106 A5984
FC250H-12 -3S -55 -16 -12C -5 222 -16 -16 -0622S -122 -
FC250H-16 -55 -6S 22 -14C -9 -280 -20 -20 -06485 -173 -
FC254-08 -4S -4S -12 - -6 -254 -20 -18 -0630S -142 -
FC254-12 -65 -6S -16 - 24 -320 24 -26 -0648S -173 -
FC254-16 -7S -7S 22 - -10 -381 -28 -30 -0648S -209 -
FC254-20 -85 -9S 22 - 28 -445 -32 32 -0648S -288 -
FC254-24 -10S -10S -30 - 29 - -38 -38 -06485 -366 -
FC254-32 -10S -11S -30 - =31 -700 -54 -46 -0664C - -
FC273B-12 -65 -14S -16 - 27 -300 24 22 -0648S -173 -
FC273B-16 -7S -75 22 - -10 -381 -28 -30 -06485 -209 -
FC273B-20 -85 -85 -30 - -13 -508 -38 -38 -06485 -288 -

*Sizes indicated are based on Hose O.D. only. If sleeve is to be placed over fittings,
a larger sleeve size may be required, depending on type of fitting used.
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Accessories to hose chart

900564 900705 900952 ;35825 900729 FF90311 FC425 624 FF9217  FF90754 A5950

Steel Steel Plastic Internal | Support |Heavy Nylon Fire- Band style |Guardian |Bend

protective | protective | coil support |clamp duty sleeve* |sleeve* |clamp sleeve* restrictor

coil coil sleeve* | coil support

spring* sleeve* clamp

) . {
“ s /v

Hose Part # E ﬁ
FC273B-24 -10S -10S -30 - -14 -572 -38 -38 -0648S -366 -
FC273B-32 -1S -11S -30 - -15 -700 -54 -46 -0664C - -
FC300-04 -1S -1S -6 - -1 -137 -12 -N -0622S -79 A5962
FC300-05 -125 -13S -8 - 2 - -12 -12 -0622S -79 A5969
FC300-06 25 -2S -10 - 21 -174 -16 -14 -0622S -91 A5975
FC300-08 -14S -3S -12 -10C -4 -190 -16 -16 -0622S -98 A5984
FC300-10 -4S -4S -12 -21C -6 -239 -20 -18 -0630S -142 -
FC300-12 -55 -55 -16 -13C -8 -280 -20 20 -0630S -157 -
FC300-16 -65 -6S -16 -14C 27 -320 24 24 -0648S -185 -
FC300-20 -7S -7S 22 -15C -10 -381 -28 -30 -0648S -209 -
FC300-24 -9S -9S 22 -17C -12 -445 -32 32 -06485 -238 -
FC300-32 -10S -10S -30 -18C -14 -572 -38 -38 -06485 -366 -
FC300-40 - -125 - -19C -16 - - - - - -
FC321-04 -1S -1S -6 - -1 -137 -12 -1 -0622S -79 A5962
FC321-05 -125 -135 -8 - 2 -150 -12 -12 -0622S 79 A5969
FC321-06 25 25 -10 - 21 -174 -16 -14 -0622S -91 A5975
FC321-08 -14S 35 -12 -10C -4 -190 -16 -16 -0622S -122 A5984
FC321-10 -4S -4S -12 -nc -5 -239 -20 -18 -0630S -122 -
FC321-12 -55 -55 -16 -13C -8 -280 -20 20 -0630S -157 -
FC321-16 -65 -6S -16 -14C 27 -320 24 22 -0630S -173 -
FC332-04 -1S -1S -6 - -127 -12 -9 -0622S -68 A5962
FC332-06 -125 -13S -8 - 21 -160 -16 -1 -0622S -91 A5969
FC332-08 145 35 -10 - -4 -190 -16 -13 -0622S -98 A5984
FC332-10 -3S -4S -12 - -5 222 -20 -16 -0622S -122 -
FC332-12 -55 -55 -12 - 23 -266 -20 -18 -0630S -157 -
FC350-04 -1S -1S -6 - -1 -127 -12 -1 -0622S -79 A5962
FC350-05 -125 -135 -8 - 2 -150 -12 -12 -0622S 79 A5969
FC350-06 25 25 -10 - 21 -174 -16 -14 -0622S -91 A5975
FC350-08 -14S 35 -12 -10C -4 -190 -16 -16 -0622S -106 A5984
FC350-10 0 -4S -12 -21C -6 -239 -20 -18 -0630S -142 -
FC350-12 -55 -55 -5 -13C -8 -280 -20 -20 -0630S -157 -
FC350-16 -65 -6S -16 -14C =27 -320 24 24 -0648S -173 -
FC350-20 7S -7 22 -15C -10 -381 -28 -30 -0648S -209 -
FC350-24 -9S -9S 22 -17C -12 -445 -32 32 -0648S -288 -
FC355-04 -1S -1S -6 - -1 -127 -12 -N -0622S -79 A5962
FC355-05 -1S 25 -6 - -1 -150 -12 -1 -06225 -91 A5969
FC355-06 -125 -1S -8 - 2 -174 -12 -12 -0622S -91 A5975
FC355-08 -2S -13S -10 - -3 -190 -16 -12 -0622S -106 A5984
FC355-10 35 35 -12 -10C -5 -239 -16 -13 -0622S -142 -
FC355-12 -4S -55,-45 -6 -221C -6 -280 -20 -16 -0630S -157 -

*Sizes indicated are based on Hose O.D. only. If sleeve is to be placed over fittings,
alarger sleeve size may be required, depending on type of fitting used.
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Accessories to hose chart

900564 900705 900952 ;35825 900729 FF90311 FC425 624 FF9217  FF90754 A5950

Steel Steel Plastic Internal | Support |Heavy Nylon Fire- Band style |Guardian |Bend

protective | protective | coil support | clamp duty sleeve* |sleeve* |clamp sleeve* restrictor

coil coil sleeve* | coil support

spring* sleeve* clamp

. {
“ s /v

Hose Part # E ﬁ
FC355-16 -55 -6S -16 -13C -9 -320 -20 -20 -0630S -173 -
FC355-20 -65 -7S 22 -14C 24 -381 24 22 -0648S 219 -
FC355-24 -7S -7 22 -15C -10 -445 -28 -30 -06485 -288 -
FC355-32 -9S -9S 22 -17C -12 -572 -32 32 -06485 -366 -
FC466-04 -1S -1S -6 - -1 -127 -12 -9 -0622S -68 A5962
FC466-06 -125 -13S -8 - 21 -160 -16 -1 -0622S -91 A5975
FC466-08 145 35 -10 - -4 -190 -16 -13 -0622S -98 A5984
FC466-10 -3S -4S -12 - -5 222 -20 -16 -06225 -122 -
FC498/FC598-04 -1S -1S -6 - - -127 -12 -9 -0622S -68 A5962
FC498/FC598-06 -125 -13S -8 - 21 -160 -16 -1 -0622S -91 A5969
FC498/FC598-08 145 35 -10 - -4 -190 -16 -13 -06225 -98 A5984
FC498/FC598-10 -3S -4S -12 - -5 222 -20 -16 -0622S -122 -
FC498/FC598-12 -55 -55 -12 - 23 -266 -20 -18 -0630S -157 -
FC500-12 -7S -14S -16 - 27 -300 24 22 -0648S -173 -
FC500-16 -9S -7 22 - -10 -381 -32 -26 -06485 -209 -
FC500-20 -10S -85 22 - 28 - -38 32 -06485 -288 -
FC500-24 -10S -10S -30 - -13 - -40 -36 -0648S -366 -
FC500-32 -85 -11S -30 - -15 -700 -54 -48 -0664C - -
FC510-04 -125 -1S -6 - 2 -137 -12 -12 -0622S -79 A5962
FC510-06 145 25 -10 - -4 -174 -12 -16 -0622S -91 A5975
FC510-08 -3S 35 -12 - -5 -205 -16 -16 -0630S -106 A5984
FC510-10 -55 -4S -12 - -6 -239 -20 -18 -0630S -142 -
FC510-12 -65 -55 -16 - -8 -280 24 20 -0630S -157 -
FC510-16 -9S -6S -16 - -25 -357 -28 24 -06485 -209 -
FC510-20 -9S -85 -30 - -12 -422 -32 -30 -0648S -238 -
FC579-04 -1S -13S -10 -23C -1 -137 -12 -1 -0622S -91 A5962
FC579-06 -15S -4S -12 -10C -4 -190 -16 -14 -0622S -122 A5984
FC606-16 7S -9S - -15C -1 -400 -32 -30 -06485 -288 -
FC606-20 -85 -10S - -20C 28 -483 -38 -38 -0648S -366 -
FC606-24 -10S -11S - -24C 29 -508 -40 -42 -0648S -366 -
FC611-08 35 -55 -16 -21C -5 222 -18 -18 -0622S -142 A5987
FC611-12 -55 -14S 22 -14C -8 -266 -20 -20 -06485 -173 -
FC611-16 7S 75 -30 -15C 25 -334 24 -26 -0648S 219 -
FC611-20 -9S -85 - -20C -1 -422 -32 -30 -0648S -288 -
FC611-24 -85 -10S - -24C 28 -483 -38 -38 -06485 -366 -
FC611-32 -13S -1 - - -30 -635 -46 -46 -0664C - -
FC619-12 -65 -6S 22 -14C -9 -280 24 22 -0648S -185 -
FC619-16 -7S -7S -30 -15C -25 -357 -28 -26 -0648S 219 -
FC619-20 -9S -85 - -20C -12 -445 -32 32 -0648S -288 -
FC619-24 -85 -10S - -24C -13 -508 -38 -38 -0648S -366 -

*Sizes indicated are based on Hose O.D. only. If sleeve is to be placed over fittings,
a larger sleeve size may be required, depending on type of fitting used.
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Accessories to hose chart
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900564 900705 900952 222022 900729 FF90311 FC425 624 FF9217  FF90754 A5950

Steel Steel Plastic Internal | Support |Heavy Nylon Fire- Band style |Guardian |Bend

protective | protective | coil support | clamp duty sleeve* |sleeve* |clamp sleeve* restrictor

coil coil sleeve* | coil support

spring* sleeve* clamp

) . {
“ s /v

Hose Part # E ﬁ
FC619-32 -13S -11S - - -30 -635 -46 -46 -0664C - -
FC619-40 - - - -40C -16 -700 -54 -54 -0664C - -
FC619-48 - - - -48C -17 - - - - - -
FC636-12 -65 -6S 22 -14C =27 -300 24 22 -06485 -185 -
FC636-16 7S -9S -30 - -25 -357 -28 -26 -0648S 219 -
FC636-20 -9S -85 - -20C 28 -445 -32 32 -0648S -288 -
FC636-24 -85 -10S - -24C 29 -508 -38 -38 -06485 -366 -
FC639-06 25 25 -10 - -3 -174 -16 -14 -0622S -91 A5975
FC639-08 -15S 35 -10 - -5 -205 -16 -16 -0622S -122 A5987
FC639-10 -4S -55 -16 - -6 -239 -20 -20 -0630S -142 -
FC639-12 -55 -6S -16 -14C -9 -280 22 22 -0648S -173 -
FC639-16 7S -7S 22 -15C -10 -357 24 28 -06485 -209 -
FC647-04 -1S -1S -6 - -1 -127 -12 -9 -0622S -68 A5962
FC647-06 -125 -13S -8 - 21 -160 -16 -1 -0622S -91 A5969
FC647-08 -14S 35 -10 - -4 -190 -16 -13 -06225 -106 A5984
FC647-10 -3S -4S -12 - -5 222 -20 -16 -0622S -122 -
FC647-12 -55 -55 -12 - 23 -266 -20 -18 -0630S -157 -
FC650-04 -1S -1S -6 - -1 - -12 -1 -0622S -68 A5953
FC650-06 25 25 -10 - 21 -160 -16 -14 -06225 -91 A5969
FC650-08 -14S 35 -12 -10C -4 -190 -16 -16 -0622S -98 A5984
FC650-10 -3S 35 -12 - -5 -205 -16 -16 -0622S -122 A5987
FC650-12 -4S -55 -16 - -6 -254 -20 -20 -0630S -142 -
FC693-04 -1S -135 -8 - 2 - -12 -12 06225 79 A5969
FC693-06 -1S 25 -10 - -4 - -16 -16 -0622S -98 A5984
FC693-08 -3S 35 -12 - -5 - -18 -18 -0622S -122 -
FC699-04 -125 -1S -6 - 2 - -12 -12 -0622S -68 A5962
FC699-06 -14S 25 -10 - -4 -174 -16 -16 -0622S -91 A5969
FC699-08 -3S 35 -12 - -5 -205 -16 -16 -0630S -106 A5984
FC699-10 -4S -4S -12 - -6 -239 -20 -18 -0630S -142 -
FC699-12 -55 -55 -16 - -8 -280 -20 22 -0630S -157 -
FC735-04 -15 -1S -6 - -1 -127 -12 -N -0622S -68 A5962
FC735-06 25 25 -10 - -3 -171 -16 -16 -0622S -91 A5975
FC735-08 -15S 35 -10 - -5 -205 -16 -16 -0622S -122 A5987
FC735-10 -4S -4S -12 - -6 -254 -20 -18 -0630S -142 -
FC735-12 -55 -14S -16 - -9 -280 -24 22 -0648S -173 -
FC735-16 7S 7S 22 -15C -10 -357 24 28 -06485 -185 -
FC735-20 7S -9S 22 - -12 -422 -28 28 -0648S -288 -
FC736-06 -3S 35 -12 - -5 -205 -16 -16 -0630S -122 -
FC736-08 -4S -4S -12 - -6 -239 -20 -18 -0630S -142 -
FC736-10 -55 -55 -16 - -8 -280 -20 20 -0630S -157 -

*Sizes indicated are based on Hose O.D. only. If sleeve is to be placed over fittings,
alarger sleeve size may be required, depending on type of fitting used.
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Accessories to hose chart

900564 900705 900952 ;35825 900729 FF90311 FC425 624 FF9217  FF90754 A5950

Steel Steel Plastic Internal | Support |Heavy Nylon Fire- Band style |Guardian |Bend

protective | protective | coil support |clamp duty sleeve* |sleeve* |clamp sleeve* restrictor

coil coil sleeve* | coil support

spring* sleeve* clamp

. {
“ s /v

Hose Part # E ﬁ
FC736-12 -65 -6S -16 - 24 -300 24 -26 -0630S -209 -
FC736-16 -7S -7S 22 - -1 -381 -28 -28 -0630S -288 -
FC736-20 -85 -85 22 - 28 - -32 -30 -06485 -288 -
FC800-12 -65 -14S -16 -12C -9 -266 -18 -18 -0622S -157 -
FC800-16 7S -7 22 -13C -10 -300 24 22 -0648S -209 -
FC800-20 -7S -7S -30 -20C -1 -357 24 -26 -0648S -238 -
FC800-24 -9S -10S - -17C 28 -445 -32 -30 -06485 -288 -
FC839B-04 -1S -1S -6 - -1 -127 -12 -1 -0622S -68 A5962
FC839B-06 -125 25 -10 - 21 -160 -16 -14 -0622S -91 A5975
FC839B-08 -14S 35 -12 - -5 -205 -16 -18 -0622S -122 A5987
FC839B-10 -4S -55 -16 - -6 -239 -20 20 -0630S -142 -
FC839B-12 -55 -6S -16 - -9 -280 22 22 -06485 -173 -
FC839B-16 7S 7S 22 - -10 -381 -28 -30 -0648S -209 -
FC849-04 -1S -2S -10 -23C 2 -137 -16 -1 -0622S -91 -
FC849-06 -15S -4S -12 -10C -3 -174 -16 -14 -0622S -106 -
FC849-08 -3S -4S -16 -21C -5 -205 -18 -16 -0622S -142 -
FC849-10 -4S -55 -16 -12C 23 -254 -20 -20 -0648S -157 -
FC849-12 -55 -6S 22 -14C -9 -280 24 22 -0648S -185 -
FC849B-04 -1S 25 -10 -23C 2 -137 -16 -1 -06225 91 A5969
FC849B-06 -15S -4S -12 -10C -3 -174 -16 -14 -0622S -106 A5984
FC849B-08 -3S -4S -16 21C -5 -205 -18 -16 -0622S -142 -
FC849B-10 -4S -55 -16 -12C 23 -254 -20 -20 -0648S -157 -
FC849B-12 -55 -65 22 -14C -9 -280 24 22 -06485 -185 -
GH100-4 -1 -1S -6 - - -127 -12 -9 -0622S 79 A5962
GH100-6 -125 -13S -8 - 21 -160 -16 -1 -0622S -98 A5969
GH100-8 -14S 35 -10 - -4 -190 -16 -13 -0622S -98 A5984
GH100-10 -3S -4S -12 - -5 222 -20 -16 -0622S -122 -
GH100-12 -55 -55 -12 - 23 -266 -20 -18 -0630S -157 -
GH120-4 -1S -13S -8 - 2 -137 -12 -12 -0622S 79 A5962
GH120-6 -2S -2S -10 - -3 -171 -16 -16 -0622S -91 A5975
GH120-8 -14S 35 -12 - -5 -205 -16 -18 -0622S -122 A5987
GH120-10 -4S -55 -16 - -6 -239 -20 20 -0630S -142 -
GH120-12 -55 -6S -16 - -9 -280 22 22 -0648S -173 -
GH120-16 -7S -7S 22 - -10 -357 24 -28 -0648S -209 -
GH120-20 -9S -85 -30 - - -422 -32 -30 -06485 -288 -
GH120-24 -10S -155 -30 - 29 -508 -38 -38 -06485 -288 -
GH120-32 -13S -125 -30 - -30 -635 -46 -46 -0664C - -
GH194-4 -1S -1S -6 - -1 -137 -12 -1 -0622S -79 A5962
GH194-6 -2S 25 -10 - -3 -174 -16 -14 -0622S -91 A5975
GH194-8 -15S 35 -10 - -5 -205 -16 -16 -0622S -122 A5987

*Sizes indicated are based on Hose O.D. only. If sleeve is to be placed over fittings,
a larger sleeve size may be required, depending on type of fitting used.
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Accessories to hose chart
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900564 900705 900952 222022 900729 FF90311 FC425 624 FF9217  FF90754 A5950

Steel Steel Plastic Internal | Support |Heavy Nylon Fire- Band style |Guardian |Bend

protective | protective | coil support |clamp duty sleeve* |sleeve* |clamp sleeve* restrictor

coil coil sleeve* | coil support

spring* sleeve* clamp

) . {
“ W

Hose Part # E ﬁ
GH194-10 -4S -4S -12 - -6 -239 -20 -18 -0630S -142 -
GH194-12 -4S -4S -12 - -6 - -20 -18 -0633S -157 -
GH194-16 -65 -6S 22 - 25 -357 24 -26 -0648S -209 -
GH194-20 -9S -85 -30 - -1 -445 -32 -30 -06485 -288 -
GH194-24 -85 -85 -30 - -13 -508 -38 -38 -0648S -288 -
GH194-32 -13S -125 -30 - -30 -635 -46 -46 -0664C - -
GH195-4 125 -135 -8 - 2 -150 -15 -1 -0622S 79 A5969
GH195-6 -14S 25 -10 - -4 -190 -16 -13 -0622S -98 A5984
GH195-8 -3S 35 -12 - -5 222 -18 -16 -0622S -122 -
GH195-10 -65 -55 -16 - -6 -266 -20 -18 -0630S -142 -
GH195-12 7S -65S -16 - -9 -300 24 -20 -06485 -173 -
GH195-16 -9S -9S 22 - -10 -381 -32 -26 -06485 -209 -
GH195-20 -10S -10S -30 - -12 -483 -38 32 -0664C -288 -
GH195-24 -10S -11S -30 - -13 - -40 -36 -0648S -366 -
GH195-32 -1S -125 -30 - -30 -635 -54 -46 -0664C - -
GH466-20 -10S -85 -30 - -13 -508 -38 -36 -06485 -288 -
GH493-6 -15S 35 -12 - -5 -205 -16 -16 -0622S -106 -
GH493-8 -3S -4S -12 - -6 -239 -20 -20 -0648S -122 -
GH493-10 -4S -55 -16 - -8 -280 -20 22 -0648S -157 -
GH493-12 -55 -6S -16 - 27 -300 24 24 -06485 -173 -
GH493-16 7S 7S 22 - -10 -381 -28 28 -0648S -209 -
GH493-20 -85 -10S 22 - -28 - -32 -38 -0648S -288 -
GH493-24 -85 -10S -30 - 29 - -38 -38 -06485 -366 -
GH493-32 -13S -1 -30 - 31 - -46 -46 -06645S - -
GH506-12 7S -6S -16 - 24 -320 24 -50 -0648S -173 -
GH506-16 -9S -7S 22 - -10 -381 -32 -26 -0648S -209 -
GH663-3 -1S -1S -8 - -01 - -12 -9 -0622S 79 A5953
GH663-4 -1S -13S -10 -23C -1 -127 -12 -10 -0622S 91 A5962
GH663-5 -1S 25 -10 -23C 2 -137 -16 -1 -0622S -91 A5969
GH663-6 -2S 35 -12 -10C 21 -171 -16 -13 -0622S -98 A5975
GH663-8 -14S -4S -12 -221C -4 -190 -16 -16 -0622S -142 A5987
GH663-10 -4S -55 -16 -12C -5 222 -18 -18 -0622S -157 -
GH663-12 -55 -14S 22 -14C -8 -266 -20 20 -0648S -173 -
GH663-16 -7S -7S -30 -15C -25 -334 24 -26 -0648S 219 -
GH663-20 -9S -85 - -20C -1 -422 -32 -30 -0648S -288 -
GH663-24 -85 -10S - -24C 28 -483 -38 -38 -06485 -366 -
GH663-32 -13S -1 - - -30 -635 -46 -46 -0664C - -
GH681-3 -1S -1S -6 - -1 - -12 -1 -0622S -68 A5953
GH681-4 -1S -1S -6 - -1 -127 -15 -1 -0622S -68 A5962
GH681-5 -1S -1S -6 - -1 -137 -12 -1 -0622S -79 A5962

*Sizes indicated are based on Hose O.D. only. If sleeve is to be placed over fittings,
alarger sleeve size may be required, depending on type of fitting used.
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Accessories to hose chart

222005

900564 900705 900952 222022 900729 FF90311 FC425 624 FF9217  FF90754 A5950

Steel Steel Plastic Internal | Support |Heavy Nylon Fire- Band style |Guardian |Bend

protective | protective | coil support | clamp duty sleeve* |sleeve* |clamp sleeve* restrictor

coil coil sleeve* | coil support

spring* sleeve* clamp

) . {
“ W

Hose Part # E ﬁ
GH681-6 -125 25 -10 - 21 -160 -16 -14 -0622S -91 A5975
GH681-8 -14S 35 -12 - -4 -205 -20 -16 -0622S -98 A5984
GH681-10 35 35 -12 - -5 -205 -20 -16 -0622S -122 -
GH681-12 -4S -55 -16 - -6 -254 24 20 -0630S -142 -
GH681-16 -55 -6S -16 -13C -9 -320 -32 -20 -0630S -173 -
GH681-20 -7S -7S 22 -14C -1 -400 -38 -30 -0648S -238 -
GH681-24 -85 -10S -30 - -12 -483 -40 32 -0664C -288 -
GH681-32 -13S -125 -30 - -30 -635 -54 -46 -0664C - -
GH781-4 -1S -13S -8 - 2 -137 -15 -12 -0622S 79 A5962
GH781-6 -2S -2S -10 - -3 -174 -16 -16 -0622S -91 A5975
GH781-8 145 35 -12 - -5 -205 -20 -18 -0622S -142 A5987
GH781-10 -55 -55 -12 - -6 -239 24 -18 -0630S -142 -
GH781-12 -65 -14S -16 - -9 -280 24 -20 -0648S -173 -
GH781-16 -9S -7S 22 - -10 -357 -28 24 -0648S -209 -
GH781-20 -9S -9S 22 - -12 -422 -32 -30 -06485 -288 -
GH781-24 -10S -85 -30 - -13 -508 -38 -36 -06485 -366 -
GH781-32 -1S -125 -30 - -30 -635 -54 -46 -0664C - -
GH793-4 -1S -13S -8 - 2 -150 -12 -12 -0622S -79 A5969
GH793-6 -155 25 -10 - -4 -190 -16 -16 -0622S -98 A5984
GH793-8 -3S 35 -12 - -5 222 -16 -18 -0622S -122 -
GH793-10 -4S -55 -16 - -6 -266 -20 -20 -0630S -157 -
GH793-12 -55 -6S -16 - -9 -300 -20 22 -0648S -173 -
GH793-16 -7S -9S 22 - -10 -381 24 28 -06485 -209 -
GH793-20 -85 -10S -30 - -12 -483 -32 32 -0664C -288 -
GH793-24 -10S -10S -30 - -13 - -38 -38 -0648S -366 -
GH793-32 -13S -125 -30 - -30 -635 -46 -46 -0664C - -
H20104 -1S -1S -6 - - -127 -12 -9 -0622S -68 A5962
H20106 -125 -13S -8 - 21 -160 -16 -1 -0622S -98 A5962
H20108 -14S 35 -10 - -4 -190 -16 -13 -0622S -68 A5975
H20110 -3S -4S -12 - -5 222 -20 -16 -0622S -122 A5984
H20112 -55 -55 -12 - 23 -266 -20 -18 -0630S -157 -
H20116 -65 75 -30 -16C 25 -334 24 24 -06485 -157 -
WHO004-12 -55 -6S 22 -14C -8 -280 24 22 -0648S -185 -
WHO004-16 -7S -7S -30 -15C -25 -334 24 -26 -0648S 219 -
WHO004-20 -7S -9S - -20C -1 -400 -32 -30 -06485 -288 -
WHO004-24 -85 -10S - -24C 28 -483 -38 -38 -06485 -366 -
WHO004-32 -13S 1S - - -14 -572 -46 -42 -0648S - -
WHO004-40 - - - -40C -16 - -54 -50 -0664C - -
WH004-48 - - - -48C -17 - -59 -60 -0664C - -

*Sizes indicated are based on Hose O.D. only. If sleeve is to be placed over fittings,
alarger sleeve size may be required, depending on type of fitting used.
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Crimp machines

Core crimp
machines

With the Danfoss-branded core crimp machine portfolio, all customers have access to the same crimp machines and tooling. This simplified
and improved offering includes lower cost options as well as both positive stop and variable machines to meet all of your application needs.
Compare our new offering of crimp machines and their associated features to understand which crimper is best for you.

Quick reference crimp machine comparison

Crimp Machines

ET1187

crimp machine

ET1000
crimp machine

FT1380/FT1380e
crimp machine

T-420
crimp machine

Production Low Low Medium Medium

volume

Type Variable Positive stop Variable Positive stop

Sapablllllty-bralded 114 i 1-1/4" 1-1/4"
up to

Sapablllllty-splral " i 1-1/4" 1-1/4"
up to

Capability-industrial 4 " 1-1/4" 1-1/4"

llu p toll

Portable, job shops,

Portable, job shops,

Hose distributors,

Hose distributors, small

icati ly sh fact
Application maintenance departments|maintenance departments| small assembly shops assembly s 'ops, ?C o
construction, mines
o . 110v, air/hydraulic, 110v, air/hydraulic, 115v, 230v 110v, 220v
Pump options

12v, hand pump

12v, hand pump

*Capabilities based on Danfoss core hose and fitting products
*See pump ordering options for each machine for specific kit numbers
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Core crimp
machines (cont.)

Quick reference crimp machine comparison

Crimp machines

b

Crimp Machines 300

FT1390
crimp machine

ET4001
crimp machine

ET5070
crimp machine

Production Medium/high Medium High
volume
Type Variable Positive stop Variable
Capability-braided
o o 3
(up to)
Capability-spiral
pability-sp . N el
(up to)
Capability-industrial
o o 4
(up to)
Application Hose distributors, Hose distributors, Industrial production facility,
assembly shops, :
assembly shops ; ) specialty
construction, mines
. 230v, , 400v, 420v,
*Pump options 115v, 230V 220V 30v, 380v, 400v, 420v,

440v, 460v, 480v

*Capabilities based on Danfoss core hose and fitting products
*See pump ordering options for each machine for specific kit numbers
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Crimp machines
ET1187
Portable crimp machine

The ET1187 machine is our most economical variable crimp machine to date. It boasts a broad
crimp capability with a new “ease-of-use” that is sure to excite hose assemblers in the field.

Specifications

GH681 / H180 J& GH781 / H280

Dimensions:
22" high x 9" wide x 11" deep

Weight: 65 Ibs

GH681/H180 GH781/H280 GH493 /H430 Micrometer dial

Available with bench and
truck mount brackets

This machine is designed to easily adjust to Danfoss’ core products. It's as simple as turning the
collar to the correct color to match the layline on the hose, adjust the ring so that the correct size
dot aligns with the correct size line on the collar and the machine is set for the correct crimp.
Load the correct crimp die based on the crimp die chart attached to the machine, and the

machine is ready to crimp.
Bench mount  Truck mount

Tooling options

Capabilities
Tooling Tooling capabilities Tooling packages . Braided hose: -4 thru 20
1 wire 2 wire 4 wire » Spiral hose: -6 thru -16
braid: braid: spiral :
Die cage part # 1A/Winner  1A/Winner ~ 4S ET4020TP-0002 ET4020TP-0003 Features
FT1380-200-M150 -4 -4 X X - Can be mounted on service vehicles
or bench tops
FT1380-200-M180 -6 -41 X X
- Can be used remotely, 65Ibs
FT1380-200-M210 -8 -6 -6 X X

- Can be powered with virtually any
FT1380-200-M240 -10 -8 8tf X X 10,000 psi hydraulic power source

(minimum of 36 cu. inch pump

FT1381-200-M280 -12 -10,-12t -8,-10 X X ) o ;
reservoir capacity is required)

FT1380-200-M320 12 12 X X - Utilizes existing FT1380 dies
FT1380-200-M370 -16 -16 X X

Benefits
FT1380-200-M420 -16 X

- Color-coded collar for core hose
FT1382-200-M465 -20 20 X products makes setup fast and easy

TDie cage used to crimp Winner hose with two piece Winner fitting - Basily transported between job sites

t1Die cage used to crimp Winner hose with 4S fitting - Versatile power source options
*Consult the PowerSource Crimp Spec tool for the die cage needed to crimp -16 Winner two piece fittings
« Lower investment cost than other
NOTE: Visit the Danfoss PowerSource Crimp Specs tool at danfoss.com/crimp variable crimpers
to find the tooling needed for all of the hoses and fittings you plan to crimp
- Comes with high efficiency PTFE grease

272 Aeroquip by Danfoss Rubber Hydraulic Hose & Fitting Catalog



sA\eroquip

ET1187

Portable crimp machine

Crimp machine part numbers

ET1187-001

Bench mount machine, no pump, no tooling
(includes bracket) — for premium hose
GH681/H180, GH781/H280, GH493/H430

ET1187-002

Truck mount machine, no pump, no tooling
(includes bracket) — for premium hose
GH681/H180, GH781/H280, GH493/H430

ET1187-003
Bench mount machine, no pump, no tooling
(includes bracket) — for Winner hose EC115,
EC215,EC118

ET1187-004
Truck mount machine, no pump, no tooling
(includes bracket) — for Winner hose EC115,
EC215, EC118

Crimp machine and tooling
package part numbers

ET1187-008

Contains ET1187 Bench mount machine
(includes bracket) for premium hose,

110v pump kit, and ET4020TP-0002 tooling
package

ET1187-010

Contains ET1187-001 bench mount crimper,
ET9000-45-110 portable saw, 110v pump,
ET4020TP-0002 tooling package, and the
ET1187-0029 crimper portability kit

ET1187 Ordering options

*Pump part numbers

ET1000PK-001

2-Stage hand pump

ET1000PK-002

Air/hydraulic pump

ET1000PK-003

110v electric pump

ET1000PK-004

12v DC electric pump

*These pump kits include the pump,
connecting hose assembly, and all of the
adapters necessary to connect the pump to
the ET1187 crimp machine

Accessory part numbers

T-400-G

1.5 oz. tube, high efficiency PTFE grease
FF91455

16 oz. can, high efficiency PTFE grease
ET1187C-0008PR

Replacement barrel for the ET1187-001 or
ET1187-002 machine (for premium hose
GH681/H180, GH781/H280, GH493/H430
ET1187C-0008PR2

Replacement barrel for the ET1187-001 or
ET1187-002 machine (for premium hose
GH681/H180, GH781/H280, EC881/H881)
ET1187C-0008WR

Replacement barrel for the ET1187-003 or
ET1187-004 machine (for Winner hose EC115,
EC215, EC118)

Crimp machines

Accessory part numbers (cont.)

ET1187C-0009PR

Replacement knob for the ET1187-001 or
ET1187-002 machine (for premium hose
GH681/H180, GH781/H280, GH493/H430)
ET1187C-0009PR2

Replacement knob for the ET1187-001 or
ET1187-002 machine (for premium hose
GH681/H180, GH781/H280, EC881/H881)
ET1187C-0009WR

Replacement knob for the ET1187-003 or
ET1187-004 machine (for Winner hose
EC115, EC215, EC118)

ET1187C-0017

Bench mount bracket (separate)
ET1187C-0019

Truck mount bracket (separate)
ET1187C-0028 Handle kit

Includes 2 easy grip handles

and mounting hardware

ET1187C-0029 Portability kit

Includes handle kit, longer

hose assembly, and FF series QD couplings

FT1380DR-12 Lazy Susan die rack
Holds twelve FT1380 dies

ET1187C-COVER
Crimper Cover

Place your order for the desired machine, pump, and tooling separately, following the chart below
OR order a machine package with tooling and include the part number ET1187-008 and part number ET1187-010.

Tooling can also be ordered a la carte.

Visit the Danfoss PowerSource Crimp Specs tool at danfoss.com/crimp
to find the tooling needed for all of the hoses and fittings you plan to crimp.

ET1187 ordering

Select your base machine

Select your pump kit

ET1187-001 Base machine
with bench mount only

ET1000PK-003
110v pump kit

Select your tooling package

ET4020TP-0002

ET1187-002 Base machine
with truck mount only

ET1000PK-002
A/H pump kit

ET4020TP-0003

ET1187-003 Base machine
with bench mount only
(for Winner hose EC115, EC215, EC118)

ET1000PK-004
12v pump kit

ET1187-004 Base machine
with truck mount only
(for Winner hose EC115, EC215, EC118)

ET1000PK-001
Hand pump kit

Note: All available pump kits shown include hose assembly and are CSA compliant

Package with tooling

Order a machine package with tooling

ET1187-008

ET1187-010
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Crimp machines

ET1000

Portable crimp machine

The portable ET1000 crimp machine boasts a broad crimp capability with an ease-of-use that is
sure to please hose assemblers. With four pump options—air/hydraulic, hand, 110v, or 12v DC—
this portable machine can travel to the worksite. The machine comes equipped with a stand
pre-drilled for mounting to a workbench or table-top.

ET1000 tooling options

Tooling Tooling capabilities Tooling packages Specifications
1 wire 2 wire 4 wire *ET1000TP-1002  *ET1000TP-1001 ?;m]?“ﬁm";f e 1
braid braid spiral New placement ~ Conversion g It LA el
Die cage part # 1A/Winner  1A/Winner  4S package package Weight: 65 Ibs
ET313DC-4Z -4 -4 X X Available with bench and
truck mount brackets
ET313DC-5Z -5 -5
ET313DC-6Z -6 -6 X X
ET313DC-8Z -8 -8 X X
ET313DC-10Z -10 -10
Bench mount  Truck mount
ET1000DC-12Z -12 -12 X X
ET1000DC-16Z -16 -16 X X Capabilities
ET313DC-4S6 -6 « Braided hose: -4 thru -16
ET313DC-4S8 8 N N « Spiral hose: -6 thru -16
ET313DC-4510 -10 Features
ET1000DC-4512 1 M X - Portable, positive stop, economical
. i hicl
ET1000DC-4516 6 ¥ ¥ Can be mounted on service vehicles

- Utilizes 2-piece collet assemblies
*ET1000TP-1002 includes the following spacer rings—ET425SR-150A, ET313SR-090A, ET313SR-030D )

*ET1000TP-1002 includes pusher extension—ET1000C-0012 + Spacer rings control the
*ET1000TP-1002 includes adapter ring—ET1000AR-001 crimp diameter

*ET1000TP-1001 includes the following spacer rings—ET425SR-150A, ET313SR-090A

NOTE: Visit the Danfoss PowerSource Crimp Specs tool at danfoss.com/crimp Benefits

to find the tooling needed for all of the hoses and fittings you plan to crimp - Sliding pusher allows for easier fitting
insertion into the machine

- Simple positive-stop crimp diameter con-
trol system for consistent crimping time
after time with no operator adjustments
required

- Easily transported between job sites
- Versatile power source options

- Electricity is required only
when using an electric pump

- Comes with high efficiency PTFE grease
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ET1000

Portable crimp machine

Crimp machine part numbers
ET1000-001
Base machine

Crimp machine and tooling
package part numbers

ET1000-020

Contains ET1000 crimper, /

110v pump kit, and ET1000TP-1002
tooling package

ET1000-021

Contains ET1000 crimper,
air/hydraulic pump kit, and
ET1000TP-1002 tooling package

Crimp machine and

saw package part numbers
ET1000-022

Contains ET1000-001 bench mount crimper,
ET9000-45-110 portable saw, 110v pump,
ET4020TP-0002 tooling package, and the
ET1187-0029 crimper portability kit

ET1000 Ordering options

*Pump part numbers
ET1000PK-001

Hand pump
ET1000PK-002
Air/hydraulic pump
ET1000PK-003

110 volt electric pump

ET1000PK-004
12 volt DC electric pump

*Pump kits contain hose assembly and fittings
to attach pump to machine

For your convenience, we have created one to two optimized machine and tooling package

options for each of the core crimp machines. If the available options do not meet your needs,

Crimp machines

Accessory part numbers
T-400-G

1.5 oz. tube high efficiency
PTFE grease

FF91455

16 oz. can, high efficiency
PTFE grease

ET1187C-0028 Handle kit
Includes 2 easy grip handles
and mounting hardware
ET1187C-0029 Portability kit
Includes handle kit, longer
hose assembly, and FF series QD couplings
ET1000C-0021

Wall bracket

ET1000C-0001

Bench mount bracket
(included with base machine)

place your order for the desired machine, pump, and tooling separately, following the chart below.

Tooling can also be ordered a la carte. Visit the Danfoss PowerSource Crimp Specs tool at

danfoss.com/crimp to find the tooling needed for all of the hoses and fittings you plan to crimp.

ET1000 ordering

Select your base machine

ET1000PK-003
110v pump kit

ET1000-001
Base ET1000 Machine

Select your pump kit

Select your tooling package

ET1000TP-1002
New placement tooling package

ET1000PK-002
A/H pump kit

ET1000TP-1001
Conversion tooling package

ET1000PK-004
12v pump kit

ET1000PK-001
Hand pump kit

NOTE: All available pump kits shown include hose assembly and are CSA compliant

Package with tooling

Order a machine package
with tooling

ET1000-020

ET1000-021
or

ET1000-022
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Crimp machines

FT1380/FT1380e

General purpose crimp machine

The FT1380 crimp machine from Danfoss crimps all your hose needs up to and including

-20 spiral wire hose. The FT1380 is electronically controlled to give fast, accurate crimps the first
time and every time you need a hose assembly. The electronic keypad is easy to adjust, with up
to 10 programmable crimp settings. For hose styles and sizes used less frequently, simply enter

the 3 digit code of that hose.

For FT1380e specifications and ordering details, please refer to:
FT1380e Electronic Crimper by Danfoss: Spec Sheet AV418159937321en-000201

Tooling options

Tooling Tooling Capabilities Tooling Packages

1 wire 2 wire 4 wire 6 wire

braid braid spiral spiral ET4020TP-  ET4020TP-
Die cage part # 1A/Winner  1A/Winner 45 6S 0002 0003
FT1380-200-M150 -4 -4 X X
FT1380-200-M180 6 -4t X X
FT1380-200-M210 -8 -6 -6 X X
FT1380-200-M240|  -10 -8 8ft X X
FT1381-200-M280 12 10121 -8,10 X X
FT1380-200-M320 -12 -12 X X
FT1380-200-M370 -16 -16 X X
FT1380-200-M420 -16 X
FT1382-200-M465 -20 -20 -20 -16 X
FT1382-275-M520 -20

tDie cage used to crimp designated hose diameter with two piece Winner fitting

t1Die cage used to crimp Winner hose with 4S fitting

*Consult the PowerSource Crimp Spec tool for the die cage needed to crimp -16 Winner two piece fittings

NOTE: Visit the Danfoss PowerSource Crimp Specs tool at danfoss.com/crimp
to find the tooling needed for all of the hoses and fittings you plan to crimp

Crimp machine part numbers

FT1380-115/FT1380e-115
Base machine with 115v pump

FT1380-115CSA/FT1380e-115CSA
Base machine with 115v pump,
CSA approved

FT1380-230/FT1380e-230
Base machine with 230v pump

FT1380-230CSA/FT1380e-230CSA
Base machine with 230v pump, CSA approved

Pump part numbers

All pumps are included with machine purchase.
To review machine and pump package options
please refer to the ordering options on the
following page.

Crimp machine and tooling
package part numbers

FT1380-115-8
Contains FT1380 crimper, 115v pump,
and ET4020TP-0003 tooling package

FT1380-115-8CSA

Contains FT1380 crimper, 115v pump,
and ET4020TP-0003 tooling package,
CSA approved

FT1380e-115-9
Contains FT1380e crimper, 115v pump,
and ET4020TP-0003 tooling package

FT1380e-115-9CSA

Contains FT1380e crimper, 115v pump,
and ET4020TP-0003 tooling package,
CSA approved
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FT1380

Specifications

Dimensions:
28.5" high x 12.75" wide x 25.75" deep

Weight: 238 Ibs.

Capabilities
« Braided hose: -4 thru -20
« Spiral hose: -6 thru -20

Features
FT1380e

- FT1380e model features pre-loaded
crimp specs, unlimited favorites, color
assembly photos, and administrator
capabilities

FT1380/FT1380e

- User-friendly operation to minimize
training and mistakes

- Pre-set crimp settings and simple die
cage insertion reduce setup time

- Electronic controls for
minimal maintenance

- Upright design for easy hose insertion

- Compact design that requires little space

Benefits
FT1380e

- FT1380e model increases operator
safety, speeds up assembly process,
and reduces operator error and waste

FT1380/FT1380e

- Easy and quick to electronically
enter crimp settings

- Can pre-program 10 most popular
crimp settings

- Die cages easily slip in and out
of machine

- Comes with high efficiency PTFE grease

- FT1380e comes with USB drive, stylus,
and microfiber cloth
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FT1380/FT1380e

General purpose crimp machine
Accessory part numbers

FT1380-2-4

Optional die holder kit—kit includes 4 die
holder plates each of which will hold 2 die
cages. Holes are pre-drilled on base of
FT1380 machine to accept these 4 plates.
Not intended for use with the FT1380e
electronic crimp machine.

FT1380-4

Optional fitting backstop—kit includes
backstop and 5/32" hex wrench. The backstop
allows the FT1380 to crimp PTFE hose and

to be utilized for a fitting locator to increase
efficiency.

FT1380/FT1380e Ordering options

FT1330-XL
1A fitting locators

FT1380-XL

4S fitting locators

T-400-G

1.5 oz. tube high efficiency PTFE grease
FF91455

16 0z. can, high efficiency PTFE grease

FT1380-2-9

Die cage repair kits for FT1380-200-size,
FT1380-275-size

FF91042 Crimper cart

FT1380DR-12 Lazy Susan die rack

Crimp machines

Holds twelve FT1380 dies

Upgrade Kits:
Standard FT1380 crimpers can be upgraded
to the FT1380e electronic platform.

Upgrade Kit Part Numbers:
FT1380e-115-UP
FT1380e-115-UPCSA
FT1380e-230-UP
FT1380e-230-UPCSA

For your convenience, we have created one to two optimized machine and tooling package options for each of the core crimp machines. If the available
options do not meet your needs, place your order for the desired machine, pump, and tooling separately, following the chart below.

Tooling can also be ordered a la carte. Visit the Danfoss PowerSource Crimp Specs tool at
danfoss.com/crimp to find the tooling needed for all of the hoses and fittings you plan to crimp.

FT1380/FT1380e ordering

Select your base machine

FT1380-115/FT1380e-115
Base machine with 115v pump

Select your

Al tooling package

115v pump included | ET4020TP-0003

FT1380-115CSA/FT1380e-115CSA
Base machine with 115v pump, CSA approved

115v pump included | ET4020TP-0002

FT1380-230/FT1380e-230 Base machine
with 230v pump

230v pump included

FT1380-230CSA/FT1380e-230CSA
Base machine with 230v pump, CSA approved

230v pump included

Note: Consider an alternative positive stop machine when crimping large quantities of -20 90 degree fittings.

Package with tooling

Order a machine
package with tooling:

FT1380-115-8

FT1380-115-8CSA

FT1380e-115-9

FT1380e-115-9CSA

Specialty crimp die cages

Tooling

Die cage part #

Tooling capabilities

Hose size

Hose style

FT1380-275-M070

-03

PTFE

FT1380-275-M090

-03 Synflex, -04, -05 PTFE

Synflex, PTFE

FT1380-275-M120

-04 Synflex, -06 PTFE

Synflex, PTFE

FT1382-275-M370 -16 Two-piece Winner

FT1382-275-M520 -20 65
*FT1380-275-R5-04 -04 Truck and fuel 100R5
*FT1380-275-R5-05 -05 Truck and fuel 100R5
*FT1380-275-R5-06 -06 Truck and fuel 100R5
*FT1380-275-R5-08 -08 Truck and fuel 100R5
*FT1380-275-R5-10 -10 Truck and fuel 100R5
*FT1380-275-R5-12 -12 Truck and fuel 100R5
*FT1380-275-R5-16 -16 Truck and fuel 100R5
*FT1380-275-R5-20 -20 Truck and fuel 100R5

*Tooling above for use with Aeroquip hose and fittings
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Crimp machines
General purpose crimp machine

The T-420 is a versatile machine ideal for your shop, factory, construction, and mine locations.
Large capacity combined with lever-activated crimping gives you wide coverage and a quick
and simple way to make factory-quality hose assemblies.

Tooling options

Tooling Tooling capabilities Tooling packages
1 wire 2 wire 4 wire *T420TP-1002
braid braid spiral (for Winner hose
Die cage part # 1A/Winner  1A/Winner  4S T420TP-1001 with 1A fittings)
ET425DC-4Z -4 -4 X X
ET425DC-5Z -5 -5
ET425DC-6Z -6 -6 X X
ET425DC-8Z -8 -8 X X
ET425DC-10Z -10 -10
ET425DC-12Z -12 -12 X X
ET425DC-16Z -16 -16 X X
ET425DC-20Z 20 20 X
ET425DC-456 -6 X
ET425DC-4S8 -8 X X
ET425DC-4510 -10
ET425DC-4512 -12 X X
ET425DC-4516 -16 X X
ET425DC-4520 -20 X X

*T420TP-1001 includes spacer ring ET4255R-105A
*T420TP-1001 includes adapter ring ET425AR-14
*T420TP-1002 includes adapter ring ET425AR-14

*T420TP-1002 includes the following spacer rings—ET4255R-075A, ET425SR-030D, ET4255R-015A,
ET425SR-060D, ET4255R-030A, ET4255R-045A, ET425S5R-015D, ET425SR-060A, ET4255R-165A,
ET425SR-105A, ET4255R-090A

NOTE: Visit the Danfoss PowerSource Crimp Specs tool at danfoss.com/crimp
to find the tooling needed for all of the hoses and fittings you plan to crimp
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Specifications

Dimensions:
22" high x 10" wide x 20-1/2" dee

Weight: 210 Ibs

Capabilities
« Braided hose: -4 thru -20

« Spiral hose: -6 thru -20

Features
- Positive stop, economical
- Utilizes 2-piece collet assemblies

- Spacer rings control the
crimp diameter

- Can be mounted on a bench, the G40X
cabinet, or the FF91042 crimper cart
Benefits

- Simple positive-stop crimp diameter
control system for consistent crimping
time after time with no operator
adjustments required

- Versatile power source options

- Comes with high efficiency PTFE grease
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T-420

General purpose crimp machine

Crimp machine part numbers Pump part numbers

T-420-1 ET420-007

Base T-420 machine 110 volt electric pump

T-420-1CSA ET420-007CSA

Base T-420 machine, CSA approved 110 volt electric pump, CSA approved
ET420-008

Crimp machine and tooling 220 volt electric pump

package part numbers ET420-008CSA

T-420-001 220 volt electric pump, CSA approved

Contains T-420 crimper, 220v pump kit,
T420TP-1001 tooling package

T-420-002

Accessory part numbers

Contains T-420 crimper, 110v pump kit, T-S4go-the high efficiency PTFE arease
T420TP-1001 tooling package =0zt 9 eney 9
FF91455

T-420-001CSA

Contains T-420 crimper, 220v pump kit,
T420TP-1001 tooling package, CSA approved FF91042
T-420-002CSA Crimper cart
Contains T-420 crimper, 110v pump kit,
T420TP-1001 tooling package, CSA approved

16 oz. can, high efficiency PTFE grease

Ordering options

For your convenience, we have created one to two optimized machine and tooling package options
for each of the core crimp machines. If the available options do not meet your needs, place your
order for the desired machine, pump, and tooling separately,

following the chart below.

Tooling can also be ordered a la carte. Visit the Danfoss PowerSource Crimp Specs tool at
danfoss.com/crimp to find the tooling needed for all of the hoses and fittings you plan to crimp.

T-420 ordering

Select your base machine Select your pump kit Select your tooling package
T-420-1 Base T-420 machine ET420-007 110v pump T420TP-1001
- - _ T420TP-1002
T-420-1CSA Base 1420 ET420-007CSA 110v pump, , ,
machine, CSA approved (for Winner hose with or
CSA approved PP 1A fittings)

ET420-008 220v pump

ET420-008CSA 220v pump,
CSA approved

Crimp machines

Package with tooling

Order a machine
package with tooling

T-420-001

T-420-002

T-420-001CSA

T-420-002CSA
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Crimp machines

FT1390

General purpose crimp machine

The FT1390 crimp machine is a stand-alone machine and will crimp up to 2" braided, 2" four spiral,
and 2" six spiral hydraulic hose assemblies. It boasts a programmable electronic keypad with
10 presets.

This keypad simplifies the hose crimping operation by allowing the machine operator to enter a
predetermined setting for a specific hose type and size. The ten most often used crimp settings
can be stored for one-touch retrieval. The machine will automatically crimp to the exact crimp
diameter required for that hose type and size. The electronic crimp machine settings eliminate
the need for spacers or shims in the crimping operation.

Tooling options

Tooling Tooling capabilities Tooling packages
1 wire 2 wire 4 wire 6 wire
braid braid spiral spiral ET4040TP- ET4040TP-
Die cage part # 1A/Winner 1A/Winner  4S 6S 0007 0008
FT1307-200-M150 -4 -4 X
FT1307-200-M180 -6 X
FT1307-200-M210 -8 -6 -6 X
FT1307-200-M240 -10 -8 X
FT1307-200-M280 -12 -10,-12+ -8,-10 X
FT1307-200-M320 -12 X
FT1307-200-M370 -16 -16 X
FT1307-200-M420 -20 -16 X
FT1307-200-M465 20 20 X
FT1307-200-M520 24 X
FT1307-200-M550 321t 24 X
FT1307-200-M690 32 32 X
FT1209-200-82 -12 X
FT1209-200-15 24t
FT1209-200-46 201
*FT1390-200-14 20 X
*FT1390-200-20 24
*FT1390-200-23 32 X
*FT1390-200-15 20
*FT1390-200-16 24
*FT1390-200-21 40 3

*Die cages are hinged for ease of use when crimping large elbows
1Die cage used to crimp designated hose diameter with two piece Winner fitting
t1Die cage used to crimp Winner hose with 1A fitting

NOTE: Visit the Danfoss PowerSource Crimp Specs tool at danfoss.com/crimp
to find the tooling needed for all of the hoses and fittings you plan to crimp
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FT1390

Specifications

Dimensions:
49" high, 29" wide, 28" deep

Weight: 825 Ibs

Capabilities
« Braided hose: -4 thu -32

« Spiral hose: -6 thru -32

Features
- Front-end loading design

- Electronic keypad control of
crimp diameter

- Power return stroke, return
limit control

- Drop-in tooling (crimp die cages)
- Backstop fitting locator
- Worklamp equipped

- Includes footswitch

Benefits

« Easy and quick to electronically
enter crimp setting

- Can pre-program 10 most popular
crimp settings

- Die cages easily slip in
and out of machine

- Comes with high efficiency
PTFE grease
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FT1390

General purpose crimp machine

Crimp machine part numbers

FT1390-115
Base machine with 115v pump

FT1390-115CSA
Base machine with 115v pump, CSA approved

FT1390-230
Base machine with 230v pump

FT1390-230CSA
Base machine with 230v pump, CSA approved

Crimp machine and tooling
package part numbers
FT1390-115-12

Contains FT1390 crimper with 115v pump,
and ET4040TP-0007 tooling package
FT1390-115-12CSA

Contains FT1390 crimper with 115v pump,
and ET4040TP-0007 tooling package,
CSA approved

Ordering options

For your convenience, we have created one to two optimized machine and tooling package options
for each of the core crimp machines. If the available options do not meet your needs, place your
order for the desired machine, pump, and tooling separately, following the chart below.
Tooling can also be ordered a la carte. Visit the Danfoss PowerSource Crimp Specs tool at
danfoss.com/crimp to find the tooling needed for all of the hoses and fittings you plan to crimp.

FT1390 ordering
Select your base machine

FT1390-115 Base machine
with 115v pump

Pump included

FT1390-115
115v pump included

Pump part numbers

All pumps are included with machine
purchase.

To review machine and pump package
options please refer to the ordering
options below.

Accessory part numbers
T-400-G
1.5 oz. tube high efficiency PTFE grease

FF91455
16 0z. can, high efficiency PTFE grease

ET4040TP-0007

Select your tooling package

FT1390-115CSA Base machine | FT1390-115CSA
with 115v pump, CSA approved | 115v pump included

ET4040TP-0008

FT1390-230 Base machine
with 230v pump

FT1390-230
230v pump included

FT1390-230CSA Base machine | FT1390-230CSA
230v pump included

with 230v pump,
CSA approved

Crimp machines

Package with tooling

Order a machine
package with tooling

FT1390-115-12

FT1390-115-12CSA
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Crimp machines

FT1390

General purpose crimp machine (cont.)

Specialty crimp die cages

Tooling Tooling capabilities

Die cage part # Hose size Hose style
FT1209-200-14 -20 4S
FT1209-200-15 -20 65
FT1209-200-16 24 65
FT1209-200-20 24 45
FT1209-200-21 -32 65
FT1209-200-23 -32 45
FT1390-200-21 -40 2B
FT1307-200-M070 -03 PTFE PTFE

FT1307-200-M090

-03 Synflex, -04, -05 PTFE

Synflex, PTFE

FT1307-200-M120

-04 Synflex, -06 PTFE

Synflex, PTFE

NOTE: Additional dies and die cage assemblies also available. Refer to website or contact Danfoss

NOTE: FT1209-200-size & FT1390-200-size are for use with internal skive and 45/6S fittings
(SAETO0R11 & SAET00R13 hose styles).

NOTE: FT1390-200-size dies cages are hinged to allow ease of use when crimping large elbows
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FT1390

General purpose crimp machine (cont.)

Barrel crimp die cages

Crimp machines

Die cage repair kits

Die cage part # Hose size Hose style Die cage part # Order
FT1307-200-R5-04 -04 Truck and fuel T00R5 FT1307-200-size FT1307-2-9
FT1307-200-R5-05 -05 Truck and fuel T00R5 FT1390-200-size FT1390-2-9
FT1307-200-R5-06 -06 Truck and fuel 100R5 FT1209-200-size FT1209-2-9
FT1307-200-R5-08 -08 Truck and fuel 100R5
FT1307-200-R5-10 -10 Truck and fuel 100R5
FT1307-200-R5-12 -12 Truck and fuel 100R5
FT1307-200-R5-16 -16 Truck and fuel T00R5
FT1307-200-R5-20 -20 Truck and fuel 100R5
FT1307-200-R5-24 24 Truck and fuel 100R5
FT1307-200-R5-32 -32 Truck and fuel T00R5

*FT1392-200-R5-24 24 Truck and fuel 100R5

*FT1392-200-R5-32 -32 Truck and fuel 100R5

*Hinged die cage

NOTE: Tooling above for use with Aeroquip hose and fittings
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Crimp machines

ET4001

General purpose crimp machine

The ET4001 is ideal for factory, high-performance machine operations, construction and mine
locations. This machine offers the capabilities of crimping all of the crimp-style hose ends
through -32. With this coverage, this heavy-duty crimper can handle all of your crimping needs.

Tooling options

Dokt
ET4001

Tooling Tooling capabilities Tooling packages Specifications
*ET4001TP-  *ET4001TP 7EB§OO1TP‘ Dimensions:
1- wire 2- wire 4 wire 6 wire [1002 new 1001 (for Winner 250 gl 12" vicke, 21 e

Die cage braid braid spiral  spiral |placement conversion hose with 1A Weight: 550 Ibs
part # 1A/Winner 1A/Winner 4S 6S package package  fittings)
ET525DC-4Z -4 4 X X X Capabilities

« Braided Hose: -4 thru -32
ET525DC-5Z -5 -5 X

« Spiral Hose: -6 thru -32
ET525DC-6Z -6 -6 X X X
ET525DC-8Z -8 8 X X X RIS
ET525DC-10Z -10 -10 X - Positive stop
ET525DC-12Z -12 -12 X X X - Features a two-stage pump providing

high flow at low pressure for fast ram
ET525DC-16Z -16 -16 X X X )
approach and low flow at high pressure

ET525DC-20Z -20 -20 X for actual crimping
ET525DC-24Z 24 24 X - Can be mounted on a bench, work table,
ET525DC-32Z 32 32 or the FF91042 crimper cart
ET525DC-456 -6 X Benefits
ET525DC-4S8 -8 X X X - |deal for factory, construction
ET525DC-4510 0 and mine locations

- Crimps up to 2" 6 wire spiral hose
ET525DC-4512 -12 X X X

- Comes with high efficiency PTFE grease
ET525DC-4516 -16 X X X
ET525DC-4520 -20 X X X
ET575DC-4524 -24 X X X
ET575DC-4S32 -32 X X X
ET525DC-6520 20
ET575DC-6524 24
ET575DC-6532 -32

*ET4000AR-001 adapter ring included with base machine

*ET4001TP-1002 includes the following spacer rings -
ET575SR-135A, ET525SR-120A, ET525SR-180A,

ET525SR-225A, ET5255R-240A

*ET4001TP-1002 includes adapter ring ET4000AR-002

*ET4001TP-1001 includes the following spacer rings—ET5755R-135A, ET525SR-120A

*ET4001TP-1003 includes the following spacer rings—ET525SR-030A, ET575SR-120A, ET575SR-015A,
ET5255R-075A, ET5255R-015A, ET5255R-180A, ET5255R-090A, ET5255R-075D, ET525SR-045A,
ET5255R-240A, ET5255R-015D, ET5255R-060A, ET5255R-195A, ET5255R-120A, ET525SR-105A
NOTE: Visit the Danfoss PowerSource Crimp Specs tool at danfoss.com/crimp
to find the tooling needed for all of the hoses and fittings you plan to crimp
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ET4001

General purpose crimp machine

Crimp machine part numbers

ET4001-004
Base ET4001 machine with hose kit, pump,
work lamp

ET4001-004CSA
Base ET4001 machine with hose kit, pump,
work lamp, CSA approved

Pump part numbers
ET4001P-002

220v single phase electric pump
T-410-22

36" pump to press hose assembly

ET4001P-002CSA
220v single phase electric pump,
CSA approved

Ordering options

For your convenience, we have created one to two optimized machine and tooling package options
for each of the core crimp machines. If the available options do not meet your needs, place your

Crimp machine and tooling
package part numbers

ET4001-015
Contains ET4001 crimper, 220v pump Kkit,
and ET4001TP-1002 tooling package

ET4001-015CSA

Contains ET4001 crimper, 220v pump kit,
and ET4001TP-1002 tooling package,
CSA approved

Accessory part numbers

T-400-G

1.5 oz. tube high efficiency PTFE grease
FF91455

16 0z. can, high efficiency PTFE grease
ET4001C-0017

Magnetic work lamp

FF91042
Crimper cart

order for the desired machine, pump, and tooling separately, following the chart below.

Tooling can also be ordered a la carte. Visit the Danfoss PowerSource Crimp Specs tool at

danfoss.com/crimp to find the tooling needed for all of the hoses and fittings you plan to crimp.

ET4001 ordering

Select your base machine

ET4001-004
Base ET4001 machine with
hose kit, pump, work lamp

Pump included

ET4001-004
220v pump included

Select your tooling package

ET4001TP-1002
New placement
tooling package

ET4001-004CSA

Base ET4001 machine with
hose kit, pump, work lamp,
CSA approved

ET4001-004CSA
220v pump included

ET4001TP-1003
(for Winner hose with
1A fittings)

ET4001TP-1001
Conversion tooling package

Crimp machines

Package with tooling

Order a machine
package with tooling

ET4001-015

ET4001-015CSA
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Crimp machines

ET5070

Industrial production crimp machine

The ET5070 is designed for high industrial production and comes pre-programmed with all of
Danfoss” hose and hose fitting crimp specifications, crimp profile details, and machine settings in
order to crimp to Danfoss’ specifications. It crimps up to 2.5 spiral, 3" braided and 4" industrial in
Danfoss core hose products as well as a wide variety of specialty hose.

Tooling packages: standard die Sl

Standard die Crimp range Dimensions:
set part # Die size Die length Minimum maximum 67" high x 24" wide x 48" deep
mm in mm in mm in mm in Weight: 1,851 Ibs

ET5040DC-M070S 70 0276 820 323 70 028 90 035 e e g e el €les)

ET5040DC-M090S 90 0354 820 323 90 035 12,0 047 Capabilities

ET5040DC-M120S 120 0472 820 323 120 047 150 059 « Spiral hose: up to 2.5" (DN51)
*ET5040DC-M150S 15,0 0.590 82,0 3.23 15,0 0.59 18,0 0.71 « Braided hose: up to 3' (DN80)
*ET5040DC-M180S 18,0 0.709 82,0 3.23 18,0 0.71 21,0 0.83

« Industrial hose: up to 6" (DN102)

*ET5040DC-M210S 21,0 0.827 82,0 3.23 210 0.83 24,0 0.95

Features
*ET5040DC-M240S 24,0 0.945 82,0 3.23 24,0 0.95 28,0 110

- 315 tons of crimp force
*ET5040DC-M280S 28,0 1.102 82,0 3.23 28,0 1.10 32,0 1.26

« Designed for high production
ET5040DC-M320St 32,0 1.259 82,0 3.23 32,0 1.26 370 1.46

« Pre-programmed with Danfoss crimp

ET5040DC-M355S 35,5 1.398 82,0 3.23 35,5 140 39,5 1.56 specs and machine settings
*ET5040DC-M370S 370 1457 82,0 3.23 370 146 42,0 1.66 + Crimps up to 2.5" spiral, 3" braided,
4" industrial in core products
*ET5040DC-M420S 42,0 1.654 82,0 3.23 42,0 1.66 46,5 1.83
- Crimps textile braid, wire braid, spiral
ET5040DC-M450S 45,0 1.772 82,0 323 45,0 1.77 50,0 197 hydraulic, thermoplastic, PTFE, air condition-
ing, and other industrial and specialty hose
*ET5040DC-M465S 46,5 1.831 82,0 3.23 46,5 1.83 52,0 2.05 constructions
ET5040DC-M505S 50,5 1.988 82,0 3.23 50,5 199 54,0 213
Benefits

*ET5040DC-M520S 52,0 2.047 82,0 3.23 52,0 2.05 55,0 217

- Ease of use and fast cycle times
*ET5040DC-M550S 55,0 2.165 82,0 3.23 55,0 217 60,0 2.36 increase productivity

ET5040DC-M570S 570 2244 820 323 570 224 64,0 252 + Pre-loaded Danfoss crimp specs reduce
errors and scrap

ET5040DC-M590S 590 2.323 82,0 3.23 590 2.32 66,0 2.60

- Fast and safe crimp operation

ET5040DC-M620S 62,0 2441 82,0 3.23 62,0 244 70,0 2.76 ) .
- Grease free dies allow for much easier and

*ET5040DC-M690S 690 2717 820 323 69,0 272 73,0 2.87 cleaner die changeout and reduce chance
for operator error due to not having to
ET5040DC-M720S 72,0 2.835 82,0 3.23 72,0 2.84 78,0 3.07 apply grease to dies and crimp ring
ET5040DC-M775S 775 3.051 82,0 3.23 775 3.05 85,5 3.37 - Convenient die storage rack
allows easy access to crimp
ET5040DC-M790S 79,0 3.110 82,0 3.23 79,0 3.1 88,0 346 dies and tooling

*Included in the ET5040C-0023 standard die kit

tSupplied with all ET5040 crimp machines and required for calibration
ET5040C-0001 adapter die required for all M series dies and

comes standard in each KT machine package.
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Crimp machines

ET5070

Industrial production crimp machine tooling

Large bore die for the ET5070 100R5 dies for the ET5070

Standard die Crimp range

buijoo) pue sauiysey | ssojueq Aq dinbolay

set part # Die size Die length Minimum e Die part # Hose size  Hose style
mm in mm in mm in mm in ET5040DC-R5-04  -04 fTL:lcﬁggF?S
ET5040PBL-M740 740 2913 1180 465 74,0 292 83,0 3.26
ET5040DC-R5-05  -05 Jruckand
ET5040PBL-M780 780 3070 1180 465 78,0 307 86,0 3.38 fuel 100R5
ET5040PBL-M840 840 3307 1180 465 84,0 331 22,0 362 ET5040DC-R5-06  -06 fTLilcﬁ 8855
ET5040PBL-M860 86,0 3.386 118,0 4.65 86,0 3.39 94,0 3.70 Truck and
ET5040DC-R5-08  -08 fuel 100RS
ET5040PBL-M900 900 3543 1180  4.65 90,0 355 99,0 3.89
Truck and
ET5040PBL-M960 960 3800 1180 465 96,0 380 1050 413 ET5040DC-R5-10  -10 fuel 100R5
ET5040PBL-M1030 1030 4055 1180 465 1030 406 130 444 ETS040DC-R5-12  -12 fTL:ﬁ 5855
ET5040PBL-M1060 106,0 4173 126,0 496 106,0 4.18 116,0 4.56 Truck and
ruck an
ET5040PBL-M1110 100 4331 1260 496 100 433 1210 476 ET5040DCR5-16 | -16 fuel 100R5
ET5040PBL-M1160 1160  4.567 1260 496 1160 457 1270 499 ET5040DC-R5-20  -20 fTrUﬁ 8855
ue
ET5040PBL-M1210 1210 4764 1260 496 1210 477 1330 523 Truck and
ET5040DC-R5-24 24 fuel 100RS
ET5040PBL-M1260 1260 4961 1260 496 1260 496 1380 543 ue
Truck and
ET5040PBL-M1310 13,0 5157 1260 496 131,0 5.16 1440 566 ET5040DC-R5-32  -32 fuel 100RS

NOTE: Each set includes 8 individual dies

ET5070

Industrial production crimp machine
Crimp machine part numbers
ET5070-002-230/ET5070-002-230KT*
ET5070-002-380/ET5070-002-380KT*
ET5070-002-400/ET5070-002-400KT*
ET5070-002-420/ET5070-002-420KT*
ET5070-002-440/ET5070-002-440KT*
ET5070-002-460/ET5070-002-460KT*
ET5070-002-480/ET5070-002-480KT*

*AllKT part numbers come with the machine,
calibration tooling, die installation tool,
standard die package, adapter die package,
double foot pedal and machine mounted
storage rack
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Crimp machines

ET5070

Industrial production crimp machine

Pump part numbers

All pumps are included with machine pur-
chase. To review machine and pump package
options please refer to the following ordering
options.

Accessory part numbers

*ET5040C-00011

Adapter die package (Supplied with ET5070
crimp machines. Required for use with
ET5040DC style dies and used to calibrate
machine)

*ET5040C-0004
Die installation tool

*ET5040C-0014
Machine mounted die storage rack
(includes insert holders)

ET5040C-0016
Table top die storage rack
(includes insert holders)

ET5040DC-M320St
32mm die set

ET5040DC-MXXX
Standard die sets

ET5040PBL-MXXX
Large bore industrial hose die sets

ET5040C-0006
Automatic backstop

ET5040C-0007
Manual backstop

ET5050C-0009
Viewing mirror

*Components included in
machine kit packages "KT"

tCalibration tooling

*ET5040C-00191
Calibration tool (supplied with
ET5070 crimp machines)

*ET5040C-0020
Double pedal foot switch

*ET5040C-0023
Includes 11 of the most popular standard
ET5040DC style die sets

(supplied with all ET5070 base machines)

Please note that ET5070 shares dies, crimp
components, and some accessories with the

ET5040 and ET5050

Ordering options

Tooling can also be ordered a la carte. Visit the Danfoss PowerSource Crimp Specs tool
at danfoss.com/crimp to find the tooling needed for all of the hoses and fittings you plan to crimp.

ET5070 ordering

Select a machine kit

ET5070-002-230KT

Kit includes

ET5070-002-230 machine, calibration tooling, die installation tool, standard die package,
adapter die package, double foot pedal and machine mounted storage rack

ET4001C-0017
Magnetic work lamp

Pump included

230v 3 phase pump included

ET5070-002-380KT

ET5070-002-380 machine, calibration tooling, die installation tool, standard die package,
adapter die package, double foot pedal and machine mounted storage rack

380v 3 phase pump included

ET5070-002-400KT

ET5070-002-400 machine, calibration tooling, die installation tool, standard die package,
adapter die package, double foot pedal and machine mounted storage rack

400v 3 phase pump included

ET5070-002-420KT

ET5070-002-420 machine, calibration tooling, die installation tool, standard die package,
adapter die package, double foot pedal and machine mounted storage rack

420v 3 phase pump included

ET5070-002-440KT

ET5070-002-440 machine, calibration tooling, die installation tool, standard die package,
adapter die package, double foot pedal and machine mounted storage rack

440v 3 phase pump included

ET5070-002-460KT

ET5070-002-460 machine, calibration tooling, die installation tool, standard die package,
adapter die package, double foot pedal and machine mounted storage rack

460v 3 phase pump included

ET5070-002-480KT

ET5070-002-480 machine, calibration tooling, die installation tool, standard die package,
adapter die package, double foot pedal and machine mounted storage rack

480v 3 phase pump included
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Specialty
tooling kit

The Danfoss tools listed are offered in kits for
any given hose type, or collets and tools can

be purchased individually by catalog number.

Visit danfoss.com/crimp to find the tooling
needed for all of the hoses and fittings you
plan to crimp.

T-400-66

069 ‘E’ Series collet kit

This kit can be used with the following
machines: T-420, ET4001

Spacer Rings not included in T-400-66 kit.

Kit includes one each of the following:

Kit includes one of
each of the following

Part # Description

T-400-54C | Collet-3/16"
T-400-56C | Collet-5/16"
T-400-57C | Collet - 13/32"
T-400-58C | Collet - 1/2"
T-400-59C | Collet - 5/8"
T-400-60C | Collet - 7/8"
T-400-61C | Collet-1-1/8"

Specialty tooling
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Repair and replacement items

T-450/T-465 repair & replacement items

General repair & replacement items

Part # Description Part # Description

T-400-G 1.5 oz. Tube high efficiency PTFE grease 1-450-D1 Spacer ring selector decal for nylon hose

FF91455 16 oz. Can, high efficiency PTFE grease (HO09, H209, H243, H435, and H436)
T-450-P Pusher

ET1000 repair & replacement items T-450-Q Quick disconnect coupling

Part # Description T-450-K Pusher and retainer plate repair kit:

Includes:  T-450-B  Pusher bolt (1)
T-450-R  Retainer plate (1)
T-450-S  Retainer plate screw (2)

W-EQCR-TEO11-E | Shroud decal

ET1000C-0001| Stand
ET1000C-0006| Pusher
ET1000AR-001| Adapterring
ET1000C-0021 | Wall mount bracket
ET1000C-0012 | Pusher extension

T-464 repair & replacement items

ET4001 repair & replacement items

Part # Description
parté Description AP432452437325en-000101 | Instructions
ET4001C-0017 | Gooseneck lamp, magnetic mount T-460-SPR Slide pull rod
T-410-TM Micro switch T-460-16 Hose assembly
ET4000AR-001 | Base adapter ring T-460-2 Hand pump
ET4000AR-002 | Base adapterring W-EQCR-TE009-E Shroud decal
ET4000TP-0001 | Locator bracket kit T-460-P Pusher
ET4000TP-0002 | Wear plate kit T-460-SF Slide flange
ET4001C-0015 | Shroud T-260-SP Slide plate
120-00429 Screw, hex head (8) T-460-SPK Slide pull knob
FF91042 Cart for ET4001 or T-420

T-466 repair & replacement items

T-420 repair & replacement items

Part # Description Part # Description
T-420-1M Micro-switch for T-42<ns1:XMLFault xmlns:ns1="http://cxf.apache.org/bindings/xformat"><ns1:faultstring xmlns:ns1="http://cxf.apache.org/bindings/xformat">java.lang.OutOfMemoryError: Java heap space</ns1:faultstring></ns1:XMLFault>