Check Valves M

RPV 06

Pilot Operated Check Valve, Port 1 Pilot to open with Drain
315 bar [4600 psi] + 30 I/min [8 US gpm]

B DESCRIPTION AND OPERATION

This is a pilot operated check valve with a separate drain. Free flow takes place from port 3 to 4 and is blocked from port 4 to 3 until pilot pressure is
applied to port 1. Port 2 is drained to tank to remove any effect of pressure in port 3 affecting the pilot pressure required to keep the valve open.
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H PERFORMANCE DATA B PERFORMANCE CURVES
Pressure drop
Rated pressure 315 bar [4600 psi] psi bar 26 mm?/sec (cSt) [124 SUS] @ 50°C [122°F]
Rated flow at 7 bar [100 psil 30 I/min [8 US gpm] 2504 20
Weight 0.13 kg [0.29Ib] 200 s
Pilot Ratio 341 3to4 /
Cavity NCS06/4 f T °
100 | /4to 3
Note: A piston seal requires a 4.5 bar [65 psi] or greater return spring. 5 /
50+ /
04 04—
0 10 20 30 40
I/min
o 2 4 & 8 10
US gal/min
H MODEL CODE
e M
RPV06 - 5 - OR - 00 - V
Pilot Seal Option
OR-Seals
Omit-No seals
Housing
Code  Ports& Material Housing Model Code Seal Option
00 No Housing Code Seal kit
L3/8 Al 3/8B5P NCS06/4-L-3/8 V-Viton Consult factory
L2 AL1/2BSP NCS06/4-1-1/2 Omit-Buna-N 230000080
L6S Al, #6 SAE NCS06/4-L-65
L8S Al#8 SAE NCS06/4-L-85
*Aluminum bodies are to be used for pressures less than 210 bar [3000 psi]
* Additional housings available
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