Coils and Electronics
M16

26W Standard Coil
H PERFORMANCE DATA Il PERFORMANCE CURVES
M16 26 watt coil
Duty cycle 100% at 115% of rated voltage at 40°C [104°F] 100 |
Magnet wire insulation 200°C[392°F] ) :(0) 1
i & 9T Minimum Pullf
far:“zfnt temperature _20 tO 40 o( [_4 tO 104 oF] % ;g’* il:]\l\r}’:)liltr;'lgeu / \\
Input voltage range 85% to 115% of rated voltage § 50 y/ /7\ N
Temperature rise at 115% °C [266°F] ab bi e / / AN
of rated voltage 130°C [266°F] above ambient e o / Contmeus AN
Weight 0.24kg [0.53 1b] £ 10—
* Lo //
70% 80% 90% 100% 110% 120% 130% 140%
B ENVIRONMENT PROTECTION Percent Rated Voltage
Rating Connector Type
IP65 FL, FLD, and DN
IP67 AJ, AID, AS, and ASD
IP69K DE and DED
M ELECTRICAL SPECIFICATIONS
Voltage 10VDC  12VDC  20VDC  24VDC  110VAC* 220 VAC* Diode Information
Resistance (Ohms) @ 20 °C [68 °F] 4 5.6 15 22 420 1600 bl
Current draw (A) @ 20 °C [68 °F] 25 214 133 1.1 0.23 0.12 ,_E j
Power (W) 26 26 2 2 2 2
*External rectifier required Built-in, u?lb-lgér:ﬁflqu]\lzl 4%06|)a”ty diode
B MODEL CODE
p
M16 - 10D - 26W - AJ
Coil Voltage —|_(onne:tor Type
Code \(Izilltage Coil Power Code %;;:ector
10D 10VDC A) Amp Junior
12D 12VDC AJD Amp Junior with Diode
200 20ViC As AMP SuperSeal 1.5
2D 24VnC ASD AMP SuperSeal with Diode
110 110 VACK DE Deutsch
220 220 VAC* DED Deutsch with Diode
*DIN only - external rectifier needed FL Flying Leads
FLD Flying Leads with Diode
DN DIN 43650
N\
H DIMENSIONS
mm [in]
A) AJD
Amp Jr. Amp Jr. w/diode AJD
239.0 [1.54] - 239.0[1.54] — 445[1.75
250128 23;0 [o.98] 825 [1.28] 2B e
%a ( il F%ﬂf ( It

~>j 50.2[1.98] L—

BC544246063282en-000201

|
J ©16.15 [0.638]

37.5[1.48]

»1 50.2[1.98] L

|
J ©16.15 [0.638]

37.5[1.48]




Coils and Electronics
M16

26W Standard Coil
H DIMENSIONS

mm [in]

AS

Amp SuperSeal 1.5/MetriPak 150 Type 1

57.8[2.28] —
38.3[1.51]
25.0 [0.98]

©39.0[1.54]

—

MIB0D-26W-AS

Pin 2

, Pin 1

DE
Deutsch

64.5 [2.54] ——
45.0[1.77)
25.0[0.98]

@39.0 [1.54]

TR0
M16-100-26W-DE-D

L, 216.15 [0.636]

|— 37.5[1.48]

»‘ 50.2 [1.98] L

FL
Lead wires

TWO LEADS EXTENDING

593 mm +10 [24.3¢
51.5 [2.
25.0
©1.2[0.05] —smllea—
©2.0[0.08]
32.5[1.28}

7100000
MiB00zwA1D

»‘ 50.2 [1.98] L‘

239.0[1.54]

BC544246063282en-000201

- ©16.15 [0.636]

— 37.5[1.48]

4] MIN.

03]
[0.98]

LENGTH

216.15 [0.636]

37.5[1.48)
DN
1504400 (DIN 43650)
17.7 [0.70] fe—

(— 44.5[1.75]
25.0[0.98]

ASD

Amp SuperSeal 1.5/MetriPak 150 Type 1 w/diode

57.8[2.28] —
38.3[1.51]

©39.0 [1.54] 25.0[0.98]

1

710000
MIBT00-26VIAS

L, 216.15 [0.636]
50.2[1.98]

— 37.5[1.48]

Pin 2/\ Pin 1

NS

DED
Deutsch w/diode

64.5 [2.54] ——

45.0 [1.77]
©39.0 [1.54] 25.0[0.98]
:@ [ |
Pin 1IG @I Pin2

Wi 103290ED
|
L, ©16.15 [0.636]

»‘ 50.2 [1.98] L | a7s e
FLD

Lead wires w/diode

TWO LEADS EXTENDING

593 mm 10 [24.3+.4] MIN.
515 [2.03]

25.0(0.98]

©1.2 [0.05] —amea—

Black (-)
©2.0[0.08] fack )

32.5[1.28}
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