
1 2 3 4 5 6 7 8 9 10 11 12

1 2 3 4 5 6 7 8 9 10 11 12

A

B

C

D

E

F

G

H

A

B

C

D

E

F

G

HCRITICAL CHARACTERISTICS
KEY CHARATERISTICS
INSPECTION
MUST COMPLY TO ROHS DIRECTIVE 2011/65/EU

6

50.3

83

83

48.1

264.5

170

264.5

62
66.8

1 OF 1MCAD-FCP106-MH2-IP66-MOTOR-ADAP

CONFIDENTIAL: PROPERTY OF DANFOSS A/S NORDBORG, DENMARK.  NOT TO BE HANDED OVER TO BE 
COPIED OR BE USED BY A THIRD PARTY.  TWO OR THREE DIMENSIONAL REPRODUCTION OF CONTENTS 
TO BE AUTHORIZED BY DANFOSS A/S.

SHEETMODEL
MCAD_FCP106_MH2_IP66_MOTOR_ADAP

REVDRAWING NUMBER

MCAD FCP106 MH2 IP66 MOTOR ADAPTER PLATE

CHECKED

Dec-12-18DESIGNED

CHANGED

 PDM CONTROLLED DRAWING 
NOT VALID WITHOUT FROZEN DATE IN ID STAMP
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NOTES:
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